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INTRODUCTION 


This manual is an outgrowth of application-related activities 
at RCA as they pertain to the needs of our 1800 Series customer 
base. The inputs for the articles have come directly from custo¬ 
mers, indirectly through our field sales and applications force, 
and as a spinoff of new product definition work. Because of this, 
these briefs should answer application-type questions that may not 
be sufficiently explained in our current product literature. New 
material will periodically update this publication, and, as sub¬ 
ject material expands, articles about specific device types will 
be combined into general Application Notes and appear in future 
Data Book releases. 

We welcome your comments and suggestions for new mini-notes, 
based on your experiences in developing hardware and software 
around the 1800 series. We would appreciate it if you could pass 
along to your local RCA Representative any material that is not 
of a proprietary nature - we will consider developing any ideas 
that meet the general needs of our customer base. 
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OSCILLATOR DESIGN CONSIDERATIONS FOR THE CDP1802 


Despite the widespread use of crystal-controlled oscillators for microprocessors, 
crystal selection may still pose problems for many designers. Most of these 
problems can be minimized by an understanding of the various properties and 
specifications needed to define an oscillator circuit for the CDP1802 
microprocessor. 


Clock Frequency and Accuracy 

Quartz crystal oscillators will provide frequency stability better than 
0.01%. However, many microprocessor applications do not require an exact 
clock frequency — therefore, the use of RC or LC type oscillators may be 
a wise cost-effective choice. If a crystal is to be used, there are two 
basic low-cost types to consider: Parallel resonant AT cut quartz crystals 
typically ranging from 0.8 MHz to 6 MHz, and low frequency tuning fork type 
crystals available in several stock frequencies from 10 kHz to 240 kHz, 
including the popular 32.768 kHz digital watch frequency. Statek Corp., 
for instance, specializes in low-cost tuning fork crystals, and they have 
numerous free application notes to aid in design. 


The Oscillator Circuit 


Figure 1 shows the basic cyrstal oscillator circuit for the CDP1802. The 
15 megohm resistor is used to bias the gate in its linear region so that 
it behaves like an amplifier. Capacitors Cs and C-p provide the required 
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Figure 1 


capacitive loading for the crystal and act as high-frequency filters to 
avoid overtone oscillations. The values of Cg and C^ can be calculated 
using the following equations found in ICAN-6086: 


4 C 


Ct = _ - _ » arid 

1 C it r» 
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Rg is the equivalent resistance of the crystal. Figure 2 shows the 
approximate relation of Rg to frequency for AT type crystals. 

Cl is the load capacitance for the crystal, generally a standard value 
set by the crystal vendor between 10 and 32 pF. 

f is the frequency in Hz. 
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(f) FREQUENCY MHZ 
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Figure 2. 

The actual value Cg used should be about 4 pF less than the calculated 
value to allow for the amplifier input capacitance. 

R can usually be 0 ohms unless low power drain or stability during variable 
Vdd voltage is important. ICAN-6086 and ICAN-6539 explain in detail the 
need for and calculation of R. 

Crystal Specifications 

Frequency and Tolerance — ±0.01% from -20 to 100°C is common. Tighter 
tolerances down to ±0.001% are available at additional cost (check with 
vendor). 

Mode of Oscillation — Fundamental, parallel resonance. 

Load Capacitance (Ct) — Typically between 10 pF and 32 pF - choose a 
stock value the vendor has. Higher values of Cl will improve frequency 
stability, but lower values will decrease oscillation power consumption. 

Maximum Equivalent Resistance (Rg) — This number is related to the 
frequency. Most vendors will supply crystals with Rg values lower than 
the curve shown in Fig. 2. 

Max. Drive Level — The crystal should be able to dissipate 5 milliwatts 
of power. If the crystal cannot handle this level, frequency drift or 
even damage to the crystal may result. Crystals with lower drive capability, 
such as the tuning fork type, can be used if R is increased to reduce the 
drive level. ICAN-6086 gives details on how to compute R, also Statek 
has numerous free Application Notes about this. 

Can Type — HC33 and HC18 are popular types. 



CAUTION 


Don't over spec. Since virtually every parameter is a derivative of 
another, it is easy to specify a crystal that cannot be manufactured. 


It's best to work with the vendor 

Par tial List of Crystal Vendors 

International Crystal Mfg. 

10 N. Lee Street 
Oklahoma City, OK 73102 

A05-236-3741 


Statek Corp. 

1200 Alvarez Ave. 

Orange, CA 92668 

714-639-7810 

Partial List of Ceramic Resonator 

Vernitron Piezoelectric Div. 

232 Forbes Road 
Bedford, Ohio 44146 

216-232-8600 


by explaining the application. 


Valtec Corp. 

75 South Street 
Hopkinton, Mass. 01748 

617-435-6831 


M-Tron Ind. 

P.O. Box 630 
Yankton, S.D. 57078 

605-665-9321 

Vendors 

Radio Materials Corp. 
4242 W. Bryn Mawr Ave. 
Chicago, Ill. 60646 

312-478-3600 


Murata Mfg. Co. Ltd. 
1148 Franklin Rd. S.E. 
Marietta, GA. 30067 

404-952-9777 


For additional information contact Jerry Johnson - X6776. 
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Alternative Oscillator Types 


RC Type — A simple RC oscillator is shown in Fig. 3 using a CD4093. The 
approximate frequency (f) is detemnlned as follows: 


f = ^ at V. 

RC 


DD 


5V 


Unlike the CDP1802, the CDP180A microprocessor uses a Schmitt inverter 
for the oscillator amplifier so that it can be used directly for the 
RC oscillator. 


♦v. 


DD 
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Figure 3 


LC Type — A parallel-resonant LC circuit may be used as the frequency 
determining network for the CDP1802. (See Fig. 4.) The frequency and 
component values have the following relationship: 


2it y^nr 

The high-impedance secondary of a small 455 KC IF transformer similar 
to those found in most portable transistor radios makes an excellent 
LC oscillator (the C is built in). Furthermore, it is tunable (about 
ilO%) using the slug. 


■ ” 
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Figure 4 


Ceramic Resonators 

Made of piezo-electric material, ceramic resonators behave similar to 
crystals, requiring two capacitors and a bias resistor. Frequency 
tolerances of ±1% are typical minimums. Values of Ci, C2, and R depend 
on the device used; check vendor literature. 


i 802 
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Figure 5 







Low Voltago Operation of the 1802 


Tests indicate that a typical 1802 can operate with Vcc and Vdd as low as 
2.5V, provided clock frequencies are limited to the values shown in Fig. 1 
and temperature is held at 250C. Guaranteed operation, of course, requires 
a custom selection. 

Twenty 1802's having various date codes and package types, were tested at 
250 c in a switch box without memory components. An external square wave 
generator was used for the clock signal, thereby eliminating crystal oscillator 
limitations. Details about low voltage crystal oscillator design can be found 
in ICAN-6539 and ICAN-6086. 
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Figure 1 

Two instructions, SEX to F, and IRX, were loaded into the CPU by switching in 
the HEX codes and single stepping the clock. When running, the CPU generates 
addresses from 0000 to FFFF and then repeats over and over. The frequency was 
increased until the high address byte to TPA shift became critical. The 
results, shown as "limit A", indicate the frequency at which the leading edge 
of the high byte occurs at the trailing edge of TPA (Zero Setup Time). The 
November '79 Newsletter describes this phenomenon in detail. 

If TPA is delayed externally to provide more set up time for the high byte, 
or if the high byte is not required, then the maximum frequency is merely the 
internal logic speed limitation of the CPU shown as "limit B". 


For more information or specific applications contact Jerry Johnson, X6776. 






Data Bus Contention During CDP1802 Register-to-RegIster Operations 


In 1802 based systems using various ROM's (CDP1832, 1834) or EPROM's (2708, 2758, 
2716) bus contention problems have been found to occur during internal data trans¬ 
fer operations (GHI, PHI, GLO, PLO). As a result, data is lost in one or more 
register. 

The 1802 generates a valid 16-bit address and a TPA signal during these operations. 
If the chip-select signals for the ROM or EPROM is only controlled by higher order 
address bits, then it is very probable that these memories can be selected and 
have their output drivers "turned on", creating a bus contention problem with the 
1802 data bus drivers. 

The solution to this problem is to either gate the chip-select functions with MRD 
externally, or find a spare input on the memories for MRD. During these register 
operations TO is held high. (See Table Von p. 90 of the MPM-201B Manual). See 
below for specific suggestions. 

A. Wiring MRD to a Spare Input 

t CDP1834 (CSl or CS2) - only if they are "active low" 

• 2716, 2732, 2758 (W) 

B. Gating TO Externally with the Chip-Select Function 
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For further information, contact Joe Paradise, X7352. 
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1802 Interrupt Control Circuits 


The circuits shown in Figures 1 and 2 generate a separate vectored starting 
address, allocating a 32 byte block of memory, for each of 8 prioritized interrupt 

inputs: 

Circuit itl - operates on a first come-first served basis, with priority arbitrat- 
ion for coincident input pulses. The first input pulse is asynchronously latched. 
Once an interrupt is initiated all inputs are ignored until the vectoring address 
is read by the CPU; at this time a new input may be accepted but will not be 
serviced until the conclusion of the existing interrupt routine. If DMA is to be 
used, SCO and SCI must be AND-ed together to distinguish S2 from S3 states. 

Circuit #2 - the highest priority peripheral will be serviced. Inputs are^not 
self latching and therefore must be maintained until the CPU begins the INP 
instruction to read Port B. The peripheral device must remove its interrupt 
request before the end of the interrupt routine; peripherals could use a daisy 
chained interrupt acknowledge scheme. 

Both circuits assume no subroutine nesting during interrupt. 


Input. 

0 

B 

2 

3 

B 

5 

6 

B 

Vector 
Address 
Low Byte 

00 

20 

40 

60 

80 

AO 

CO 

EO 


For additional information contact Jerry Johnson - X6776 
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Timing Diagrams 
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Circuit //I 



Circuit #2 









Using The 1802 Scratchpad To Store RAM Variables 


Small systems with modest RAM requirements can sometimes be implemented without 
external RAM by using a portion of the 1802 scratchpad register array to store 
variable data. Since the scratchpad can be configured for 16-bit addresses or 
8-bit data, a typical small system could allocate 8 registers for pointer 
addressing, and still leave 8 registers for up to 16 bytes of "RAM" storage. 

A difficulty arises when attempting to perform an arithmetic or ALU operation 
on register data: these operations require M(R(X)) and the D register as 
operands. Register to D manipulations can be performed with PHI, GHI, PLO, 
and GLO instructions, but R(X) cannot point to an internal register to complete 
the operation. 

The problem can be solved if one page of RDM is available for use as a lookup 
table. With this method, one register operand becomes the lower order table 
pointer address, while the other operand is transferred to D. The lookup 
table contains sequential bytes from 00 to FF, and when the arithmetic or ALU 
operation is performed, the table contents and D are operated upon, with the 


result in the D register. 



EXAMPLE 


0 Register data is stored in R(9).l and R(B).0 
o An XOR instruction is to be performed |m(R(X))(?)D— 
o Lookup table is located in locations 0300 - 03FF 
o R(7) is dedicated as lookup table pointer 
o R(7).l has already been initialized to 03 

MACRO: 

GHI R9 . . . Get first operand into D 

PLO R7 . . . Use first operand to lookup table value 

GLO RB . . . Get second operand into D 

XOR . . . Exclusive-OR D with contents of table address 

if R(9).l = AA and R(B) .0 =• FF 
then R(7) would point to address 03AA 
Contents of 03AA * AA 
M(R(X)) 0 D - AA @ FF » 5’5 

D will contain S5 when operation is complete 

The idea for this article was submitted by John Stabler, RCA, Des Plaines. 
For information on related topics, contact Joe Paradise, X7352. 
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Optimizing Hardware/Software Trade-Offs 
In RCA CDP1802 Microprocessor Applications 

By LA. Solomon and D. Block 


One of the chief reasons for choosing to 
design with a microprocessor rather than 
standard IC's is to reduce a system’s parts 
count. To make the best choice retjuires a 
careful analysis of hardware/softwnre 
trade-offs. This analysis usually narrows 
down to die ratio of 11OM to I/O devices 
in the system. Economics indicates that 
the more functions handled in software, 
the less e.vpensive and more flexible the 
system will be. Thus, a good design 
practice is to attempt to do everything in 
software initially and then relegate 
functions to hardware only n.s the 
speed/processing capability of the CPU 
becomes taxed. This Note will dc'-elDp 
some examples of processor interfaces that 
not only minimize external hardware but, 
tiu-ough judicious programming teeli- 
nupies. also minimize speed reiiuirenients 
on tbe CPU. 

The U(14 COP 1802 microprocessor is 
particularly well suited to minimum-cost 
interfacing because it has a significant 
number of terminal connections dedicated 
to I/O operations and an extensive set of 
I/O instructions. It has three I/O 
selection lines, called the “N” lines, that 
are controlled by I/O instructions plus 
four general-purpose flag input lines 
testable with branch instructions, niere 
arc also DMA-in, DMA-out, and 
Interrupt Request line inputs as well as 
two state code and two timing pulse 
outputs to synchronize I/O devices to the 
CPU. A single bit output (Ql which can be 
set or reset under program control is also 
provided. In all. l.^i of the CDP1802 
termin,-!! connections are dedicated ex¬ 
clusively to I/O control. In addition, the 
CDP18b2 has other unique architectural 
features, such as built-in DM.A, that can 
be use<l to advantage. These features will 
also be discussed. 


A CLASSICAL SYSTE.M 

A simple system having a keyboard 
input and a digital display output is shown 
in Fig. 1. The siauilic fvuiclions arc 
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Fig. 1 • Simple microcomputer system. 

omitted because the immediate concerns 
arc only the microprocessor and I/O 
interfaces. These interfaces will be 
constrained by the programming 
techniqiic chooi'cn for the system. In the 
classical software control flowchart for 
this system, shown in I' ig. 2, the standard 
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Fig. 2 - Classical software control flowchart for 
the system of Fig. 1. 
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initialization block is followed by an 
input, processing, and output procedure 
with a final loop back to repeat the action. 
Even without the details of the hardware 
or software design or the sp)ccific ap¬ 
plication, certain predictions can be made 
about this system. 

First, consider the software cycle time, 
that is the time to go completely through 
one loop of the procedure. The cycle time 
is the sum of the time spent in each portion 
of the software. including input, 
processing, and output. Because the 
program apparently waits for an input, 
the time spent in the input block is in- 
deteniiinate. The system cycle time, 
therefore, is indeterminate. This 
parameter has immediate impact on the 
selection of both input and output devices 
used in tlie system. The output device, for 
instance, must be capable of operating for 
prolonged periods without processor 
attention. Therefore, it must be a device 
that is self-refreshing or contains a latch. 
It certainly cannot be dynamic because no 
provision for refreshing is apparent in the 
simple .software structure shown thus far. 
Because dynamically refreshed displays 
have the potential for lower cost, the static 
requirement i.s a serious drawback. 

Next, consider an input device. A 
keyboard, being human operated, will 
present data to the processor at an uneven 
rale. The lime between keystrokes may 
vary from, a few milliseconds to several 
seeoiids or minutes. With the (lowehnrt 
given, the processor must eomplete its 
processing before the next input can be 
received. If each keystroke requires some 
analysis by the microprocessor, a choice 
between using a very fust (and exj>cn.sive) 
processor or lengthening the minimiim 
time between keystrokes must be made. 
The first alternative would be very 
wasteful since the proces-sor's very fast 
spee<l would only bo needed in short 
bursts; most of the time it would he idling 
wailing for an input. The second alter¬ 
native leads to an unresponsive system, 
one in which the operator will have to 
adjust to the system rather than the other 
way around. A third alternative is to 
•de.sign in an “inlclligenl" keyboard 
controller or buffering device to smooth 
out the input rate us depicted in Fig. il. 
This alleriialive, however, is not ideal 
either because it rerpiires additional 
hardware expense. 

Resorting to additional hardware, 
however, may not be necessary if the 
flowciiart of Fig. 3 is restructured. By 
doing the controller functions in the 
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Fig. 3 • Addition of controllers to smooth out 
Input rate. 

software the controllers can be eliminated 
at only the cost of enlarging the system 
ROM. Moreover, because ROM's come in 
fixed increments, it may be no more 
expensive to have a program that is R)24 
bvtes long than one that is .i2T bytes, even 
though one is nearly twice ns long as the 
other. In fact, if there is unused space in 
the sy.stem ROM, the controller function 
may he liad for "free". Even if an ad¬ 
ditional ROM is reqiiircd, it may cost less 
than the Mi?I or LSI controller being 
re[)laced. 

To lake advantage of software control, 
the approach is cliahged, so that instead of 
waiting for an input to take place, the 
system simply looks at the input 
periodically. If no in[)\it is present, it skips 
the input op('ralion and givs on to 
something else. Tlml something cls<‘ could 
be the refreshing of a dynamic display, for 
example, or some processing reejuired as 
the result of the last input. If an input is 
present, then it is aeee|ited and u< led on. 
lliere are several options available for 
handling the processing associated with 
this input. If the input is small and can be 
handled immediately, the system will do 
so. If not, it can be savt'd for later when 
there will Ix' time to handle it. or it can be 
broken up into small computational 
blocks interspersed among other tasks 
such as display refresh. 'Fheso approaches 
are flowcharted in Fig. 4. The latter 
approach is the id<'a behind a powerful 
technique railed interjirelive program¬ 
ming in which functions such as display 
refresh and keyboard scan arc written as 
modular sul)routiiies. Calls to lliese 
suhroiilines, whieli pa.NS or pick up 
parameters from the main program, can 
be interspersed throughout the main 
program wherever reejuired by the system 
timing considerations. 
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Fig. 4 - Controller function transferred to 
software and Input loads Interspersed. 

HANDLING A DYNAMIC DISPLAY 

Fig. 5 shows a typical multiplexed 
display system and Fig. 6 gives the details 
on the display refresh rate. The minimum 
refresh rate for any digit should be 100 
Hz, which is fast enough to prevent flicker 
under most stationary display conditions. 
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Fig, 5 • Typical multiplexed display system. 
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Fig. 6 ■ Details of the display refresh rate. 


The actual ON time (Tj)) of any digit is a 
trade-off b'tween the intensity of the 
display and the time remaining within the 
100-Hz refresh period for the processor to 
do some other work. It is desirable to 
mitiimiz.e I’j) so tliat a nTaximiim of 
processing time (Tp) is left for the rest of 
the processing load. 

It is customary to “overdrive” 
multiplexed LKf) displays to increase 
their a[>parent brightness. The extent to 
which overdrive is practical is a function 
of the duty cycle 

Td 


Tr 

of the display. This technique, however, is 
not without risk. Sho'.ild the program 
cra.sh or hang up (because of a program 
bug or noise injected into the system, or 
component failure, etc.), it is quite 
probable that a digit driver will be in¬ 
cinerated. Because of this hazard ap¬ 
propriate precatitions. particularly when 
debugging a system, should be taken. 

The segment information for a 7- 
segment display can be handled in either 
of two ways. If the data is in BCD, a 
device such as the CD4;)11 which contains 
a latch, BCD-to-7-segment decoder^ and 
drivers can be used as shown in Fig. 7. Or, 



Fig. 7 - Handling segment Information In 
hardware by means of a CD4511 BCD-to- 
7-segmenl latch decoder driver. 

instead of the CD4311 that does code 
conversion in hardware, a software 
conversion via a look-up table can be used 
along with a simple output port us shown 
in Fig. 8. Hexadecimal or other codes are 
also easily accomniodatcsl in the table 
look-up method. But, because the output 
ports may not have sufficient tlrive to 
directly handle LED's, an intermediate 
stage of buffering max lx* necessary. No 
clear-cut recommendation can be made 
because variables such ns the number of 
devices and the type of display chosen are 
significant. 
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Ftg. 8 ■ Handling segment Information In 
software by means of an output port and 
lookup table. 


SLNGLE-SIGNAL INPUTS 

The CDP1802 has four flag input lines 
that can be tested with branch in¬ 
structions. These inputs are general 
purpose and can be used for such func¬ 
tions as interrupt vectoring, status in¬ 
dicators, or as single-bit inputs for slowly 
var>'ing signals such as that of an ASCII 
terminal having a moderate baud rate. As 
an example, one of the flag lines is used as 
an input for a switch in Fig. 9. To signal 



ACTUAL signal 


Tbd -J i—ro»i-> “-TgR 

92C5-J96S9 

Fig. 9 - Basle switch circuit using 
microprocessor flag line. 

the processor, a change on the flag line 
from a logic 1 to logic 0 level is used. 
However, the tendency of mechanical 
switches to “bounce” prevents this 
simplistic solution. The actual signal 
presented to the microprocessor consists of 
three parts - an initial bounce, a stable ON 
period, and a release bounce. A program 
looking only for a simple 1 to 0 to 1 
transition may sense many switch closures 
because of the bounce noise. Allhotigh 
there are hardware solutions to this 
problem, software techniques may prove 
more cost-effective. Fig. 10 is a flowchart 
of a subroutine to debounce a mechanical 
switch. A test is made on the input signal 
to lest for a switch closure. If none is 
found, a “switch down" software flag is 



92CS-?9C«r 


Fig. 10 • Flowchart of subroutine lor 

debouncing a mechanical switch. 

reset. This flag may be some convenient 
bit in one of the CDI’1802'a sixteen 
•general purpose CPU registers or a bit in a 
RAM status word. If the switch is down, 
then the software will loop, waiting for the 
button to be released. T'he wait is per¬ 
formed to insure that the switch is not 
“seen” again for the ciurent depression 
and to allow for the initial bounce period 
Tro- Once the switch is released, the 
switch is again interrogated until it 
reaches u stable OFF condition. The 
software flag indicating a "switch down" 
condition is set, and the program returns 
to the caller. Although this program is 
easy to understand, it is, like the earlier 
simple solutions, not without its problems. 
For instance, the processor again wastes 
valuable time. The execution lime (see 
Fig. 91 for this subroutine is at least 

Tfil) + 
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and docs, in fact, last as long as the button 
is depressed. Thus, it is obviously not 
suitable for systems having dynamically 
refreshed displays. A further drawback, 
from the human-engineering standpoint, 
is that a response is made on the release of 
the switch rather than on its depression, 
the opposite of what one would normally 
expect. 

Fig. 11 shows a flowchart for an im- 



SEOUISITE 

BUSY WORK » Tgo. Tbr 
S W. CYCLE TIME < Tor 
OR 

PROCESSOR acknowledges RECEIPT 
9SC5-29S5R 

Fig. 11 • Flowchart of Improved subroutine for 
debouncing a mechanical switch. 

proved method that overcomes both of 
these drawbacks. Here, the subroutine 
that looks at the input signal has the 
capability of remembering what that 
signal was the last time it looked. This 
information is saved in a software flag 
called the “down flag". The routine 
operates as follows. If the button is now 
down and was also down the last time, 
then it is assumed that the system secs the 
same button depression seen earlier. A 
return is made to the caller with an in¬ 
dication of no new activity. If the button is 
not now down, but was the last time, then 
the switch has been released. In this case, 
the "down flag" is reset and a return made 
to the caller indicating no new activity (it 
is assumed that the processor is interested 
only in switch depressions and not their 
duration). Hut. if the switch is down now 
and was not down the last time, then there 
b a new depression. The switch must be 
debounced. the “down flag” set, and a 
messiige returned to the caller. Notice in 
the flowchart that a second test was made 
after the delay generated in the "busy 
work” block. This delayed second test is a 
debouncing technique to determine that 


the switch has been in the same state for 
two successive samplings before a decision 
is made on the tnie state of the switch. 
This method is still not optimal becatise 
the program is waiting (and therefore 
wasting time) during the debounce period. 
If some additional constraints are placed 
on the software cycle time, however, the 
program can be further optimized. P'or 
e.\ample. if the cycle time is greater than 
the bounce time (T{}pl but less than the 
switch ON time (Tq;\t). then the 
flowchart can be simplified to Fig. 12. 
Here there are no timewasting loops 
because switch bounce, in effect, will not 
be tKjen within the given liming restraints. 



Tro' SW cycle time < TpR OR 
Tgo*SW CVCLE TIME IF PROCESSOR 
ACKNOWLEDGES BUTTON 

Fig. 12 • Flowchart of simplified debouncing 
subroutine benefittlng from additional 
constraints. 

MULTIPLE INPUTS 

Up to four inputs can be handled as 
described above with each switch con¬ 
nected to a separate flag lino of the 
CDP1H()2. Another technique is a 
mulliiilexing scheme in which the four 
switches arc connected to one flag input, 
as showai in Fig. 13, and .sequentially 
scanned as described in the flowchart of 
Fig. 14. This technique is readily ex¬ 
pandable to additional scanned functions 
and, therefore, is discu.ssed in detail. The 



Fig. 13 • Hardware for handling four switch 
Inputs on one flag line by means of a 
scanning routine. 









ICAN-6704 


6 


ENTRY ) 

\ StLfCT 
\ COLi; 





Fig. 14 • Flowchart of scanrting rouUna for 
handling four switch Inputs. 


Bubroutine is designed to look for new 
switch closures and report them to the 
main program by “pushing the switch 
number of a newly closed switch onto a 
stack and incrementing a counter. 'Hie 
main program will “pop switch numbers 
off the stack and decrement the counter 
whenever the count is greater than zero. 
In the CI)Pl«l)2 any one of the K) general- 
purpose registers can be conveniently list'd 
as a counter because each has its own 
increment and decrement instruction. 

The auxiliary functions for the 
subroutine are shown in Fig. 15. It is 
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Fig. 15 ■ Auxiliary functions for the scanning 
subroutine of Fig. 14. 


asstimed that the timing constraints of 
Fig. 12 are met by this routine also, so that 
Fig. 14 is an extension of the basic 
flowchart previously developed. Upon 
entry into the subroutine, the first switch 
column is selected by outputting a 1 in bit 
position 0 of the data bus and examining 
the switch associated with that position. If 


a new depression is detected, the ‘ down 
flag" is set for that switch in the memory 
bit niaj). the column number is pushed 
onto the stack, and the counter in¬ 
cremented. Next, the coliunn is shifted 
and, if more columns remain to 1^ 
scanned, the process is rei>«>iited. No 
switch closure or no new switch closure 
simply results in a colmnn shift and 
continuation. When all columns have bt'cn 
scanned, a return to the main program is 
executed, 'I'he main program detects if 
anv new switch closures have oi'ciirretl by 
seeing if the counter has a value greater 
than zero. If so, the main program suc¬ 
cessively “pops" a switch number from 
the stack and decrements the counter until 
it reaches zero. 

A section of the flowchart in Fig. 14 has 
been partitioned off and labeled 
“MARKIT". This routine is a common 
one that can be used <is an expanded 
keylxiard scan rountiiic discussed in the 
next section. It should be noted that the 
approach taken above lends it.self well to a 
multi-processor system in which one 
processor handles the keyboard scanning 
and puts key numbers in a stack accessible 
to the other processors as well. 

KEY HOAR f) SCA.NMNO 
TECllMLR F,S 

Fig. 16 shows an arrangement for 
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Fig. 15 - Hardware arrangement for handling a 
16-key matrix using a scanning routine. 


scanning a 16-key matrix. It is a simple 
extension of the arrangement just 
discussi'd. ’rite horizontal lines can go 
directly into the four flag inputs of the 
CDl’rH()2 as shown. Fig. IT gives a 
flowchart of the software in which 
"M.AllKIT" is now res[)onsible for 
handling row ns well as column in¬ 
formation. The basic interface between 
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the main program and the keyboard scan 
subroutine remains the same: the 
subroutine place new key depressions on 
the stack and from there they are passed to 
the main program. Note that a key 
number's position on the stack does not 
necessarily represent when a given key 
was depressed ^^ith respect to the other 
keys on the stuck, but merely indicates the 
order in which the keys were scanned. 
Because the stack is emptied on each cycle 
by the main program and only new key 
depressions are entered, the presence of 
two key numbers on the stack tells only 
that ixjth keys were down when the scan 
took place. To discriminate in time 



SET ROW 
■ J 


between rapid key depressions, a short 
software cycle time is necessary. But. 
remember that this time must be kept 
within the constraints of Tm{. Tpf). and 
T()|^. There is a limitation to the 
technique discussed in that tb.e software 
does not indicate to tlie m.ihi program 
when a key has heen released. I'hiis, it can 
not he used in a s\s(cm ri'(|uiring lockout 
of otiicr keys when any one key is down. 

COMUINKU DISPLAY AM) 

KEY BOA n I) 

The whole system of Fig. 1 is shown 
with it.s component blocks filled in on Fig. 
18. 'I’he original objective to minimize 



I 


Fig. 17- Flow chart of software tor handling 
row and column Information utilizing 
"MARKIT" routine. 



Fig. 18 ■ Simple microcomputer system of Fig. 1 
with component blocks expanded. 
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hardware has been realized in that only 
two 8-bit output ports are required in this 
design besides digit drivers (not shown). 

A further improvement can be made in 
the system by combining the keyboard 
scan and display multiplexing signals as 
shown in Fig. 19. Here, a single-byte 



KEYBOARO 


Fig. 19 ■ System Improvement made by 
combining keyboard scan and display 
multiplexing signals. 

output is used with the upper-order 4-bits 
being BCD data for the display and the 
lower-order 4 bits used to simultaneously 
select a dis{>lny digit and keyboard 
column. 'Iliis arrangement docs not 
reducse the parts coimt. but does give 
smaller packages if space is a con¬ 
sideration and cuts dow n on the number of 
oiitj'ut operations and output bytes stored. 
A ri-ady expansion of the system shown in 
Fig. 20 still USE'S only two IC’s but permits 
scanning two 16-key keyboards and an 8- 
digit display. 


TIMI>G GENERATION 

In many applications it may be 
nccessjtry to have some time-keeping 
ability in the microprocessor system. The 
requirements may range from having a 
time-of-day or elapsed-time clock to 
micros(?cond timing resolution for 
generating precision pidse widths. Here 
again, of llio many approaches p(?ssible to 
timekeeping, a cost/i)erformance-opti- 
mizE'd one can be found. 

Consider an cxami)le. shown in Fig. 21, 
for generating an output pulse of width T| 
each time switch Sj is closed. The CD- 



V/f S ,0,(|Y 


Fig. 21 • System lor generating an output pulse 
tor each switch closure. 

P1802 has a single-bit output called the Q 
flip-flop that can be set or reset under 
program control to perform this function. 
The simplest Icchniqtie for generating a 
fixed delay is by executing a series of “no- 
Of)s” in the program ns illustrated in Fig. 
22. If ea'.'h “no-<)|)" lakes micr(»scconds 
to exccutt', for example, atul 'I’j is .”)() 
microseconds long, then ten "no-ops" 
would do the job. This technK|ue is ob¬ 
viously not a realistic one for long timing 
intervals because it is extremely wn.stcful 
of memory and fully otreupies the 
processor with a non-productive task. 



KEYBOARD NO I KEYBOARD NO 2 


Fig. 20 ■ An expanded system with 8-diglt 
display and two 16-key keyboards. 
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Fig. 22 - Primitive programming technique for 
pulse generation. 


A better technique is sho^wi in Fig. 
23(a). Here a counter is preset with a given 
value and continually decremented until it 
reaches zero. In the CDP1802 one of the 
16-bil general-purpose registers can be 
ttsed for this function. Fig. 23(b) shows 
the s|)ecific instruction sequence. This 
technique saves a lot of memory bytes but 
still ties III) the processor. For maximum 
processor efficiency it would be best to 
load an external counter that w'ould count 
at some preset rate and generate an in¬ 
terrupt to the processor when it reaches 
zero. Meanwhile, the processor could be 
doing sonic useful work. Such a system is 
shown in Fig. 24, but it does not minimize 
system hardware. 



"i'CS-50)07 



Fig. 23 ■ (a) Basic Hov/chart ol Improved 
technique lor pulse generation. (6) Specific 
Instruction sequence lor Improved pulse- 
generation technique. 



Fig. 24 - System for pulse generation using an 
external counter. 
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An interval timer can readily be made 
for the CD1’18()2 with no external parts by 
making use of an internal register that can 
be automatically incremented. General- 
pur[)<)se register RO is used ns a pointer 
for DMA operations in the CDP1H02 and, 
as such, is automatically incremented on 
each DMA lin or out) cycle. By con¬ 
necting the State Code 1 (SCI) line output 
back to the DMA Out request line 
(DMAOI. the CDP1}!02 performs one 
DMA cycle for each Fetch and Execute 
cycle, as shown in Fig. 25, thereby 
providing u built-in timer and instruction 
counter. With a clock frequency of 1.57 
MHz, the most significant bit of KO "ill 
change each 1/2 second, providing a real¬ 
time clock. CPU operation is, of course, 
slowed by 1/3 with this scheme, but with 
an upper clock frequency of 6.4 MHz the 


svstcni can be made fast enough for many 
applications. 

With the circuitry of Fig. 26, a general- 
purpose interval timer can be realized. 
Tliis circtiit will catise an interrupt when 
the most significant bit of register ROgoes 
to a “one". 'Flms by preloading HO with a 
desired count, a timing interval with a 
range of 2^ ’ and a resolution of up to 3.7.5 
microseconds (with a clock fre<iuency of 
6.4 MIIz) can be obtained with a 
minimiuu of external hardware and yet 
leave the (processor free to do us(’ful work. 

a(:kn()wei:i)(;me>t 

The authors wish to acknowledge the 
contributions of Messrs. K. Karstad and 
F. Tliorley for developing some of the 
techniques described. 


TIME 


1 FETCH 

1 

(EXECUTE 

:-r 

DMA 1 FETCH 

EXECUTE 

DMA 1 

I MACHINE 

! states 



0 

1 1 

0 

J 

.. ' .1 

--- state code 

0 

0 

1. 



-l.lNfS 


rrr: -INCREMENT RO 


SCI 

u. 

SCO 


CpPiROZ 






1__ 



Fig. 25 ■ Use of DMA-Out line to Implement an 
Internal timer. 
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Fig, 26' Use of Interrupt Une to Implement a 
general-purpose timer. 


When incorpofr^ting RCA Solid State Devices in 
equipment, it is recommended thot the designer 
refer to "Operating Considerations for RCA Solid 
State Devices", Form No. ICE-402, avpilnble on 
request from RCA Solid State Division, Cox 3200, 
Somerville, N. J. 08876. 
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CDP1802 Expanded Output Control Using the CD4099 


For simple I/O control applications, the only available 1802 output control line 
with latched set and reset capability is the Q output, controlled with a single 
SEQ or REQ software instruction. With the addition of a CMOS CD4099/CD4724 and a 
single inverter, a comparable single instruction can expand this capability to 
8 outputs. 

Conventional I/O control usually involves an I/O port, which latches control 
data from the data bus line. The primary disadvantage is that several instruct¬ 
ion bytes (and instruction cycles) are required to modify a single control bit 
based on a conditional computed result. Besides the disadvantage of additional 
ROM code, the response time of a peripheral device to a CPU command is delayed 
by the time it takes to execute this instruction sequence. 

The circuit and waveforms of Figures 1 and 2 illustrate the implementation of a 
CD4099/CD4724 as an alternate means of expanding I/O control. The CD4099/CD4724 is 
an inexpensive addressable latch in a 16 lead package that can use the N lines 
to select an internal latch for modification. Depending on the level of the 
data input at the time WD is low, the selected output can be set or reset with¬ 
out modifying any previous condition on the other outputs. This can be easily 
accomplished with the I/O instructions on the 1802, which can generate 7 
combinations of N line codes, with MRD high for an INP instruction, and low 
for an OUT instruction. These combinations result in the table of single 
instructions shown in Table 1 that can selectively set or reset individual 
control bits in the expanded 1802 system. 




TABLE I - Single Bit Output Control Codes 






CDP1802 Versus CDP1802A - Performance Enhancements 


In the past, latching of the 
high-order address byte 
determined system speed for 
most 1802 based designs. The 
original CDP1802 CPU had a high 
byte set up before TPA trailing 
edge time (Tsu) which would 
diminish to zero at a clock 
speed of 2.5 MHz (see Fig. 1), 
thrus limiting system 
performance to 2.5 MHz maximum. 

The new CDP1802A CPU iias 
modified internal logic and art 
work changes, which reduce the 
memory address propagation 
delay, and provide a more 
generous set up time (Tsu) than 
its predecessor. The maximum 
clock frequency is no longer 
limited by Tsu, but depends 
entirely on Internal logic 
speed limitations. Operation 


at 5 V , 3.2 MHz, from - 4 0 C to 
+ 8 5‘^C is guaranteed, with a 
minimum Tsu of 75 nsec. (See 
Fig. 1). 

Another design improvement is 
the addition of an internal 
Schmi 11 Trigger buffer to the 
CLEAR input, eliminating the 
need for external logic devices 
for power on reset. The 
Internal Schmitt input provides 
a hysteresis voltage of 
approximately 1/2 volt, so that 
the RC network may be connected 
directly to pin 3 as shown in 
Fig. 2. 

The CUP1802A CPU is pin for pin 
compatible and functionally 
equivalent to the older CI)P1802 
CPU, and will perform in any 
existing 1802 based designs. 


Figure 1: 

Minimum High-Order-Memory Address 
Byte setup to TPA time, Tsu 


Figure 2: 
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16-Bit Operations in the CDP1802 Microprocessor 

by D. Block 


Although the CDP1802 microprocessor 
is an 8-bit machine, it contains mostly 
16-bit registers. Its sixteen 16-bit registers 
are all general-purpose types, giving the 
CDP1802 a great deal of flexibility and the 
flavor of a 16-bit microprocessor in many 
respects. This paper describes various 
software routines and a few interface cir¬ 
cuits that can be used to manipulate full 
16-bit values in the CDP1802. 

The areas of logical, shift, and 
arithmetic operations are all considered 
along with I/O and loop counters. In 
sophisticated systems where multiplica¬ 
tions and/or divisions are required, a hard¬ 
ware approach using the CDP18f)5 
Multiply/Divide unit should be in¬ 
vestigated. These 8-bit units can be 
cascaded, so that up to 32-bit operations 
can be performed. For simpler systems, 
the software approach described below is 
probably the best choice. 

General 

In many of the following examples, a 
16-bit data word will be located In 
memory. Since the CDP1802 is an 8-bit 
machine, of necessity the word will have 
to be stored as two 8-bit bytes. As a con¬ 
vention, assume that the 16-bit word is 
located in two consecutive locations with 
the most significant byte occupying the 
higher address. 

Logic Operations 

The logic operations provided by the 
CDP1802 are AND, OR, and EXCLUSIVE 
OR. These three operations are normally 
performed between an operand in the D 
register and a byte from memory. With the 
addition of a few instructions, register-to- 
register operations can also be ac¬ 
complished, as shown in Example 2, 
below. 

Example 1: Register/Memory Operations 

In this example, a 16-bit OR is per¬ 
formed between the contents of an R 


register called REG1 and two bytes of 
memory pointed to by another register 
called POINTR. The results will be in 
REG1. 


SEX POINTR 


GLO REG1 
OR 

PLO REG1 
INC POINTR 


GHI REG1 
OR 

PHI REG1 


..POINT X TO FIRST 
(LOWEST) 
MEMORY BYTE 

..OR LOW BYTES 

..POINT TO 
..HIGHEST 
MEMORY BYTE 

..OR HI BYTES 
..RESTORE 
RESULTS 


Example 2: Register-to-Register Opera¬ 
tions 

If the two operands are in two registers 
called REG1 and REG2. the code below 
can be used; it is only three bytes longer 
than that of example 1. Here, again, the 
results will be returned to REG1. 


SEX POINTR 

GLO REG1 
STR POINTR 

GLO REG2 
OR 

PLO REG1 


GHI REG1 
STR POINTR 

GHI REG2 
OR 

PHIREG1 


Shift Operations 


..SET A POINTER 
TO A FREE BYTE 

..STORE LOW BYTE 
OF REG1 

..OR LOW BYTES 
..RESULTS 
RETURNED TO 
REG1 

..STORE Hi BYTE 
OF REG1 

..OR HI BYTES 
..RESULTS TO REG1 


In the CDP1802, shifts are performed on 
the contents of the D-register in either cir¬ 
cular shifts, with data bits circulating 
through DF, or open shifts, in which zeros 
are shifted into one end of the D-register. 


Tradem.irk(s)® Registe'ed Infornui on tumishea iiy RCA ubelieved lo be atcuuie *nj Printed in USA/7-80 
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*^i:rd partifs which may result from its use No license i$ 
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Either type of operation can be performed 
on the full 16 bits of an R-regIster, as 
shown below. Right shifts are performed 
by substituting the appropriate shift-right 
commands for the shift-left commands 
given in the examples. 

Sample 3: Shift Left (Open) 

GLO REG1 ..GET LOW BYTE 

. SHL ..SHIFT LEFT 

PLOREG1 ..RESTORE 

GHI REG1 ..GET HI BYTE 

SHLC ..SHIFT LEFT WITH 

CARRY BRINGS IN 
LSB 

PHI REG1 ..RESTORE 

Example 4: Shift Left Circular 


few extra Instructions makes register-to* 
register operations possible. 

Example 7: Register/Memory Addition 

SEX POINTR .. POINT TO 

MEMORY 
LOW BYTE 
OPERAND 

GLO REG1 

ADD 

PLO REG1 ..RESULTS 

RESTORED TO 
REG1 

IRX ..POINT TO HIGH 

BYTE 

GHI REG1 

ADC 

PHIREG1 


GLO REG1 

SHL ..SET UP CARRY 

INTO HI BYTE 

GHI REG1 

SHLC ..SHIFT IN CARRY 

PHI REG1 ..CARRY INTO LOW 

BYTE LEFT IN DF 

GLO REG1 

SHLC ..SHIFT CARRY 

INTO LOW BYTE 

PLO REG1 

A 16-blt shift of two consecutive 
memory bytes Is performed similarly by 
replacing the GET and PUT statement by 
memory reference commands as follows: 

Example 5: Shift Left-Memory Location 

LDN REG1 ..REG POINTS TO 

LOW BYTE 

SHL 

STR REG1 
INC REG1 
LDN REG1 
SHLC 
STR REG1 

Example 6: Shift Left Circular — Memory 
Locations 

LDA REG1 
SHL 

LDN REG1 
SHLC 
STR REG1 
DEC REG1 
LDN REG1 
SHLC 
STR REG1 

Arithmetic Operations 

Sixteen-bit arithmetic Is straightfor¬ 
ward In the CDP1802 since arithmetic 
operations including the value of the DF 
flag are included in the instruction set. 
Arithmetic operations are performed bet¬ 
ween a byte in the D-register and a byte 
from memory but, again, the addition of a 


Example 8: Register/Register Addition 

SEX POINTR ..STORE REG2 HI 

BYTE 

GHI REG2 
STXD 
GLO REG2 

STR POINTR ..STORE REG2 LOW 

BYTE 

GLO REG1 ..SAME AS 

PREVIOUS 
EXAMPLE FROM 
HERE 

ADD 

PHI REG1 
IRX 

GHI REG1 
ADC 

PHIREG1 


Note that if each byte had been 
operated on In sequence, as was done in 
Example 2, rather than storing both 
halves of REG2 and then operating on 
them, the code could have been reduced 
by one instruction. This reduction could 
be significant in some applications. 

Counters 

An increment or decrement instruction 
to an R-register operates on the full 16 
bits of the register. Thus, loop counters of 
up to 65k counts are readily available. The 
most direct implementation of a loop 
counter involves the presetting of an 
R-register with the desired number, 
decrementing it once each time through 
the loop, and testing for zero in the 
counter. The following example sets up a 
loop counter for 512 counts. 

Example 9: Output 512 Bytes 

LDI #02; PHI COUNTR 

..SET COUNTER = 
#0200 


3 /- 
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LDI #00: PLO COUNTR 

LOOP: OUT1 ..DO AN OUTPUT 

OPERATION 

DEC COUNTR ..DECREMENT THE 
COUNT 

GLO COUNTR ..CHECK LOW 

HALF OF 
COUNTER 

BNZ LOOP 

GHI COUNTR ..CHECK HI HALF 

OF COUNTER 

BNZ LOOP 

XX ..NEXT INSTRUC¬ 

TION AFTER LOOP 

Note that an output instruction outputs 
MR(X) and then increments R(X), so that 
this example would output 512 con¬ 
secutive bytes from memory. Of course, 
for smaller loops of less than 256 counts, 
only the low half of a register need be ex¬ 
amined, and two instructions can be 
removed from the loop. 

Care must be exercised, when design¬ 
ing timing loops, to equalize the various 
branch path lengths. The method shown 
in example 9 would not be suitable for 
real-time loops. Instead, a loop of the 
form shown in examplelO should be used. 

Example 10: Timing Loop 

LDI #20; PHI TIMER 

..SET COUNT 

LDI #00; PLO TIMER 

LOOP: DEC TIMER 

..DECREMENT 

TIMER 

GLO TIMER 

BZ ENDTST ..TEST LOW BYTE 

GLO TIMER ..DUMMY, IN¬ 

STRUCTION TO 
MATCH DELAYS 

BR LOOP 

ENDTST; GHI 

TIMER ..TEST HI BYTE 

BNZ LOOP 

XX ..NEXT IN¬ 

STRUCTION 

Two notes of caution should be men¬ 
tioned here. First, a short branch instruc¬ 
tion takes two machine cycles, whereas a 
long branch requires three -- avoid mixing 
them in a loop. In particular beware of the 
trap caused by editing iong branches into 
a file in response to assembler-generated 
‘‘branch out of page” errors. Make sure 
first that these branches are not in a tim¬ 
ing loop. Second, beware of inserting 
NOP instructions to match delays, as 
these are three-machine-cycle instruc¬ 
tions 

A Hardware Approach to Timing Genera¬ 
tion 

A general-purpose time-delay 
subroutine can be devised which takes a 


passed parameter, puts its value into a 
register, counts it down to zero, and 
returns to the caller. Significant time 
delays can be generated by this method 
when a 16-bit value is passed, as shown 
below; 

Example 11: General-Purpose Time Delay 
Subroutine 

The main program, using the Standard 
Call and Return Technique, would look 
like this when #OFFF is the value being 
passed: 


SEP R4, A(DELAY), #OFFF 


The Subroutine itself follows; 

DELAY:LDA R6 

PHI TIMER ..LOAD PASSED 

PARAMETER 
LDA R6; PLO TIMER 
SKP ..THIS ENABLES 

ZERO TO BE 
PASSES 

LOOP; DEC TIMER 

..DECREMENT 

GLO TIMER ..TEST LOW BYTE 

BZ ENDTST 

GLO TIMER ..DUMMY INST TO 

MATCH DELAYS 

BR LOOP 

ENDTST: GHI TIMER 

..TEST HI BYTE 

BNZ LOOP 

SEP R5 ..RETURN-WHEN 

ZERO REACHED 

A method of creating an on-board time 
in the CDP1802 by using its built-in DMA 
facilities is described in Reference 1. 

Input/Output 

Inputting a 16-bit word to one of the R 
registers is a trivial matter in both hard¬ 
ware and software. Fig. 1 shows two input 
ports where NO and N1 have been used to 
select the low and high bytes, respective¬ 
ly, of a 16-bit word. The code required to 
load this word into REG1 appears below: 

Example 11; Input a 16-Bit Word to a 
Register 

INP1 ..BRING LOW BYTE 

INTO D 

PLO REG1 ..TRANSFER IT TO 

LOW HALF OF 
REG1 

INP2 ..BRING IN HI BYTE 

PHI REG1 ..STORE IT 

A shorter software sequence can be 
developed to input the word into two con- 
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secutive memory locations since an input 
byte is automatically written into MR(X) 
as well as the D register. However, hard¬ 
ware can be devised that will automatical¬ 
ly input both bytes when a single input in¬ 
struction is executed. This circuitry, 
shown in Fig. 2, operates as follows: Ex¬ 
ecution of input instruction INP 1 will not 
directly read in a b yte. However, It sets 
the Service Request (SR) of PORT 1, caus¬ 
ing the next machine cycle to be given 
over to a DMA-iN operation which will 
read in PORT 1. The timing is such that 
two DMA cycles will actually occur. Input¬ 
ting PORT 1 and PORT 2 to sequential 
memory locations pointed to by R(0). The 


software for this sequence would consist 
only of; 


SEX RO .. 

1NP1 

Besides saving code, this approach Is 
faster in the input operation (since DMA 
operations take only one machine cycle) 
than a sequence involving two inputs and 
a register increment. 

A full 16-bit output can be obtained 
from the CDP1802 with one instruction, as 
shown in Fig. 3. Here, the contents of R(X) 
will be latched into PORTS 1 and 2during 
the execute cycle of the output instruc- 
tion.2 Since any one of the 16-bit registers 
can be output to the address lines, this 
technique is a very powerful one. 


Reference 

1. “Optimizing Hardware/Software 
Trade-Offs in RCA CDP1802 
Microprocessor Applications." LA. 
Soloman, D. Block, RCA Solid State 
Application Note ICAN-6704. 

2. A more detailed discussion of this 
"register output" operation can be 
found in "Register Based Output 
Function for RCA COSMAC 
Microprocessors," N. Swales, RCA 
Solid State Application Note 
ICAN-6562. 
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Ftg. 2—Circuit for automatic input of a 16-btt 
value to memory. 
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Fig. 3—Timing diagram lor the circuit ol Fig. 2. 


When incorporating RCA Solid State Devices in 
equipment, it is recommended that the designer 
refer to "Operating Considerations lor RCA Solid 
State Devices", Form No. ICE-402, available on 
request from RCA Solid State Division, Box 3200, 
Somerville, N. J. 08876. 
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CDP1804 and CDP1805 PROCESSORS IMPROVE SYSTEM PERFORMANCE AND LOtrtlR CHIP COUNT 


Joseph Paradise 
RCA Solid State Division 
Somerville, N.J. 08876 


The CDP1804 and CDP1805 processors are 
RCA's new Introductions to Che (crowlnR CDP1800 
family of microprocessor and nemory devices. 

These chips extend the capability of the CDP1802 
microprocessor, both in hiRher performnce and 
additional system functions, while maintaininR 
upward software and hardware conpatiblicy. To 
give the system designer a choice between 
flexibility and minimum chip count, two parts 
are offered: the CDP1805 for moderate cost and 
off-the-shelf availability, and the premium 
CDP1804 for custom VLSI system integration. 

FUNCTIONAL DESCRIPTION 

The CDP1R04 is a CMOS, 8-blt, register-oriented 
microcomputer designed for use in a wide variety 
of general-purpose computing and control appli¬ 
cations. It contains a 2048-byte mask-progran- 
mable ROM, 64 bytes of RAM, an R-biC presettable 
down counter, and the sane architecture as the 
CDP1802. The CDPISOS is identical to the 
CDP1804, with the exception that the ROM is left 
out for reasons of economy and flexibility. Both 
devices are capable of dc to 4-MHz operation at 
5 volts over the commercial temperature range of 
-40’C to +85*C, and both have a voltage-range 
capability of from 4 to 10.5 volts. These added 
hardware and performance features, in addition 
to an enhanced instruction set, make the CDP1804 
or CDP1805 a suitable choice for customers 
up-grading present CDP1802 systems for higher 
system performance or greater system integration 
or considering the CDP1800—series family for the 
first time. A block diagram of the 
CDP1804/CDP1805 processors Is shown in Fig. 1. 
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1. CDPI804/CDP1805 block diagram. 


CDP1800 ARCHITECTURE IN SUMMARY 

This section of the paper is designed for 
potential CDP1804/05 users unfamiliar with 
CDPl800-serles architectural features, and 
explores the software and hardware aspects of 
data transfer and manipulation, and the control 
and timing Interface to support devices. IJhile 
established users of other 8—bit machines may 
find this architecture initially perplexing 
because of the extreme flexibllty of assignments 
within register and memory space, familiarity 
with the device and its capabilities will pay 
off in compact code generation and efficient use 
of memory and I/O in most control-oriented 
applications. 

Scratchpad Register Array - The CDP1804/05 
devices provide an indirect means of addressing 
memory through register assignment. Both 
devices contain sixteen 16-bit internal scratch¬ 
pad registers (in addition to 64 bytes of RAM) 
that are user-programmable as program/sub- 
routine counters, memory pointers, or stack 
pointers for memory addressing. Fig. 2. In 
addition, these same registers can hold data 
transferred to or from the accumulator (D 
register) by means of software instructions. 

Fig. 3. Finally, the register contents can be 
incremented or decremented for software loops or 
time delays. 

Memory Addressing - When used to address memory, 
the registers are selected by software 
instructions that load 4-bit values into 
register selectors. The 4—bit P register 
selects a 16-bit scratchpad as the program 
counter, the 4-bit X register selects a 
scratchpad as the stack pointer, and the 4-blt N 
register selects a scratchpad as the 
memory pointer during an external data 
transfer, or as an operand during an internal 
data transfer (register-accumulator, 
register-register). Note that all 16 
scratchpads are capable of addressing any of 
the 64K memory locations available to the 
COP1804/05 processors; thus, stack space is 
unrestricted, scratchpads can point to 
subroutines located anywhere in memory space, 
and most registers can be dedicated for 
specific data storage or addressing tasks 
during subroutine or interrupt processing. 

Addressing Modes - As a result of this 
register-oriented structure, addressing modes 
include direct, paged direct, immediate, 
indirect, and inherent. The direct mode 
applies to all branch instructions, which can 
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2. Common CI)P18()2/C?)P1804/f;nP1805 scratchpad 
resister model, addresses. 
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3. Common CDP1802/CDP1804/CDP1805 scratchpad 
register model, data transfer. 

cause conditional or unconditional jumps 
within the current page or anywhere In memory 
space. Indirect addressing allows transfer of 
data to or from either general memory or 
stack, depending on user allocation of memory 
space. The inherent node allows for internal 
register modification with external memory 
Inactive. 

Instruction Set - In addition to memory refer¬ 
ence instructions, the CDP180^/05 instruction 
set has a full complement of arithmetic and 
logic operations, conditional page and long 
branch instructions that test the contents of 
the accumulator and carry flag, register 
instructions that modify the contents of the 
internal scratchpads or register selectors, 
and I/O and Interrupt handling instructions. 
Table I. 

Bus Structure - The CDP1804/05 processors use 
a multiplexed address bus to address external 
memory. The high byte is generated first, 
with a TPA pulse provided to latch the byte 
into an external latch or a hus-rompatihie 
memory-support chip. The data bus is 
nonmultiplexed, with a TPB pulse provided to 
latch stable data into an I/O device. A 
separate, 3-bit, I/O address bus provides 
address selection for external peripheral 
chips. 


Table I - Breakdown of 91 Instructions Common 


to CnP18()2/04/05 

MEMORY TRANSFER 7 

INTERNAL REGISTER 7 

LOGIC 10 

ARITHMETIC IZ 

UNCONDITIONAL JUMPS 4 

CONDITIONAL JUMPS ZT 

CONTROL 7 

INTERRUPT CONTROL 3 

I/O transfer 14 
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Control and Status Pins - Control pins are 
provided for DMA transfer (with register R(0) 
as the DMA counter), interrupt requests (with 
register R(l) storing the Interrupt vector), 
four testable flags, and a single-bit 
software-controlled output port. Two state 
code lines provide machine status. Separate 
RKAD and URTTF. signals are provided for memory 
control. Fig, 4. 

F.xecution Speed - System timing is derived 
from an external crystal. The crystal is 
divided so as to generate eight clock cycles 
per machine cycle. A single KKTCH and KXECUTF. 
(lb clock cycles total) is all that is 
required for two-thirds of the Instructions 
availahlc with the CI)Pi8()4/()5 devices. The 
result is a mininum instruction time of four 
microseconds at inaxlnum frequency. 

Fig. “i. 

CDPlROd ARCtllTKCTlIRK - USKR ADVANTACKS 

The registcr-hased orientation of the 
CDPlROO-series architecture discussed In the 
previous section is its dominant feature, and 
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4. CDP1804/CDP1805 functional pinout. 


CPU section to generate addresses and control 
signals for meniory/I/O transfer in either a 
continuous or cycle-stealing mode. This DMA 
feature also allows the user to perform a 
real-time clock function without tying up 
significant software or execution tine, Fig. 

6. The I/O structure allows for stack 
transfer of data directly to and from memory, 
again bypassing the CPU in the process, and 
the special I/O lines. Flags and Q, allow for 
software polling of external events and 
single-bit output control, as well as the use 
of the lines in combination for bit-banging 
serial I/O. 

CDP1800 SERIES HARDWARE/SOFTWARE SUPPORT 

An equally important advantage to poten¬ 
tial CDP1804/05 users, besides architectural 
performance capabilities, is the availability 
of a complete line of compatible memory and 
I/O devices for efficient hardware designs, 
and easy—to—use tools to aid software develop¬ 
ment. The Cnp 1800-series is presently the 



cycle. 

one not commonly found in the world of micro- broadest CMOS LSI line in the industry, and 

processors. Once the user has mapped out a the software and debug support available 

plan to assign registers to perform specific allows users to reduce the significant soft- 

tasks, this flexibility provides him with a ware burden required to program a micro¬ 
rich variety of software techniques for processor family, 

performing his required function. Flexible 

register assignment results in such struc- The list of support devices. Table II, 

tures as multiple program counters for quick for the CDPlSOO-serles, which includes the 

subroutine calls, multiple stack pointers for CDP1802, CDP1804, and CDP1805 because of 

independent data and I/O stacks, and multiple their compatibility, is highlighted by 1- RAM 

memory pointers that facilitate nemorv data devices with capacities of from 12 to 

transfers and the adaptability of the hits; ROM chips comoatible with the CDP1800- 

microprocessor to interpretive languages. series multiplexed bus structure, with 

user-programmed address decoders that uniquely 
In addition, all CDP 1800-series pro- define nenory space without external decoding, 

cessors possess some unique hardware features and with Identical pinout for system upgrade 

that reduce system parts count and speed data without board changes; EPROMs for system 

transfer. The on-chip DMA counter allows the prototyping; and a wide variety of I/O devices 
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6. Application of DMA feature to generate 
real-time clock reference. 


Table II - Major CDPISOO-Scries Support 
Components 


rams SIMPLE I/O 


C0Pi62l 

IK XI 

CDPI852 

I/O PORT 

C0PI822 

256X4 

CDPI853 

DECODER 

MWS5I0I 

256X4 

cDPiese 

BUFFER 

CDP(823 

128X8 

CDPieST 

BUFFER 

CDP)824 

32X6 

CDPieSB 

LATCH 

CDPi825 

IKX4 

CDPI859 

LATCH 

MWS5li4 

IKX4 

CDPi863 

COUNTER 

^ CDPIB26 

64X8 

CDP1866 

LATCH 



CDP1867 

LATCH 

ROMS 

C0PI872 

CDPi873 

I/O PORT 

DECODER 

C0Pt83l 

512X8 

C0Pie74 

I/O PORT 

CDPI632 

512X8 

CDPie75 

I/O PORT 

C0Pte33 

IK X 8 



C0PI834 

IK X6 



« C0Pld35 
« MWS53I6 

2KXd 

2KX8 

COMPLEX I/O 



CDPiasi 

PROG I/O 

EPROMS 

CDPI854A 

UART 

C0Pt8U42 256X8 
« MWS57U58 IK X 8 

CDPiesS 

CDPie69 

CDPI870 

MDU 

CRT controller 

CRT CONTROLLER 



CDPI871 

KEYBOARD ENCODER 



CDPIB76 

CRT CONTROLLER 



* CDPie77 

INTERRUPT CONTROLLER 


* RESERVED NUMBER FOR 1981 PRODUCTION DEVICES 
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ranging from .simple buffers anH latches to 
complex peripherals such as multiport 
programnLibl e I/O, l^ART's, math chips, and CRT 
controllers. 

Software support is available from 
prodiict.s that range from simple prototyping 
kits to complete development systems. 
High-level languages, including micro FORTH, 
I’l./M, and BASIC, are available to reduce 
software development tine. In-circuit 
emulation, through the use of the 
"Mleromonitor," provides comprehensive debug 
and evaluation capability, either in conjunc¬ 
tion with a development system or for 
standard-alone use in the field. Finally, a 
eomplete line of CMOS single-board computers 
and peripheral subsystems, designed around 
products in the CDl’1 dOO-series family, are 
available to further ease the cost and the 
turn-around time of hardware Implementation, 
Table III. 

Table III - Major CDF 1 BOO-Series System 
Support 


DEVELOPMENT SYSTEM 

. COSMAC SYSTEM IV (COPiSSOOS) 

• CRT-BASED SYSTEM CONTAINING: 

.• 64K MEMORY 

• DUAL FLOPPY-DISK DRIVES 

• IN-CIRCUIT EMULATION (MICROMONII OR) 

• BUILT-IN PROM PROGRAMMER 

• COMPLETE DISK OPERATING SYSTEM 

• LEVEL I, LEVEL II ASSEMBLER 

• MACROASSEMBLER 

• FULL-SCREEN EDITOR AND TEXT EDITOR 

• MICROMONITOfl OPERATING SYSTEM (MOPS) 

• PROM-PROGRAMMER OPERATING SOFTWARE 


SOFTWARE (OPTIONAL) 

• BASIC 1 (FIXED POINT) INTERPRETER/COMPILER 

• BASIC 2 (FLOATING POINT) INTERPRETER 
> PLM-1B00 COMPILER 

• FIXED AND FLOATING POINT MATH SUBROUTINES 


MICROBOAROS - SINGLE BOARD MICROCOMPUTERS 

• COORDINATED SET OF COMPUTER. MEMORY AND I/O BOARDS 
• CDP18S606 - ia04/180S EVALUATION BOARD CONTAINS; 

• 1804 CPU W'2.47 MHZ CLOCK 

• 2K BYTES RAM (FOR 1804 ROM SIMULATION) 

• 2 EACH ROM/EPROM SOCKETS 

• 2 EACH PARALLEL I/O PORTS 

• RS232C SERIAL PORT (UART) 


CllPiaO/i/O') ENHANCKMENTTS 

The preceding discus.sion has dealt with 
featiire.s and advantages that are common to the 
C1)(M«02, CliPlflOA, and CDP1805, The following 
sections describe specific enh.ancements to 
the CI)Pl802: increased memory, timer-counter 
implementation, standard call and return 
Instruct i ons, .ind enhanced 16-bit data mani¬ 
pulation, all of which .should he of particu¬ 
lar usefulness to those who are already 
faniili.ir with hD!M8il2 capabilities and the 
.advantages of hardw.ire and sof tware 
enlianeiments in their svsten designs. 
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Memory 

A significant feature of the upgraded 
CDP1804 is its memory expandability, which is 
not compromised as in some ocher single-chip 
microprocessors- The same 64K memory address 
space is available, with 2K of ROM and 64 
bytes of RAM on-board. The large on-board ROM 
size is sufficient for many application 
programs, and it can hold special firmware 
such as Che CDP18S827 floating-point binary 
arithmetic subroutine, or a budget inter¬ 
preter such as TINT BASIC. The internal RAM 
provides enough locations for stack and 
auxiliary scratchpad usage; data-acquisition 
applications can take advantage of the larger 
memory address space for outboard RAM. Mote 
chat both Internal ROM and RAM have mask- 
programmable address spaces, with an EMS 
signal provided to indicate when external 
memory is being addressed. 

The CDP1805 has the same RAM complement 
and expandability features as the CDP1804. 
Since the device is an off-the-shelf part, its 
RAM is accessed throu gh a CE input chat 
replaces the CDP1804 EMS output. In general, 
the user will find the absence of ROM on the 
CDP1805 an advantage in many system appli¬ 
cations because of the trend to larger and 
larger ROM programs in increasingly 
sophisticated systems. The absence of the ROM 
allows the user great flexibility in designing 
his system, and may well provide the most 
cost-effective approach for the majority of 
applications. Thus, the CDP1805 should be 
chosen when anticipated ROM program space 
exceeds chat of the capacity of the COP 1804, 
when prototyping an experimental application 
with EPROM, when Che application software can 
change, or when the user is willing to trade 
off cost for increased chip count. 

Timer/Counter 

An additional hardware feature of the 
CDP1804/05 devices, besides on-board memory, 
is an 8-stage presettable down counter. Fig. 

7. This is a full-function tiner/coiinter. 
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7. CDP1804/CDP1805 timer/counter jmodel. 


with inputs available from an external source 
or a scaled internal clock, and output over¬ 
flow indication through the external Q line or 
an internal counter interrupt request. The 
counter makes use of ten linked opcode 
instructions to perform its control functions 
and to program the counter for its operational 
nodes. LOAD, READ, STOP, and DECREMENT con¬ 
trol instructions provide manual control and 
allow the counter to be used to generate a 
programmable time delay. Three running modes 
can be programmed with five additional 
instructions; the nodes are: 

1. TIMER - with Che input derived from 
the CDP1804/05 TPA pulse divided by 
32, which allows its use as a time 
base for real-time applications. 

2. EVENT COUNTER - with the input from 
1 of 2 flag lines (software select¬ 
able), for single or dual-channel 
event counting. 

3. PULSE DURATION MEASUREMENT - with the 
input again from a flag line, with 
the counter value representing the 
pulse width at the input. Because 
two inputs can be sequentially 
applied, comparison measurements can 
be made. 

In conjunction with each of these modes, a 
tenth instruction, ETQ, can generate a 
programmable square wave or provide control to 
external peripherals by toggling the Q output 
on every counter overflow. 

In addition to the ten tiner/counCer 
functions, six additional instructions allow 
arbitration between external and counter 
interrupts. Two instructions each are 
provided for interrupt masking and unmasking, 
while two others allow for software polling to 
determine the interrupt source. 

Standard Call and Return 

The most significant software enhancement 
of Che CDP1804/05 devices over the CDP1802 is 
the addition of single CALL and RETURN 
instructions, which save both software and 
time, and free-up internal scratchpad 
registers for other uses. Table IV. These 
instructions, SCAL and SRET, are slightly 
different than chose of other microprocessor 
families, primarily to allow the user to pass 
in-line data from die main program or calling 
routine to the target subroutine. Direct 
addressing is incorporated as with other 
families; however, the main program counter is 
exchanged with a designated scratchpad, and it 
is Che scratchpad concents that are saved on 
the stack. This technique allows Che original 
PC to point to data following the call 





Table IV - Performance Comparlsons-SubroutInc 
Call and Return for CDP1802/04/05 
Implemented with Various Technlf|ues 



1802 SOFTWARE 
“SCRT" 
TECHNIQUE 

■802 SOFTWARE 
‘SEP" 

TECHNIQUE 

1804/05 SOFTWARE 
SCAL / SRET 
INSTRUCTIONS 

1004/05 SOFTWARE 
“SEP*' 

TECHNIQUE 

NUMBER OF 
MACHINE 
CYCLES - CALL 

12 

2 

10 

2 

NUMBER OF 
MACHINE 
CYCLES-RETURN 

24 

4 

8 

4 

CALL TIME 
(ie02@> Z SMHi) 
(I804/0S 9 4 MHz) 

102.4 

6 4^t 

20 ^B 

4>*b 

RETURN TIME 
(IBOZ ® 2 5 MHz) 
(1804/05 9 4 MHz) 

B3 2 /Ai 

12 8 

16 ^B 

e^a 

NUMBER OF 
BYTES SOFTWARE 
CALL ♦ RETURN 

45 

4 

6 

4 
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instruction without having to exchange 
pointers on the stack. 

The SCAL and SRET instructions eliminate 
the need for dedicated call and return sub¬ 
routines, as required with the Cr)Pl802, as 
well as the need to allocate two registers to 
point to these subroutines. However, as with 
the CDP1802, the most efficient subroutine 
call for small programs that do not use nested 
subroutines is still the SEP instruction, 
which uses the flexibility of register 
reallocation to switch program counters from 
main program to subroutine with one byte of 
code. 

16-Bit Data Transfer 

Sixteen-bit data transfers can he easily 
implemented on all CDPlSOO-series processors 
because of the presence of the 16-bit-wide 
scratchpad register array. In addition to 
16-blt register increments and decrements, 
arithmetic and shift operations can he per¬ 
formed on 16-bit operators stored in tlie 
scratchpad registers with a sequence of 
CDP1804/05 software instructions. An 
additional hardware feature results from the 
CDP1804/05 I/O structure, which allows 16-bit 
data transfer in one machine cycle from 
scratchpad register R(X) to the address bus, 
with I/O control lines active to distinguish 


between this special I/O transfer and normal 
memory-address operations. 

In addition to the above features common 
to the CUP1802, CDPI804, and CDP1805, the 
cnP1804/05 devices have four new instructions 
chat supplement the 16-blt data—transfer 
operations: 

1. A register-load instruction that per¬ 
mits direct loading of any 16-bit 
scratchpad from two consecutive 
immediate program locations (RLDl). 

2. A register-to-register transfer in¬ 
struction that permits data transfer 
from anv scratchpad to the R(X) stack 
pointer (RNX). 

3. A register-to-memory transfer instruc¬ 
tion that stores any register's con¬ 
tents Into two consecutive memory 
locations (RSXD). 

4. A memorv-to-register transfer instruc¬ 
tion that loads two consecutive memory 
locations into any scratchpad register 
(Rl.XA). 

These additional instructions can he used 
to manipulate cither 16-hit data or addresses 
on the rnPlRO't/Oh devices because of the dual 



address/data capability of the scratchpad 
register array. Note that the accumulator (D 
register) is not involved in any of these new 
transfer operations, per; itting its contents 
to be preserved without the need for 
additional manipulations. The enhanced data- 
transfer capability is illustrated in Fig. 8. 
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8. Enhanced scratchpad-register data-flow 

model unique to CDP1804/CDP1805. Compare 
this figure with figure 3. 

WHY WAS I/O LEFT OUT? 

The discussion of architectural details 
presented thus far requires mention of a sig¬ 
nificant functional block that is not con¬ 
tained within the CDP1804/05 device: a com¬ 
plement of full 8-blt I/O ports. The foremost 
design goal of the CDP1804/05 processors was 
to make them upward compatible in both soft¬ 
ware and hardware with t‘'e existing CDP1802 to 
ease the upgrade transfer for the system 
designer. This constraint eliminated any 
chance of adding I/O ports on-board. If the 
decision to add I/O at the expense of hardware 


compatibility had been made, then expanda- 
ablllty would have been compromised. Since the 
power of the COP 1804/05 devices lies within 
the 16-bit scratchpad array, a full 64K of 
addressable memory allows this power to be 
utilized to. the fullest. 

Some limited I/O is already present on 
the CDP1804/05 units in the form of the Flag 
and Q lines. Sixteen-bit data transfer via 
the address bus is another form of I/O that 
has already been discussed. External I/O can 
easily be mapped with CDP1804/05 I/O bus 
structure, and a wide variety of peripheral 
devices are available for this purpose. 
Finally, the high-volume customer can choose 
to integrate a custom I/O device chat can be 
tailored to his specific needs and that can 
interface directly with the CDP1804/05 
processors. 

CONCLUSIONS 

The CDPlSOO-series has been designed into 
a wide variety of new and existing applica¬ 
tions, Table V; this has not been by accident. 
The announcement of the CDP1800 product line 
was made in 1976; products in Che line are 
available in high volume. Users have taken 
advantage of Che low power, traditional CMOS 
features of Che line; its architecture, I/O 
handling capability, and ease of implementa¬ 
tion have made the family popular in 
control-oriented applications. The addition 
of the more powerful COP 1804 and CDP1805 
processors and an increasing array of memory 
and support chips will encourage users to 
develop increasingly sophisticated systems 
around the CDP1800 family, and should attract 
newcomers to this versatile, broad-based, 
well-established line. 


Table V - CDPlSOO-Serles Microprocessor 
Applications 


SET BACK THERMOSTAT 
PORTABLE AIR OUALITY MONITOR 
INDUSTRIAL POWER MONITOR 
ENERGY MEASUREMENT 

LOAD MANAGEMENT (ENERGY MANAGEMENT) 
PORTABLE METER READER 

portable bill calculator 

PORTABLE NOISE LEVEL MEASUREMENT 
AUTOMOTIVE SPARK CONTROL 
AUTOMOTIVE FUEL CONTROL 
MILITARY RADIO COMMUNICATION 
ELECTRIC CAR 
MOBILE TELEPHONE 
ULTRASONIC WELD INSPECTION 
HAND HELD MEDICAL MONITOR 
FLOW METER 

HOME SECURITY (FIRE a INTRUSION) 

LOGGING (WELL ORILUNG) 

MISSILES 

AUTOMOTIVE DIAGNOSTICS 
TELEPHONE DIALER 
UNE PRINTER CONTROLLER 
PRINTING ELAPSED TIME COUNTER 
FREQUENCY SYNTHESIZER 
BATTERY CHARGER CONTROLLER 


BOARD TESTERS 
UTIUTV METER 
COIN CHANGER 
ARTIFICIAL BREAST 
TEST INSTRUMENTS 
IRRIGATION CONTROLLER 
SALMON COUNTER 
SEISMOGRAPH 
ENVIRONMENTAL CONTROLS 
REMOTE GAUGES AND METERS 
NAVKMTIONAL CONTROLS 
DATA ACQUISITION SYSTEMS 
CREDIT CARO VERIFIER 
SONAR SYSTEMS 
FILM SPUCER 

SOLAR POWERED DATA LOGGER 
PORTABLE GAS ANALYZER 
KIOSKS 

DEEP FAT FRYER 
VENDING MACHINE 
COPIER CONTROL 
DIGITAL TUNING 
VEHICLE DIAGNOSTICS 
TV CAMERA 
MOTOR CONTROL 


MINI PBSX 

HAND HELD MEDICAL TERMINAL 
SPACE FLIGHT TAPE RECORDER 
MULTI LINK INTERCOM 
AUTO ANTI-THEFT 

industrial CONTROLLERS (NUMERIC 
MACHINE CONTROL) 

REMOTE. HANDHELD. DATA ENTRY 
TERMINAL 

AIRBORNE FLIGHT TEST INSTRUMENTATION 
AIRCRAFT ATTITUDES DISPLAY 
FLOOD WATER MONITOR 
MOTOR-GENERATOR CONTROL SET 
PORTABLE OIL EXPLORATION EQUIPMENT 
HOME COMPUTER 

AIRCRAFT REMOTE CIRCUIT BREAKER 
CONTROL 

SOLAR WATER HEATER CONTROLLER 
BEER TAP CONTROLLER 
TV GAMES 

LANGUAGE TRANSLATER 
SURVEY EQUIPMENT 
DIVING EQUIPMENT 
UNDERGROUND MINE TELEPHONE 












The NEW CDP1804A 


The present 1804 design will be modified for the production version in order 
to provide additional flexibility in the customer's application. Two 
objectives will be satisfied with the design change: 

1. The customer will be able to utilize the internal 1804 RAM when the internal 
ROM is disabled. (The present 1804 TEST mode disables both RAM and ROM). 

2. The customer will be able to plug an 1804 into an existing 1802 socket and 
be able to utilize the 1804 as a CPU without wiring changes. (The present 
1804 requires PIN 16 - ^ output - to be disconnected from the 1802 Vqq 
line, and requires that CLEAR and WATT be tied low for use in the 

TEST mode). 

The essential changes in the design arc summarized in the Table below, followed 
by a list of differences from the present 1804: 


CLEAR 

WAIT 

Mode 

PIN 16 Function 

L 

L 

RUN (RAM/ROM) 

EMS Output 

L 

H 

RESET 

Active High Output 

H 

L 

PAUSE 

Previous State 

H 

H 

RUN (RAM ONLY) 

Ml^ Input 


1. The 1 804 R UN mode has been renamed RUN(RAM/ROM) mode and is activated 
with CLEAR = WAIT = Low instead of High. 

2. The 1 804 T EST mod e has been renamed RUN(RAM ONLY) mode and is activated 
with CLEAR = WAIT = High instead of Low. 

3. In the RUN(RAM ONLY) mode, PIN 16 becomes an input. 

4. This input is used to select (on an active low level) or deselect the 
internal 1804 RAM. 

5. In this mode, the pre-programmed address mapping for the RAM is eliminated. 

6. In the RESET mode, PIN 16 is an active high output. 

7. In the PAUSE mode, PIN 16 retains the function of the previous state - 
if previously in the RUN(RAM/ROM) mode, PIN 16 will remain an output, 
and if previously in the RUN(RAM ONLY) mode, PIN 16 will remain an input 
when placed in the PAUSE mode. 

The above details will be reflected in the new 1804A data sheet and will be 
expanded upon in an upcoming Application Note. 

In addition, a new 1805 version will be available. This device will be a ROMless 
version of the 1804 and have all the features described in the 1804 data sheet 
and modified in this article, except for the fact that there will be no RUN(RAM/ 
ROM) mode, and PIN 16 will always be an input pin. 


For more details contact Joe Paradise, X7352. 




The EXPANDED 1804 Instruction Set 


INTRODUCTION 

The 1804 and 1805 microcomputers include a number of new instructions not found 
in the present 1802 instruction set, which are designed to increase the versatility 
of the machine and reduce the amount of code needed to write software programs. 

The 22 new instructions all use a linked "68" opcode, the only free opcode in the 
present 1802 set. Thus all new instructions require a format which includes the 
following: 68 (linked opcode) XX (Instruction opcode) YY, ZZ (one or two immediate 
bytes if required by the instruction). All new instructions also require a minimum 
of 3 machine cycles (2 Sf) cycles and 1 or more SI cycles). 

The 22 new instructions can be divided into the following 4 groups or classifications 

1. Register Instructions - RLDI, RLXA, RSXD, RNX 

2. Counter Control Instructions - LDC, GEC, STPC, DTC, STM, SCMl, SCM2, SPMl, 

SPM2, ETQ 

3. Interrupt Control Instructions - XIE, XID, CIE, CTD, BCI, BXI 

4. Subroutine Instructions - SCAL, SRET 

Each group is treated separately in the following discussion. 


Register Instructions 


MNEMONIC 

Instruction 

Opcode 

Mach. Cyc. 

RLDI 

Register Load Immediate 

68CN (2 imm.bytes) 

5 

RLXA 

Register Load via X and Advance 

686N 

5 

RSXD 

Register Store via X & Decrement 

6 8 AN 

5 

RNX 

Register N to Register X copy 

68BN 

4 i 

-i 


These additional register instructions add register to register and register to 
memory transfer capability to the 1804, and reduce coding and machine cycles when 
compared to equivalent 1802 code. Note that all 4 instructions destroy the 




previous contents of the T register due to internal data manipulation. 


RLDI 

The register load immediate instruction provides a means to load one of the 16 
16-bit scratchpad registers with one instruction, and without using the D register 
in the manipulation. The RLDI instruction saves 2 bytes of code and 3 machine 
cycles over equivalent 1802 instructions, except where upper byte or lower byte 
register data is loaded into several registers with successive PHI or PLO 
instructions. Since the D register is not used to perform the 16 bit load, its 
contents do not have to be saved as with equivalent 1802 instructions. 

The instruction format is 68 CN YY ZZ, where N is the chosen scratchpad register 
(0-F), YY is the R(N).l immediate data byte, and ZZ is the R(N).0 immediate data 
byte. 

The equivalent 1802 code is as follows; 

LDI YY ) 

PHI RN I 6 bytes of code 
LDI ZZ ) 8 machine cycles 

PLO RN ^ 


RLXA 

The register load via X and advance instruction allows direct memory to register 
transfer while by-passing the D register. It is equivalent to the LDXA instruct¬ 
ion, except that it is the scratchpad rather than the D register which is being 
loaded. It can be used in a stack operation where X points to an unused location 
at the top of the stack. In this mode, an IRX instruction is issued, followed 
by a RLXA. The RLXA instruction pops the first byte at the top of stack and 
loads it into R{N).l; R(X) advances; the second byte is popped and loaded into 
R(N).0; R(X) then advances to point to the next data byte on the stack. Note 
that since this instruction always operates on 2 data bytes, conventional single 
byte memory to register transfers require careful programming to keep track of 
R(X) and to insure that register data is not destroyed. Thus this instruction 
is most useful when a 16 bit address has been stored on the stack and is to be 
loaded into a scratchpad-register, or when a 16 bit data word needs to be 
manipulated. ' 



3 


The instruction format is 686N, where N is the loaded scratchpad register (0-F). 

The equivalent 1802 code is as follows: 

LDXA ) 

PHI RN ! 4 bytes of code 

LDXA ) 8 machine cycles 

PLO RN j 

RSXD 

The register store via X and decrement instruction allows direct register to memory 
transfer while by-passing the D register. It is equivalent to the STXD instruction, 
except that it is the scratchpad rather than the D register which is the data 
source. The instruction complements the RLXA instruction described previously. 

In a stack operation, X initially points to an unused location at the bottom of 
the stack. An RSXD instruction pushes R(N).0 data onto the stack; R(X) decrements; 
the second byte, R(N).l, is pushed onto the stack; R(X) then decrements to point 
to an unused location at the top of the stack. As with the RLXA instruction, it 
is always 16 bit data which is being manipulated, so it is usually a 16 bit address 
or 16 bit data word which is used with this instruction. 

The instruction format is 68AN, where N is the scratchpad register (0-F) used in 
the data transfer. 

The equivalent 1802 code is as follows: 

GLO RN ) 

STXD I 4 bytes of code 

GHl RN ) 8 machine cycles 

STXD I 


RNX 

The register N to register X copy instruction allows register to register transfer 
without using the D register. Although in many cases the same operation can be 
performed with a SEX instruction, it can be useful if the present value of R(N) 
needs to be stored as a memory pointer or stack pointer address before being 
modified by a subsequent operation. It can also be used when executing an output 
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instruction, in cases where using a SEX instruction would result in an undesirable 
increment of R(N). 

The instruction format is 68BN, where N is the scratchpad register (0-F) used in 
the data transfer. 

The equivalent 1802 code is as follows: 

GHl RN ) 

PHI RX I 4 bytes of code 

GLO RN ) 8 machine cycles 

PLO RX j 


Counter Control Instructions 


MNEMONIC 

Instruction 

Opcode 

Machine Cycles 

■n 

Load counter 

6806 

3 


Get counter 

6808 

3 


Stop counter 

6800 

3 

DTC 

Decrement counter 

6801 

3 

STM 

Set timer mode and start 

6807 

3 

SCMl 

Set counter mode 1 and start 

6805 

3 

SCM2 

Set counter mode 2 and start 

6803 

3 

SPMl 

Set pulse width mode 1, start 

6804 

3 

SPM2 

Set pulse width mode 2, start 

6802 

3 

ETQ 

Enable toggle Q 

6809 

3 


The 10 1804 counter control instructions allow the 8-bit presettable down counter 
on the chip to be used in a variety of modes, with several sources of clock inputs, 
and various ways of using information processed by the counter circuit. 

LDC 

The load counter instruction sets the presettable down counter with an 8 bit count 
from the D register. On every clock transition, the counter will decrement this 
loaded value by 1, and will set an interrupt flip-flop when it has decremented 
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5 


to 0. If the counter is preset to (OO)^g a full 256 counts will occur. During 
a load instruction to the counter, the counter and its buffer register are loaded, 
the prescaler reset, the mode reset and any previous interrupts cleared. 

GEC 

The get counter instruction loads the present value of the counter into the D 
register. The counter can be read at any time, and a counter read does not affect 
any counter operation. 

STPC 

The stop counter instruction gates off the clock source to the counter and freezes 
it at its present count. The counter mode is also cleared at this time. It is 
not necessary to stop the counter to do a counter read. 

PTC 

The decrement counter instruction decrements the present counter count by 1. It 
enables the user to count in software, but the instruction should be used only 
after the mode has been cleared by a stop counter instruction. Its advantage over 
a decrement register N instruction is that a scratchpad register is saved, and 
GLO BZ instructions are not required to test for 0. Since the D register is not 
used, its contents do not have to be saved as when performing this manipulation 
with the 1802. 

STM 

The set timer mode and start instruction designates the TPA pulse divided by the 
internal 32 prescaler as the counter clock source. When the STM instruction 
is issued, the prescaler will be decremented on every subsequent low-to-high 
transition of TPA. The clock is then decremented at a rate equal to f/256, where 
f is the 1804 crystal or RC clock frequency. When the counter has decremented 
to 0 and the interrupt request is latched, the counter will return to its initial 
value and continue to decrement on subsequent counts. Note that a start instruct¬ 
ion must be re-issued after a LDC or STPC instruction. 

SCMl 

The set counter mode 1 and start instruction designates the EFl input as the 
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counter clock source. This by-passes the prescaler and causes the counter to 
decrement on every high-to-low transition of EFl. This instruction allows the 
counter to be used as an event counter, or as a real-time counter with a clock 
source other than the crystal clock -s 256. 

SCM2 

The set counter mode 2 and start instruction designates the EF? input as the counte 
clock source, and causes the counter to decrement on every high-to-low transition 
of EF2. 

SPMl 

The set pulse width mode 1 and start instruction allows the counter to perform 
pulse width measurements. In this mode the pulse to be measured is applied to 
the EFl input. The TPA pulse is designated as the counter clock source. Each 
low-to-high transition of TPA decrements the counter if the input signal at EFl 
is low. On the transition of this signal to the positive state, the count is 
stopped, the mode is cleared, and the interrupt request latched. If the counter 
decrements to 0 while the input is low, interrupt will also be set, but the counter 
will continue. 

SPM2 

The set pulse width mode 2 and start instruction is the same as the SPMl instruct¬ 
ion described above, except that the pulse to be measured is applied to the EF2 
input. Note that for any of these modes which use EFl and EF2 terminals as inputs, 
EFl and EF2 can still be tested as flags for branch instructions. 

Em 

The enable toggle Q instruction connects the Q-line flip-flop to the output of the 
counter. Each time the counter decrements from 01 to its next value, the Q-line 
changes state. The counter clock source is determined by the counter mode, and 
thus can be used in timer, event counter, or pulse width measurement modes. The 
ETQ instruction is cleared by an LDC instruction, a CPU reset, or a BCI instruct¬ 
ion with Cl = 1. 
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Interrupt Control Instructions 


MNEMONIC 

Instruction 

Opcode 

Machine Cycles 

XIE 

External interrupt enable 

680A 

3 

XID 

External interrupt disable 

680B 

3 

CIE 

Counter interrupt enable 

680C 

3 

CID 

Counter interrupt disable 

6800 

3 

BCI 

Short branch on counter interrupt 

683E 

3 

BXI 

Short branch on external interrupt 

683F 

3 


These instructions provide a means for identifying and controlling interrupts 
generated externally, as with the 1802, or from the counter circuitry added in 
the 1804. 

XIE 

The external interrupt enable instruction sets an external interrupt enable flip-flop 
in the 1804. If a return instruction has set the common interrupt enable flip-flop, 
an external interrupt request will be immediately serviced by the CPU. Note that 
a hardware reset will also set both flip-flops and accomplish the same objective. 

Both flip-flops must be set for an interrupt to take place. The external interrupt, 
as in the 1802, is not latched by the CPU, and must remain active low until the 
interrupt is serviced. 

XID 

The external interrupt disable instruction resets the external interrupt enable 
flip-flop in the 1804, and prevents an external interrupt from being serviced. 

CIE 

The counter interrupt enable instruction sets a counter interrupt enable flip-flop 
in the 1804. If a return instruction has set the common interrupt enable flip- 
flop, a counter interrupt request will be immediately serviced by the CPU. Note 
that a hardware reset will also set both flip-flops and accomplish the same 
objective. Both flip-flops must be set for an interrupt to take place. The 
counter interrupt request is latched, and will remain active until the request is 
serviced, disabled, or reset by a hardware CPU reset signal. 
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CID 

The counter interrupt disable instruction resets the counter interrupt enable 
flip-flop in the 1804, and prevents a counter interrupt from being serviced. 

Note that the CID instruction does not reset the counter interrupt request. 

BCI 

A short branch on counter interrupt instruction provides a means of identifying 
and prioritizing the interrupt source : if both the external interrupt and counter 
interrupt flip-flops are enabled, the BCI instruction can be placed in the user's 
interrupt service routine. A page branch will then be performed if the counter 
was the source of the interrupt. The BCI instruction can also be used if program 
interrupt is not desired, and a polling technique is used instead. If a counter 
interrupt request is pending, the short branch will be taken, regardless of the 
state of any of the interrupt enable flip-flops. 

BXI 

The short branch on external interrupt instruction provides a means of identifying 
an external interrupt if both external interrupt and counter interrupt flip-flops 
are enabled, as explained above. Note, however, that since the external interrupt 
request is not latched, it must remain low until the short branch operation is 
performed. If the BXI instruction is used for software polling, the INT pin 
becomes a flag line similar to EFl - EF4, but with the exception .that only a short 
branch can be performed. 


Subroutine Instructions 


MNEMONIC 

Instruction 

Opcode 

Machine Cycles 

SCAL 

Standard call 

688N (2 immed.bytes) 

10 

SRET 

Standard return 

689N 

8 

_i 


These two instructions implement the function of the standard call and return 
technique described in MPM-201B, but without the need to tie up the D register 
and several scratchpad registers. These instructions are similar in nature 
to those found in other processors, except that a technique is provided to pass 
parameters from the main program to the subroutine without additional instructions. 
Note that both instructions destroy the previous contents of the T register. 
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program to the subroutine without additional instructions. Note that both 
instructions destroy the previous contents of the T register. 

SCAL 

The standard call instruction allows the user to call a subroutine anywhere in 
memory, while saving the present program counter in a scratchpad register for 
parameter passing during the subroutine execution. In operation, a 68 8N YY ZZ 
instruction is issued, where N is the scratchpad register chosen to hold the main 
program counter, and YY, ZZ are the high and low byte, respectively, of the sub¬ 
routine call address. The present contents of the selected scratchpad register 
N are pushed onto the stack (R(N).O and then R(N).l) as designated by stack 
pointer R(X). This frees this N register to be used to store the main program 
counter. After this is accomplished, R(P) is loaded with the instruction's 
immediate bytes, and execution of the subroutine begins. During subroutine 
execution, R(N) will point back to any list of inline parameters, and they can 
be passed to the subroutine with LDA RN instructions. This execution will lead 
the successive data bytes into the D register for use by the subroutine and in¬ 
crement R(N) up to the proper address for a return operation. Subroutines can be 
nested with this same instruction; R(N) contents (which can be same R(N) used by 
main subroutine) are pushed onto the stack for retrieval when the subroutine is 
fi nished. 

SRET 

The standard return instruction allows the user to return from a subroutine back 
to the main program, or from a nested subroutine back to the calling subroutine. 
In operation, a 689N instruction is issued, where N is the scratchpad register 
that is holding the main program counter. The contents of R(N) are restored 
toR(P), and the contents of the stack are popped and placed in R(N), restoring 
its original contents. 


The attached example illustrates the use of these subroutine call and return 
instructions in a practical program: 
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Example 

Assume a subroutine is to be written to add a main program inline parameter to a 
memory location's contents: 

Solution 


Address 

Opcode 

Mnembnic 

Comments 

0000 

1 

71 

1 

DIS 

1 

Main Program 1 

004F 

C4 

NOP 


0050 

68 

SCAL R4 


0051 

84 

0180 

Calling routine 

0052 

01 

0053 

80 



0054 

23 


Inline data 

0055 

■■ 


Main program 2 

017F 

■■ 



0180 

E5 

SEX R5 


0181 

44 

LDA R4 


0182 

F4 

ADD 

Subroutine 

0183 

55 

STR R5,^^_ 


0184 

68 

SRET R4 


0185 

94 




Program execution will proceed from main program 1 to subroutine to main program 2. 
The register table shown below illustrates the data manipulation used in the 
process. 


REGISTER AND MEMORY CONTENTS DURING SUBROUTINE EXECUTION 



Before Call 

After Call 

After 

STR R5 

After 

Return 

Function 

Register 

R(N) 


R(N) 

M(R(N)) 

R(N) 

M( R(N)) 

R(N) 

M(R(N)) 

Stack Pointer 

R2 

02FF 

00 

02FD 

00 

02 FD 

00 

02FF 

CD 

Main Prog. Ctr. 

R3 

0050 

68 

0180 

E5 

0184 

68 

0055 

C4 

Inline Register 

R4 

ABCD 

00 

0054 

23 

0055 

C4 

ABCD 

00 

Mem Pointer 

R5 

0335 

15 

0335 

15 

0335 

38 

0335 

38 


For more information, contact Joe Paradise, X7352. 
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A Brief 1804 - 8048 Architecture Comparison 


Characteristic 

1804 

8048/8049 

On-board ROM 

2K Bytes 

1K/2K Bytes 

Working Registers 

16 16-bit general purpose 
registers for PC, SP, 
index registers, data 

2 banks of 8 general 
purpose registers - 
select,only one at a 
time 

On-board RAM 

64 Bytes 

64/128 Bytes - but 
includes working reg¬ 
isters & stack area 

1/0 Lines 

Q output port 

4 EF inputs 

INT input 

2 quasi bi-directional 

8 bit ports, 1 true 

8 bit port, 2 test 
inputs, INT input 

On-board Timer 

8 bit down-counter 
timer/event/pulse measure¬ 
ment functions 

8 bit up-counter 
timer/event functions 

Directly Expandable 
External Memory 

64K total program AND/OR 
data memory (1804 does not 
distinguish) 

4K total program memory 
320/384 bytes total 
data memory 

External Memory 

Addressing Machine 

Std. mux address bus or 
single pin EMS output. 

Uses common 8 bit data 
bus. 

4 bits of port 2 used. 
For high order address 
(lower nibble) 8 bit 
bus port used for mux 
addr/data bus. (12 of 

24 avail, port pins 
tied up for ext. memory) 

Test External Mem. Mode 

CLEAR = L, tJnr = L 

EA = H 

Slow External 

Memory Provision 

WAIT line to stop 
internal clock 

No provision 

External Bus 

Configuration 

Multiplexed address bus 

Multiplexed address/ 
data bus 

External I/O Capability 

3 N-lines available for 

1 or 2 level I/O to 
external 8 bit ports 

4 internal I/O pins 
available for special 
1/0 chip expander- 
4 4-bit ports addl. 

Clock Frequency (5V) 

4MHz (4MHz xtal) 

2 Mllz (6MHz xtal) 



A Brief 1804 ■ 8048 Architecture Comparison (Cont’d) 


Characteristics 

1804 

8048/8049 

Cycle Time Range 

2 us - “> (static logic) 

2.5 - 15 us (dynamic 
logic) 

Machine Cycle 

8 pulses/cycle. Min 2 
cycle/instruction 

5 pulses/cycle. 1 or 2 
cycles/instruction 

DMA Capability 

DMA in/out request lines; 
dedicated register for 

DMA xfer 

No internal or external 
DMA capability 

Interrupt Capability 

External or timer interrupt; 
4 EF flags for polling 

External or timer 
interrupt; 2 te.stable 
inputs (Tq, T^) 

Interrupt Mechanism 

P+ X REG stored in T 

R(l) becomes PC 

R(2) becomes stack PTR 

PC+status stored on 
stack, PGM vectors to 

LOG 3 of PGM memory 
(treated as subroutine 
call) 

Interrupt Acknowledge 

Signal 

Decode from S^, lines 

Must use I/O port pin 

Interrupt Code 

Restrictions 

Anywhere in 64K memory 
space 

lower 2K of memory only 

Addressing Data Memory 

16 16-bit pointers 
available 

2 a-bit pointers 
available 

Stack Pointer, Area 

Software designated, can 
reside in internal or 
external RAM, any length 
(16 bit SP) 

Dedicated internal data 
memory, 8 levels only 
(3 bit SP) 

Program Counter 

16 bits - software 
designated, 64K bytes 
address capability 

Dedicated 12 bits, but 
only address instruct¬ 
ions within 2K byte space 

Testable Inputs/Registers 

Accumulator, EF inputs, 
carry, Q output 

Accumulator, accumulator 
bits, carry, Tq,T^,F^,F^ 

Conditional Jumps 

Short or long branch in¬ 
structions for paged or 

Branch only within 
current page of program 


full addressing 

memo ry 

Software Instructions 

Subtract, conditional 

Jump on accum. bit. 

(unique to either type) 

long branch, skip 

decimal adjust, swap 
accum. nibbles 

For more information on this 

: or related subjects contact 

Joe Paradise, X7352. 
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CDP1805 Operation in the CDP18S020 Evaluation Kit 


Because of the upwards software and hardware compatibility features of the 
CDP1805 to the CDP1802 microprocessor, the CDP1805 can, in most cases, be 
plugged directly into an existing CDP1802 socket and emulate CDP1802 operation. 
This feature conveniently allows the CDP1805 to be evaluated in the CDP18S02 
Evaluation Kit. However, 2 relatively minor problems do occur which may require 
minor modifications for proper use. 

The first problem concerns the oscillator section. The Schmitt Trigger used in 
the oscillator section is designed to op erate .at 15 pF and is sensitive to any 
additional capacitive loading at pin 39 (XTAL). Bare board capacitance measures 

7 pF at pin 39 and care must be taken when additional wiring is-added at this 
point or when the optional crystal capacitor (C7) is used. A simple solution 
is to remove the optional capacitors or replace them with values less than 

8 pF. If frequency stability is critical and/or capacitive loading at pin 39 
is unavoidable, lowering the feedback resistor (RIA) to 1 megohm will correct 
the problem. 

The second probl em o ccurs when the single-step mode is used. The CPU responds 
to a low on the WAIT line on the leading edge of either TPA or TPB. However, 
the leading edge of TPB also closes the window created in the control circuitry 
to sample a single step signal. The CDP1805, in effect, creates its own window 
and the control circuitry will not allow single step operation. Removing the 
TPB signal at U15 pin 13 and then grounding this point will allow single-step 
operation. 


Interrupt Control Logic In the CDP1805 


With the addition of the timer-counter in the 1805, additional internal 
logic is required for the counter interrupt, and arbitration between 
external and counter Interrupt. Hiis logic is shown in Figure 1. A number 
of somewhat subtle points need to be made about the new logic, which will 
illustrate some new interrupt and branch features found in the 1805: 

1. All interrupts are enabled with reset. 

2. A pending counter interrupt is cleared with reset. 

3. Simple enable and disable instructions - XIE, XID, CIE, CID - are avail 
able for individual control of external and counter Interrupts. 

4. The external interrupt can not be polled with a BXI instruction - 
however, this interrupt signal is not internally latched. 

5. A counter underflow or termination of a pulse in either PULSE DURATION 
MODE 1 or 2 will latch a counter interrupt request. 

6. This request can be polled with a BCI instruction. 

7. Servicing a counter interrupt request does not automatically disable 
the interrupt - when an interrupt occurs, software must arbitrate 
between external and counter interrupt requests. 

8. This can be performed by a BCI instruction, which resets the counter 
interrupt latch. 

9. If only the cpunter interrupt is used, the interrupt routine must still 
contain either a BCI or LDC instruction to reset the latch. 


— ^7 




CDP1805 Interrupt Control Logic 









Adding a Second Interrupt to the CDP1805 


The 1805 timer-counter can be configured to provide a second interrupt 
input in real-time control applications. With the proper instruction 
sequence, an edge-sensitive latched input is provided, complete with 
interrupt acknowledge for peripheral handshaking. 



To realize this feature, advantage is taken of the internal interrupt 
provided by the timer-counter in the CO UNTE R MO DE. With the timer-counter 
preloaded to 01, a single transition on EFl or EF2 will cause a counter 
underflow and generate a counter interrupt. Arbitration between external 
and counter interrupt takes place in the interrupt service routine, with 
the use of the BCI instruction, which will allow branching to the counter 
interrupt service routine and also reset the counter interrupt. 

If the ETQ instruction is used, an acknowledge signal can be provided via 
the Q output. The Q line will go high on the high-to-low transition of 
EFl, and will be reset during the counter interrupt service routine. Such 
a signal can be fed to a peripheral as a DATA READY indicator, and pro¬ 
vides more information than a decoded state code acknowledge signal. 
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0000 

5 

0001 




0000 


0002 

..SAMPLE 

PROGRAM 

TO DEMO USE OF 1305 

0000 

5 

0003 

..COUNTER-TIMER 

TO CREATE A 2ND 

0000 

5 

0004 

..INTR INPUT WITH HANDSHAKE 

0000 

9 

00<Ii5 




0000 

9 

0006 STACK EQU 0050H 



oooo 

>1 

0007 MAINST 

EQU 006(>H 



oooo 

9 

0<I>08 




0000 

68<I>B; 

0009 BEGIN 

XID 


..DISABLE XTNL INTR 

0<I>02 

68<:>D; 

00 lO 

CID 


..DISABLE CNTR INTR 

0004 

6SC30009; 

0011 

RLDI R3, 

INir 


0C>O8 

D3; 

0012 

SEP R3 


..SET R3 AS MAIN FC 

00«j9 

; 

OO 13 




0«Ii09 

68C1 <:><:> 26; 

0<.> 14 INI! 

RLDI Rl, 

INT 

,.SET INTEPRUP T VEClOR 

OiI>OD 

68C2<:iO50; 

0015 

RLDI R2, 

STACK 

..iNTERRUPI STACK 

00 \ 1 

68C40«:>60; 

0016 

RLDI R4, 

MAINST 

..MAIN STACK 

0015 

E4; 

001 7 

SEX R4 



OO16 

5 

<:»018 




0016 

FSOl; 

0019 INirC 

LDI 01 


..COUNTER WILL DETECf 

001 8 

68<'.>6; 

i.>02<.' 

LDC 


..1 iRANSITIGN 

00 1A 

6305; 

002 i 

3CM1 


..SET CCUI'JTEF: MODE 

OO 1C 

6809; 

0022 

ETQ 


..ENABLE TUGGLE G 

00 IE 

680A; 

0023 

XIE 


..ENABLE XTNL INTR 

0020 

66<'.>C; 

0024 

CIE 


..ENABLE LNTR INTR 

0022 

• 

f 

0025 




0022 

00 ; 

0026 WAIT 

IDL 


..THIS IS BODY OF MaLN 

<.«>23 

<!><I); 

0027 

TDL 


..PROGRAM IN A PEAL 

<■.>024 

<;><!>; 

0028 

IDL 


..ROUTINE 

0025 

• 

9 

0029 




0025 

70; 

0030 INTRET 

RET 


..RETURN TO MAIN 

0026 

; 

0031 




<:><>26 

22; 

0032 INT 

DEC R2 


..INT VECTORS HERE 

0<;>27 

78: 

0033 

SAVE 


..SAVE P AND X 

0<'.*2S 

683E! 

0034 

BCI CINT 


..WHICH INTERRUPT'" 

<>02 A 

30; 

0<I>35 

DC A.O<C 

INT) 

..FUDGE FOR ASSEMBLER 

<I><;)2B 

E4; 

0036 

SEX R4 


..THIS WOULD BE ROUriNI 

<■-•<'>20 

61; 

<;>037 

OUT 1 


..FOR EXTERNAL INT IN 

tI><I>2D 

c->. 

j 

0038 

SEX R2 


..A PEAL PROGRAM 

002E 

3<r>25; 

0039 

BR INTRET 

..END ROUT INE 

<.>«;>3<i> 

5 

<>040 




<;><■.> 3<I> 

7A; 

0041 CINT 

REQ 


..DATA READY TO PERI-’H 

ijOI. 1 

E4; 

(><■>42 

SEX R4 


..SOME GENERAL UUTPUT 

(■><-'>32 

62; 

(>(>43 

OUT 2 


..ROUTINE TO PER IP 

0033 

£2; 

0044 

SEX R2 


..DEVICE 

<!><j34 

6809; 

<><>45 

ETQ 


..RESET INSTRUC TION 

0<'>36 

3025; 

0<>46 

BR INTRET 

..END ROUTINE 


Using the CDP1805 Timer-Control for Multiple DMA Transfers 


The 1805 timer-counter, along with a single inexpensive CD4011, can be used 
to count a desired number of DMA transfers with the application of a single 
short pulse. Hie software initialization and maintenance is also modest, 
providing a good alternative to equivalent hardware techniques used in 1802- 
based designs. 



iTi Pin 


HARDWARE CONNECTIONS TO CDP1805 


The hardware shown above consists of a simple RS latch, inverter, and gate. 
Implemented with the CD4011. Initially w ith the Q signal low, -the latch 
accepts an external pulse and forces the DMA line low. After execution of 
the present instruction, a DMA S2 cycle begins, forcing SCI high, and gating 
TPA to EFl. With the timer-counter set to COUNTER MODE 1, the counter will 
decrement on every TPA, which will occur once per DMA cycle. With the 
counter initially loaded with the desired number of DMA transfers +1, and 
with the ETQ instruction enabled, DMA will remain low until the counter 
underflows. The underflow sets Q high, externally resets the RS latch, and 
reloads the counter to its Initial value. The underflow also generates a 
counter interrupt, which is detected by the CPU, and forces an S3 cycle. 

The S3 cycle causes the counter to decrement once, because the simple gating 
used does not uniquely decode a DMA cycle. Thus the counter is loaded with 
the number of transfers +1 if the hardware scheme shown is used. 

The interrupt service routine resets the Q line and clears the counter 
interrupt request. When the interrupt routine is complete, the circuitry 
is reinitialized for another asynchronous DMA transfer. 
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TIMING DIAGRAM 


The attached ASMS assembly listing illustrates the minimal software needed 
for program execution. 
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>!M 

OOOO 

• 

$ 

OOOO 

m 

9 

0000 

• 

9 

OOOO 

• 

9 

OOOO 

9 

OOOO 

9 

OOOO 

9 

OOOO 

5 

OOOO 

9 

OOOO 

5 

OOOO 


OOOO 

68C30005 

0004 

D3; 

0005 

9 

0005 

68C00100 

0009 

68C10024 

OOOD 

68C20050 

0011 

68C40060 

0015 

E4; 

0016 

• 

5 

0016 

F815; 

0018 

6806; 

001A 

6805; 

001C 

6809; 

00 IE 

• 

9 

00 IE 

00; 

00 IF 

00; 

0020 

o 

o 

0021 

• 

9 

0021 

6809; 

0023 

70; 

0024 

9 

0024 

22; 

0025 

78; 

0026 

« 

9 

0026 

7A; 

0027 

683E; 

0029 

21; 

OOOO 



OOOl 

0002 ..SAMPLE PROGRAM TO DEMONSTRATE 1805 COUNTER 

0003 ..USED TO COUNT DMA TRANSFERS TO OR FROM MEM 

0004 ..SINGLE 4011 IS ONLY EXTERNAL HW REQD 

0005 ..TRANSFER CONTROLLED BY SINGLE EXTNL PULSE 


0006 


0007 

DMAMEM 

EQU OlOOH 


0008 

DCOUNT 

EQU ISH 


0009 

CSTACK 

EQU 0050H 


OOlO 

MAINST 

EQU 0060H 


0011 




0012 

BEGIN 

RLDI R3, 

INIT 

0013 


SEP R3 


0014 




OO15 

INIT 

RLDI RO, 

DMAMEM 

0016 


RLDI Rl, 

CINT 

0017 


RLDI R2, 

CSTACK 

0018 


RLDI R4, 

MAINST 

0019 


SEX R4 


0020 




0021 

INITC 

LDI DCOUNT 

0022 


LDC 


0023 


SCMl 


0024 


ETQ 


0025 




0026 

WAIT 

IDL 


0027 


IDL 


0028 


IDL 


0029 




0030 

INITQ 

ETQ 


0031 


RET 


0032 




0033 

CINT 

DEC R2 


0034 


SAVE 


0035 




0036 


REQ 


0037 


BCI INITQ 

0038 


DC A.O<INITQ) 


..SET R3 AS MAIN PC 

..MEM BLOCK TO BE TRANS 
..INTERRUPT VECTOR 
..INTERRUPT STACK 
..MAIN STACK 


..NO. OF DMA TRANSFER BYTES 
..LOAD COUNTER 
. .SET COUNTER MODE 1 
. .Q TOGGLES WHEN FINISHED 

..WAIT FOR DMA TO COME IN 
..GET DCOUNT TRANSFERS 
..FOR EVERY DMA PULSE 

..ETQ WAS RESET BY BCI 
..RETURN TO MAIN PROGRAM 

..INTERRUPT VECTORS HERE 
..SAVE MAIN PC 

..RESET Q 

..ROD TO RESET COUNTER INT 
..FUDGE FOR ASSEMBLER 



Multiple DMA Transfer Under Software Control 


The ubiquitous 1805 timer-counter, helped along with a simple inverter, 
can play another role in DMA transfers by giving the user software control 
over the operation. The ci rcui t in Fi gure 1 shows an inverted Q signal 
being fed back, to both the DMA and EFl 
pins. With the counter properly initial¬ 
ized and set to PULSE MODE 1, an SEQ 
instruction will begin the DMA transfer. 

The counter wil l decrement with each TPA 
pulse while EFl is low. When an under¬ 
flow occurs, the ETQ instruction will 
cause Q to go low, forcing E'FI high and 
terminating the PULSE MODE. 

Figure 1 

The simple software required to execute this operation is attached. It is 
set up in the form of a subroutine call, which also Illustrates the new 
SCAL and SRET instructions of the 1805. A unique feature of SCAL, shown 
in the routine, is that constant parameters can be passed to the subroutine 
from the main program. In this case, the DMA routine is called with the 
number of bytes to be transferred set by the byte succeeding the SCAL 
instruction. This is possible because the main program counter is stored 
in a designated register (R5) rather than on a stack. The LDA instruction 
in the subroutine passes the value (DCOUNT) to the subroutine and incre¬ 
ments R5 to the next byte in the main program. 

Note that the subroutine sequence shown is required for each DMA transfer. 
The SPMl mode is terminated when a low-to-high EFl transition occurs, 
requiring a reload of the counter and resetting of the desired mode. The 
LDC instruction also resets ETQ, so this instruction must also be repeated. 
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0000 

0000 

0000 

0000 

0000 

0000 

oooo 

oooo 

0000 

oooo 

oooo 

oooo 

oooo 

0004 
0005 
0005 
0009 
OOOD 
OOOE 
0010 
0010 
0014 
0014 
0018 
0019 
0019 
OOID 
00 ID 
00 IE 
0020 
0022 
0024 
0025 
OOOO 


• 

9 

m 

0001 

0002 


..SAMPLE PROGRAM 

TO DEMONSTRATE 1805 COUNTER 

9 

m 

0003 


..USED TO COUNT 

DMA TRANS TO OR FROM MEM 

9 

0004 


..SINGLE INVERTER IS ONLY EXTERNAL HW REQD 

9 

m 

fl 

0005 


..TRANSFER CONTROLLED BY SOFTWARE INIT 

9 

■ 

0006 

0007 

DMAMEM 

EQU OlOOH 


•1 

0008 

DCOUNT 

EQU 15H 


4 

0009 

SUBl EQU 0200H 


5 

0010 

SUB3 EQU 03OOH 



GO 11 

MAINST 

EQU 0050H 


5 

68C30O055 

0012 

0013 

BEGIN 

RLDI R3, INIT 


D3; 

0014 


SEP R3 

..SET R3 AS MAIN PC 

■ 

f 

68C00100; 

0015 

0016 

INIT 

RLDI RO, DMAMEM 

..MEM BLOCK TO BE TRANS 

68C40050; 

0017 


RLDI R4, MAINST 

..MAIN STACK 

E4; 

680D; 

0018 

0019 


SEX R4 

CID 

..DISABLE COUNTER INT 

■ 

68850200; 

0020 
0021 

MAINl 

SCAL R5, SUBl 

..CALL SOME SUBROUTINE 

688500ID; 

0022 

0023 

MAIN2 

SCAL R5, SUB2 

..CALL DMA ROUTINE 

15; 

0024 


DC <DCOUNT) 

..R5 POINTS TO CTR LOAD VAL 

• 

4 

68850300; 

0025 

0026 

MAIN3 

SCAL R5, SUB3 

..CALL SOME SUBROUTINE 

45; 

0027 

0028 

SUB2 

LDA R5 

..PASS DMA LOAD VAL TO SUB2 

6806; 

0029 


LDC 

..LOAD COUNTER 

6804; 

0030 


SPMl 

..SET PULSE WIDTH MODE 1 

6809; 

0031 


ETQ 

..ENABLE TOGGLE Q 

7B; 

0032 


SEQ 

..INIT DMA TRANS OF DCOUNT 

6895; 

0033 


SRET R5 

..RETURN TO MAIN PROG 



Understanding The CDP1851 Programmable I/O 


Overview 

The CDP1851 is a general purpose programmable I/O device, having 20 I/O pins 
which may be used in several different modes of operation. (See Table 2). 

The I/O lines are grouped into two sections, A and U, each having 10 lines; 

8 data and 2 handshaking lines (ready and strobe). 

In essence, the CPU programs the PIO by asserting tlie proper address (if memory 
mapped) or the proper N-lino. code (if I/O mapped) on the 1>I0 control lines, and 
outputs a sequence of control bytes on the data bus to the control register of 
the PIO. The control bytes contain Information to define port mode, interrupt 
enable/disable, I/O bit assignment, bit masking, etc. (see Codes A-P, Table 1). 

Tlie CPU transfers data bytes to and from each port by asserting codes S, T, U or 
V, given in Table 1. Modes may be combined so that theii- functional definition 
can be tailored to almost any I/O requirement. 

Modes of Operation 

a. Normal Input/Output Mode 

Ports A and B can be separately programmed to be 8 bit inpu t or qu^ut parts 
with handshaking control lines, ready and strobe. 

b. Bi-Directional Mode 

Port A can be programmed to be a bi-direction al port. This configuration 
provides a means for communicating with a peripheral device or structure on 
a single 8 bit bus for both transmitting and receiving data. Handshaking 
signals are provided to maintain proper bus flow discipline. The handshaking, 
lines for Port A are used in the normal manner for Input control. The hand¬ 
shaking lines for Port B are used by Port A for output control; consequently. 
Port B I/O lines must be in the bit programm.ab J e mode where hand.shaking is 
not used. 

c. Bit-programmable Mode 

Ports A and B can be separately bit p rogramme d so that each individual line 
can be designated as an input or output line. 

An additional feature of the bit programmable mode is that the four hand¬ 
shaking lines, A RDY, A STROBE, B RDY, and H STROBE can be individually pro¬ 
grammed as input or output lines (see Code K, Tabic I). 

In the input, output, and bi-directional modes the STROBE lines give the 
PIO the trigger signals needed to generate interrupt requests. However, 
in the bit programmable mode the handshake lines are not used to carry 
strobe and ready signals, but carry I/O data if programmed to do so. 





Interrupts 


Interrupt requests are generated differently depending on the port mode. 

a. Input and Output Modes 

The falling edge of the strobe pulse from the peripheral device sets the 
INT line, and the rising edge of TPB, during the requested read or write 
operation resets the INT signal. 

b. Bi-Directional Mode (Port A only) 

Set and reset of interrupt request s are done as explained in the input and 
output modes. However, since the A INT line is used for both input and 
output interrupts the CPU must read the status register to determine what 
condition caused the interrupt request. 

c. Bit-Programmable Mode 

Interrupt requests can be generated by programming the PIO to re—act to 
specified logic functions (AND, OR, NAND, or NOR) on selected I/O lines. 

The CPU must issue two control bytes; the first will select the logic 
condition, and the second will contain masking information indicating 
which bit(s) of eight the PIO will monitor for the logic condition. 

The INT signal will exist while the logic condition is present. (See 
Codes I & J, Table 1.) 

d. Interrupt Enable/Disable 

To enable or disable the INT lines in all modes, the CPU must issue a control 
byte for each port (see Codes L M N & P, Appendix II). A and B interrupt 
status can be read from bit Dq and D], of the status register to determine 
which lOT line is causing the request if they are wired together (OR'd). 

Timing 

a. Input Data Transfer 

Refer to Input Port Sequential Timing diagram. Assume an I/O mapped I/O 
system similar to Figure 1. The peripheral presents data to the I/O port 
and outputs a strobe pulse to the PIO. The strobe pulse causes three things 
to happen: 

1. The READY signal is reset inhibiting further transmission from the 
peripheral. 

2. The input data is latched in the buffer register. 

3. The INT line is set low signalling the CPU to read the data. 

The A and B INT lines of the PIO may be wired to the INT pin_on the CPU to 
signal program interrupts, or they can be wired to separate EF pins where 
periodic polling of the EF pins is required to check for service requests. 



INPUT PORT SEQUENTIAL TIMING 





(normal PROGjC-*- READ PORT-►]( NORMAL PROG 



In either case, the program will branch to a subroutine and execute an 
input instruction (INP6 or INP7, see Codes S & T, Table 1) which will 
assert the proper code on the RAO, RAl, and CS pins of the PIO. The PIO 
will place data onto the system bus so- it can be used by the CPU and/or 
written into memory. 

The TPB pulse that occurs during the MS«'R pulse terminates the interrupt 
request and sets the READY line, indicating to the peripheral that the 
PIO is ready to accept a new data byte. 

b. Output Data Transfer 

Refer to Output Port Sequential Timing diagram. Assume an I/O mapped I/O 
system similar to example //I. A strob e p ulse from a previous output 
sequence or a diJirany strobe causes the INT to go low signalling the CPU 
to output a data byte to the PIO. 

The PIO INT line can be wired to the CPU INT pin or an EF pin as explained 
in Input Data Transfer, above. The program will branch to a subroutine and 
execute an output instruction (0UT6 or 0UT7) which will assert the proper 
code on the RAO, Rill, and CS pins of the PIO. 

Data will be read from memory and placed on the bus and latched into the 
port buffers on the trailing edge of the TPB. The READY line is also set 
at this time. The peripheral will transmit a strobe pulse indicating the 
reading process is completed. The rising edge of the strobe pulse causes 
the READY signal to reset, and the falling edge sets the interrupt request 
signalling the CPU to output another data byte. 

c. Data Transfer, Bit-Programmable Mode 

The CPU loads a data byte to the 8 bit port as in the norman output mode. 

I/O lines programmed as outputs will accept and latch data bits, however, 

I/O lines programmed as inputs will ignore the loaded data (see Codes H, U, 
and V of Table 1) . 

The CPU reads the 8 bit port as in the normal input mode. I/O lines are 
non—latching and therefore input data must be stable while the CPU reads. 

All 8 I/O lines are read whether they are programmed as input lines or 
output lines. Data read from the lines programmed as outputs will be 
data bits latched during the last output cycle (see Codes H, S, & T, 

Table 1) . 

Examples 

Example #1 - Simple Input/Output Mode 

Figure 1 shows an I/O space I/O system involving the 18 02 C PU, the 1851 PIO, 
and two peripheral devices both with handshaking. The INT lines are individually 
connected to ER lines 1 and 2. Therefore, the CPU is not truly interrupted but 
must poll the flag lines periodically during the main program. 


— 



OUTPUT PORT SEQUENTIAL TIMING 
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Fig. 1 - Example 1 
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LOAD PORT B 
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READ DATA 
FROM PORT A 
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Flow Chart for l-xample 1 
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Step by Step - Refer to Flow Chart for example 1. 


1. To begin using this system the device must be cleared which automatically 
programs both Port A and B to the input mode. 

2. Port B is set to the output mode by loading the control register with contro 
byte given in Code D. 

3. Port A interrupt line is enabled by loading control byte given in Code L, 
Table 1. 

4. Port B interrupt line is enabled by loading control byte given in Code M, 
Table 1. 

5. Now the main program can begin running. 

6. Sometime during or at the end of the main program the EFl flag is polled. 

If it is low the program will branch to a subroutine to read Port A. The 
CPU must output the proper N-line Code to read A. (see Code S Table 1, and 
Input Port Timing diagram). When this step is completed the flag is again 
polled to check for more incoming data. 

7. If EFl is = 1 then EF2 is considered. If EF2 is = 0 then the program will 

branch to a subroutine to load Port B with data. The CPU must output the 

proper N-line code, and place the 8 bit data word on the bus. (see Code V, 
Table 1 and Output Port Timing diagram). When this step is completed the 
CPU returns to the main program. 

8. If EF2 = 1 the CPU returns to the main program. 

Example if 2 

Fig. 2 shows an I/O space I/O system involving the 1802 CPU, the 1851 PIO. and 
two peripheral devices. Peripheral A has a bi-directional bus with handshaking 

capability for transmit and receive. Peripheral B has a 4 bit receiver and a 

4 bit transmitter. 

Port A will be programmed for bi-directional mode with interrupt capability. 

Port B will be programmed for bit programmable mode with interrupt capability 
for output data when a logic NOR (all (O's) occurs on the 4 input lines. 

Priorities will be as follows; 

1. Port A input data, via interrupt and subroutine 

2. Port A output data, via interrupt and subroutine 

3. Port B output data, via interrupt and subroutine 

4. Port B input data, part of main program. 
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Fig. 2 - Example 2 
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Flow Chart for Example 2 























Port A Is used to interface with a bi-directional device, therefore the hand¬ 
shaking lines A READY and A STROBE are used for control of Incoming data (from 
peripheral to CPU). B READY and B STROBE handshaking, lines are used for output 
control (from CPU to peripheral). 

Port B is used in the bit programmable mode having bits BO, Bl, B2, and B3 as 
outputs (data from CPU to peripheral) and Bits B4, B5, B6, and B7 as inputs 
(data from peripheral to CPU). 

The proper coding of the CPU N-lines will select whether the data will be read 
in, or written out to the PIO, or whether the status register is to be read, or 
whether the control register is to be loaded with a control byte. (Sec i'able 1 

Step by St ep 

1. To begin using tliis system the device must be c.learc'd wiiich automatically 
programs both Port A and B to the input mode. 

2. Since Port A is going to be in the bi-directional mode. Port B musj. be 
programmed in the bit programmable mode. Port B is set to the bit mode 
by loading control byte given in Code C, Table 1. 

3. Code H control byte must be loaded. This byte determines which bits are 
input/output. 

4. Code 1 control byte must be loaded v/liich determines the logical condition 
of bits required to generate an interrupt request frtjm Port B (in tliis 
case a NOR condition). 

5. Code J control byte must be loaded. This byte tells which of the 8 bits 
in Port B are monitored and which are masked for interrupt generation. 

(In this case all of the input lines B4, B5, Bb, ami B7 will be monitored) 

6. Now Port A is set to bi-directional mode by loading Code E control byte. 

7. Port A interrupt line is enabled by loading tlie control register wltli Code 
L control byte. 

8. Port B interrupt line is enabled by loading the control register with Codt 
M control byte. 

9. Now the main program can begin running. 

10. Port B will be read periodically as the main program repeats its loop. 

11. When an interrupt r(!quest is receiveti by the CPU it vylll 1)ranch to a 
subroutine, and automatically de-activate tlie inlerrupt enable to iiiliihii. 
further interruptions. 

12. The CPU must read the status register by outputting the ]iroper N-line 
Code R. The status register will contain information describ ing w hich 
interrupt has occured A and/or B, and also indicated whether A IN'l was 
caused by an input or an output demand from peripheral A. 

NOTE that A INT and B INT lines are wired (OR'd together (see Fig. 2). 



13. Several decisions will be made based on the information contained in the 
status register. 

14. To read Port A the CPU must output the proper N-line Code S. 

15. To load Port A with data the CPU must output the proper N-line code, and 

place the 8 bit data word on the bus (see. Table 1). 

16. To load Port B (bits BO, Bl, B2, and B3) with data the CPU must output 

the proper N-line code, and place the 4 bit data on the bus (see Table 1). 

17. Once the interrupt subroutines are completed the CPU returns to the main 
program and the interrupt enable (CPU) is activated. 


For more details or specific application requirements, Contact Jerry Johnson, 
(X6776). 
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SET PORT B TO INPUT MODE 

1 0 

1 0 1 

SET PORT A TO OUTPUT MODE 

1 0 

1 0 1 

SET PORT B TO OUTPUT MODE 

1 0 

1 0 1 

SET PORT A TO BIDIRECTIONAL 
(PORT B MUST BE IN BIT MODE FIRST) 

1 0 

1 0 1 

SET PORT A TO BIT - PROG MODE 

1 0 

1 0 1 

SET PORT B TO BIT PROG MODE 

1 0 

1 0 1 

I/O BIT ASSIGNMENT (A OR B) 

1 0 

1 0 1 

SET LOGICAL CONDITION FOR 

1 0 

1 0 1 






INTERRUPT GENERATION (BIT MODE) 

(D3) O = PORT A, I = PORT B 

(D4) O = NO MASK, I = MASK BYTE 
FOLLOWS NEXT 


SET MASKING OF BITS 
(PRECEEDED BY CODE 1) 


SET RDY AND /OR STROBE LINES 
TO I/O LINES (BIT ■ MODE ONLY) 

(Di) O = PORT A, I = PORT B 

(D2) 0 = NO CHANGE TO RDY LINE 
FUNCTION, 

I = CHANGE PER BIT De 

(D3) O = NO CHANGE PER BIT D; 

I - CHANGE PER BIT D7 

(D4) RDY LINE OUTPUT DATA TO 
BE LOADED 


(O INPUT, I - OUTPUT) 


O D0 D5 D4 D3 I 01 
t T I LOGICAL CONDITION 


0 

0 

NAND 

0 

1 

OR 

1 

0 

NOR 

1 

1 

AND 


I O I 


(O - MONITORED, I - MASKED) 


Dy De D5 D4 D3 D2 Di 0 


STROBE LINE OUTPUT DATA TO BE LOAD ED 

ROY LINE USED AS 
O -- INPUT LINE 
I = OUTPUT LINE 

STROBE LINE USED AS 
O = INPUT LINE 
I - OUTPUT LINE 


ENABLE A INT OUTPUT 

1 0 

0 1 

ENABLE B INT OUTPUT 

1 0 

0 1 

DISABLE A fNt OUTPUT 

1 0 

0 1 

DISABLE B iNT OUTPUT 

1 0 

0 1 

READ STATUS REGISTER 

1 0 

1 1 0 



Dy De D5 D4 D3 D? Di Dq 


(Do) B INT STATUS (I MEANS SET) 1 ^LL 

(Di) Ali^ STATUS (I MEANS SET) J mooes 


(D2) I = A INT WAS CAUSED BY 
BSTROBE 

(D3) I = AlNT WAS CAUSED BY 
A STROBE 


BIDIRECT 
MODE 
A ONLY 


(04) A RDY INPUT DATA 
(O5) A STROBE INPUT DATA 
(De) B RDY INPUT DATA 
(Dy) B RDY INPUT DATA 


BIT 

PROGRAMMABl E 
MODE 


READ PORT A 

1 1 0 1 0 

READ PORT B 

1 1 1 1 0 

LOAD PORT A 

I 1 0 0 1 

LOAD PORT B 

1 1 1 0 1 


(INPUT DATA BYTE) 


(INPUT DATA BYTE) 


(OUTPUT (JATA BYTE) 


(OUTPUT DATA BYTE) 























































Table 2 - CDP1851 Programming Modes 
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Memory Mapping The 1851 


When using the 1851 in a memory mapped application, with connections as shown in 
Fig. 1, some difficulties in programming the device may exist. The bit program 
mode is most prone to having errors. 

Known Errors 


1. Bits B0 and B1 will not program as outputs but remain as inputs, when the 
device is used at voltages above approximately 7 volts. 

2. The logical conditions (AND, NOR, OR, NAND) for interrupt response (programmed 
by byte //9 in the data sheet) do not load correctly. Tliis phenomenon occurs 
at all voltages. 

Reason for Errors 


When_configured as shown in Fig. 1, MRD drives WR/^ (pin 38), and M^R driws 
rd/we (pin 39). During a memory write cycle the MRD signal stays high. WR goes 
low enabling the data bus input buffers, allowing data to be presented to an 
internal register. See Fig. 2. When the blWR signal goes high again it latches 
the data in the register, but also shuts off the data at the input buffers, 
creating a race condition of data hold and latching the data. Tlie race condition 
is independent of system clock speed. 

The Fix 

Fig. 3 s hows the added hardware required to avoid the race condition. By invert¬ 
ing MRD and driving RD/WE (pin 39) the bus buffers remain on during and well after 
the inverted MWR signal clocks the internal data register, thereby ^voiding the 
race condition during the write operation. Switching the fffiD and MWR signals and 
adding inverters makes no difference logically during a read operation. 

Additional Hardware for High Speed Systems 

Two inverters are inserte d in the TPA line to compensate for the added inverter 
delay, introduced in the MRD line, so that the flip-flop can successfully latch 
the READ signal at high system speeds. 

Since CS is generated from the high address byte, and latched with TPA, CS must 
also be delayed to compensate for the added TPA delay. 

The entire change can be implemented with one A069 package. 


For additional information contact G. Johnson, X6776. 



wr/rS 


RO/WE 







Using The CDP18S2 I/O Port for DMA Operations 


At present the MPM-201B CDP1802 Users Manual does not consider the use of the CDP1852 
for DMA-IN operations. Instead it gives an example (page 79) using 2 CDA076 4-bit 
registers, 1/2 of a CD4013 Dual Flip-Flop, and various logic gates: a total of at 
least four packages are required to facilitate the DMA input. Using the versatile 
CDP1852 reduces the complexity of the circuit and the number of DIP packages. 

One possible circuit configuration is shown in Figure 1. In system operation, data 
is strobed into the port's 8-bit register by a high (1) level on the clock pin. 

The negative high-to-low transition of t he c lock sets the in ternal service request 
latch which causes a low (0) on SR. The SR signal causes a DMA-IN command at the CPU. 
The CPU then goes to a DMA-input cycle (S2) where SCO = 0 and SCI = 1. SCO is 
inverted so that the CSl and CS2 pins both receive a logic (1) during the S2 cycle. 
Additional logic is used to gate off the DMA-IN command after the S2 cycle begins. 
When the S2 cycle is completed the CPU returns to normal fetch (SO) and execute (Si) 
states. The absence of a logic (1) on either the CSl or CS2 pins will reset the SR 
flip-flop and disable the output of the CDP1852. 

References: 

1. Users Manual for the RCA CDP1802 (MPM-201B) 

2. CDP1852 data sheet (File // 1166) _ 

For more information on this article or related topics, contact Jerry Johnson, 

X6776 







Bus Contention Effects on CMOS I/O Ports 


Because of the parasitic transistors inherent to bulk CMC'S devices, care must 
be taken with high output current devices to avoid potential problems in systems 
designed with known bus contention. It has been observed that such parts are 
prone to SCR latch-up when outputs are shorted to their opposite, state for any 
significant amounts of time, especially when working ai high voltages. 

Laboratory measurements have confirmed that latch-up can occur with the tD!MB52 
byte-wide I/O port, and with the new CDP1872C and CD1’1874C high-speeil [/() port;;. 
The latch-up phenomenon is a function of voltage shorting time, as sliown in 
the typical curves below, and can occur if 4 or more outputs are simultaneously 
sliorted. 
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Even though the conditions for latch-up are rather severe, and will rarely occur 
in a properly designed system, especially at low voltages ('5.5V), the designer 
should take the precaution during his system design to analyze his bus configur¬ 
ation for known long bus contention times or undefined bus conditions during 
power initialization. If a latch-up does occur, the problem is more serious 
than an instantaneous current spike generated during the contention time ; these 
devices can draw hundreds of milliamps and pull the power supply down below 
normal operating level, with power turn-off needed to end the mechanism. Worst 
of all, latch-up can cause possible damage to the device itself. 


For more information, contact Joe Paradise, X7352. 










1854A vs. I854 • Design Improvements 
For Higher System Speeds 


Abstract: 


Background; 


1 . 


2 . 


Design differences between the CDP1854, CDP1854A and other 
industry types are detailed from an applications point of view. 

The improved 1854A performance has been demonstrated to be 
competitive with other CMOS UARTs at maximum 1802 system speeds. 

The original 1854 UART could not tolerate the same amount of dis¬ 
tortion on received data as competitive CMOS UARTs, possibly 
resulting in loss of synchronization and/or data permutation. The 
causes for the above mentioned behavior are divided into three distinct 
areas as follows; 

Difficulty of operation at high clock speeds. 

On some units the maximum operating clock speed was less than the 
industry standard of 3.2 MHz at 5 volts. This sluggishness was caused 
by a relatively slow parity checking circuit which has been redesigned 
in the 1854A to improve performance. 

Off-centered detection of data bits . 

Industry standard UARTs such as the Western Digital TR1602 use 16 clock 
pulses per data bit and sample the bit in the middle at clock pulse 
^-1/2. The original 1854, sampled at 6-1/2 clock pulses. This minor 
skew accounted for less tolerance for distortion at the beginning of a 
bit, but was more forgiving of distortion at the end of the bit. The 
new.l854A samples at 7-1/2 clock pulses. 

Clock counter reset delay. 

The major source of trouble was caused by a 6-1/2 clock pulse delay 
between the time a stop bit was detected and the time the clock counter, 
which enabled the UART to search for the next start bit was reset. 

The 1854 did not reset its counter until clock pulse 13. Other industry 
standard UARTs reset their counters at 7-1/2 clock pulses, the exact time 
at which the first stop bit is detected, which permits the receiver to 
immediately begin searching for the next start bit. When using the 
1854 loss of synchronization may result if transmitter and receiver 
frequencies are allowed to differ by more than lj_2^% and/or the stop 
pulse is distorted or too narrow. The redesigned 1854A re.set.s the clock 
counter at 9 clock pulses - an improvement over the 1854, as evidenced 
in the tolerance requirements listed in Table 1, attached. 


- 3f- 



Conclusions: The 1854A will operate properly at 3.2 MHz to the frequency tolerances 
noted in Table 1. The 1854 is limited to speeds below 3 MHz, and has 
less tolerance to line distortion caused by envelope delay, phase jitter, 
etc., for the reasons detailed in the above discussion. 

For more details or specific application requirements, contact 

Jerry Johnson, X6776 




TABLE 1 


Theoretical Tolerance to 
Frequency Difference Between 
Transmitter and Receiver Clocks 



1854 

1854A 

Others 

1.25% 

3.75% 

5.31% 


4.06% 

4.69% 

4.69% 


* Data Train consisting of one 
start bit, 8 data bits, and 
1 stop bit. 







Interfacing Two COSMAC Systems Using 1854A UART’s 
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Asynchronous full duplex data communication between two independent COSMAC 
systems can be achieved using two 1854A UART's wired as shown. Baud rate 
generators must be the same frequency for both systems. 

When the UART receives a serial data cl^acter it generates a data available 
(DA) and an interrupt_request signal (INT). Until the CPU responds by 
reading the data the DA line inhibits word transmission from the other UART, 
and vice versa. 

Internal ttoing of the 1854A is such that a pulse at its CIS input at the 
time that DA of the receiving UART is activated will cause the stop bit 
to be reset early. To_avoid error^the 4013 Flip-Flops provide a 2 clock 
period delay between DA (low) and CTS (high). 

If the 1802 clock is used to drive the UART clocks the Flip-Flops can be 
eliminated and replaced with a simple inverter since the CPU will take many 
more than 2 clock periods from when it is flagged to when it services (Reads) 
the UART. 


For additional information or specific applications, contact Jerry Johnson 
X6776. 


-83 













Interfacing the 1854A with the 8085 


Circuit Description: 

The 1854A UART can be interfaced with the 8085 CPU with the addition of 
several logic devices. The lack of a convenient timing pulse to strobe the 
TPB pin on the 1854A UART during read or write cycles is resolved by OR'ing 
WR and RD CPU signals to create a quasi TPB pulse (see schematic diagram). 
Inverters are required on the DA and the RESET OUT signals as shown. Note 
the 1854A is operated in Mode 1 (the COSMAC mode). 

A working test circuit was developed using an Intel SDK-85 evaluation kit 
having a system clock speed of 3.072 MHz, thus the i854A was operated near 
its maximum clock speed of 3.2 MHz at 5 volts. 

Timing Considerations: Refer to timing diagrams 

A worst case timing analysis based on data sheet values for both parts 
reveals two possible problems. 

1. Read Cycle - The 8085 specifies a minimum of 120 ns from the trailing 
edge of read to the output of the next address on the ADO-7 lines (Trae). 
The 1854A has a maximum data hold time of 150 ns after TPB goes low 
(Ttrs). Since TPB is created via a logic gate which OR's WR and RD, 

any gate delay time must also be considered. Possible bus contention of 
30 ns plus gate delay may exist, worst case. 

2. Write Cycle - The 8085 specifies a minimum of 100 ns for data hold time 
after the trailing edge of WR (Twd). The 1854A requires a maximum data 

time after WR (Twr) of 125 ns, therefore the 8085 may be unable to 
load data into the UART worst case. 


Summary: 


The 1854A can be used with the 8085 as configured in this article provided 
the parts are selected to avoid worst case timing problems. 


For more details or specific application requirements, contact Jerry Johnson 
X6776. 
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Competitive UARTs - An Industry Comparison 


Some popular competitive industry standard UARTs are listed here to show 
relative differences in parameters affecting interchangeability. Except 
for variations in the function of pin 2, all types have the same pin out. 

The RCA CDP1854A is unique in that it has two operating modes selectable 
via pin 2. Mode 0 (pin 2 tied to V ) configures the UART to industry 
standard operation and pin out. Moae 1 (pin 2 tied to modifies certain 

signal polarities to allow easy interface with the 1800 series microprocessors, 
without additional components. 


INDUSTRY STANDARD UARTs 

























Using the MDU 


COSMAC systems using the CDP1855 MDU can perform an 8 bit x 8 bit multiply in 
8% of the machine time required by systems using a software multiply algorithm. 
Programs for both methods are explained below: 

Software Method 

Software implementation of an 8x8 multiply algorithm, based on a method of add 
and shift right, is listed in Program #1. Normal overhead of initializing the 
CPU registers is done in the main program. Since 9 shifts are required to com¬ 
plete the 8x8 multiply operation, 18 instructions of the subroutine must be 
repeated nine times, resulting in a total of 344 machine cycles. Assuming a clock 
frequency of 3 MHz, the time required to complete the operation is 917 uSec. 


Figure 1 shows the pin connections 
for using the 1855 with the 1802/ 

1804. A subroutine for performing 
an 8x8 multiply is listed in Program 
#2. The overhead of register initial¬ 
izing is about the same as in the 1st 
program, however, the actual 13 
instruction subroutine must be executed 
only once since the MDU does all the 
shifting and adding. 


Again assuming a clock frequency 
of 3MHz, the time required to load two 8 bit numbers, multiply, and read the 16 bit 
result is only 69 uSec. 

Step-By-Step Operation of the MDU 

1. Load the control register by executing an OUT 7 instruction followed by the 


Hardware Method Using the CDP1855 
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control byte, in this case FO (11110000). Logic highs on bits 4 and 5 define 
the number of cascaded MDU's as one. Bit 6 resets the internal sequence 
counters, and bit 7 selects the optional clock prescaler, which causes the 
shift frequency to be 1/2 of the clock frequency. This is required when the 
clock frequency is higher than 1.5 MHz at 5V operation or 3 MHz at lOV 
operation. 

2. Load the X register by executing an OUT 4 instruction followed by one of the 
8 bit operands. 

3. Load the Z register by executing an OUT 5 instruction followed by the other 
8 bit operand. The order of steps 2 and 3 can be interchanged if desired. 

4. Load the control register as in step 1 but this time with F9 (11111001). 

Bit 3 resets register Y to zero and the code of 01 on bits 1 and 0 cause 
the multiply operation to begin. 

5. The MDU will automatically perform the 8x8 multiply and store the most 
significant half of the 16 bit answer in register Y and the lesser signifi¬ 
cant half in the Z register. The time required to perform the actual 
multiply operation is 8N+1 shifts, where N = the number of MDU's, in this 
case one. Therefore, it takes 9 shift cycles, and since the prescaler is 
being used, this translates to 18 clock pulses of the CPU. 

To provide enough time for the multiply operation, software should be 
arranged so that one 2-cycle instruction occurs between the multiply command 
and tne reading of the answer. 

6. Read the most significant half of the 16 bit answer from register Y by 
executing an INP6 instruction. 

7. Read the lesser significant half of the 16 bit answer from register Z by 
executing an INP5 instruction. The order of steps 6 and 7 can be inter¬ 
changed if desired. 





3 


PROGRAM # 1 


ASSEMBLY 


M ADDRESS 

BYTE 

PROGRAM 

COMMENTS 

0000 

F800 

LDI 00 

RO = Prog, counter 

0002 

B7 

PHI R7 

R7 = Product register 

0003 

B8 

PHI R8 

R7.1 =00 

0004 

F8FF 

LDI FF 


0005 

A8 

PLO R8 

R8 = OOFF 

0007 

F803 

LDI 03 


0009 

AE 

PLO RE 


000 A 

F802 

LDI 02 


0000 

BE 

PHI RE 

RE = Sub. Prog, counter 

OOOD 

DE 

SEP RE 

Call subroutine 

000 E 

(data) 

(data) 

8 bit Multiplicand 

000 F 

(data) 

(data) 

8 bit multipi ier 

0202 

DO 

SEP RO 

Return to main prog. 

0203 

F809 

LDI 09 


0205 

A6 

PLO R6 

R6 = Loop counter 

0205 

FE 

SHL 

Presets DF = 0 

0207 

40 

LDA RO 

Load M'cand 

0208 

58 

STR R8 

into OOFF 

0200 

40 

LDA RO 

Load M'lier 

020A 

A7 

PLO R7 

into R7.0 

020B 

E8 

SEX R8 


0200 

97 

GHI R7 



0200 

76 

SHRC 

Shift low byte 


020E 

B7 

PHI R7 



020 F 

87 

GLO R7 



0210 

76 

SHRC 

Shift high byte. 


0211 

A7 

PLO R7 



0212 

3B17 

BNF 17 

Branch if DF = 0 

1 Loop 
'V Q 

0214 

97 

GHI R7 


r . 

times 

0215 

F4 

ADD 

Add M'lier to R7.1 

0216 

B7 

PHI R7 

Return sum to R7.1 


0217 

26 

DEC R6 

Index loop count 


0218 

86 

GLO R6 



0219 

3202 

BZ 02 

Loop count = 9? 


021A 

A6 

PLO R6 


021B 

300 C 

BRO OC 

Continue looping 




Initial 
ization 


i 


J 


I Sub- 
r routine 


J 
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PROGRAM # 2 * 





ASSENBLY 

M ADDRESS 

BYTE 

PROGRAM 

0000 

F801 

LDI 01 

0002 

BE 

PHI E 

0003 

AE 

PLO E 


0004 

DE 

SEP E 

0005 




0100 

DO 

SEP 0 

0101 

F802 

LDI 02 

0103 

BF 

PHI F 

0104 

F800 

LDI 00 

0106 

AF 

PLO F 

0107 

EE 

SEX E 

0108 

67F0 

OUT 7, FO 

OlOA 

EF 

SEX F 

01 OB 

64 

OUT 4 

OlOC 

65 

OUT 5 

OlOD 

EE 

SEX E 

OlOE 

67 F9 

OUT 7, F9 

0110 

EF 

SEX F 

0111 

6E 

INP 6 

0112 

60 

IRX 

0113 

6D 

INP 5 

0114 

3000 

BR 00 


0200 

(data) 

0201 

(data) 

0202 

(data) 

0203 

(data) 

* Based on 

program examples submitted 


COMMENTS 

Load 0101 
i nto 

RE of the CPU 


Go to subroutine at 0101 
Main program continues 


Return to main program 
Load 

RF of the CPU 
with 
0200 


Load MDU control register 

Load X register of MDU 
Load Z register of MDU 


Load MDU control register 
Read Y register of MDU 


Read Z register of MDU 
Branch to 0100 


8 bit Multiplicand loaded in X 
8 bit Multiplier loaded in Z 
Storage space for result, high byte 
Storage sapce for result, low byte 


J. Pintaske, RCA Brussels. 


For additional information contact Jerry Johnson, X6776. 





Interfacing a “Full House” MDU Board with the CDS 


Figure 1 is a schmatic diagram showing four CDP1855 MDU's in cascade, 
with connector wiring for interfacing to the development system. Most 
of the connections are to existing back plane wiring, with additional 
jumpers to the CPU clock and to the decode module. 

A universal program is listed which facilitates Multijilication. Multi¬ 
plication with Addition, and Division operations. 
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Figure 1 - Cascaded CDP1855 configuration for CDS Interface. 





MULTIPLY/DIVIDE PROGRAM 


M Address 

Byte 

Assem. Prog. 

Comments 

0 0 0 0 

6120 

OUT 1, 20 

Enable two level I/O 

0 0 0 2 

F804 

LDI 00 


0 0 0 4 

BF 

PHI F 


0 0 0 5 

F800 

LDI 40 

Reg. F =» 0040 , storage space 

0 0 0 7 

AF 

PLO F 

for answer 

0 0 0 8 

67C4 

OUT 7, CC 

Load control register with 11001100 

0 0 0 A 

64XX 

OUT 4, data 

Load X register of MS unit 

0 0 0 C 

64XX 

OUT 4, data 


0 0 0 E 

64XX 

OUT 4, data 


0 0 10 

64XX 

OUT 4, data 

Load X register of LS unit 

0 0 12 

65ZZ 

OUT 5, data 

Load Z register of MS unit 

0 0 14 

65ZZ 

OUT 5, data 


0 0 16 

65ZZ 

OUT 5, data 


0 0 18 

65ZZ 

OUT 5, data 

Load Z register of LS unit 

0 0 1 A 

66YY 

OUT 6, data^ 

Load Y register of MS unit 

0 0 1 C 

66YY 

OUT 6, dat^ 

// 

0 0 1 E 

66YY 

OUT 6, data\ 


0 0 2 0 

66YY 

OUT 6, dataj 

Load Y register of LS unit 

0 0 2 2 

67C1 

OUT 7, C * 

Load control register with 11000001 

0 0 2 4 

C4C4C4C4C4 

10 - NOP's 

Allow 33 machine cycles for the 

0 0 2 9 

C4C4C4C4C4 


multiply/divide operation before 

0 0 2 E 

EF 

SEX F 

reading the answer (6E execute) 

0 0 2 F 

6E60 

INP 6, IRX 

Read Y register of MS unit 

0 0 3 1 

^E60 

INP 6, IRX 

s. 

0 0 3 3 

6E60 

INP 6, IRX 


0 0 3 5 

4E60 

INP 6, IRX 

Read Y register of LS unit 

0 0 3 7 

6D60 

INP 5, IRX 

Read Z register of MS unit 

0 0 3 9 

6D60 

INP 5, IRX 


0 0 3 B 

6D60 

INP 5, IRX 


0 0 3 D 

6D60 

INP 5, IRX 

Read Z register of LS unit 

0 0 3 F 

00 

IDLE 

STOP 

NOTES: 





00^0 thru 00^3 - Storage for high order 32 bits of multiply result, or 32 bit 
remainder from divide operation. 

0^4^ thru 0047 - Storage for low order 32 bits of multiply result, or 32 bit 
result from divide operation. 

# - Required for divide; optional for multiply when number is to be added to 

result. 

* “ 1 multiply; 2 for divide operation. ^^ 



Multiplication 

A 32x32 bit multiplication is possible, resulting in a 64 bit product. 

Operations involving numbers less than 32 bit are accomplished by loading the 
more significant bits with zeros. 

A number may be added to the product by pre-loading the Y registers with up 
to 32 bits before the multiplication. The final result appears in Y (most 
significant) and Z (least significant). 

Register X is unaltered by the operation, so that repeated multiplication 
by a constant number is possible without re-loading the X register each time. 

Division 

A 64-t32 bit division is possible resulting in a 32 bit result (Z registers), 
and a 32 bit remainder (Y registers). 

The CO pin of the most significant MDU is used as an overflow indicator. 

The status register also contains a bit for overflow indication, and can 
be read by executing an INP 3 instruction. Overflow occurs if the division 
result has more than 32 bits. 

For additional information or specific applications, contact Jerry Johnson, 
X6776. 



Memory Mapping the MDU 

The current CDP1855 data sheet does not currently show how to use the device 
in a memory mapped configuration; however, it does mention the use of MWR for 
re/we, and address lines or functions of address lines for RAO, 1 and 2. This 
will work provided certain non-memory operations, sucli as THI, Cl/), etc,, do 
not cause spurious selection of the MDU when the contents of the interna! regi¬ 
sters appear on the address bus. 

To prevent the MDU from responding to spurious addresses, and thereby avoiding 
bus contention, the MWR and MRD signals must be OR'd to produce a valid CK 
signal. The IRX instruction is a special case; it should not be used when R(X) 
is pointing to any of the MDU register addresses, since this instruction no- 
only presents the contents of R(X) on the address bus, but also forces MKD ..ow, 
which enables the MDU and causes inadvertent advancing of tiie sequence counters 

The required "OR'd" CE signal, as well as latched high order address bits, are 
usually available in most memory intensive systems using an 1866 or 1867 decode 
or similar hardware. 
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For more information contact C, Johnson, X6776. 
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Faster MDU Throughput Using “DMA Method” 

When using the M)‘ti in the"'normal" configuration shown in the CDP1855 data sheet, 
a large portion .of the throughput timp is consumed, by loading and unloading data 
and control bytes. “ iltfoughput sipged cah.be increased by 45% by using a DMA 
in/out techniquW to'load and vihlohf fhe Figure 1 shows the hardware needed 

to: sequenViafly address the MDU; control the timing of read/write; and issue 
DMA in/out si^als to the CPU. 

With the normal I/O mapped' MDU^ the Cfu, mvuJt execute 6 I/O instructions to facili¬ 
tate a muitipiy/d'ivide'Operation.^ method" requires only one I/O instruct 

ion, leaving more unused I/O mapping space for larger systems. 


Speed Compatison ’' ‘ . . 

Table 1 shows a comparison of' multiply time (not including loading and unloading 
the stack), and system throughput frequency (including loading and unloading the 
stack) for A different multiply methods. 


* 1. the'"software method" using only software (no MDU). 

* 2. The "normal hardware method"' using the MDU addressed by the CPU. 

3. The "DMA Wthod" ueihg the MDU as shown in Fig. 1. 

A. The "theoretical mi^ DMA method" using the MDU; assuming multiplication 
by a constant number. Special hardware would avoid reloading X and Y 
registeYS.A pulse at the CLEAR pin wbuld replace loading the last control 
byte (fC). ■ 


Multiply Method 

Multiply Time 
in Micro Seconds 

System 

Throughput 

Frequency 

Software Only 

917 * 

1 KHz 

Hardware MDU 
(normal operation) 

69 * 

7.8 KHz 

Hardware MDU 
using DMA technique 

29 

11.A KHz 

Theoretical Minimum 

21.3 

lA.A KHz 


Values given are for system operation at 5 volts and 3 MHz clock 

frequency. 

* Ref: Newsletter article "Using the MDU" May 1980. 
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Added Hardware (Fig. 1) 

Both flip-flops are normally in the reset conditlont causing no DMA action. A 
(0111) code is jammed into the CD4516i keeping the MDU de-selected (CE ■ 0). 

When an output 2 instru ction occurs, the N. line goes high, setting flip-flop B, 
which asserts a OMA-OUT signal at the CPU. Later in the output cycle, during 
TPB, flip-flop A is set, which removes the preset (JAM) signal from the CD4516. 
The CD4516 merely counts up at each TPA pulse, sequenclall y addr essing t he MDU. 
Additional logic d ecodes the CD4516 output to produce the MlA-fN signal (DMA-IN 
has priority over DMA-OUT). At the end of the address sequence, the carry out 
(CO) restores the flip-flops to their original states; ending the DMA action, 
and de-selecting the MDU. 

The MDU SHIFT pin is connected to the CPU WAIT pin causing a stretched CPU cycle 
during the multiply/divide operation, so that the MDU receives at least 18 clock 
pulses before the answer is read from the Z and Y registers. 

Software Program 

The program starts by initializing register R3, designating It as the program 
counter, and freeing RO for the DMA pointer. RX Is also set to RO so that the 
stack can be loaded/unloaded using INP/OUT instructions. 

The program enters the multiply routine, and loops continuously performing 
successive multiply operations. The looping scheme was chosen to demonstrate 
the throughput rate of the system (Fig. 2) in terms of multiplies/sec* 

Although not shown, the software can be modified to facilitate the use of branch 
and interrupt techniques to get in and out of the multiply loop. With the 
addition of a SEP instruction, the multiply operation can become a one-shot 
subroutine. 

For additional information contact Jerry Johnson, X6776. 
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PROGRAM FOR MULTIPLY USING "DMA METHOD' 





ASSEMBLY 


M ADDRESS 

BYTE 

PROGRAM 

COMMENTS 

0000 

F800 

LDI 00 

RO = Prog. Counter 

0002 

B3 

PHI R3 


0003 

F807 

LDI 07 


0005 

A3 

PLO R3 

R3 =0007 

0006 

D3 

SEP R3 


0007 

E3 

SEX RO 

RO = RX 

0008 

F807 

LDI 07 


OOOA 

AO 

PLO RO 


OOOB 

F802 

LDI 02 


GOOD 

BO 

PHI RO 


OOOE 

F8FC 

LDI FC 

Put FC in Stack 

0010 

50 

STR RO 

at 0207 

0011 

F803 

LDI 03 


0013 

AO 

PLO RO 


0014 

F8F1 

LDI FI 

Put FI in Stack 

0016 

73 

STXD 

at 0203 

0017 

F800 

LDI 00 

Put 00 in Stack 

0019 

73 

STXD 

at 0202 

00 lA 

F801 routine 

, LDI 01 


OOlC 

AO 

PLO RO 


OOID 

69 

INP 9 

Port A data to Stack 0201 

OOIE 

20 

DEC RO 


OOIF 

6A 

INP C 

Port B data to Stack 0200 

0020 

20 

DEC RO 


0021 

62 

OUT 2 if 

Initiate DMA and multiply 

0022 

F805 

LDI 05 

action 

0024 

AO 

PLO RO 


0025 

61 

OUT 1 

STACK 0205 to Port C 

0026 

64 

OUT 4 

Stack 0206 to Port D 

0027 

301A 

BR routine 


OlFF' 



Dummy byte 

0200 i 



Load X register 

0201 / 



Load Z register 

0202 ^ STACK 



Load Y register 

0203 [ 



Load control register 

0204 ' 



Read X register 

0205 i 



Read Z register 

0206 



Read Y register 

0207 / 



Load control register 

// Only one instruction required 

to activate a 

complete MDU operation 
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Figure 1 
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STRETCHED 


NORMAL 1 OUT 

LOAD 

load! 

LOAD 

LOAD 

--CYCLE - 
READ X / 
MDU MULT 

READ 

READ 

LOAD 

PROGRAM 1 INST 

X 

z 

Y 

CONT 

OR DIVIDE Of^ 

Z 

1 ^ 

CONT. 


N LINE 



NORMAL 

PROGRAM 


JAM 


O' I I I I 1_I I- \ 

03 I_I L-1 

03 1_r 

04/CE_I 


1_f 


RE/WE 



J 


1 _ \ 


OMA-IN 


I 


DMA-OUT [_ 
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TIMING DIAGRAM 



ANSWER 

HIGH 

BYTE 


ANSWER 

LOW 

BYTE 
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Figure 2 










Digital Filter Using the CDP1855 


Figure 1 shows a simple low-pass filter composed of a resistor and a capacitor. 
The output voltage can be described by the differential equation: 


2 . 


T is the 

Equation 
add, and 

ations of the CDP1855. The second operation adds the result of the first oper¬ 
ation to its product. The feedback delay is obtained by a read-in and then 
read-out of a scratch pad memory cell. 

The program listing shows a routine used to do real time recursive digital 
filtering, where the incoming analog signal is digitized by an A/D converter, 
processed by the digital filter, and reconstructed by a D/A converter (Fig, 4). 
The beginning of the program initializes CPU registers, and loads constant data 
into the STACK area. The program then moves into a continuous loop of data 
input, data processing (MDU action), and data output. 

The sample rate (T) is the time it takes the program to execute the routine loop 
of 15 instructions. 

If the CPU clock is 3.2 MHz, the time required to complete one loop is 75 usee, 
or a sampling frequency of about 13 KHz. Based on the Nyquist criterion of at 
least two samples per cycle, the input signal frequency should be limited to 
6.5 KHz. 


^0 + V0(t) VI (t) 
dt RC RC 

by using Euler's method of sampling Integration, equation 1 is 
transformed to: 

V = kV,/ . + m where n is any specific sample period, 

0(n) I(n) O(n-l)’ 

^ 1 + RC/T ’ ^ ^ 1 + T/RC 


sampling time interval in seconds, R is in ohms, and C is in farads. 

2 can be implemented with a recursive digital filter that uses multiply, 
delay functions as shown in Fig. 2. Fig. 3 shows two multiply oper- 


- 



Example 
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Assume that Fig. 1 has R ® 30K Ohms, and C — .1 uF, and that T 75 usee, 
then k » ^ 4 . 300 / 75 ' = -2 “ .00110011 Binary = 33 hex, 

and m = ^ ^ 75 / 3 OQ “ “ .11001100 Binary = CC hex. 

Assume now that the input signal goes from 0 to a full scale voltage of 1 volt, 
and remains at 1 volt for 10 sample periods. Using equation 2 the corresponding 
output voltages are listed below, and if plotted would produce a response curve 
similar to that of the analog RC circuit. 


^Sample Time n j 

0 1 

1 

2 

3 

4 

5 

- r 

6 ' 

1 

7 


9 

10 

Input Voltage , 

0 

1 

1 

1 

1 

1 

1 i 

1 

1 1 

1 

1 

jOutput Voltage V^ 

0 : 

t 

_ 1 

.20 

.36 

.49 

.59 

i .67 

1 _ 1 

. 74 ; 

.79 

.83 

.86 

.901 

( 


For additional Information contact Jerry Johnson, X6776. 
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Assembly 

M. Address 

Byte 

Program 

0 0 0 0 

F8 04 

LDI 04 

0 0 0 2 

AB 

PLO RB 

0 0 0 3 

F8 05 

LDI 05 

0 0 0 5 

AA 

PLO RA 

0 0 0 6 

F8 01 

LDI 01 

0 0 0 8 

BA 

PHI RA 

0 0 0 9 

BB 

PHI RB 

0 0 0 A 

EA 

SEX A 

0 0 0 B 

F8 FD 

LDI FD 

GOOD 

73 

STXD 

0 0 0 E 

F8 00 

LDI 00 

0 0 10 

73 

STXD 

0 0 11 

F8 CC 

LDI CC 

0 0 13 

73 

STXD 

0 0 14 

F8 F9 

LDI F9 

0 0 16 

73 

STXD 

0 0 17 

73 

STXD 

0 0 18 

F8 33 

LDI 33 

0 0 1 A 

5A 

STR A 

0 0 1 B Routine . 

64 

OUT 4 

0 0 1 C 

69 

INP 9 

0 0 1 D 

66 

OUT 6 

0 0 1 E 

67 

OUT 7 

0 0 1 F 

7A 

REQ 

0 0 2 0 

64 

OUT 4 

0 0 2 1 

66 

OUT 6 

0 0 2 2 

67 

OUT 7 

0 0 2 3 

7A 

REQ 

0 0 2 4 

6 A 

INP A 

0 0 2 5 

5B 

STR B 

0 0 2 6 

61 

OUT 1 

0 0 2 7 

F8 00 

LDI 00 

0 0 2 9 

AA 

PLO RA 

0 0 2 A 

30 IB 

BR Routine 


0 

1 

0 

0 

33 X 


0 

1 

0 

1 

(data) ) 


0 

1 

0 

2 

F9 ( 

STACK 

0 

1 

0 

3 

CC r 

AREA 

0 

1 

0 

4 

(data) ' 


0 

1 

0 

5 

FD i 



Comments 
RP = RO 


RA = 0105 
RB = 0104 
RX - RA 
Load data 
in Stack 0105 

Initialize storage space 
data to zero (0104) 

Load data 
in stack 0103 
Load data 
in stack 0102 

Decrement RX again 
Load data 
in stack 0100 

Load X register 

READ from A/D 

Load Z register 

Load control register 

Dummy instruction during multiply 

Load X register 

Load Z register 

Load control register 

Dummy instruction during multiply 

READ Y register 

STORE in stack at 0104 
Load d/a with same data 

Set RX back to 0100 
Branch to "Routine" 


K constant value 
V data from A/D 

Control byte, reset Y and multiply 
m constant value 
Storage space for result 
Control byte, multiply and add Y 



DIGITAL 

FILTER 


0/A 


OUTPUT 


J-H-1 
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Figure 4 
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An Introduction to the 

Video Interface System (VIS) Devices - 

CDP1869 and CDP1870 

By W. H. Schilp 


TMs Note describes a circuit and the 
software required to mate the RCA- 
CDP1869 and CDP1870 VIS (Video 
Interface System) chip set' to the 
Evaluation Kit. CDP18S020. The 
capabilities of the VIS chip set are 
demonstrated by employing the set in the 
video portion of an inteliigentterminal. Also 
included in the Note is the circuitry for a 
CPU controller which, combined with the 
video board, permits implementation of a 
stand-alone video output from serial ASCII 
input. The program shown can also be 
employed with a Microboard system using 
the VIS Microboard CDP18S661A.* The 
VIS circuitry can be constructed on a 44- 
pin, 4.5 by 7,5-inch PC board, which will 
mate to the P-2 connector on the Evaluation 
Kit. 

The sample software program displays 
ASCII encoded alphanumeric characters 
and symbols, responds to line feed and 
carriage return, and uses control 
characters to move the cursor up. down, 
right, left and home, and to clear the screen. 
The program will operate from a ROM or 
PROM with a 6-byte RAM stack outside the 
program area. 

THE VIDEO INTERFACE SYSTEM 

The RCA VIS chip set. CDP1869 and 
CDP1870, is a two-chip system that 
contains all of the circuitry necessary to 
generate the video signals needed to drive a 
monitor in color or blacx and white. Sound 
output is also available. 

THE VIS CIRCUIT 

The video-output circuit of which the 
CDP1869 and CDP1370 area part, is shown 
in Fig. 1. It is recommended that the video 
driver transistor and the crystals be placed 
close to the CDP1870. The CMOS pars 
should be handled in accordance with 
recommended procedures.’ The numbers. 
P2-1, etc., in Fig. 1. refer to the Evaluation 
Kit connector P2. The MWS51l4s and the 


2756 must have access times less than 300 
nanoseconds for the memory to access 
properly. 

THE CONTROLLER CIRCUIT 

The controller. Fig. 2. consists of a 
CDP1802 Microprocessor, a 2758 EPROM 
for program storage, a CDP1824 RAM 
stack, and a CDP1852 for high-order 
address latching. The data is entered 
through the CDP1854 UART, TheCDP1863 
counter generates the clock frequency for 
the BAUD rate. As shown, the counter is set 
for 300 BAUD, but it can be rewired to 
generate other rates. It is recommended 
that the rate be limited to 1200 BAUD or that 
suitable hardware be added between UART 
and I/O device to signal the input device 
that a new character can be entered. The 
comments on wiring and handling 
mentioned above apply here also. The 
connections P-1, etc., mate with those of 
the VIS circuit (Fig. 1). 

MODIFICATIONS TO EVALUATION KIT 

The VIS chip set is memory mapped into 
memory locations F800 through FFFF. To 
separate the FXXX memory locations for 
the VIS chip sat, the following changes 
must be made to the Evaluation Kit, Fig. 3; 

1. On the top side of the board: 

— Under U6. cut the connection 
between pins 11 and 12. 

— Cut the line from U23/15 to U6/8. 

2. On the bottom side of the board: 

— Cut line from U6/9 and U22/15 at 
U22/15. 

3. Add a CD4011 in the user area and 
make the following circuit 
connections: 

— U23/15 to CD4011/1. 

— CD4011/3 to U22/15. 

— U6/1 to CD4011/2. 

— U21/12 to CD4011/5 
— U3/21 to CD4011/6. 

— C 04011/4 to L'6/8. 

— Don't forget Vcc and ground 
connections. 


TrademarK(sK' Registered 
Marca(s) Reqistraoa(s) 


Informaiion furni;;heO t>y RCA is Delievea :r> be ae^ 
curate and reiiaciie. However, no resoonsiDiitiy is 
assumed by PCA for its use: nor ‘or anv ;n* 
fnngements o# patents or other rights ct thira canies 
wf>ich rnay resu‘t from its use. No license is Granted 
by implication o' otherwise under any oaTent or 
patent ngnts of RCA. 


Printed in USA/5/81 
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Fig. 1 - Video output circuit employing the 
CDP1859 end the CDP1870. 


OPTIONS FOR THE VIS CIRCUIT 

The following represent options for the VIS 
circuit of Fig. 1. 

Page Memory 

For two pages of page memory: 

- Connect U1/25 to U12/9 and U3/8 and 
U4/8. 

For one page of page memory: 

- Do not use U5 or U6. Connect U3/8 and 
U4/8 to ground. 

NOTE: In the two-page mode, the double¬ 
page bit must be set high. 

Character Memory 

The VIS circuit of Fig. 1 is designed to bo 
used in any of three character-memory 
configurations: up to 64 characters in RAM. 
up to 64 characters in ROM. or the 
combination of the two. the 128-character 
mode. If the RAM-only configuration is 
used. U11 is not used and U4/14 and U6/14 
are connected to U2/3; U9/8 and U10/8 are 
connected to ground. In the ROM-only 
version. U9 and U10 are not used, and 
U4/14 and U6/14 are connected to U2/3. In 
these configurations, the system can be 
programmed for all eight color 
combinations. 

In the 128-character memory version. 
U4/14 and U6/14 are connected to U12/5. 
U9/8 is connected to U10/8. and U2/3 is 
connected to ground. In this mode, the PCB 


(page color bit) is used to select the RAM 
(PCB at ground) or ROM (PCB at Vcc). In 
the 128 -character mode, only the color 
combinations available with the character 
color bits can be used. In black-and-white 
operation only, the 7.16-MHz crystal and 
the capacitor on U2/26 are not needed. 

NOTE: In this system. EF1 is used during 
screen refresh to determine whether the 
display is active. 

SOFTWARE PROGRAM 

The program example given in the 
Appendix is one that initializes the system, 
loads the bit patterns into memory, clears 
the screen, homes the cursor, and waits for 
a character input. Each time a displayable 
character is input, it is displayed in the 
position of the cursor, which is then 
incremented one location to the right. If the 
cursor was on the right margin, it moves 
down one row and to the left margin. 
Automatic scrolling is accomplished each 
time the cursor is indexed past the lower 
right corner of the screen or above the top 
displayed line. 

The program shown in the Appendix is 
written for the Evaluation Kit. To utilize the 
program with the controller board of Fig. 2, 
the routine that inputs the ASCII characters 
must be changed to that shown in Fig. 4. In 
addition, for a Microboard system, bytes 
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Fig. 2 • A CPU controlltr lor tha VIS that permits Implomenlatlon of a stand-alone video output from 
serial ASCII Input. 


0002 and 0003 must be changed to 6180 to 
enable the two-level I/O. and the program 
will run as described. A CPU board such as 
the CDP18S601 is also required; either its 
on-board memory or a separate memory 
card must be available to the program at 
locations 0000 through 03FF. This memory 
area can be supplied by a RAM, ROM or 
PROM. A stack is required at locations 0600 
through 0606; a CDP18S640 control and 
display card equipped with the appropriate 
utility ROM must also be used. The 
Prototyping Kit, CDP18S691, contains all 
that is required with the exception of the 
VIS board. 

Program information 

Register Usage 

R(2) Stack pointer 

R(3) Utility program counter 


R(4) Stores home address 
R(5) Main program counter 
R(7.0) Character counter forstoring bit 
patterns 

R{8,0) Character row counter for 
storing bit patterns.then ASCII value 
storage for previously stored 
character 

R(9) CMEM location pointer for bit 
pattern storage, then column 
counter 

R(A) Page memory location pointer 
R(B) Bit pattern pointer 
R(F.1) Storage for ASCII input from 
utility program 
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RUNNING THE PROGRAM 

To run the program with either the 
Evaluation Kit or Microboard System, 
depress RESET. RUN U. and then the 
carriage return to set up the timing and 
registers: then depress either RESET, 
RUNP or enter $P0. Each time an ASCII 
printable character is input, it is displayed 
in the position of the cursor, which, again, is 
incremented one position. Line feed, 
carriage return, cursor up (control O), 
cursor left (control N). and cursor right 
(control L). all move the cursor as indicated 
and restore the previously displayed 
character to the position from which the 
cursor came. Clear screen (control K) 
clears all characters and homes the cursor. 
Control H causes the screen to scroll down, 
and Control I causes it to scroll up. 

To run the program with the stand-alone 
system, depress the momentary contact 
switch; the program will come up running 
and waiting for an input. 

This Note is meant to describe the circuitry 
and software relating to the CDP1869/70 


VIS chip set and to Introduce the reader to 
Its potential. Therefore, the program 
example given in the Appendix is written to 
be instructive, a nd as such is not memory or 
speed efficient. However, an understanding 
of the program and the VIS data sheet will 
allow one to utilize more of the many 
features of the set, such as color, sound, 
graphics, and motion. 

REFERENCES 

1. "COS/MOS Video Interface System,” 
RCA Solid State File No. 1197 on the 
CDP1869C/CDP1870C or "COS/MOS 
Memories, Microprocessors, and 
Support Systems," RCA Solid State 
DatabooK SSD-260. 

2. "RCA COSMAC Microboard Video- 
Audio-Keyboard Interface CDP- 
18S661V1 and CDP18S661V3," RCA 
Solid State publication MB-661. 

3. "Guide to Better Handling and 
Operation of CMOS Integrated 
Circuits," RCA Solid State Application 
Note ICAN-6525. 



Fig. .3 - Schematic diagram ot circuit used to modify the 
Evaluation Kit toseparate the FXXXmemory 
locations for the VIS chip set. 


006S EE I 
006V 3E6V> 
OOAB 6ABFI 
0C6D C4C4; 


0130 RtCNt SEX t 

0121 BN3 • 

0122 INP 2t PH! AXN 

0123 NOPI NOP 


..GET RIO OF X 

..WAIT FOR data available FROH UART 
,.STORE IT IN REG F 
..HASTEl' SPACr 


Fig. 4 - Modification of the program shown In 
the Appendix to make It usable with 
the Microboard system of Fig. 2. 
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Appendix - Program Used with the Evaluation Kit 


\n 

0000 

1 

0001 




0000 

1 

0002 




0000 

1 

0003 

.. PR05RAH FOR 

THE 

VIS TO EVALUATION KIT BOARf' 

0000 

) 

0004 

.. A3SUMCS THE 

CHARACTER BIT PATTERNS ARE AT 0200 TO 03Fr 

0000 

1 

0005 




0000 

1 

0006 




0000 

1 

0007 




0000 

} 

0009 



WFINF CONS 1 ants 

0000 

1 

0009 




0000 

I 

0010 




0000 

) 

0011 

RtAI»«4813H 


..AfiORLSS (ir READ ROUTINE IN UTILITY 

0000 

1 

0012 

STK«2 


..KEG 2 IS IHE SIACK POINTER 

0000 

) 

0013 

U1CT»3 


..RIG 3 TS TMf PROf.fvAM COUNTI.R TOR UT4 

0000 

r 

0014 

HA>6 


STORE IHl UiiHL Alil'ktSS IN PEG 6 

0000 

1 

0015 

I-RTK^IOA 


..r-AOr POINII.R IS RLG A 

0000 

1 

0016 

c'rR»o 


..COUNTER (<£0 rclR IHIS PROGRAH IS REG 5 

0000 

f 

OOJ 7 




0000 

71001 

0018 

DlSrlOO 


..OISAKLt IMP INTPKUPTS 

0002 

C4C41 

0019 

NOF’iNUF- 


..Li'flui sfvi'1 rciK r LTwri i/o fOK the hichohoard 

0004 


0020 




0004 

F000B51.. 

0021 

LIU A.l(INIT)} PHI 

CTR 

..SET UP Rtli 5 

0007 

FBOBASI 

0022 

LDI A.OCINIT)} PLO 

CTR 


OOOA 

05 > 

0023 

SEP CTk 


..START COUNTING IN RPG 5 

0000 

1 

0024 




OOOEt 

E5> 

0025 

INlTi SEX CTR 


..SET X FOR OUT INHI.D 

OOOC 

63001 

0026 

(JUT 31 r«80 


..TURN ON DISPLAY. SET UP 40 CMARACTF.RS 

OOOE 

rooOBAl 

0027 

LDZ 9B0i PHI PPTR 


..sn CMLM HIGH/ NOISE OFT. FULL RES VERT# NTSC 

0011 

F8C9AAI 

0028 

LDI *C9J PLO PPTR 


..T»HL FG HIT FOR 1ST PG OF MEM 

0014 

CA65; 

0027 

SEX PPTkJ OUT 5 


..SET X fO fG PTR. OUT 5 SETS THE BITS 

0016 

I 

0030 




0016 

1 

0031 

CHST»7 


..REG 7 ha:: NUMHf'R OF CHARACTERS STOREI' 

0016 

f 

0032 

kOCT^B 


..REG H IS THE ROM COUNTER HI THIN EACH 

0016 

1 

0033 



..CHARACUR PIT FATTEKH 

0016 

} 

0034 

v.^in=9 


..REG 9 FOINTS TO LHARACTER MEMORY 

0016 

t 

0035 

CPAT^tOk 


..REG B FOISTS TO CHARACTER F'ATTERH 

0016 

} 

0036 




0016 

rereBA; 

0037 

LM oral PHI PFTk 


..POINT TH'.'. F'AGF F-QINTEk* AND HOME ADDRESS TO 

0019 

B6i 

0033 

PHI HA 


. .1000 

001 A 

rB¥4»9t 

0039 

LUl •r41 PHI CHf.« 


..f'OINT THE CHARACTER MEM AT r400 

OOID 

FeOOAB) 

0040 

LDI 4001 PLO CPAT 


..PUT 00 IN LOW BYTE OF ALL NEEUED REG'S 

0020 

AAA9) 

004} 

PLO PPTki PLO ch:h 



0022 

A8A7f 

0042 

PLO ROOT 5 PLO CH5T 



0024 

A61 

0043 

PLO HA . 



0025 

I 

0044 




0025 

rao2E>B; 

0045 

LDI *02; PHI i;prtf 


..CHAPALTFR PATTERN IS AT 0200 

0020 

I 

0046 




oo;.'ti 

rd06B2l 

0047 

LM *061 FM( 5rK 


..STACK IS AT 0606 

002P 

A2I 

0048 

PLO STK . 



002C 

i 

0049 




002C 

672AI 

0050 

OUl 7) DEC PPTR 


..set THE HOME ADTiRtSS 

002f 

662AI 

0051 

OUT 6; Iifi: FPTk 


..SET THE FACE MEMUFvY POINTER 

0030 

I 

0052 




0030 

; 

0053 




0030 

1 

0054 




0030 

1 

0055 

CHARACTER LOAD ROUTtNE 

0030 

1 

0056 




0030 

t 

005 7 




0030 

97} 

005U 

CMLDt OLO CHST 


..GET THE ADDRESS OF THE 1ST CHARACTER PATTERN 

0031 

34311 

0057 

file 


..WAIT FOfv NON-DISPIAY 

0033 

5A} 

0060 

STR PPTR 


..STORE IT IN PAGE MEMORY 

0034 

4ft} 

0061 

RTl.Dt Lt'A CPAT 


..GET THE riRST ROW OF THE 1ST CHARACTflR BIT PATTERN 

0035 

34351 

0062 

Rl a 


..WAIT FOR NON-DISF'LAY 


0037 

591 

0063 


STR CMEM 

..STORE IT IN CHARACTER MEMORY 

0038 

1 

0064 




0030 

191B1 

0065 

INC 

CHEM; INC ROCT 

..INCREMFNT TO NEXT ROW OF 1ST CHARACTER BIT PATTERN 

003A 

1 

0066 



..AND KEEP A C.OUNT ON THE NUMBER OF RCWS 

003A 

88FB081 

0067 

DLO 

ROCT) XRI *08 

..SIP IF PUT IN 8 ROWS OF BIT PATTERNS 

0031* 

3A341 

0068 

BNZ 

BTLD 

..IF NOT GO F'ACR FOR ANOTHER 

003F 

1 

0069 




003F 

F800A8I 

0070 

LDI 

*00; PLO ROCT 

..RESET THE FvOH COUNI 10 0 

0042 

171 

0071 

INC 

CHST 

..TNCREMENT rOR THE NEXT CHARACTER BIT F'ATTERN 

0043 

87FB40I 

0072 

GLO 

chst; XRI *40 

..SEE IF STORF.D ALL 64 CHAFvACTER PATTERNS 

0046 

3A30; 

0073 

BN? 

CHl.D 

..IF NOT GO F<ACK 

0048 

1 

0074 




0048 

1 

0075 


..BIT 

PATTERN ARE NOW STOKI.li IN CHARACTER MEMORY 

0048 

1 

0076 




0048 

reQOBAi 

0077 

LDI 

*90; PHI PPIR 

..TURN OF 1 THE CFIARACTIR MEMORY ACCESS 

004b 

F8C8AA1 

007B 

1 DI 

*ce; PLO PPTR 

. . . MOliF. 

oo4r 

651 

0079 

OUT 

5 


004F 

1 

0080 


. .NOW 

we Cl EAR THE SCREEN 

0041' 

1 

0081 




004F 

FBFFBAl 

008? 

LDI 

*Fr; PHI PPTR 

..POINT THE » AGF: F OINTER AT THE TOP 

0052 

aa; 

0083 

FLO 

F'PTR 

..OF' THE FAGI MEMORY 

0053 

FeOO} 

0084 

CLFG: IDI 100 

..GFl THP CHARACTER MEMORY ADDRESS FOR A SPACE 

0055 

3455 ; 

0085 


Dl •* 

. . WA •' 1 

0057 

73F 

0086 


STXD 

..STORE IT IN THE F AGE MEMORY AND F'OINT TO NEXT 
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00S8 ) 

0058 ?Ar8F7} 

OOSB 3AS31 
OOSO I 
0050 lA) 

005C I 
OOSC ) 

005C I 
OOSC M 
OOS£ I 
oosE ; 
oose f 

OOSE ) 

OOSE } 

OOSE f 

oose » 

OOSE ; 

oose I 
oose I 

oose FB00A9I 
0061 J 
0061 I 
0061 ) 

0061 ) 

0061 ) 

0061 ) 

0061 I 
0061 I 
0061 OAASl 
0063 F83FI 
0065 36631 
0067 3AI 
0068 f 

0068 F838A3I 
0068 F88tB3l 
006e D31 
006F f 
006F EAl 
0070 9Fr 

0071 FA60C2010Ar 
0076 ; 

0076 FB6032661 
007A I 
007A 1 
007A ; 

007A I 
007A 9FJ 
007B FF201 

oo)d I 

007[t 36701 
007F 5A1 
0080 1 
0080 1 
0080 1 
0080 1 
0080 1 
0000 ; 

0080 1 
0080 1 
0080 1 
0080 1 
OOSO I 
0080 1 

0080 8AFF7F1 
0003 3A911 
0085 9AFFFFI 
0088 3A911 
008A I 
008A AAA91 
OOaC FBFSBAl 


0087 
0088 
0089 
0090 

0091 INC FPTR 

0092 

0093 

0096 


..LOWER PAGE HEH LOCATION 

OMI PPTRI XRI ♦F7 ..SEE IF REACHEO THE BOTTOM OF PAGE MEMORY 
BN2 CLPG ..IF NOT GO BACK 

..MOVE THE PAGE POINTER TO 1ST LOCATION THAT IS 
..UPPER LEFT CORNER OF THE SCREEN 


AXN>60F 

TSTR-B 

COCT-9 


..REG F HIIL CONTAIN THE ASCII BYTE INPUTTEI' 

..REG B HILL BE NCtOeU FOR TEMPORARY STORAGE 
..REG 9 HILL KELP COUNT Of THE COLUMN IN WHICH THE 
..CURSOR IS 

..ZERO OUI THE COLUMN COUNTER 


THIS ROUTINE SAVES THE CHARACTER IN THE NEM LOCATION 
AND DISPLAYS THE CURSOR THERE' 


0095 

0096 XNITALIZATIOM COMPLETE 

0097 .. NOW HE ARE READY TO BRING IN CHARACTERS 

0098 
0099 
0100 
0101 
0102 
0103 
0106 
0105 

0106 LDl *001 PLO COCT 
0107 
0108 
0109 
0110 .. 

0111 . . 

0112 . 

0113 
0116 
Oils 
0116 
0117 

one 

0119 
0120 
0121 
0122 
0123 
0126 
0125 
0126 
0127 
0128 
0129 
0130 
0131 
0132 
0133 
0136 
0135 
0136 
0137 
0138 
0139 
0160 
016) 

0162 
0163 
0166 
0165 
0166 
0167 
0168 
0169 
0150 
0151 
0152 
0153 
0156 
0155 
0156 


NEHC: EDN PPTR) PLO TSTR 
LDZ •3F 
Bl • 

STR PPTR 

REENi A.OIRCAD)->UTCT.O 
A.l(READ)-'>UTCT.l 
SEP UTCT 

SEX PPTR 
CHI AIN 

ANl *601 LBZ CTLC 
XRI *60) BZ REEN 


.PUT THE CHARACTER INTO TEMPORARY STORAGE 
.LOAD THE CMEM AlitiRESS Of THE CURSOR 
.WAIT 

.DISPLAY THE CURSOR 

.LOAD THE ADDRESS OF READ ROUTINE INTO 
.UTILITY'S PROGRAM COUNTER 
.DO THE READ 

.RESET X 

.GET THE ASCII CHARACTER FROM REG F 
.SEE IF BITS 5 AND 6 ARE LOW* IF SO MUST BE A 
.CONTROL CHAI^ACTER SO GO TO THAT ROUTINE 
.SFE IF BITS 0 AND 6 ARE HIGH* IF SO HE DON'T 
.NEED IT SO GO BACK FOR A NEW ENTRY 


GHX AIH 
SMI 620 


Bl » 

STR PPTR 


..HE MUST HAVE A MSPLAYABl E CHARACTER SO DO IT 
..GET THE ASCII VALUE 

..SUBTRACT HEX 20 TO MAKE IT EQUAL TO ITS 
..CHARACTER MEMORY ADDRESS 
. .WAIT 

..DISPLAY IT 


REMAINDER OF THF IROmRAM TAKES CARE OF THE POSITION ON 
THE SCREEN FOR THE NEXT CHARACTER 
AND THE SCROLLING 


..HAS THE PAGE POINIER REACHED END OF LAST LINE ? 


LLCKI 

GLO PPTR) SMI *7F 
BNZ INCR 

DHt PPTR) SMI fFF 
DNZ INCH 

)L0 PPTR) PLO COCT 
LDI tF8) PHI PPTR 


..SEE IF IHE PAGE fUlNTER IS AT THE LAST DISPLAYABLE 
..LOCATION IF NOT HE CAN GO AND INCREMENT IT 


OOBF 

3099 f 

0X57 

BR USCK 


0091 

f 

0158 




0091 

1 

0159 




0091 

) 

0160 




0091 

lA) 

0161 

INCRi 

INC 

PPTR 

0092 

191 

0162 


INC 

COCT 

0093 

89) 

0163 


GLO 

COCT 

0096 

rF28) 

0166 


SMI 

#28 

0096 

3A61) 

0165 


BNZ 

NEUC 

0098 

; 

0166 




0098 

A9) 

0167 

PLO COCT 


0099 

1 

0168 




0099 

) 

0169 




0099 

) 

0170 




0099 


0171 




0099 

) 

0172 




0099 

) 

0173 




0099 

) 

0176 




0099 

) 

0175 




0099 

) 

0176 




0099 

E2I 

0177 

USCK 1 

SEX 

STK 

009A 

e6FFC0) 

0170 


GLO 

HA) 

009D 

96 7rFBI 

01/9 


GHT 

ha; 


..MUST HAVE f»£EN AT LAST LOCATION SO RESET FACE 
..POINTER TO BEGINNING THAT IS FOOO 
..GO TO CHECK IF HE MUST SCROLL UP 


..INC PG PTR AND CHECK POSITION 

..increment page pointer and column counter 

..TO NEXT LOCATION 

..SEE IF HE REACMEH THE 60TH COLUMN 

,.X)* NOT GO GET ANOTHER CHARACTER 

..MUST HAVE BEEN ^OTM COlJJMN SO ZERO OUT COLUMN 
..COUNTER 


SCROLL UP ROUTINE 


.SCROLL UP CHECK 

..POINT X TO STACK 

CO ..SEE If PRESENT H()ME ADDRESS IS IN SECOND 
•FB ..PAGE or PAGE MEMORY 
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OOAO 

33ACf 

0180 


HDF SCPG 


..IF SO GO TO SECOND FACE ROUTINE 

00A2 

1 

OlBl 






OOA2 

1 

0162 




. .1ST 

f-AGE ROUTINE 

00A2 

1 

0183 






00A2 

e6rcco73i 

0184 

GLO 

HA I 

ADI »co; 

STXD 

..STORE AN OFFSET HONE AHHRESS ON THE STACK 

OOA6 

967C03I 

0!BS 

CHI 

ha; 

ADC I t03 


..UHILH IS THE ADDRESS OF THE NEXT LOCATION 

OOA? 

S2> 

0186 

STR 

STK 



..JUST HELOW THE FRESENTLY DISPLAYED SCREEN 

OOAA 

30RCI 

0187 

HR 1 

PPCK 



..GO TO THE FAGE FOlNUR CHECK 

OOAC 

f 

0188 







OOAC 

1 

0189 




..2ND PACE ROUTINE 

OOAC 

) 

0190 






OOAC 

86S2I 

0191 

SCPGi 

GLO 

HAI STR STK 

.subtract the NOME ADDRESS FROM THE PAGE 

OOAC 

0AF7> 

0192 


GLO 

PPTR) 

SH 

.POINTER TO SEE IF THE FAOE POINTER IS STILL 

COHO 

9652; 

0193 


CHI 

HAI SIR STK 

.ON SCREEN 

0062 

9A77I 

0194 


CHI 

PPTRJ 

SHB 


0064 

3361; 

0195 


HDF 

NEUC 


.IF SO CAN GET A NEU CHARACTER 

0066 

■; 

0196 






0066 

86 FFCO; 

0197 


cun 

ha; SHI BCO 

.HIGHT be off SCRf F.N so STORE THE OFFSCT 

006? 

731 

0198 


STXD 

. 

.HOME ADDRESS ON THE STACK 

006A 

967F03I 

01?? 


GHZ 

ha; SHHI 403 


006D 

52J 

0200 


STR 

STK 



006C 

; 

020J 




..PAGE PTR CHECK 

OOBE 

; 

0202 






OObE 

12 ; 

0203 

PPCKi 

iNt: 

STK 


.SUBTRACT THE OFFSET HOME ADDRESS FROM 

OOBF 

8AF7f 

0204 


GLO 

pftr; 

SH 

.THE PAGE POINTER 

OOCl 

22; 

0205 


DEC 

STK 



C0C2 

9A77; 

0206 


GHl 

fptr; 

SHB 


00C4 

12 ; 

0207 


INC 

STK 



OOCS 

ea; 

0208 


SEX 

f FTR 


.RESET X TO THE PAGE POINTER 

00C6 

3661; 

020? 


HL 1 

^EHC 

, 

.IF PAGE POINTER STILL ON SCREEN CO BACK 

00C8 

1 

0210 





.FOR A NEN character 

00C8 

1 

0211 






OOCB 

1 

0212 




..HE HILL 

HAVE TO SCROLL 

00C8 

} 

0213 




..BUT FIRST CLFAK THE NEXT LINE 

OOC8 

i 

0214 






00C8 

; 

0215 

TEHP-7 


. 

.NEED TEMPORARY STORAGE 

OOCB 

89A7I 

0216 

GLO COCTI 

PLO TEHP 

.FOR THE COLUMN COUNT 

OOCA 

893201I 

0217 

ZERO! 

GLO 

coct; 

BZ CLLN . 

.HOVE THE lACE POINTER TO THE LEFT MARGIN 

OOCD 

292AI 

0218 


DEC 

coct; 

DEC PPTR 


OOCF 

30Ca; 

0219 


HR ZERO 



OODt 

1 

0220 






0001 

Feoo; 

0221 

CLLNi 

LOI 

*00 


.GET THE CMFM ADDRESS OF A SPACE 

00D3 

34031 

0222 


Hl« 



.WAIT 

00D5 

5a; 

0223 

, 

STR 

PPTR 


.STORE IT IN PAGE MEMORY 

0006 

1A191 

0224 


INC 

pptr; 

INC coct! 

.MOVE OVER ONE 

0008 

e9FF28l 

0225 


GLO 

coct; 

SHI *28 . 

.SEE IF HE DID THE WHOLE LINE 

0006 

3A0tl 

0226 


HNZ 

CLLN 


.IF NOT CO HACK 

0000 

; 

0227 






OODD 

2a; 

0228 

RCSTi 

DEC 

pptr 


.RESET THE PAGE POINIER TO THE HEGXNNIHO 

OODE 

29 ; 

0229 


DEC 

coct 


.OF THE LINE 

OODF 

691 

0230 


CLO 

COCT 



OOEO 

3add; 

0231 


BNZ 

REST 



00E2 

; 

0232 






OOE2 

a732eAi 

0233 

RSTRi 

GLO 

temp; 

BZ USCL . 

.REF'OSlTiON THE PAGE POINTER AND COLUMN 

OOES 

27 ; 

0234 


DEC 

TEMP 


.COUNTER TO THE PROPER POSITION ON THE HEN LINE 

OOCA 

t9iA; 

0235 


INC 

colt; 

INC PPTR., 

.WHEN DONE GO TO SCROLL UP ROUTINE 

OOES 

30E2; 

0236 


HR RSTR 



OOEA 

; 

0237 






OOCA 

; 

0238 




..SCROLL UP ROUTINE 

OOEA 

; 

0239 






OOEA 

; 

0240 




..BUT FIRST SEC IF HE HAD THE LAST LINE OF THE 

OOEA 

1 

0241 




..SECOND PAGE ON THE BOTTOH OF THE SCREEN 

OOEA 

; 

0242 






OOEA 

86rFS8l 

0243 

USCLt 

GLO 

ha; SHI *58 

.SEE IF LAST LINE WAS ON BOTTOM 

COED 

3AF6f 

0244 


BNZ 

NLST 



OOEF 

96FFFFI 

0245 


GHI 

ha; SHI tFF 


OOF 2 

3afb; 

0246 


BNZ 

NLST 

,, 

.IF NOT 00 TO NOT LAST LINE ROUTINE 

OOF 4 

A6; 

0247 


PLO 

HA 


must have been last line so SET UP 

OOFS 

reFeoAi 

0248 


LDI 

»F8; PHI HA 

.HOME ADDRESS 

oore 

C00i03f 

0249 


LHR 

OUTP 


.GO TO OUTPUT IT 

OOFB 

; 

0250 






00F6 

; 

0251 




.HOT LAST 

LINE 

OOFb 

1 

0252 






OOFB 

86rc28; 

0253 

NLSTi 

GLO 

ha; AOl *28 

ADD HEX 28 TO THE HOME ADDRESS 

OOFC 

A6; 

0254 


PLO 

HA 



OOFF 

967C00; 

0255 


GHI 

ha; adcx *00 


0102 

66; 

0256 


PHI 

HA 



0103 

C667; 

0257 

OUTPi 

SEX 

ha; out 7 

SET THE NEW HOME ADDRESS 

OIOS 

26£a; 

0258 


DEC 

ha; sex PPTR .. 

DEC THE HA CAUSE OUT INSTRUCTION INCR'S IT 

01^7 

; 

025? 





RESET X TO THE fAGE POINTER 

0107 

COOOAlf 

0260 


LBR 

NEHC 

,. 

GO GET THE NEXT CHARACTER 


OlOA ) 0?iSl 

OlOA I Q262 

OtOA i 0263 . 

OiOA } 0264 , 

OlOA t Q26n . 

OlOA I 0266 . 

OlOA } 0367 . 

OlOA i 0266 

OlOA ; 026? 


THE FOLL.OHINC ROUTINE LOOKS AT THE CONTROL 
CHARACTtk!* FOR CURSOR HOVEflENT OR SCROLL 
CONTROL CHARACTER ROUTINE 
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otOA etf 
OlOB 340BI 
0100 SAt 

oloe I 

OlOE 9ri 

Olor FF0832ASI 

0113 FF01C200EAI 

0116 FF013235I 

OllC FF01C2000BI 

0121 FF01C200e0; 

0120 FF013250I 

012A FF0132BFi 

012E FF01325e; 

0132 C0006U 

013S i 

013S i 

0135 I 

0135 t 

0135 I 

0135 f 

0135 I 

0135 t 

0135 8AFF58I 

0138 9A7FFH 

013b 33081 

013D ; 

013D 8AFC201 
OMO AA) 

0101 9A7C00f 
0100 ffAf 
0105 C000991 
OlOB ; 

0108 J 
0108 ; 

0108 89AA1 
OlOA F8F8bAI 
OlOD C00099> 

0150 I 
0150 I 
0150 f 
0150 1 
0150 i, 

otso ; 

0150 ; 
otso 691 


0270 CTLCi OtO TSTR ..ftESTORE TH£ CHARACTER WHICH USED TO 

0271 bl « ..BE UHDER THE CURSOR 

0272 8TR PPTR 

0273 

0270 OHI AXN ..GET THE ASCII VALUE 

0275 SHI *081 BZ DSCL ..CONTROL H IS SCROLL I>OHN 

0270 SHI OOi; LBZ USCL ..CONTROL 1 IS SCROLL UP 

0277 snl •on BZ LIFO ..THIS IS LINE FEED 

0278 SMI ion LBZ INIT ..CONTROL K IS CLEAR SCREEN AND HOME CURSOR 

0279 SHI tot; LBZ LLCK ..CONTROL L IS CURSOR RIGHT 

0280 SMI OOn BZ CART ..THIS IS CARRIAGE RETURN 

0281 SHI #011 BZ CULT ..CONTROL N IS CURSOR LEFT 

0282 SHI ton BZ CUUP ..CONTROL Q IS CURSOR UP 

0283 LBR NEUi: ..NOT USING ANY OTHEKlii RIGHT NOH SO 

0284 ..GO BACK FOR NEXT CHARACTER 

0285 

0286 

028/ ..... 

0288 .. LINE Firti RUUTINE 

0289 . ... 

0290 

0291 

0292 LlFBi CLO PPTRl SHI 158 ..SEE IF CURSOR IS ON LAST LINE OF SECOND PAGE 
0293 GHl PPTkl SHFil OFF 

0294 BDF LILL ..IF SO GO TO LAST LINE ROUTINE 

029b 

0296 CLO PFTRl Abl 128 ..NOT ON LAST LINE SO ADD HEX 28 

029/ PLO PPTR 

0290 CMl PPTRl ADCI *00 

0299 PHI PPTR 

0300 LBR USCK ..AND GO CHECK TO SEE IF HE NEED TO SCROLL UP 

0301 

0302 ..LAST LINE kUUIlNE 

0303 

0304 LILLI CLO COCTl PLO PPTR..PAGE POINTER IS F800 PLUS THE COLUMN COUNT 
0305 LDJ •ra; phi pptr 

0306 LBR USCK ..GO CHECK FOR SCROLL UP 

0307 

0308 

0309 

0310 .. CARRIAGE RETURN ROUTINE 

0311 . ... 

0312 

0313 

0314 CARTt OLO COCT ..SEE IF CURSOR 1$ IN LEFT MARGIN 


0151 

C30001) 

0315 

LBZ 

NEHC 

..IF SO GO BACK FOR NEXT CHARACTER 

0154 

2A29I 

0310 

DEC 

pptr; 

DEC C0C1..IT MASM'I. HOWE LEFT TILL HE GET THERE 

0156 

30501 

0317 

BR CART 


0158 

J 

0319 




OISB 

1 

0317 




0158 

1 

0320 




0159 

J 

0321 

,. 


CURSOR UP ROUTINE 

0158 

t 

0322 




0158 

1 

0323 




0158 

1 

0324 




0158 

BAFFZaf 

0325 

CUUPI GLO 

pptr; 

SHI •28 ..SEE IF CURSOR IS IN 1ST LINE OF 1ST PAGE 

015B 

9A7FF8I 

0326 

GHI 

PPTRl 

SHBI •F8..0F PAGE HEMORY 

015E 

3B6A) 

0327 

BNF 

CUFL 

..ir so GO TO 1ST LINE ROUTINE 

0160 

) 

0328 




0160 

1 

0329 



..MOVE CURSOR UP 

0160 

1 

0330 




0160 

eAFF2ei 

0331 

OLO PPTRI 

SHI • 

20 ..NOT IN IST LINE SO SUBTRACT HEX 28 

0163 

AAl 

0332 

PLO PPTR 



0164 

9A7F00I 

0333 

OHI PPTRl 

SMBl 

• 00 

0167 

baI 

0334 

PHI PPTR 



0168 

30871 

0335 

BR DSCK 


..CHECK FOR SCROLL 

016A 

; 

0336 




016A 

t 

0337 



..1ST LINE ROUTINE 

0t6A 

i 

0336 




016A 

FSFFBAI 

0339 

CUFLi LDl 

•ff; 

PHI PPTR ..PUT CURSOR IN PROPER POSITION OF LAST 

016LI 

89FCS81 

0340 

CLO 

coct; 

ADI 058 ..LINE OF SECOND PAGE OF PAGE HEHORY 

0170 

aa; 

0341 

PLO 

PPTR 


0171 

1 

0342 



..NON CHECK FOR SCROLL 

0171 

1 

0343 




0171 

i ■ 

0344 




0171 

; 

0345 




0171 

1 

0346 

, . 


UOHN SCROLL ROUTINE 

or /1 

i 

0347 




0171 

1 

0348 




0171 

; 

0349 



..DIP ME GO OFF SCREEN '> 

0171 

1 

0350 




0171 

B6FB00I 

0351 

DSFCi GLO 

HA) XRl *00 ..IS THE HONE ADDRESS FSOO 7 

0174 

3A83I 

0352 

BNZ 

ctch 


0176 

96FBF8; 

0353 

CHI 

ha; xri ifb 

0179 

3Ae3) 

0354 

BNZ 

CTCH 

..IF HOT DON'T SCROLL 

017B 

8AFF58I 

0355 

GLO 

pptr; 

SHI 158 ..ARC HE OH THC LAST LINE OF 

017E 

9A7FFFI 

0356 

GHl 

pptr; 

SMbl •FF..2ND PAGE ”> 

0161 

33B8I 

035/ 

BCE 

nSFL 

..IF SOr SCROLL 

0183 

EA) 

0358 

CTCHt SEX 

PPTR 


0184 

C0006II 

0359 

LBR 

NEHC 

..60 BACK FOR MORE 

0187 


0360 





//y~ 
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0187 t 
0187 I 
0187 I 
0187 t7f 
0188 9ArC28f 
0188 7i) 

Oiac 9A7C00I 
018F 52121 
0191 89r31 
0193 73? 

0194 F07r00? 
0197 5212? 
0199 GAF7? 
0198 3A8322? 
019E 9AF7? 
OlAO 123A83? 
01 A3 30Ar? 
01A5 I 
01A5 ? 

01A5 ? 

01A5 ? 

01AS SAftOOl 
OlAS 3AAF? 
OlAA 9ArHF8? 
OlAli 32801 
OlAF ; 

OlAF ? 

OlAF ? 

OlAF 66rF2BI 
0182 A6? 

0183 967r00? 
0186 3002? 
0188 ? 

0188 ? 

0188 ? 

0188 ? 

0188 Fe58A6? 
0188 FBFF? 
018D ? 

0188 30021 


018F 

018F 


Olf 0 ? 
OlEO ? 

oieo ? 

OlEO ? 

oic:o ? 
0200 ? 


0361 
0362 
0363 

036A DSCKt SEX STK 


..DOWN SCROLL CHECK 


CLO F-FTRf ADI 928 . 
STXD 

GHl PPTR? ADCI 900 
STR STKI INC STK 
GLO COCTJ SD 
STXD 

L8x; SNDI 900 

SIR STKI INC STK 

GLO ha; 5H 

8NZ GTCH? DEC STK 

GHl ha; sh 

INC STK? hHZ GTCH 

8R PSHF 


..SCROLU DOWN 


0365 
0366 
0367 
0368 
0369 
0370 
037? 

0372 
0373 
0376 
0375 
0376 
03/7 
0378 
0379 
0380 
03U1 

0382 DSCLi 
0383 
0386 
0305 
0386 
0387 
0388 

0307 DSHFi CLO HA? SHI 928 

0370 PLO HA 

0391 GHl HA? SM8I 100 

0392 HR CJUTP-l 

0393 
0396 
0395 
0396 

0377 DSFL* 

0398 
0399 
0600 
0601 
0602 . 

0603 .. CUR5ttk LEFT 


.SET X TO THE STACK 
.SEE IF THE HOME AHPRESS 
.IS THE NEXT LINE 


THAT ISr I'OES HA»PPTR*I28-C0CT ? 


IT DOES* SO HC MUST SCROLL 


GLO HA? XRI 900 
8NZ DSNF 
CHI HAI XRI 9F8 
bZ PSFL 


.IF THE HONE ADDRESS IS 
.F800 GO TO FIRST LINE 
.ROUTINE 


..DOWN SCROLL FOR NOT 1ST LINE 

..SUBTRACT HEX 28 FROH THE HOME ADDRESS 

..GO SET THF NF.W HOME ADDRESS 

..DOWN SCROLL FOR 1ST LINE 


LDI 

LDI 


953? PLO HA 
9FF 


BR OUTP-t 


..HE H».RJ ON THE LAST LINE SO NEW HOME 
..ADDRESS HILL BE LAST LINE OF SECOND PAGE 
..OF ? AG1 M{ MOKY 
..CO SET IHE HUMF ADDRESS 


OIBF 

I 

0606 

.. 



OlbF 

I 

0605 




OIRF 

? 

0606 




OIBF 

3932C7J 

0607 

CULT I 

GLO 

CCICT? DZ CLLS . 

01C2 

? 

0600 




01C2 

2A29; 

0609 


DEC 

PPTR? nrc cocT. 

01C6 

C0006i? 

0610 


LHR 

NEHC 

01C7 

? 

06! 1 




01C7 

? 

0612 



. .CURSOR 

01C7 

? 

06 J 3 



PPTR? BN7 CLNF, 

01C7 

8A3ADA? 

0614 

CLLS! 

GLO 

OICA 

9AFrF8l 

0615 


GHl 

FPTP? SMI 9F8 

OICD 

3ADA? 

0616 


BN 7 

CLNF 

OICF 

FBFFBA? 

0417 


LDI 

•FF; PHI PPTR 

01D2 

Fa7FAA; 

0419 


LDI 

• ? PLO PPTR 

01D5 

F927A9? 

04!? 


L M 

927; FLO COCT 

0108 

3071? 

0420 


BR 

DSFC 

01 DA 

; 

0421 




01 DA 

? 

0622 



..CURSOR 

01 DA 

) 

0623 




01 DA 

2A? 

0426 

CLNFi 

DEC 

PPTR 

01D8 

I 

0625 




OtDb 

Fa27A9) 

0426 


LDI 

927? PLO COCT 

OtDE 

3087? 

0427 


BR 

PSCK 

OtEO 

? 

0420 




OlFO 

? 

o^:.'? 




OlEO 

1 

0430 

. . *** 

»•»» 



.SFf If HE ARf ON THE I IFT MARGIN* IF SO 
.GO TO CURSOR LEFT LEFT SIDE 
.NOi ON I.F? I MARGIN Sll MOVE LEFT ONE SPOT 
.GO FOR NEXT CHARACIER 


SEE IF CURSOR IS IN 1ST LINE OF 1ST PACE 


, .n MOT GO 
.MUST HAU? 


0631 
0632 . . 
063.3 ..•* 

0636 

0635 PACE 
0636 


TO CURSOR LEFT NOT 1ST LINE 
HFIN I ST LINE SO CURSOR GOES IN 
l OLATKlH OF SECOND PAGE OF PAGE MEMORY 
R[ ST 1 1.0' UMN Ct'iJNTER TO RIGHT MARGIN 
lf.CK IF HE MUST ‘..(.ROLL DOHN 

..CURSOR LEFT FROM LEFT MARGIN DUT NOT IST LINE 

.THIS HILL MCUF IT TO THE RIGHT MARGIN 
.OF THE i'KEVllHtS I INI 
.RtSET THE rui UMN COUNTER 
.GO CHECK FOR SCROl.l DOWN 


THE FOLLOWING ARE THE HEX CODl.t; FOR THE ASCII BIT FATTERNS 
THEV aKE ORC'D TO BE AT M(MORY 0200 


..START THE CHAIcACTEK fATTLRN AT 0200 


0200 00000000000000;0637 
0207 O0C8CeC8C8CaO8?0637 
0201: C800D6D6000000;0637 
0215 OOOOOOD6rEt'6D6;0637 


*9OOOOOOOOOOOOOOOOL0COC3COC8OIK.OOO:‘6luCOOOOOOOOOOOD6fTD6D6rr.D6tt6OO? 


02IC FED6P600? 0637 
0220 ? 0639 
0220 ? 0637 
0220 ? 06*10 


0220 PCEAE8DCCAEADC 106^2 » 9 DCEAE 8 DCCAEADCOOF 2 F 2 C 6 CPDOf 6E600Dr,E;'EO[tCl OE2t'COOC8C8COCOCOCOCOOO* 
0227 00F2F2C6C8D0E6I0642 
022E E600DCF.2t0liCE0?0662 
0235 C2I»C00C8C8C0C0?064:' 

023C COCOCOOO? 0662 
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0240 I 0443 
0240 1 0444 
0240 I 044S 
0240 I 0446 
0240 C2C4CaC0CeC4C2)0447 
0247 00C0D0C8CeCaD0)0447 
024e E000E2D4CeFf:C8;0447 
0235 D4E20000C8CeFE;0447 


0?5C C8C80000I 0447 
0260 ; 0448 
0260 ; 0449 
0260 ) 0450 
0260 ; 0451 


0260 OOOOOOOOOOCBC8;0452 
0267 [iOOOOOOOKtOOOO?0452 
026E OOOOOOOOOOOOOOJ0452 
0275 OOC80000C2C4Ce;0452 


027C OOCOOOOO; 0452 
0280 I 0453 
0280 f 0454 
0280 ) 0455 
0280 1 0456 


0280 I'CE2E6EAF2E2riCI0457 
0287 0OC8D0C8C8C8C8;0457 
028E DC00t»CE2C2C6[»8;O457 
0295 E0FE00DCE2C2CCI0457 


027C C2E20C00J 0457 
02A0 } 0*58 
O2A0 I 0459 
02A0 f 0460 
02A0 ; 0461 


02A0 E0EBC8F€C8C8CB;0462 
OrA7 00FEE0E0FCC2E2I0462 
024E DC00CCP0e0ECF2J0462 
02P5 E2DC00FEE2C2C4;0462 


02BC C0DOEOOOI 0462 
02C0 ; 0463 
02C0 I 0464 
02C0 ; 0465 
O2C0 I 0466 


02CO DCC2E2DCE2E2PCI0467 
02C7 OODCe2E6DAC2C4}0467 
02 CE OaOOCOCOC8COC910467 
02D5 C0C000C0COC8C0;0467 


02I1C COC8C8PO; 0467 
02£0 ; 0468 
02E0 I 0469 
02E0 I 0470 
02E0 ; 0471 


O2E0 C4C8POE0DOC8C4)O472 
02E7 00COCOFECOFECO1O472 
02EE COOOEODOCBCACS 10472 
02F5 DOEOOODCC2C4i:8;0472 


»#C2C4C8C8C8C4C2OOr.ODOC0C8CQDOEOOOE2n4C8FEC8O4E2OOOOC0C0FECBC8OOOOJ 


»600000000O0CBCBP0000OOOFEO000O0000OO0OOO0000OC800O0C2C4Cett0£00000} 


»#PCE2C6EAF2E2PCOOCBDOCOC0C8COl»COOPCE2C2C6P0EOFEOOPCE2C2CCC2E2PCOO) 


»6EOE8E0FECOC8C8OOFEEOEOFCC2E2PCOOCCPOKOCCF2E2PCOOFEE2C2C4C8POeOOOl 


»#DCE2E2DCE2E2DCOOOCE2E6DAC2C4D0OOCOCOCeCOC0COCOOOCOCOCBCOCOC8CODO/ 


>6C4C6POEOPOC8C400COCOFCCOFECOCOOOEODOC8C4C8PO£OOOPCC2C4C8CeCOCeCO} 


02f:7 OOCOCOFECOFECOJ0472 
02 EE C000E0POCaC4C810472 
02F5 POEOOODCE2C4nSI0472 


02FC cecocacoi 0472 

0300 t 0473 
0300 f 0474 
0300 I 0475 
0300 } 0476 


0300 PCE2E2EAECE0Ht;0477 
0307 00DCE2£2fE£2E2J0477 
030E F200FC£2£2rCE2?0477 
0315 E2FC00iiC£0t0£0;0477 


031C FOEOPEOOl 0*77 
0320 1 0478 
0320 t 0479 
0320 } 0480 
0320 ; 0481 


0320 FC£2E2£2£2E2FCI04B2 
0327 OOFEEOCOFCr.OEO;0482 
032E FEOOFEEOCOFCEOJ0482 
0335 EOEOOOHCE2£OtOJ04D2 


033C EEE2PC001 0402 
0340 1 0403 
0340 I 0434 
0340 J 0485 
0340 } 0486 


0340 E2t2t2rE£2E2l250487 
0347 OOPCC8CHC8C8C8JO*.07 
034E ncoocEi:4i:4n4C4;o487 
0355 £4p800E2£4e8F010487 


035C E8E4E200? 

0487 

0360 1 

0489 

0360 } 

04F}9 

0360 f 

0490 

0360 ; 

0491 


0360 EOEOEOEOEOEOrE»0492 
0367 O0C2F6CAEAE2t2i‘O492 
036E E200t2F2EACAE6J0492 


»6PCE2E2EAECEOPF.O0ncn2E2FEE2E2E2OOFCE2E2FCE2F2FC0O0KC0E0F0E0E0P£00? 


»*FCE2E2E2E2E2rCOOFEEOeOFCEOCOFeOOFEEO€OFCEOEO£OOOPCE2£OEOCEE2DCOO» 


»*E2r:T2FEE2E2E2OOPCi:8C8i:8CnC8UCOOCtC4C4C4C4E4P8OOE2E4E8FOC0E4e2OO? 


flEOEOEOEOEOEOFEOOE'JF 6EAEAE2E2E200E2F2£Af AE6E2E200IiCE2E2E2E2C2I'C001 
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0375 C2C200DCE2£2E2I0492 


037C e2e2liC00) 0492 
0380 I 0493 
0380 f 0494 
0380 t 0495 
0300 I 0496 


0380 FCE2E2fCEOEOEO;0497 
0387 0Ot*Ct2£2E2F.Al»C)O497 
030r’c200FCE2E2FCEB»0497 
0395 E4e2OOI‘C£2£0DCJ0497 


039C C2E2l»C00l 0497 
03A0 i 0498 
03A0 ; 0499 
O3A0 » 0500 
03A0 I 0501 


03A0 FECeC8C8C0C8Ce;0502 
03A7 00E2E2E2E2E2£2;050? 
03AC PC00e2e2E2E2E2J0502 
031*5 l»4C800£l'f.2E2EAJ0502 


03BC EAF6C200; 0502 
03C0 J 0503 
03C0 i f.504 
03C0 f 0505 
03C0 } 0506 


03C0 E2f:2I'4C8l»4t2E2;0507 
03C7 OOE2E2I'4C8C0CeJO5O7 
03I:E i:800FEC2C4C8[*0;0507 
03D5 EOFEOOCEC8CBC8J0507 


»tFCE2r.?rCE0r.0EO00PCE2E2t2rADCC2O0FCE2C2» CE8E4E200DCE2f 0riCC2E2l*C00l 


»4FECBC8C8CBCBCeOOC2C2E2E2E2r.2PCO0E7e2E2f7E2r»4C8O0F2C7e2EAeAF6C20O> 


»*E2E2r'4COH4E2E2OOE2E2P4C8C8CBC8OOFEC2r4C8OOCOrEOOCEC8COC0C0C8CEOO/ 


03DC C8C8CE00; 0507 
03E0 I 0508 
03E0 I 050V 
03EO } 0510 


03E0 ; 05L1 

03E0 COEODOC8C4C2CO»0512 r#COEOr*OC8C4C2COOOOCC4C4C4C4C4PCOOC9UCFEC8C8C8C800FkTEFfcFEF£FerEOOf 
03E7 00l>CC4t:4C4C4C4;0512 
03EE DCO0C8UCFEC8C8;05L2 
03F5 C0C8OOFCFEFEFE>O5i2 


03FC FEFEFEOOl 0512 
0400 ) 0513 
0400 I 0514 
0400 I 0515 
0400 I 0516 
0400 f 0517 


When Incorporating RCA Solid State Devices in 
equipment, It is recommended that the designer referto 
"Operating Co'isiderations for RCA Solid State 
Devices". Form No. ICE'402. available on request from 
RCA Solid State Division. Box 3200. Somerville, N.J. 
06876. 





Video information Series 


A Review of General Video Display Techniques 
Introduction 

The television industry has been alive and well for over thirty years and 
yet the method of transmitting and receiving video picture information 
has remained essentially unchanged. In fact, the only real controversy 
in all that time occurred around 1953 when the Federal Communication 
Commission (FCC) was assigned the task of deciding upon an industry 
standard, based on the recommendations of the National Television System 
Committee (NTSC), for color TV operation that would be reciprocally 
compatible with the existing black and white standard. The NTSC standard 
decided upon is still intact today and used quite successfully. It is 
indeed unusual that, within such a well defined and stable framework, 
most of the design and application effort has been directed toward such a 
limited area of the TV industry; namely the entertainment/news media. 

Only within the last ten years have other areas, such as education and 
scientific research, been seriously explored. 

One area, in particular, that has shown increased interest and activity 
recently is the video display terminal industry. The successful market¬ 
ing of microprocessors has encouraged much of this current activity. 
Previously, most video terminals were used primarily in large computer 
systems as input/output devices or in Computer-Aided Design systems as 
circuit-design display devices. With the advent of low-cost, powerful 
microprocessors and peripheral control circuits, the use of video termin¬ 
als has increased considerably. These circuits have allowed the ability 
to add features and change functions, transforming discrete-logic 'dumb' 
video terminals into 'intelligent' work stations capable of sophisticated 
word processing, scientific analysis, and computer graphics. The expand¬ 
ing home and small business computer market has also increased the 
popularity of video terminals. The video-games industry has created a 
whole new field of video design and application interest and the home TV, 
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used as a low-cost video terminal, has replaced the surplus teletype for 
the computer hobbyist. 

In light of this video renaissance, it seems appropriate to review the basic 
design techniques of video terminals and TV in general. In order to effect¬ 
ively use the LSI CRT controller circuits available today, some background 
knowledge of TV and video electronics is a necessity. 

Video Basics 

The primary objective in any video display system is to present information 
to the viwer, whether it be in a picture format as with standard broad¬ 
cast TV or in a text or graphic format as with a computer interface. The 
device used for this purpose is the cathode—ray tube (CRT), a vacuum tube 
with a large, flat face coated with a special phosphor material that emits 
light when struck by an electron beam. A high voltage (15,000 - 25,000 
volts) is used to accelerate the beam from the rear of the tube to the 
phosphor-coated face. The horizontal and vertical deflection circuitry 

determine which area of the screen is illuminated, with additional circuitry 
used to control the brightness, contrast, and focus of the display. 

Two types of horizontal and vertical deflection methods are in wide use 
today. Electrostatic deflection, used in lab oscilloscopes and high speed 
graphic displays, provides the highest picture resolution and speed but 
is also expensive to implement. Electro-magnetic deflection, used in 
broadcast TV and low-cost video terminal applications, is much less expen¬ 
sive because of large volume production and varied applications. 

Whichever method is used, the deflection system may be thought of as an 
X-Y co-ordinate plot, with the horizontal being the X direction and the 
vertical being the Y direction. (Fig. 1.) The two variables (X and Y) 
may be controlled independently by two methods (plotting and sweeping), 
yielding three distinctly different display systems: 


/2f- 
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Plot X - Plot Y - In this method, known as stroke writing,, a plot of 

X and Y is performed to produce a vector display- 'llie 
beam is moved and illuminated only for the screen 
positions necessary to form the desired display. The 
CRT used is a storage-type CRT, in which the phosphor 
material has a long persistance allowing the beam truce 
to remain visible after the deflection operation. 

Sweep X - Plot Y - In this method, used extensively in lab oscilloscopes, 

a variable time-base generator is used to repetitively 
move the beam from left to right across the screen 
(Sweep X). The beam is moved and illuminated in the Y 
direction by the vertical amplifier circuitry, which 
responds to external voltages (Plot Y) , to produce a 
time-varying voltage waveform display. Both non¬ 
storage and storage-type CRT's are utilized. 

Sweep X - Sweep Y - This method, known as a raster scan display, is used 

exclusively in broadcast TV and in most video terminals. 
The beam is moved at a constant rate from left to right 
by the horizontal sweep circuitry and from top to 
bottom by the vertical sweep circuitry (Fig. 2). Since 
the raster scan rate is fixed, the display is re-written 
(refreshed) at a periodic rate equal to the vertical 
scan frequency, eliminating the need for a storage- 
type CRT. The horizontal and vertical scan rates are 
selected to provide refreshing often enough to prevent 
any visually annoying flicker in the display. 

In the NTSC raster scan video display, the electron beam is started in 
the upper lefthand corner of the screen and deflected horizontally to the 
right at a frequency of 15,750 Hz (63.5 us). When the beam reaches the 
right side of the screen a horizontal sync pulse occurs, and the beam 
to be returned (retraced) very quickly (=5 us)to the left side of the 


- JZ3- 



4 


screen. At the same time, the beam is also being deflected vertically 
from the top of the screen to the bottom at a frequency of 60 Hz (16.7 ms). 
When the beam reaches the bottom righthand corner of the screen a vertical 
sync pulse occurs, and the beam to be retraced very quickly («1 ms) 

to the top of the screen. Since the beam is being deflected in two direct¬ 
ions simultaneously, each horizontal scan line is actually moving at an 
unnoticeable downward slope to the right (Fig. 2). The horizontal deflect¬ 
ion occurs much more rapidly than the vertical deflection, allowing 262.5 
horizontal lines to be scanned within each vertical field. As the electron 
beam is moved across the screen its intensity is varied in proportion to 
the picture information seen by the TV camera. 

The scanning frequencies used in NTSC TV were selected to present a 
flicker-free image with the appearance of smooth, continuous motion, 
within the allotted transmitting bandwidth. In order to provide motion, 
the entire screen must be scanned within 1/20 sec (50 ms) or faster. 

This is the minimum time required for effective persistence of vision, 
which is the eye's ability to retain an image after it has been removed 
from direct view. The TV frame rate of 1/30 sec (33.4 ms) easily meets 
this requirement. However, to prevent flicker, the screen must be 
illuminated at least twice the 1/20 sec rate. This could be done by 
simply transmitting all 525 lines (the amount of lines necessary for 
good picture resolution) at twice the frame rate of 1/60 sec (16.7 ms), 
but this would require a transmitting bandwidth much higher than the 
allotted 6 MHz. The method used to overcome this problem is called 
interlaced scanning, in which two fields of video information are 
transmitted at 1/30 sec, with every other field started 1/2 horizontal 
line later than the one before it. The two fields are interlaced at 
a 2 to 1 rate to produce one complete picture frame. Since the picture 
content changes at a rate slower than the field time (16.7 ms), the two 
fields appear to be seen simultaneously. The net effect is a frame 
every 33.4 ms, which is a composite of two 262.5-line fields and which 
can be transmitted within the 6 MHz channel bandwidth, resulting in a 
total screen resolution of 525 lines. (Fig. 3) 

To work effectively, the horizontal and vertical deflection system must 
be precisely controlled by the signal sent from the broadcast TV trans¬ 
mitter. This is done by adding synchronization information to the picture 
information. The horizontal and vertical sync pulses which are trans¬ 
mitted keep the TV set locked to the exact scene that the camera sees. 

-/2V- 
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Fig. 4 shows the horizontal and vertical sync pulse timint* relationship. 
The horizontal pulses occur at the end of eacli I iiu' and the' vertical 
pulses occur at the end of each field. Although llic vertical sync that 
is produced during the vertical blanking period is composed of shorter 
pulses at twice the horizontal rate, it is actually converted in the TV 
chassis to a single vertical sync pulse with a duration of 190.5 us and 
a repetition rate of 16.7 ms. The equalizing pulses and serrated vertical 
pulses are used to maintain horizontal sync during the vortical retrace 
time. Also, during both the horizontal and vertical blanking time, the 
video information is held at the black level to prevent interference with 
normal picture quality. Although Fig. 4 shows the two-to-one interlace 
relationship (®), it is not absolutely necessary for video terminal 
applications and is often omitted. 


Since the horizontal and vertical sync are transmitted together, some 
facility must be provided in the TV set to distinguish between the two. 
This operation is performed by the sync separator section of the TV. Tlie 
two basic circuits used are the differentiator and the integrator. Tlie 
differentiator responds to sync clock-edges at the horizontal timing 
frequency and triggers an oscillator that is free-running near the 15,750 
Hz rate. The integrator responds to the sync pulse width at the vertical 
timing frequency and triggers an oscill.ator tliat is f ree-running near the 
60 Hz rate. The normal horizontal sync pulses are ignored by the vertical 
integrator circuit because their comparatively low duty cycle cannot 
charge the integrator to the vertical oscillator trigger point. During 
vertical retrace, however, the serrated vertical pulses, which are essen¬ 
tially double-frequency inverted horizontal pulses, provide a much higher 
duty cycle that allows the vertical integrator to charge to the necessary 
trigger level. Because the equalizing and serrated pulses are at a 
multiple (2H) of the horizontal scanning frequency, the horizontal differ¬ 
entiator continues to respond to those pulses, maintaining horizontal sync 
during vertical retrace. After the horizontal and vertical sync pulses 
are separated they are sent to their respective drive circuits to control 
the CRT deflection yokes. 


The video information is also separated at this time and sent to the video 



amplifiers and CRT drive circuits. The scene, as it appears to the TV 
camera, can now be displayed in a synchronized time relation to the viewer. 
Fig. 5A shows a simplified block diagram of a typical black and white TV 
chassis. The information presented thus far has followed a route from 
the CRT to point B in the diagram. The remaining circuitry is used to 
amplify the RF antenna signal, select the desired channel, and recover 
the video, sync, and soiond information from the modulated RF carrier 
frequency. 

It is -at point B that many CRT controller circuits used in video terminal 
applications are connected. The composite video and sync signal produced 
by the CRT controller is designed to interface at a standard video input 
level as shown in Fig. 5C. However, some CRT controllers interface earlier 
or later in the block diagram signal path. In the earlier path, the com¬ 
posite video and sync signal from the CRT controller is used to drive an 
RF modulator circuit, which produces a standard output (as shown in Fig. 5B) 
that contains a modulated Radio Frequency signal with a carrier frequency 
equal to the TV channel picture carrier (i.e., Channel 2 = 55.25 MHz). 

This signal is essentially the same as the signal produced by the broad¬ 
cast TV transmitter and may be connected directly to a standard TV at the 
antenna terminal inputs. This method provides a simple interface, but 
requires the use of the TV IF and RF sections shown in Fig. 5A. The signal 
bandwidth is also limited by the RF section and the 4.5 MHz sound section, 
preventing more than approximately 40 characters from being displayed 
horizontally on the screen. Since these signal limiting sections are by¬ 
passed using the composite video method, which is connected at point B, 
higher resolution displays are possible. This method may require minor 
modifications to a standard TV chassis to interface at point B, although 
some commercial models are supplied with an external video input for use 
in monitor applications. Other commercial models are available strictly 
for monitor use, with the RF and IF sections omitted, offering higher 
resolution display capabilities. 


Standard TV chassis circuitry may be further reduced by interfacing still 
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later in the signal path by using separate horizontal, vc-rtical, anti video 
signals connected directly to the appropriate TV drive circuits. This 
method is most often used for high resolution color monitors and the 
drive circuits required often use non-standard signals, nwiking interfacing 
more difficult, thereby limiting the CRT controller to a i)articular TV 
chassis type. 

Summary 

Obviously, many options are available to both the CRT controller designer 
and user. Of the many controller circuits on the market, few are directly 
interchangable. Some are intended for low resolution and simple inter¬ 
facing, while others are quite complex, in both circuitry and display capa¬ 
bility. The user will find it necessary to decide on a CRT controller cir¬ 
cuit, based on such factors as display density, ease of interfacing, 
additional IC circuitry required, cost, flexibility, and second-sourcing. 
However, since the broadcast TV standards, and subsequently the video 
terminal requirements, have long been established, new application 
design pains are somewhat eased. The low-cost, production volume and 
time-tested equipment produced by the broadcast TV industry is used to 
advantage by the relatively new video terminal industry, to the point, 
in fact, of using standard TV chassis as video display units. 

In newsletters to follow, CRT controller circuits will be analyzed with 
respect to sync generation, screen formatting, character generation, 
microprocessor impact and interfacing, and system design considerations. 

A practical video terminal system will be presented using the RCA VIS chip- 
set (CDP1869/70). This system will be used as a basic building block, 
with options, such as color and sound, added as they are discussed in 
details. 


For additional information contact Rick Vaccarella, X6542. 
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The VIS (Video Interface System) Dlsolay 
System (CDP1869 and CDP1870)\ a 
minimal-device-count approach to color- 
character generation, is essentially a CRT 
controller designed to interface to the 
CDP1800 series of microprocessors 
(CDP1802, CDP1804). The system relieves 
the CPU of the chore of generating screen 
refresh timing or data. Other capabilities 
include programmable bacKground and 
character colors, white-noise and tone 
generator, and hardware scrolling. The 
scheme described in this Note, while re¬ 
quiring a few more parts, very nearly 
doubles the memory access-time require¬ 
ment of the system, and permits the use 
of memories approximately half as fast 
as those normally required with the VIS 
System. 


VIS System Operation 
The VIS System was designed with 
minimal chip count as a goal. A minimum 
I/O system requires only the COP1869, 
CDP1870, page memory, character 
memory, and two bus separator chips. 
Fig. 1. The bus separators are required to 
allow the CPU to access the page 
memory. The character memory bus 
multiplexing is internal to the CDP1870. 

The character generating scheme is as 
follows: 

The page memory Is a sequential list 
of character positions on the CRT 
screen. Its data is a pointer to the 
character to be displayed at that 
screen position. The character 
memory contains the actual dot pat- 



• Fig. 1—A minimum I/O system.^ 
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tern of all the possible characters that 
can be displayed. During screen 
refresh, the CDP1869 generates ad¬ 
dresses to the page memory. The page 
memory output data, in turn, ad¬ 
dresses the character memory, whose 
j data is then latched into the CDP1870 
' for serial output to the CRT screen. 

Note that one character cycle involves 
two memory access times: page address 
to page memory, and page data 
(character address) to character memory. 
In a 40-character-per-line system, the total 
of these two times is about one microsec¬ 
ond (six dot clocks) minus the page 
memory address delay from the CDP1869 
and the character data setup time into the 
CDP1870. 

The timing diagram in Fig. 2 shows that 
the signal, ADDRESS STROBE, from the 
CDP1870 advances the page-memory ad¬ 
dress in the CDP1869 at the trailing edge. 


signal. The multivibrator signal Is used to 
advance the address counter in the 
CDP1869 and to latch page-memory data. 
The burst signal, occurring once per 
horizontal sync., is used to generate the 
"extra” address count. During nondisplay 
time, the one-shot is disabled to prevent 
the address counter from advancing, and 
the latch control is held true. The latter 
makes the latch feed through, enabling 
normal character memory access. Gates 
A and B inhibit the last strobe in half and 
full resolution, which allows for proper 
hardware rolling or scrolling. PMA4 
through PMA9are addresses 4 through 9 
of the CDP1869 and are used for the page 
memory. 

With this "staggered access” circuit, 
page memory access starts at the trailing 
edge of the new strobe pulse (pulse ad¬ 
dress out delay) and terminates at the 
trailing edge of the next strobe; the total 
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Fig. 2—Timing diagram for Fig. 1. 


Initiating an address cycle. This signal is 
analogous In time to the shift-register 
load signal In the CDP1870. Therefore, the 
next ADDRESS STROBE terminates the 
current access, and initiates the next 
character access. 

Adaptation for Slower Memories 

If page and character memory were ac¬ 
cessed in parallel, the memory speed re¬ 
quirement would be eased substantially. 
This parallel accessing can be ac¬ 
complished by latching the page-memory 
data and keeping the page memory one 
character ahead of the character memory; 
the circuit shown in Fig. 3 accomplishes 
this task. A TTL one-shot multivibrator 
was chosen for minimal delay, lire 
multivibrator generates a pulse of approx¬ 
imately 200 nanoseconds starting at the 
trailing edge of the ADDRESS STROBE 


time required is approximately that to ac¬ 
cess one full character. Character 
memory access starts at the leading edge 
of the strobe signal (plus latch delay) and 
terminates at the data setup time require¬ 
ment of the CDP1870, also approximately 
the time to access one full character. 
Since the delay through the latch is 
similar to the address out delay of the 
CDP1870, this scheme, while it requires a 
few more parts, essentially doubles the 
memory access-time requirement of the 
VIS System, and permits the use with it of 
memories approximately half as fast as 
those normally required. 

References 

1. “COS/MOS Video Interface System,” 
types CDP18e9 and CDP1870, RCA 
Solid State Data Sheet No. 1197. 
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The Technical and Marketing Position of VIS 


The CRT display has become very popular in the past few years for use in data 
terminals, personal computers, video games, graphics displays, and industrial 
instrumentation and display. In response to the increased demand for CRT 
controller electronics, much of the discrete control logic has become inte¬ 
grated into single-chip devices. These new devices interface easily to the 
popular microprocessors and provide increased 'intelligence' and simple oper¬ 
ation. Since the majority of the CRT controller available today are complex 
LSI circuits, the data sheets which describe their use are often difficult to 
interpret. Selecting the proper controller for a particular application may 
involve considerable time and expense for evaluation and prototyping. 

The attached industry CRT controller comparison chart (Table 1) points out the 
variety of features offered. As a starting point in choosing a CRT controller, 
it may be helpful to relate the desired application to the available devices by 
using the CRT Controller Selection Guide (Table 2) which shows the relative 
merit of each device for some common applications, based on cost, capability, 
and overall system chip-count. After the Initial selections are made the com¬ 
parison chart and individual data sheets could be used to further narrow the 
choices. 

Using the above method, it is evident tiiut the RCA CDR1869, CD1‘1890/96 two-chip 
Video Interface System provides an economical solution to a variety of CRT dis¬ 
play applications. Ihe flexibility and features offered by VIS are especially 
competitive since most are on-chip functions, contributing to a simplified 
application system with a very low chip-count. 
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SUMMARY OF VIS COMPETITIVE FEATURES 


• STANDARD CMOS ADVANTAGES - Low power, high noise immunity, etc. 

• ASYNCHRONOUS OPERATION - Independent screen-refresh operation 

• I’lsOCKAMMAliLE UiSl'LAY FOKMATS - More tlu-;ii adeciuate Cor industrial/coinmercial 

display applications and low-end video 
terminals 

• LOW SYSTEM CHIP COUNT - On-board osc., sync outputs, etc. 

• COLOR AND SOUND CAi^ADILlTY - 8 dot/8 bkg colors, UCli-color option, 

tone and white-noise generators 

• NTSC AND PAL COMPATIBLE - US/European market 

• ROM OR RAM CHARACTER MEMORY - For non-standard character sets 

• TELETEXT COMPATIBLE - V and H inputs available for picture overlays 

• SIMPLE CDP1800-SERIES INTERFACING - CDP1802, CUP180A, CDP1805 

• LOW SYSTEM COST - $30 chip set - competitive system may require 

significant amount of support devices 
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CUIU<i!J<T VIS UARUWARg/SOFlWARE 


Parts 


CDP1869 

(TA10684) 

CDP1870 

(TA10685) 

CDP1876 

(TA10891) 

IA10890 



Microboards 


Address/Sound 

Color Video - composiCe 

Color Video - RGB 

Color Video - RGB - 80 char. - lOV 
(89943 - for CDP18S008, CDP18S040) 


CDP18S661 VI Microboard Video-Audio-Keyboard Interface (NTSC) 

COP18S661 V3 " ” '• " ” (PAL) 

CDP18S661 VI " " " •• " (NTSC) 

to replace existing board. Improved color 
circuitry, 2K page memory (MWS5114), ROM/EPROM 
(linked for various +5 ROM/PROM types) 


Systems 

CDP18S008 CRT—Based Development System 

CDP18S040 Video Terminal (for CDP18S007 Development 

System up-grade to CDi’18S008) 


Demo Products 

Microboard-based, simple 

Microboard-based, improved - B&W Monitor, 
VP-3301 keyboard (not complete - R. Rhodes) 


Lancaster Products 

VP-60i/611 Discrete Logic Keyboard (parallel output - 

611 = hex key pad) 

VP-606/616 " " '• (serial output - 

616 = hex key pad) 

VP-3301 Interactive Data Terminal (VIS) 

Software 

VIS Interpreter (3K, disk-based) CDP18S835 
RDM (2Kx8) - ASCII character set - ? 


RCil 


Solid 

State 


Bfussels • Buenos Aires • Hamburg • Madrid • Mexico City • M.i 
Montreal • Pans • Sao Paulo • Somerville NJ • Stockholm 
Sunburyon-Thames • Taipei • Tokyo 


- ///- 


CDP1871 Keyboard Encoder Enhancements 


Design changes are presently under way to extend the performance and improve the 
operation of the CDP1871 keyboard encoder chip. These changes will be reflected 
in the preliminary data sheet, which is now in the Commercial Publications Depart¬ 
ment. The currently available Objective Data Sheet (File No. 1232) describes the 
operation of the older CDP1871 design. 

The new design improvements include: 

Case A Improved data-out access time from Chip Select. 

Case B Reduced Drive Line noise sensitivity via the use of active pull-down 
devices on the D1 - Dll outputs. 

Case C Elimination of the glitch pulse presen t on the RPT output (EFXB) during 
the occurence of the DA output (EFXA). 

Case D Internal latch circuits on the Shift and Control Inputs to eliminate 
erroneous key code outputs. 

For customers who have been sampled with the older parts or who are designing with 
the Objective Data Sheet, external circuits may be used to upgrade existing appli¬ 
cation designs. These circuits can subsequently be eliminated or disabled as the 
newer production parts become available. 

Case B - Drive Line noise sensitivity may cause erroneous key codes because of 
stray capacitance on the drive line outputs. For example, when the key switch 
connecting Dl and SI is closed, that key is detected when the scan counter output 
enables Dl, connecting it to Wlien the key switch is released, the scan 

count resumes and Dl is disconnected from V . Since the Drive Lines do not con¬ 
tain any active or passive devices to Dl is now left unterminated and any 

stray capacitance is discharged only via leakage paths. If sufficient charge has 
accumulated on Dl and another key switch that is tied to Dl is depressed, a valid 
key detect results and the scan counter is stopped. However, the scan count will 
be different from the depressed key switch that stopped the scan and an erroneous 
key code output is read. 

The effect of the added active pull-down devices on the new design is to discharge 
any capacitance on the Drive Lines when a depressed character key is released and 
the scan count advances. 

On the older devices. Drive Line noise sensitivity can be reduced by minimizing 
any stray capacitance on the keyboard PC board and the connecting cables associated 
with the Drive and Sense lines. 

Case C - The glitch pulse on RPT (Pin 35) is caused by the skewing of timing of 





an internal NOR gate. The result is a short pulse on the RPT output occurring 
from the time a key detect is latched until DA becomes valid. This may cause a 
problem in a system that uses the RPT output in an edge-triggered circuit. The 
glitch pulse might initiate an invalid repeat condition. 

The problem is eliminated on the new design by replacing the NOR gate with a flip- 
flop. The same technique may be used external ly w ith the older devices as shown 
in Fig. 1, A CD4013DF/F, which is clocked by RPT, produces a signal, WT , only 
during a valid repeat condition. The D input is provided by a_delayed DA signal, 
which allows the CD4013 Q output to change only after a valid DA output condition. 
Since the glitch pulse on RPT occurs before a valid DA outp ut i s available, the 
^tputs of the CD4013 remain unchanged during this invalid RPT time. The delayed 
DA signal ensures sufficient set-up and ho ld-t ime for the CD4013 D input with 
respect to the Clock input during a valid RPT condition. The CD4013 is reset by 
a Schmitt-trigger buffer driven by the debounce input (Pin 36) of the CDP1871, 
so that a valid RPT condition remains active until the key is released and the 
debounce RC time has terminated. 

Case D - Erroneous key code outputs can result during certain Shift or Control 
key operations. A normal sequence would be to press the Shift or Control key and 
the desired character key. However, if the Shift or Control key is then released 
the code for the unshifted or non-control function is produced at the outputs. 

This is because the Shift and Control inputs are connected directly to the inter¬ 
nal decoder gates which drive the D1 - Dll outputs. If the Shift or Control 
input is released before the character key is released, that decoder gate is dis¬ 
abled and the key detect signal is removed allowing the scan counters to advance 
to the unshifted or non-control code for the depressed character key. A similar 
action results if the Shift or Control input is depressed after the character 
key is depressed. 

The problem is eliminated on the new design by using feed-through latch circuits 
on the Shift and Control inputs. These inputs are latched internally by a valid 
key detect condition. Any activity on the Shift or Control inputs is then ignored 
until the character key is released and the debounce RC time has terminated. The 
same technique may also be used externally with the older devices as shown in 
Fig. 2. This circuit is identical to that used in the CDP18S008 Development 
System IV. A CD4042B feed-through latch is u sed to latch the levels on th e S hift 
and Control switches, if either of the DA or RPT signals are valid. When DA and 
RPT are not valid, the CD4042B returns to a feed-through condition, in which the 
Q outputs follow the D inputs. 
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A Competitive Analysis of the 5101 CMOS Static RAM 

or 

How to Interpret Manufacturers’ Data Sheets for Power Consumption 


The RCA5101 (256x4 configuration) is a shining example of the benefits of SOS 
technology. In comparisons with cometitive CMOS versions of this device, the 
RCA part, by virtue of the high speed and packing densities achievable with 
SOS, is believed to be one of the smallest and fastest 5101 RAM s in the 
industry. Now, a recent study has also shown it to consume the least amount 
of total power in small and medium system applications 

This characteristic is illustrated in Figures 1 and 2. Figure 1 charts total 
power consumption for a theoretical system design operating at 1 ps and 3.2 ys 
cycle times. (1 us is a standard spec sheet value while 3.2 us represent an 
1802 machine cycle at a maximum CPU operating frequency of 2.5 MHz). The 
chart reflects the individual power components listed in Figure 2 and assumes 
selection of a single page of RAM (2 - 5101 devices) for each cycle. The RCA 
device enjoys the considerable saving in total power, even when comparing with 
a relatively high 500 pA quiescent current (-8) device, because of the internal 
design structure during the time the chip is selected. 

Unfortunately, this dramatic realization is not apparent when reading manufact- 
uurers' data sheets, and is difficult to assess without an understanding of the 
internal chip design. Attachm ent 1 attempts to give a short course on power 
considerations for RAM systems, to aid the user in choosing the optimum device 
for his system. The conclusion is that the RCA device has power advantages 
over competitive devices analyzed except when the device is used in a battery 
back-up, deselected, static address bus mode where quiescent current values 
are the only power consideration in the system design. 


For more information on this or related subjects, contact Dick Peck, X7376. 
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Fig. 1 - Power savings for small and medium 
systems (using the MWS5101EL-8). 


MFR 

TYPE DESIGNATION 

VERSION 

^Quies 

* 

^OPER 




(uA) 

(mA) 

RCA 

MWS5101 

-2 

50 

8 



-3 

200 

8 



-8 

500 

8 

SSS 

SCM5101 

-1 

10 

22 



-3 


22 



-8 


25 

Motorola 

MCM5101P 

-1 


22 



-3 

200 

22 



-8 


25 

NEC 

UPDSIOIL 

-1 

10 

22 

Hitachi 

HM435101 

i 

-1 ! 

15 

22 


* 1 US Cycle time 


Fig. 2 - Manufacturers' data sheet values 
^QUIES ^OPER' 






























ATTACHMENT # 1 


HOW TO DETERMINE YOUR SYSTEM'S POWER REQUIREMENTS AND CHOOSE A RAM BASED 
ON PUBLISHED DATA 

fact 1. A memory device can operate in one of 3 modes in a real system 


MODE 

CHIP SELECT 

ACTIVITY ON 
INPUT LINES 

Quiescent 

Deselected 

No 

Standby 

Deselected 

Yes 

Operating 

Selected 

Yes 


FACT 2. It has been observed that manufacturers generally specify current 
in the quiescent and operating modes only, and may use quiescent 
and standby modes interchangeably. 


fact 3. Depending on the manufacturer, specified current may or may not 
be a function of cycle time. 


MODE 

IS CURRENT A FUNCTION OF CYCLE TIME? 

COMPETITION 

RCA 

Quiescent 

No 

No 

Standby 

Yes 

No 

Operating 

No 

Yes 


The above chart requires some explanation and is the key to understanding how 
to interpret data sheets. The quiescent mode is straightforward - quiescent 
implies no activity, and the quiescent values shown in the spec sheets will 
accurately reflect worst-case values for inactive, battery-back-up menory 
systems. In the standby mode, lab measurements have shown that competitive devices 
exceed quiescent values, even though this is generally not stated. The RCA 
design uses small input buffers, with negligible effect on current as frequency 
is increased. Since any system that is not in a back-up mode generally has 
activity on the address but even during deselection, this consideration is 
important and may involve independent characterization of the selected vendor's 
devices. 







The effect of operating mode current is the most dramatic in this analysis. 

The competitive devices analyzed drew currents listed in Figure 2 under DC 
conditions - chip selected, with no activity on the input lines. Under the same 
conditions, the RCA devices again drew only quiescent current and thus save 
considerable power during select conditions. The competitive devices are 
essentially unaffected by cycle time during chip select because of the high 
initial currents; the RCA devices possess a linear power vs. frequency 
characteristic and draw maximum current only at minimum cycle times. 

The above considerations indicate that if a system is in a standby or operating 
mode (with 1 pair of devices operating and the others in a standby mode), the 
RCA device number savings will increase as system memory is decreased and/or 
operating frequency is decreased. It also indicates that published specifications 
alone may not be adequate in analyzing a vendor's device for power consumption 
characteristics. 





OPERATING CURRENT DERATING CURVES FOR THE 256x4 RAM 


^^OPER ^CYC^ 

To allow users of the RCA 256x4 CMOS RAM's a means of derating the 
values in the data sheet to match their specific application, derating 
curves for the MWS5101EL-2, iMWS5101EU-3, and the CDP1822E are. presented 
below: 
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The data for these curves was generated under the following conditions: 
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TIMING DIAGRAM 


NOTE: All timing values are in nano-seconds, unless otherwise specified. 


Voltage/Temp. = 5.0 V, T^ = 250C 

No. of Devices Tested 

MWS5101EL-2 - 38 
MWS5101EL-3 - 19 
CDP1822E - 20 


Pattern Used 

Writing either ONES or ZEROS using the above timing was found to be the worst 
case. Maximum activity (transitions) on all input lines is more important 
than a specific pattern. 


These curves and the following I (Typ) values will be added to the next 
update of the 1822 and 5101 data sheets: 


Cycle Time 

Description 

Present Data 
Sheet Value 

New Data 

Sheet Value 

1 us 

Present Data Sheet 
Condition 

4 mA 

2 mA 

3.2 us 

Min. Time in 1802 
System @2.5 MHz 

Clock. Rate 

---1 

(not spec’d) 

400 yA 


For more details or 
X7352. 


specific applications information contact 




Joe Paradise, 




Synchronous versus Asynchronous RAMs ... 
Which is Better? 


Let's start out with some definitions: 

Asynchronous - Refers to ^ RCA RAM devices which accept address inputs which 
remain valid for an entire READ or WRITE cycle. These address inputs hook up 
directly to on-board address decoders which select the addressed memory cell. 

Synchronous - Refers to RAM's (6501, 6508, 6514) and EPROMS (6653, 6654) made 
by Harris, Intersil, et al which accept address inputs which are valid for only 
part of a READ or WRITE cycle. These address inputs hook up to on-board 
address latches which require a strobe pulse to latch. Addresses can then 
become invalid without affecting memory addressing. 

Now that we understand these terms, what are the system implications to the user? 
The synchronous devices were originally designed to be used with the 6100, a 
12-bit multiplexed address/data bus processor that generates the appropriate 
timing signal to latch addresses before they change into data. For processors 
like the 6100., synchronous memories are the appropriate choice. 

For processors that generate stable addresses for a full machine cycle and the 
appropriate chip selecttedge, synchronous and asynchronous devices can be 
used interchangeably. So RCA 5101 and 5114 parts can find use in these system 
designs. 

A problem with synchronous devices develops when they are used in an 1800 system. 
The 1802 employs a multiplexed address bus, with a TPA pulse to latch the high- 
order address. However, there is no convenient pulse to latch the low-order 
byte when it becomes valid. This is a problem for an asynchronous RCA RAM, 
but it does require external devices and loss in performance when using the 
synchronous devices. The general procedure is to delay TPA with external 
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flip-flops so the TPA pulse lines up with the low-order address byte (details 
on specific implementation will follow in a future Newsletter). Since this 
cuts into available RAM or EPROM access time, it may require that the CPU 
frequency be reduced to acconuiodate this arrangement. So where an equivalent 
RCA RAM function is available - 5101 or 5114 - the RCA asynchronous device is 
the better choice. 

Conclusion? Use RCA asynchronous RAMS whenever available for use in 1800 series 
or other 8-bit processor systems. No additional components are required to 
accommodate these devices, and no system performance compromise is needed with 
an 1802 CPU. 

For more information, contact Joe Paradise - X7352. 





The Synchronous RAM Syndrome 


In a previous newsletter some basics on synchronous and asynchronous RAM s 
and ROM's were defined, concluding that asynchronous devices are the better 
choice for 1800-Series systems. It is recognized, however, that customer 
applications will, in some cases, require the use of synchronous devices. 

In response to any inquiries, the following information should provide the 
necessary design limitation specifications. 

The basic problem encountered when using synchronous devices in CDP1802-based 
systems is that of providing a latch pulse for the address and enable inputs. 
The CDP1802 provides two consistent timing pulses (TPA and TPB), although each 
have inherent limitations in this application. TPB occurs too late in the 
machine cycle to allow sufficient access time and TPA is not valid during the 
lower order address time of the multiplexed address information. The Ideal 
solution is to delay the TPA pulse enough to provide valid address information 
without reducing the available read access time. (See Fig. 1). 

In practice, however, some design trade-offs are required to meet this object¬ 
ive. In order to illustrate these trade-off requirements, a fully buffered 
COS/MOS CDP1802 system (5V), interfacing with eight (8) IM6508 (Intersil) IKxl 
synchronous RAM's and one (1) IM6654 (Intersil) 512x8 synchronous EPROM, is 
used, along with a worst-case analysis of the circuit. Although many circuit 
options may be used to delay TPA, the example shown indicates the problem areas 
for worst-case operation. 

The schematic for this example (Fig. 2) has three problem areas of concern 
for worst-case design: 

Prob. 1 - A delayed TPA pulse must be provided to latch the lower-order address 
and chip enable inputs for the synchronous RAM/ROM devices. 

Prob. 2 - 'llie higher-order address byte must be latched by the high-to-low 
transition of TPA to provide the A8 and A9 addresses and the chip 
enable inputs to the IM6508's and the 1M6654. 

Prob. 3 - Proper write timing must be provided for the IM6508 RAM's. 

Each area is examined separately, with references to Fig. 2, Fig. 3A, Fig. 3B, 
and Table I, in the following text. Table I provides a summary of delay times 
for the devices used.^ 
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Prob. 1 - A CD4013B (Dual D Flip-Flop) is used to provide a latch strobe for 
the IM6508 RAM's and the IM6654 EPROM. The latch strobe is gated 
with the proper chip select inputs from the CDP1859. The CD4013 
circuit used delays TPA by 2 CPU clock cycles. This is accomplished 
by limiting the CPU Clk frequency to 2 MHz (T = 500 ns), which pre¬ 
vents TPA (450 ns TPLH -max.) from overlapping Clk cycle 20. Since 
TPA is the data input (Dl) of the first flip-flop, the required data 
set-up time (TS = 48 ns -min.) is maintained. Clk cycle 20-low sets 

Q1 high, which is the data input (D2) of the second fl ip- flop._Clk 

cycle 30-low then sets Q2 high. Q2 is gated with the CEO and CE2 
inputs to provide the latch strobes (E, El) to the IM6508C and IM6654M 
synchronotjs memories on the Clk cycle 40-low. (See Fig. 2A). 

The only restriction with this delayed-TPA circuit is that the CD4050 
buffers used in the CLK auid TPA lines must be in the same package and/or 
selected such that the propagation delay (TPLH, TPHL) of the TPA buffer 
does not exceed the propagation delay of CLK buffer. 

The available access time for this circuit is given below and is 
adequate for the synchronous memories (TELQV * TE^^LQV » 600 ns). 

Available access time: T^^^ =• 3.5T-t5-tl-t8-tll 

= 1750 - 360 - 132 - 300 - 150 
= 808 ns 

Prob. 2 - A CDP1859 (4-bit latch with decode) is used to latch a higher-order 
address byte (HOB) and provide two chip enable outputs. MA^ and MAI 
are latched by TPA and become A8 and A9 for the IM6508 RAM's, and A8 
for the IM6654 EPROM. MA6 and MA7 are latched by TPA and decoded to 

become CEO - CE3^_^CEO is used to select the IM6508 RAM's at address 

0000 6 ~ used to select the IM6654 EPROM at address 

8000^, - BFF^^(See Fig. 2A). The design limitations in this case 
are tne memory address-to-clock set-up time ) of the CDP1859 

and the HOB set-up-to-TPA (tg^^^) of the CDPISO^^^ 

‘^MACL ' 

tgui ® 2T - 800 (max) 

‘^MACL = *^SU1 = 2T - 800 
40 = 2T - 800 

T = 800 + 40 = 420 ns (max CPU clock freq.) 

2 

Prob. 3 - The write timing for the IM6508 RAM's is provided by the CDP1802 MWR 
signal. The IM6508 data in (D) and data out (Q) and the IM6654 QO - 
Q7 lines are buffered with two CDP1856's (4-bit bus buffers/separators) 


T » 


CLOCK 
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to prevent bus contention during non-memory CPU cycles. (See Fig. 2B). 
Although the system shown easily meets the data she^t write timing, 

The design limitations in this case are the IM6508 W pulse width 
and the data set-up time : 


IM6508 Specifications: 


’'dveh * 

For the circuit shown: 


= 2 T = 1000 ns (min) 

’^DVEH “ T-tlA-tl6+tl2+tl 

- 2750-650-150+450+132 

- 2532 (min) 


Conclusion 

The worst-case exaiiple shown should provide the necessary design guidelines 
for other similar systems, where one or more of the problem areas discussed 
may be critical to proper system operation. Although circuit operation is 
limited to 2.00 MHz , its use should still be valuable in many customer 
applications. 


1 - RCA COS/MDS Integrated Circuits Manual (SSD-250A) 

RCA COS/MOS Itemorles, Microprocessors, and Support Systems Manual (SSD-260) 

Intersil Data Book (July 1979) 

For more Information contact R. Vaccarella, X6542. 
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Fig. 1 - Delayed TPA Timing 
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Fig. 2 - CDP1802 Synchronous RAM/ROM System 
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CDP1802 Synchronous RAM/ROM System 


TABLE I - Delay Times 

Vr^T^> = 5.0V • Typical values are for T. •• 25 C 

DD CC A 


Device 

Ref. 

Delay 

(ns) -40 

to +85'^C 

Min. 

Typ.' 

Max. 

CDP1802 





Clk to TPA 

*^2 


300 

450 

Clk to Lower Order Address ^ 



350 

500 

Higher Order Address Set-up to TPA 

^4 

2T-800 

2T-600 


Clk to MRD (TpLH» 



300 

450 

Clk to MWR (TpLH» "^PHL^ 

hi 


300 

450 

jcik to CPU Data Bus 



450 

650 

CPU Data to Bus Hold After WR Time (Tjj) 


T + 25 

T + 120 


Data Set-up (Tgy2) 



-30 

0 

CDP1859 

HH 




Memory Address to Address 



100 

150 

Memory Address to CE 

^7 


150 

225 

Memory Address to Clock Set-up 

— 


25 

40 

ENABLE to CE (T^^g) 

- 


125 

200 

CDP1856 




\ 

DI to DB Delay (T^g) 

^11 


100 

150 

iDB to DO Delay (Tgp) 

he 


100 

150 





J 

CDA013B 




1 

J 

! 

Clk to Q, Q (Tpgg, Tpgg) 



150 

360 i 

Data Set-up Time (Tg) 


48 

20 

1 

j 

CD4049UB 




1 

iPropagation Delay (Tp^py'Tp^y ) 

- 


60/32 

144/78 

'iCD4050UB 





propagation Delay (Tp^^ Tp^^^) 

l_ 

h 

_ -1 


70/55 

168/132 
















I— 

CLK 1 0° I 01 10 I II d) aOdkZKi 30(31 ()|4o| 41 I 50 I 51 | 60 I 61 I 70^71 I 00 I 01 I 10 


•H k 


:: 71 ' 


DATA LATCHED 
IN CPU 


TPA 

MA0-MA7 

Ql 
02 _ 
Aa,A9 ] 




_1 4mOB X / LOB 


MAO, MAI 




-»5—ttit- 


-t5— 


DELAYED 

,/ TPA 


A8. A9 





'h-H9 H 


B0S0-BUS7. 

IM6S08D 


INVALID 


NOTE 

ALL READINGS IN NS. 
REFER TO TABLE i. 


■M8-| [—116 

X INVALID 


92CM-J3I84 


Fig. 3(b) - WRITE Timing 
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CDP1802 Synchronous RAM/ROM System 


TABLE I - Delay Times (cont’d) 

o 

V , V = 5.0V • Typical Values are for T^ = 25 C 

r)D cc __ ----- j- - - - . - - --I.. I..*! .. . 


’DD’ ’CC - -.r - _^___- 

! 

I Device 

Ref. 

1 Delay (ns) -40^to 

+85 C } 

Min. 

Typ 

Max. 

jCD4071B 





i 

iPropagation Delay (Tpjjjf 

*^8 

j 

125 

300 

IM6508C 





Access Time from E 

•^lO 



600 

W Pulse Width 

^13 

395 



Data Set-up Time (Tjjygji) 

^7 

395 



Data Hold Time (Tgjjpjj) 

hs 

0 



Address Set-up Time 

— 

. 20 



Address Hold Time 


170 



IM6654M 





Access Time from E^ ^"^EILOV^ 

*^10 



600 

.Adciir0SS Sct—up Tiinc ^^AVEIL^ 

— 

0 



;Address Hold Time (Tgj^g^X^ 

- 

100 



Pulse Width (positive) (Tg^^^gj^g) 

“ 

150 







MASKED ROM PROGRAMMING INSTRUCTIONS 


Because of the confusion associated with some of the nomenclature in 
the present PD-30 Guide, and because alternate methods for submitting 
ROM data are now available to CDP1800 Series users, the intent of this 
article is to clearly and simply state the procedures required to submit 
masked ROM data to RCA for fabrication of custom ROM devices. A detailed, 
expanded, revised PD-30 Guide with specific information on each of the 
masked ROM devices offered by RCA is currently in preparation. 

METHODS OF SUBMITTING ROM DATA 


ROM program/format data can be submitted to RCA in three ways: CARD DECK, 
DISKETTE, or EPROM. 

CARD DECK METHOD - Use standard 80 column computer cards. Deck must 
contain title card, option card, format card, and data cards. All 
cards must be punched per the instructions in the PD-30 publication. 

DISKETTE METHOD - The diskette contains the ROM address and data 
information only. Title, option, and data format information which 
would otherwise be punched in card deck format can be submitted 
via the attached information sheet. In addition, the user must 
specify the RCA development system used in generating the diskette - 
CDP18S005 or 007 (CDOS) - as well as track number or file name. 

Finally, a diskette listing should be submitted, to verify its 
contents. 

EPROM METHOD - Data can be submitted via EPROMS, programmed using 
the CDP18S480 PROM programmer; e.g., 2704, 2708, 2716, 2732, or 
2758 types (RCA CDP18U42 by Jan., 1981). If the ROM to be manufactured 
is smaller (in memory size) than the EPROM carrying the data pattern, 
or if more than one ROM data pattern is stored in that EPROM, then the 
starting address and size of each pattern must be stated on the 
information sheet, along with normal title, option, and data format 
information- In addition, an EPROM listing, including address 
and data Information, should be submitted to verify the EPROM contents. 

INTERPRETING 'ITiE PD-30 OPTION CARD TABLES 

Experience has shown this to be the most confusing aspect of the information 
presented in the ROM programming guide. Allowable options for ROM control 
signals and addresses (specifically, for the CDP1833) are explained below: 


CHIP SELECT OPTION - Chip select pins CSl and CS2 can be enabled 
by an active high (logic 1) level - programmed by P, an active 
low (logic 0) level - programmed by N, or always enabled (don’t 
care) - programmed by X, in columns 28 and 29. If X is chosen, 
this means selection of the device depends onlv on the remaining 
CS and or MA lines that are not defined as X (don't care). 


MRP HAS NO OPTION - Always enter N in column 30 of the card/sheet. 



CEO HAS NO OPTION - always enter X in column 31 of the card/sheet. 

CEI OPTION - this input will be active if a ^ is entered in column ^ 
32. CEI will have no effect on circuit operation if an X is entered 


TPA OPTION - enter P in column 34 if the CDP1802 TPA pulse is fed 
directly to this input. An N can be entered if a different, active 
low, pulse is to be used. 


HIGH-ORDER ADDRESS OPTION - the EDM data will be located in one 
contiguous block of memory (1024 words for the CDP1833). That block, 
via user option, can be located anywhere in the 65K of memory space 
addressed by the CDP1802. The user selects 1 of 64 blocks by pro¬ 
gramming the MAlS-MAia lines with the appropriate code. Entering a 
P corresponds to an active high (logic 1) level for that address 
decoder input, while an N corresponds to an active low 
level. Thus, entering all N’s in columns 36-41 locates the block 
in the lowest IK of memory space (address locations 0000-03Fr). 
Entering all P,'s locates the block in the highest IK memory space 
(address locations FCOO-FFFF). If X is chosen for one or more of 
the MA pins, multiple mapping will occur : the same block will 
appear in several locations throughout the 65K memory space. 


ALL OPTIONS - must be defined. Do not leave blank! 

Note that pins defined as X are still CMOS inputs and must be tied 
high or low on the circuit board, even though their function is meaningless. 
For lowest power consumption all pins defined as X should be tied to Vgg, 
and all unused memory bits should be programmed as logic zeros. 



EXAMPLE 


The above diagram shows a typical system with RAM and ROM memory. The customer 
desires memory mapping as follows: 









Address 


0 0 0 0 

to 1024 bytes of ROM, CDP1833 

0 3 F F 

0 4 0 0 

to 512 bytes of ROM, CDP1831 

0 5 F F 

* 0 0 

to 256 bytes of RAM, two CDP 1822's 

* F F 

* any high order address 06 to FF. 

Since the RAM CSl is driven from the daisy chained CEO of the ROM's, the RAM is 
addressed only if both ROM's are not addressed. 

Information Sheet for ROM Programming Using DISKETTE or EPROM 
(Example sheets attached) 

The customer is submitting data for the CDP1833 on a diskette, prepared 
using the MEM SAVE software program on a CDS18S007 development system. 

A file name of "ROMDAT" has been assigned to the ROM data file. An 
information sheet has been filled out as required. 

The data for the CDP1831 ROM is submitted via a 2704 EPROM. Another 
information sheet has been filled out for this ROM. 


For additional information, see PD-30 Guide, or contact Jerry Johnson, X6776. 





Information Sheet for ROM Programming Using DISKETTE or EPROM 




Customer Name (start at left) 


RCA Custom Number 

1 ROM Type 


Ti: 


Division 


HOW IS ROM DATA SUBMITTED ? 
□ DISKETTE ) 

or I Check One 
[j EPROM ) 


ROM # 


OPTIONS 


COLUMN 

1 - 

6 

8 - 

17 

28 


29 


30 


31 


32 


34 


36 


37 


38 


39 


40 


41 


42 


79 

1 

CD 

O 




ROM Type 


STARTING ADDRESS 
OF DATA BLOCK 
IN ROM TO BE 
MANUFACTURED FT 


□ 


ROM # 


DATA FORMAT 

COLUMN 

0 [AJ0E [EHHaEB 

T 1 

”T1 ROM # 

1 - 11 

13 - 15 

17 - 19 

79 - 80 


ANSWER THE FOLLOWING 
QUESTIONS IF DISKETTE 
IS SUBMITTED: 

Type of System? 

□ CDS18S005 ) 

[I]CDS18S007 j Check One 
[I|CDS18S008 ) 

I If CDS18S005 System was 
used, specify: 

TRACK # I r~i 
Software used: 

□ ROM SAVE jtteckOne 
LJsAVE (PROM) ^ 

I If CDS18S007/8 System was 
used, specify: 

FILE NAME_ 

Software used:Q(MEM SAVE 
check one Q(SAVE (PROM) 


If EPROM is submitted, state 
Type: _ 

Starting Address of Data 
Block in EPROM: [ | [ | j 


USE SEPARATE SHEET FOR 
EACH ROM PATTERN 


/^3 — 
















Information Sheet for ROM Programming Using DISKETTE or EPROM 


COLUMN 

1 


6 - 

30 

35 

-'54 

59 

- 63 

65 

- 71 

72 


73 


74 


79 

- 80 



Customer Name (start at left) 


RCA Custom Number 

ROM Type 


EBaEaon BmnBnngHEBmmm 

HBBBPI 
nBBBsiii 

d 




ROM # 




OPTIONS 


COLUMN 

1 - 

6 

8 - 

17 

28 


29 


30 


31 


32 


34 


36 


37 


38 


39 


40 


41 


42 


I 79 

- 80 


mmcDiiiB 


aBBmaHwaisi 

□I 


ROM Type 


S 

i 

g 

Q 

□ 

m 


STARTING ADDRESS 
OF DATA BLOCK 
IN ROM TO BE 
MANUFACTURED foT^ 


ROM # 


DATA FORMAT 


COLUMN 

1 -11 IIIaILiIE BEIaICmIEIT] 

13 - 15 


17 - 19 
79 - 80 


D 

oSb 

Sia 

Bn 


Division 


HOW IS ROM DATA SUBMIHED? 


DISKETTE ) 


n EPROM ) 


Check One 


ROM # 


ANSWER THE FOLLOWING 
QUESTIONS IF DISKETTE 
IS SUBMITTED: 

Type of System? 

DcDS18S005 ) 

13?DS18S007 j Check One 

□ cDSissooe ) 

I If C0S18S005 System was 
used, specify: 

TRACK # 

Software used; 

□ ROM SAVE jceckOne 
LJsAVE (PROM) > 

I If CDS18S007/8 System was 
used, specify: 

FILE NAME ROMOAT " 

Software used:0tMEM SAVE 
check one Q(SAVE (PROM) 


If EPROM is submitted, state 
Type: • _ 

Starting Address of Data 
Block in EPROM;_ 


USE SEPARATE SHEET FOR 
EACH ROM PATTERN 













Information Sheet for ROM Programming Using DISKETTE or EPROM 


TITLE 

COLUMN 

1 

n - 30 
35 -'54 
- 63 
o5 - 71 


74 

/9 - 80 


T Customer Name (start at left) 

A^L|p|Hl^l Iclol^lrlft l oltlsl Idol 
Pli I 5 |P| 1 .|A|Y 15 | IPlMvmslMolM 

1^ K {^K 1^1 RCA Custom Number 
/I«l3[7Tcgn ROM Type 




J Division 

HOW IS ROM DATA SUBMITTED ? 

□ DISKETTE ) 

) 

or ( Check (Jrie 


0l 


EPROM 


ROM # 


OPTIONS 


COLUMN 
1 - 6 
8 - 17 
28 

29 

30 

31 

32 
34 

36 

37 

38 

39 

40 

41 

42 

79 - 80 


data FORMAT 


COLUMN 


gammsH 


BQuaE]Baagi 


ROM Type 



STARTING ADDRESS 


OF DATA BLOCK 


IN ROM TO BE 


MANUFACTURED foT 


ROM # 


&JE0 BSLiiaEii; 




/EH 


ANSWER THE FOLLOWING 
QUESTIONS IF DISKETTE 
IS SUBMITTED: 

Type of System? 
DcDS18S005 ) 
[I]CDS18S007 j Check One 
GcDS18S008 ) 

I If CDS18S005 System was 
used, specify: 

TRACK # 


Software used: 

□ ROM SAVE )c,eckOne 
GsAVE (PROM) ' 

I If CDS18S007/8 System was 
used, specify: 

FILE NAME_ 

Software used:G(MEM SAVE 
check one G(3AVE (r;:;: 


If EPROM is submitted, slco. 
Type: ^ *70V 


Starting Address (vi LuLd 
Block in EPROM: [ojolo joj 


ROM H 


USE SEPARATE Sr!EE 
EACH ROM PA I itiRiN 


LI rWL 








CDP18U42 ■ 1702 EPROM Comparison 


Since the RCA CDP18U42 EPROM is a functional replacement (except for the 
power supplies) for the 1700 series UV erasable PROM's, the following 
comparison of these 2 types may be helpful to our Sales and FTS organi¬ 
zation. Clearly, the CDP18U42 is considerably easier to use. 

Programming Summary ; 

CDP18UA2 


^^itlally, all 2048 bits of the PROM are in the "O'" state (output low). 
Progranuning is done on a byte basis, in which any erased bits may be 
selectively programmed to a "1" state (output high) at any address 
ocation or in any sequence. The Vqq, Vgg, and address inputs function 
the same as in the read mode. One program voltage (18-25V) is used to 
pulse (10 ms) the and inputs simultaneously. The data output 

terminals become the true data inputs and, as with the address inputs, 
have the same logic and voltage levels as in the read mode. Since each 
location need only be programmed once, the total programming time is 
2.6 sec. (Refer to the CDP18U42 data sheet for specific information). 

1700 Series 


"Initially, all 2048 bits of the PROM are in the "0" state (output low). 
Information is introduced by selectively programming "l'"s (output high) 
in the proper bit locations. Word address selection is done by the same 
decoding circuitry used in the read mode. All 8 address bits must be in 
the binary complement state when pulsed and Vqq move to their negative 
levels. The addresses must be held in their binary complement state for a 
minimum of 25 ps after Vjjjj and Vqq have moved to their negative levels. 

The addresses must then make the transition to their true state a minimum 
10 ps before the program pulse is applied. The addresses should be 
programmed in the sequence 0 through 255 for a minimum of 32 times. The 
eight output terminals are used as data inputs to determine the informa¬ 
tion pattern in the 8 bits of each word. A low data input level (1-48V) 
will program a "1" and a high data input level (ground) will leave a "0". 
All 8 bits of one word are programmed simultaneously by setting the 
desired bit information patterns on the data input terminals. During the 
programming, Vqq, Vpj) and the program pulse are pulsed with signals." 
(Refer to the 1700 series data sheet for specific information). 


1 


Intel Component Data Catalog 1979, 


p. 4-68 





TABLE 1 


CDP18U42 — 1702 EPROM Comparison 


CDP18U42 

256x8 

Static Operation 
Access Time _<1 ps 
24 pin DIP 
Tri-state Outputs 
Erase Time 5-20 mins. 

Program Time 2.6 secs. (1 cycle) 
Erased to all O's 
Address Inputs (Pins 1-3, 17-21) 
Read -Vss “Vcc (0, 5V) 

Program “Vgg -Vcc 5V) (True) 
Data Outputs (Pins 4-11) 

Read (output) “Vgg -Vcc (0» 5V) 
Program (input) =Vss -Vcc CO. 5V) 

(Pin 12) 


Read 

=Vcc 

(5V) 

Program 

o 

o 

> 

II 

(5V) 

P^ (Pin 

13) 


Read = 

^CC 

(5V) 

Program ^ 

= Vss 

(OV) 

CSl (Pin 

14) 


Read 

= ^SS 

(OV) 

Program ■ 

= Vss 

(OV) 


1702 

256x8 

Static Operation 

Access Time .650 - 1.5 ps 

24 pin DIP 

Tri-state Outputs 

Erase Time 10-45 mins. 

Program Time 2 mins. (32 cycles min 
Erased to all O's 
Address Inputs 

Same pin/functipti'(P5V) •, 

*Complement/True (0, -48V) 

Data Outputs 

Same Pin/Functiop (0, 5V) 

*lnput = (0, -48V) 



Vcc C5V) 

*Grd (OV) 

Program 
Vcc C5V) 

*Program Pulse (-48V) 

M 

Same Pin/Function (OV) 
Same Pin/Function (OV) 


-A?' 



TABLE 1 


CDP18UA2 - 1702 EPROM Comparison (Cont'd) 


CDP18U42 

CS2 (Pin 15) 

Read = Vcc (5V) 
Program = Vcc 

CS3 (Pin 16) 

Read = Vss (OV) 
Program = Vgg (OV) 

^sat (Pin 22) 

Read *■ Vcc (5V) 
Program ® Pulsed (22V) 

^DD (Pin 23) 

Read = Vcc (5V) 
Program = Pulsed (22V) 

^SS (Pin 24) 

Read = (OV) 

Program = (OV) 


1702 


BB 

Vcc (5V) 

*Vbb (+12V) 

^GG 


*Vgg (-9V) 

*Pulsed VcG (-40V) 
V 

cc 

Vcc (5V) 

*Grd (OV) 

^CC 


Vcc (5V) 

*Grd (OV) 


*Vdd (-9V) 

*Pulsed VpD (-48V) 


* = Voltage or Function Different 


For more information on this or related subjects contact Rick Vaccarella, X6542 . 


- /70- 



CDP18U42 - IM6654 EPROM Comparison 


Since the RCA CDP18U42 and the Intersil IM6654 are both CMOS, single 
voltage UV erasable PROM's, the following comparison of these two types may 
be helpful to our Sales and FTS organization. Although the parts are 
similar, it should be noted that the CDP18U42 does not require an address 
latch strobe (static operation) and is considerably easier to program. 

Programming Summary: 

CDP18U42 

Initially, all 2048 bits of the EPROM are in the "0" state (output low). 
Programming is done on a byte basis, in which any erased bits may be 
selectively programmed to a "1" state (output high) at any address 
location or in any sequence. The Vgg, and address inputs function 

the same as in the read mode. One program voltage (18-25V) is used to 
pulse (10 ms typ.) the Vjjp and Vsat inputs simultaneously. The data 
output terminals become the true data inputs and, as with the address 
inputs, have the same logic and voltage levels as in the read mode. Since 
each location need only be programmed once, the total programming time 
is 2.6 sec. (Refer to the CDP18U42 data sheet for specific information). 


TM6654 


Initially, all 4096 bits of the EPROM are in the "1" state (output high). 
Selective programming of proper bit locations to "O's" is performed 
electrically at any address or in any sequence. 

In the PROGRAM mode, and Vdd are tied together to the normal operating 

supply. High logic levels at all of the appropriate chip inputs and outputs 

must be set at Vpp - 2V minimum. Low logic levels must be set at 

Vss + 0.8V maximum. Addressing of the desired location in the PROGRAM 

mode is done as in the READ mode. Address and data lines are set at 

the desired logic levels, and PROGRAM and chip select (S) pins are set 

high. The address is latched by the high-to-low transition of the strobe 

input (11). During valid DATA IN time, the PROGRAM pin is pulsed (20 ms typ.) 

from Vpj) to -40V, This pulse initiates the programming of the device 

to the Levels set on the data outputs. Each location should be programmed 

four times. 

Intelligent programmer equipment with successive READ/PROGRAM/VERIFY 
sequence is recommended. (Refer to the IM6654 data sheet for specific 
information). 


- //7 ' 



TABLE I 


CDP18U42 - IM665A 

EPROM COMPARISON 


CDP18U42 

IM6654 


256x8 

512x8 


Static Operation 

Synchronous operation 


Access Time - 1 us 

Access Time = .300 - .450 us 


24 Pin DIP 

24 Pin DIP 


Tri-State Outputs 

Tri-State Outputs 


Single 5V Supply (READ Mode) 

Single 5V Supply (READ Mode) - lOV 



Part Available 


Power Dissipation =* 50 uW 

Power Dissipation = 5 uW 


Erase Time =5-20 mins. 

Erase Time =5-20 mins. 


Erased to all O's 

Erased to all I’s 


Program Time = 2.6 secs. (1 cycle) 

Program Time = 40 secs. (4 cycles) 


Address Inputs (Pins 1-3, 17-21) 

Address Inputs (Pins 1-8, 23 


(A0 - A7) 

(A1 - A8) 


Read/Program » Vgg-V^^ (0, 5V) 

Same funct. (0, 5V) - latched by eI 


Data Outputs (Pins 4-11) 

Data Outputs (Pins 8-11, 13-17) 


Read (Output) = ^ss“'^CC 

Same function (0, 5V) 


Program (Input) » (0, 5V) 

Same function (0, 5V) 


V^^(Pin 12) 

* V^^ (Pin 24) 


Read = (5V) 

Same function (5V) 


Program = (5V) 

Same function (5V) 


PGM (Pin 13) 

* Program (Pin 18) 


Read = (5V) 

^DD (5V) 


Program = (OV) 

* Program Pulse (-40V) 


CSl (pin 14) (Chip Select) 

* El (Pin 20) (Strobe Pulse) 


Read = Vgg (OV) 

* Latches address lines & E? (V„„-V„ ) 


Program = (OV) 

V ^ M o 

* Latches address lines & E2 (V„ -V ) 

CC SS'^ 


CS2 (Pin 15) (Chip Select) 

* E2 (Pin 22) (Chip Enable) 


Read = V^^ (5V) 

* Latched by El (V ) 

— 

Program = V^^ (5V) 

* ^SS 



-/7Z- 


TABLE I 


CDP18U42 - IM6654 EPROM COMPARISON (CONT'D) 


CDP18U42 

(Pin 16) (Chip Select) 
Read = Vgg (OV) 

Program = Vgg (OV) 

^sat (Pin 22) 

Read = (5V) 

Program = pulsed (22V) 


IM6654 

* ^ (Pin 21) (Chip Select) 
Same function 

* '■cc <5V) 


* N/A 


^DD (Pin 23) 

Read = V^^ (5V) 

Program = pulsed (22V) 


* ^DD (Pin 19) 

Same function (5V) 

* ^CC 


^SS (Pin 24) 
Read = (OV) 
Program = (OV) 


* V 

SS (Pin 12) 

Same function (OV) 
Same function (OV) 


* = Voltage, Function, or pin different 


For more information on this or related subjects, contact Rick Vaccarella, X6542. 


CDP18U42 PROM Programmer Circuit Options 


Since the introduction of the RCA CDP18U42 EPROM there have been a number 
of inquiries as to what hardware may be used to program these parts. 

The following describes the options available to CDP18U42 users. 

Also included is a schematic diagram of a low cost (<$50) programmer 
circuit. I designed and built this circuit to illustrate the simple 
programming procedure required with the CDP18UA2 EPROM. Its operation 
in intentionally limited to the basic requirements of the CDP18U42 
to reduce design and construction costs. 

Two modes of operation are available; program and verify. In the 
program mode, data is entered in binary using eight toggle switches 
at the address indicated by the ADDRESS LED’s. After releasing the 
ADVANCE switch, a timing cycle is initiated in which the CDP18U42 is 
put in the program mode and the program voltage (20V) is applied to the 
Vdd> ^sat pins. At the end of this timing cycle the address counter 
is Incr&nented by one and the CDP18U42 is ready to accept the next 
data byte. 

After programming is completed, the CDP18U42 may be checked by placing 
the PGM/VERIFY switch in the VERIFY position. In this mode the CDP18U42 
is selected in the read mode and the program voltage circuit is disabled. 
After depressing the RESET switch, each data byte may be read on the 
DATA OUT LED's, starting at address zero, using the ADVANCE switch. 

Although the basic timing requirements of the CDP18U42 are provided by 
this circuit, other features may be easily added, such as a hex keypad 
circuit, to enhance programming efficiency. 

As Indicated by the other programming options, this circuit can provide an 
effective low cost alternative for the low volume CDP18U42 EPROM user. 

Other circuits similar to this may also be used with the CDP18S020 
Evaluation Kit to provide more sophisticated programming and verifying 
operations with user written software. 






/ 7 ^- 































ATTACHMENT # 1 


CDP18U42 PROGRAMMING CIRCUIT OPTIONS 


1. COSMAC Development System II (CDP18S005) 

- Sophisticated software techniques (auto-reprograra, listings, 

RAM backup, etc.) 

- Requires only the PROM programmer card (CDP18S402) 
and the appropriate software, available in diskette 
(CDP18S480), paper tape (CDP18S490VI), and cassette (CDP18S480V2). 

- Universal programmer approach 

- External power supplies - 22-26V - 50 mA (1842, 2704,2708,2716,2758) 

9V - 70 mA )1702, Read Only) 

- OEM support 

- All CDS features available to user 

- User must buy or already own a CDS and provide the 
appropriate interface (disk, paper tape, or cassette), 

- CDS II $3200.00 

- PROM Programmer 700.00 

- Floppy Disc 3600.00 (Optional) 

2. COSMAC Microboard Prototyping System (CDP18S691) 

- Sophisticated software techniques (auto-reprogram, listings, 

RAM backup, etc.) 

- Requires only the PROM programmer card (CDP18S402) and the 
appropriate software, available in paper tape (CDP18S480VI) 
and cassette (CDP18S480V2) 

- Universal programmer approach 

- External power supplies - 22-26V - 50 mA (1842, 2704, 2708, 

2758, 2716) 

9V - 70 mA (1702. Read Only) 

- OEM support 

- All Microboard features available to user 

- No floppy disc interface available; utility program does 
not provide a disk loader routine. 

- Microboard Prototyping System $990.00 

- PROM Programmer 700.00 

3. COSMAC Evaluation Kit (CDP18S020 ) 

- Relatively inexpensive ($249.00) 

- Easy to use 

- User prototyping area provided on-board 

- OEM support 

- No floppy disk interface available 

— User supplied ASCII terminal or COSMAC microterminal 
(CDP18S021 - $140.00) 

- User designed and built PROM programmer circuit 

- User written software 

- External power supplies required (+5V, +20V) 





ATTACHMENT // 1 (cont'd) 


4. Commercial PROM Programmers (None presently available for the 

CDP18U42, although contact has been 
made with PRO-LOG and DATA I/O) 

- A number of OEM programmer sources are available to the 
user, offering a variety of self-contained units 

- OEM support 

- Universal programmer designs, allowing for new type 
introductions via plug-in modules 

- Ease of use by non-technical personnel 

- Some lag time associated with the introduction of plug-in 
modules for new types. 

- Because of the universal design approach, the user pays for 
options and features he may not utilize 

5. User Designed PROM Programmer Circuit 

— Ease of programming the CDP18U42 minimizes the circuit 
design and software requirements 

- User can tailor the circuit to his particular requirements 

- Cost would be determined by a price/performance tradeoff 

- The attached schematic is an example of a minimal programming 
circuit costing about fifty dollars. 

- User must invest time and mony for design and construction 

- User must develop his own software 

- No OEM support of his design 


For more information on this or related subjects contact Rick Vaccarella, 
X6542. 


'/ 77 - 



CDP1802-Ba8ecl PROM Programmer Circuit 
for the CDP18U42 EPROM 


Based on a circuit suggested by F. Thorley (FTS - Birmingham) and J.A. Stabler 
(FTS - Des Plaines) a microprocessor-based PROM programmer for the low-end 
CDP18U42 EPROM user has been designed and built. The cost of the progranmer 
is approximately $50. (excluding the terminal or MICROTERMINAL). The circuit 
can be easily constructed in the user-area of the RCA Evaluation Kit (EK) or 
as a stand-alone design, as shown in the attached diagrams. 

Operation is simplified by using the standard UT4 (CPR512) or UT5 (CPR522) 
utility program software. The CDP18U42 EPROM verify and program functions 
are implemented by utilizing the ?M and IM utility program functions. The 
CDP18U42 is treated as RAM UT4 and UTS. 

The verify function (?M) is performed by locating the CDP18U42 below address 
space 800015. Since the utility program is defined as starting at address 
800015, 3ny read (?M) operation done below this address will read data from 
the CDP18U42 EPROM. The necessary address decoding is already in place on 
the RCA-EK and is handled by the CDP1867, CD4023, and CD4001 in the stand¬ 
alone design. When using the RCA EK, it is necessary to disable the first 
page of RAM. 

The program function (IM) is performed by taking advantage of the WAIT-STATE 
feature of the CDP1802, to extend the CPU machine cycle to provide the 5 ms 
program time required by the CDP18U42 EPROM, when a write cycle (IM) is 
initiated below address 800015, output from the CDP1802 triggers the 

CD4098 one-shot. The one-shot Q output puts the CPU in the WAIT-STATE and 
the CDP18U42 in the PROGRAM mode. Since the WAIT-STATE occurs late in the 
machine cycle, the address and data bits are held valid to provide the re¬ 
quired CDP18U42 programming information. The one-shot Q output is used to 
enable the program voltage (20V) when the PGM/VERIFY switch is in the PGM 
position. 





When this circuit is used with the RCA MICROTERMINAL, CDP18S021 (optional 
price $140), data is entered from the hex keypad and displayed on the LED 
display. The UTS utility program used with the MICROTERMINAL, also contains 
a COUNT subroutine that increments the address once per second, which is 
useful as an automatic verify of PROM data. 

The circuit also provides a serial TTY (20 mA current loop) interface for 
use with a standard ASCII terminal. (UT4 is required for this option). 

This mode of operation provides keyboard data entry and hard-copy printout 
of EPROM data. 



CDP1802-Based PROM Programmer Circuit 


For more information, contact Rick Vaccarella, X6542. 
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CDP1802-Based PROM Programmer Circuit Timing 



VERIFY CYCLE 


92CM'92T90 


Verify Cycle 


CLOCK 



TPA 


MEMORY 

ADDRESS 


C0PI8U42 

CS2 


MWR 


C040D8 Q. 

C0PI602 Q^,CDPIBU42TR^ 


VPGM 

5V 


DATA FROM CPU 
TO BUS_ 


HOB 


X 


< 




LOB 


DC 




500 n% - 


-5mt- 


20 V 


VALID DATA 


> 


PROGRAM CYCLE 


92CM- 32T9I 


Program Cycle 



LSI CDP1800 Series Data Sheets 




LATEST 

SAME AS 


TYPE 

FILE # 

ISSUE 

DATA BOOK7 

COMMS 

CDP1802 

1023 

6 -79 

Y 


CDP1804 

1147 

8 -79 

Y 


CDP1821 

1200 

8 -79 

Y 


CDP1822 

1074 

12-80 

N 

REVS 

MWB5101 

1106 

8 -80 

N 

REVS 

CDP1823 

1198 

7 -79 

Y 


CDP1824 

1103 

11-79 

Y 


CDP1825 

1247 

6 -80 

N 

NEM 

MWS5114 

1207 

12-80 

N 

REVS 

CDP1831 

1104 

12-80 

N 

REVS 

CDP1832 

1145 

11-80 

N 

REVS 

CDP1833 

1135 

11-80 

N 

REVS 

CDP1834 

1143 

12-80 

N 

REVS 

TA10906 

1267 

11-80 

N 

NEW 

TA10736 

1276 

12-80 

N 

NEW 

CDP1842 

1202 

8 -79 

- 

DROP 

CDP18U42 

1219 

11-79 

N 

NEW 

CDP1851 

1056 

7 -79 

Y 


CDP1852 

1166 

12-80 

N 

REVS 

CDP1853 

1189 

6 -79 

Y 


CDP1854A 

1193 

8 -79 

Y 


CDP1855 

1053 

7 -79 

Y 


CDP1856,7 

1192 

6 -79 

Y 


CDP1858,9 

1127 

7 -79 

Y 


CDP1861 

1201 

1 -80 

N 

REVS 

CDP1862 

1181 

12-80 

N 

REVS 

CDP1863 

1179 

5 -79 

Y 


CDP1864 

1196 

7 -79 

Y 


CDP1866,7,8 

1112 

6 -79 

Y 


CDP1869,70,76 

1197 

3 -80 

N 

REVS 

CDP1871 

1232 

1 -80 

N 

NEW 

CDP1873 

1248 

6 -80 

N 

NEW 

CD4036,9 

613 

10-72 

Y 


CD4061A 

768 

3 -76 

Y 


CD40061A 

1188 

12-76 

Y 


CD40114B 

1116 

8 -78 

Y 
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Pro-Log PROM Programmer* Interface for 
the COSMAC Development System 

by J. Kowatchik 


This Note dcsciihos nn interface and 
utility rotitine thnt allows operation of the 
COSMAC Development System with a 
8tate-of-tl)e*ort I’KOM programmer, the 
Series W with 9101 Parallel Interface Op¬ 
tion, by Pro-ls>(; Ci)rp»)ration. The inter¬ 
face retjuires a minimum of rircuitr>' and 
is easily installed by the user. 


feati;rf:s 


The interface and utility routine: 

1. Allows direct transfer of asscmble<] 
. object cotie from CDS to PROM 

2. Allows direct transfers of PROM 
data into CDS memory 

3. Compares PRf)M data to CDS 
memory and prints errors 

4. fncliides additional utility routines: 

a. fill memory with a constant. 

b. invert data in CDS memory. 


The Series 90, a stand alone Unit, can 
prottrani, list, verify and duplicate. It is 
portable and cun be configured for a wide 
variety of PROM types by installing the 
apjiropriate |)ersonality module. 

Fig. 1 shows the block diagram of the 
system. The byte I/O bo.ard provided with 
the CDS is used to transfer data to and 
from the Series *>U. An addituinai circuit 
board is required for control of the system. 
The hoard uses only four CO.SMOS inte¬ 
grated circuits and can be disabled t^hen 
not in use. Fig. 2 .shows the wiring 
rliagram of the interface hoard and Fig. 3 
the interconnect diagram of the system. 

Software routines (PROG II arc 
provided to support the interfa 
are loailed in higher order menv 
ing lower order menif>ry hx-ation 
to be transferred to or from 



Fig. t — COSMAC-Seriei SO block diagram. 

*Pro-Log Corporation Series 90 with 9104 PaiaiivI 
Interface Option. 


Tradtrnarkft} RcjiiiercO® 
Marcelt) Regittradais) 


intoimiticn fufnifhfj Dy ^'CA ii to br 

ftr'.iblf KowtMC. .**0 »ev,'ani»b‘jiiv >1 by ftCA lof 

»U wse. ftof fof t'’y inlfot p«ifMfs of other»of 
piriiet vhhicb ni«y ftM-t from «lt use No brente n 


fftnttj by or i)ttieriMr«sc ur^dr' any p«:tni or 


p«t«n! ri9hti ot ftCA. 



Primed in USA/tO-77 
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PROG 1 requires only 512 bytes of 
memory and can be loaded into RAM or 
PROM, def>ending on the option of the 
user and the site of the CDS on hand. 
Some possible starting addresses arc 
shown in Table I. 

t 


CONSTRUCTION 

The interface circuitry is constructed on a 
standard-size plugboard that has been cut 
to match the COSMAC printed boards. 
The wiring diagram is shown in Fig. 2. 
Only the back fdane signals indicated need 
to be wired to this board, which can be in¬ 
stalled in any unused I/O slot. Refer to 
the RCA Application Note concerning 
handling of CMOS devices and installa¬ 
tion precautions before beginning con¬ 
struction. 


I/O PORT ASSIGNMENTS 

PROG 1 uses output ports 1 and 6 and 
input port 7, as well as EFl, EF2. and 
EF3 to communicate with the Series 90. 
The port assignments are listed in Table 
II. Output |)orl 6 and input port 7 are pro¬ 
vided with the development system on the 
byte I/O board. Out[>ut [»ort 1 and the ex¬ 
ternal flag input circuitry are located on 
the user wired interface board, Fig. 1. 


PROM Utility Program 

PROG 1 was designed to provide the 
user with maximum flexibility in his ap¬ 
plication. The program recognizes the 
following commatwls: 

1. PROGRA.M FROM (PI 

Format: P (Starting AddressI, 

(number of bytes) cr 
(cr=carriage return) 
Example: PllK),200cr Programs 
into PROM memory 
data from ICH)to2FF 
Operation: Data in CDS memory be¬ 
ginning at the starting 
address is programmed in¬ 
to PRO.M for the s|>ecified 
nimdjcr of bvtes starting 
at PRO.M address (KUK). If 
(MKk) is selected as the 
CDS starting address, a 
NOP in.struclion (Cl) is 
loaded into PROM at 
0000 Irccausc the CDS re¬ 
serves memory adilress 
00(X) for the UTI program 
workspace. 

The Series ‘H) tests for 
non-erased bits in the 
PRO.M to be prograni- 
grammed. An error 
nie.ssage will be generated 
on the CDS terminal if a 
non-blank field is encoun¬ 
tered. The “not erased" 
indicator on the Series 00 
will also be lit in such u sit- 
uaiiun. 


Table I - Some Possible Starting Addresses 


Load Into 


RAM 

RAM 

PROM 


System Size 

4K 

RK 

4or8K 


PROGl 

Starting Address 

OCOO 

ICOO 

7000 


Workspace 
Available to User 

3K 

7K 

4or8K 


Table II • Port Assignments 
OUT 6 (66) IN 7 (67) 


OUT 1(61) 


BO-P WRITE DATA 0-N 
Bl-P WRITE DATA 1-N 
B2-P WRITE DATA 2-N 
B3-P WRITE DATA 3-N 
B4-P WRITE DATA 4.N 
B5-P WRITE DATA 5-N 
B6-P WRITE DATA 6-N 
B7-P WRITE DA PA T-N 


INO-P READ DATA 0-N 
INl-P READ DATA I-N 
IN2-P READ DATA 2-N 
IN.3-P READ DATA .I-N 
IN4-P READ DATA 4-N 
IN.5-P READ D.ATA 5-.\ 
IN6-P READ DATA f)-N 
INT-P READ. DATA 7-N 


BO-P INTERLOCK-N 
Bl-P MODE-.N 
B2-P TRANSFER-N 


EXT. Flags 

EFl-N RESPONSE-N 
EF2-N ERROR-N 
EF3-N ADDRESS-N 




l(;AIV-b 62 Z 
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2. TRANSFER PROM DATA TO 
CDS MEMORY (T| 

Format: T IStarting Address). 

(number of bj'tes )cr 
Example: T10<).2(X)cr Transfers 

2UU hex bytes into 
memory starting at 
address RH). 

Operation: Data in PROM is loaded 
into CDS memory beein¬ 
ning at the starting ad¬ 
dress for the s|)ecified 
numl>cr «)f bytes. If OtKK) is 
specified ns t)ie starting 
address, data will be 
transferred there, hut will 
be mollified by IIT.'$ if an 
attempt is made to exam¬ 
ine it, 

3. COMPARE PROM DATA WITH 
MEMORY DATA (Cl 

Formal: C (Starting Addrcs.s), 

(number of bytes)cr 
Example: CIUU.2U0cr Com|Mires 
PRO.M data with that in 
CDS memory starting at 
loo and continuing for 
200 hex bytes. 

Operation: Data programmed in 
PIUXM is compared to 
that loaded into CDS 
memory beginning at the 
starting address aiul ron- 
tinulng for llie given num¬ 
ber of bytes. If no errors 
arc found, the normal 
prompt character (.) will 
be printed. If any loca¬ 
tions are found not to 
match the equivalent 
PROM location, an error 
message will be generated 
in the following format: 
Memory PROM 

Data D.VTA 

FF O'J 

23 F« 

4. FILL CD.S MI:M0RY WITH A 
CONSTANT VALUE (F) 

Format: F iStarting Address), 

(number of bytes), 
Idatalcr 

Example: F10(),l(K)cr Fills memory 
1IX)-IFF with the hex 
data value. 

Operation: The data specifietl is 
loaded into CDS memory 
beginning at the starting 
address and continuing for 
the given number of bytes. 


The data can be any hex 
constant from IH) through 
FF. This routine is usidui 
to “clear memory" orens 
prior to loading data for 
transfer into PROM. .Any 
Incatioiis in the block to be 
burned into PROM will 
contain the value tH( «>r FF 
if they are not iioUiing any 
object 

5. INVERTCDS MEMORY DATA (I) 

Formal: 1 (.Starting Aildressl, 

(number <if bytes Icr 
Example: I10().200cr Inverts data 
in nienjory UH)-2FF. 
Operation: Some systems require that 
data in PROM be nega¬ 
tive true. This is the case 
for the CDS system itself. 
Positiie true data can be 
inverted in memory in 
blocks using the 1 com¬ 
mand before program¬ 
ming into PRO.M. Data 
beginning at the starting 
address and continuing fur 
the given miml>i*r of bytes 
is inverted. 

6. UTILITY (RETLRN TO UT3I (U) 
Format: IJcr 

Operation: Returns control to tlie 
UT3 program 

PROG 1 Operation 

PROG 1 is similar in operation to UT3. 
It is. however, a distinct program that can 
be stored on tape, disc or in PROM mem¬ 
ory until needed. Like L”r3. the only 
RAM required by PROG I is memory lo¬ 
cation OlHHI. It uses a peruKl as its normal 
prompt clinracter to distinguish it from 
UT3. Recaiise many CDS reMdeul sub¬ 
routines are used by PIR )G I. only the last 
four digits entered are valid, and leading 
zeros are assumed on all address nud lumi- 
bor of bytes entries. The last two digits 
iy|K«d are valiil on data entries, also with 
leailing zeros assumed. 'File comma is 
usoil liy PROG 1 rather than the space of 
UT3 to add clarity on multiple entry com¬ 
mands. 

TYPICAL USAGE OF THE SYSTEM 

Assume that a program has just been as- 
senibleil and that its object file resides on 
disc. The program occupies .slightly less 
than 1K of memory and is to be loaded in- 


.CDSM.A. 

1023 

OlAO 
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to two 2704 PROMS. The oripin of the” 
propram is 00(H), ontl its current disc loca¬ 
tion is U/TU M 0100. A typical sequence of 
operations is as follows; 

/ 

’ 1. Load the PROM Utility Routine 
into CDS nicniorv (assume a 4K 
CDSI. 

2. Start the PROM Utility package 
running by typing SPOCOO cr. The 
program will respond with its. 
characteristic prompt, period I.), 
which distinguishes it from UT3. 

3. Load the object eo<le into CDS 
memory' using the following; 

*$P8600cr Start the disc 

loader. 

READ?0100cr Select U/TR# of 
the object file 

SPOCOO cr Go back to the 

PRO.M Utility- 
Period indicated 
PROM Utility- 
running 

4. Insert a blank 2704 into the "copy” 
socket. 

5. Program the data from 000 to IFF 
by typing P0.20t)cr. It may be 
necessary to press “re.sel” on the 
Series 90 if this is the first o|>cra- 
tion. 

6. Confirm that tlic data is correct by 
typing Ct).200cr. I.ocation 000 in 
CD.S memory was the starting ad¬ 
dress, so the data in PROM loca¬ 
tion OOtH) is C4 as noted under the 
“P" command operatitm. The 
compare routine will not detect this 
as an error. Since niernnry location 
OOtK) is used as scratclijtad memory 
by PROG 1 and UTl. errors ore 
not rejH)rted. 'rherefitre, differences 
are likely t«) occur between memory 
and PRO.M at this location. This is 
a normal condition only for location 
OCHH). All other loeations should 
compare and the PROM Utility- 
will respond with a period. 

7. Program the second PROM with 
data from 200 to iU-'F bv ly|>ing: 
P200,200cr. 


8. Verify that the data is correct by 
tvping: C200.2(H)cr. 

NOTE: If the PROM to be pro¬ 
grammed rerpiired that the data i>e 
negative true, the I <-ommand 
w-otild be rmj>loyed to invert the en¬ 
tire block of <latn in CDS memory- 
before f)rograniming, 

SPECIAL CONSIDER ATIO.NS 

1. Some PROM types require special 
programming teclinicpies as speci¬ 
fied by the manufacturer. These 
S|)ecial consulerations may affect 
the operation of the CDS interface; 
refer to I he Series 90 operating 
manual or contact Pro-I.<)g Cor|Kir- 
ation. The interface describetl in 
Note was operate<l using 1T02A and 
2704/270}) parts, and fiinctionetl 
succ'essfully. 

2. The problem »)f location 0000 in 
CDS memory being unavailable to 
the user could be critical where the 
Disable instruction is to b«’ pro¬ 
grammed at location 0(KM) in 
PR()M. The soltilion is to load the 
object c<*de into CDS starting at 
(HMH). The UT.t program will c!t>b- 
ber l(K;atlon 0000. .After the chip 
has been [)rogrammed. disable the 
interface and manually copy the 
burned PRO.M into .-mother blank 
PROM after ch,-iiiging loratiofi . 
0000 to the disable op <‘o(ie. 

3. 4 he programmer must be sure that 
the Series 90 unit is wired for the 
9104 Parallel Interface. The pres¬ 
ence of a connector on the unit cloes 
not assure that it is wired with this 
option. For lliose units not so 
efpiipped. llie option is field install¬ 
able (contact i’ro-Log Corp. for 
additional information!. 

Reference 

1. "Guide to Better Handling and 
Operation of CMOS Integrated 
Circuits.” J. Flood and H.I.. Pujol, 
RCA Solid Stale Application Nolo 
ICAN-b.')23. ■■ 
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PROG I 


!M 

0000 ; 

0001 

. . PROM 

UTILITY ROUTINE PACKAGE 

/ 

0000 '/ 

0002 

. . l-JRITTEN FOR CDP1S02 1/77 

0000 ; 

0003 



0000 1 ’ 

0004 

. . MAIN 

PC= R5, USES R3 FOR 

0000 ; 

0005 

. . LINKAGE TO UT3.. R<0>. 1 

0000 ; 

0005 

. . HOLDS BRANCH INFO 

0000 i , ; 

0007 



0000 ; 

0003 



0000 ; 

0009 

. . CONFIGURED FOR SK SYSTEM 

0000 ; 

0010 



0000 i 

0011 

ORG #1C00 

1C00 F81C; 

0012 

LDI 

A. 1<BEGIN> 

1C02 B5; 

0013 

PHI 

R5 

1C03 F807; 

0014 

LDI 

A. e<BEGIN> 

1C05 R5> 

0015 

PLO 

R5 

1C06 D5; 

0015 

SEP 

R5 

1C:07 F33i; 

0017 BEGIN: 

LDI 

«31 

iC09 B3; 

0013 

PHI 

R3 

dLC0fl F89C; 

0019 ENTRY: 

LDI 

#9C 

1C:0C R3i 

0020 

PLO 

R3 

1C0D D30D.> 

0021 

SEP 

P3, #0D . . RETURN 

iC0F D30fl; 

0022 

SEP 

R3/#0fl . . LINE FEED 

ICll 032E; 

0023 

SEP 

R3/#2E ..PERIOD 

lCi3 F82B; . 

0024 

LDI 

#3B 

lCi5 R3; 

0025 

PLO 

R3 

1C1.B 

0025 

SEP 

R3 . . READ A CHARACTER 

1C17 FB46; 

0027 

XRI 

#45 . . IS IT AN F? 

1C19 2R20; 

0023 

BNZ 

>♦<+7 

ICIB F80O; 

0029 

LDI 

00 

ICID B0; 

0030 

PHI 

R0 

ICIE 3051; 

0031 

BR 

FILL 

1C20 9F; 

0032 

GHI 

RF 

lC2i FB49; 

0033 

XRI 

#49 . . IS IT AN I? 

1C23 2R2R; 

0034 

BNZ 

>*1+7 

1C25 FS0i; 

0035 

LDI 

01 

1C27 B0; 

0036 

PHI 

R0 

1C28 2051; 

0037 

BR 

FILL 

1C2R 9F; 

0038 

GHI 

RF 

1C2B FB35; 

0039 ' 

XRI 

#55 

1C2D C21DF2; 

0040 

LBZ 

UTIL . . IS IT A LI? 

1C30 9F; 

0041 

GHI 

RF . . IS IT A P? 

1C31 FB50; 

0042 

XRI 

#50 . . YES.. GO TO PF:OG 

1C;23 2R2R; 

0043 

BNZ 

>4< + 7 

1C35 F.900; 

0044 

LDI 

00 

1C37 B0; 

0045 

PHI 

R0 

1C3S 2C1R3; 

0045 

BR 

PROG 

1C3R 9F; 

0047 

GHI 

RF . . IS IT AN L? 

1C:3B FB54; 

0048 

XRI 

#54 

1C3D 3R44; 

01049 

BNZ 

v«t+7 

1C3F F301; 

0050 

LDI 

01 

lC:4i B0; 

0051 

PHI 

R0 

1042 30H3; 

0052 

BR 

PROG 

1C44 9F; 

0053 

GHI 

RF 

1C45 FB43; 

0054 

XRI 

#43 . . IS IT A C? 


/^y 
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1C47 

3fi4E; 

0055 

BN2 

1C4S 

F8G2; 

0056 

LDI 

1C4B 

BG; 

0057 

PHI 

1C4C 

2GR3; 

0058 

BR 

1C4E 

CGIDEB; 

0059 

LBR 

lC5i 

> 

00t.0‘ . . 


1C51 

FS0G; 

0061 FILL; 

LDI 

1C53 

ADi 

0062 

FLO 

1C54 

BD; 

0063 

PHI 

1C55 

F83Bi 

0064 

LDI 

iC57 

fl3; 

0065 

PLO 

1C5S 

D3; 

0066 LOOPl: 

SEP 

1C59 

3353; 

0067 

BDF 

ICSB 

FB2C; 

0063 

XRI 

1C5D 

CF)1DE4; 

0069 

LBN2 

iCoG 

9D; 

0070 

GHI 

1C61 

87; 

0071 

PHI 

1C62 

SD; 

0072 

GLO 

1C63 

A7; 

0073 

PLO 

1CS4 

F8G0; 

0074 

LDI 

1066 

BD; 

0075 

PHI 

1C.67 

AD; 

0076 

PLO 

1C.68 

D3; 

0077 L00P2: 

SEP 

1C69 

3368; 

0078 

BDF 

1C6B 

90; 

0079 

GHI 

ICSC 

3A73; 

0080 

BN2 

1C6E 

9F; ■ 

0031 

GHI 

ICSF 

FB2C; 

0032 

XRI 

1C71 

3076; 

0083 

BR 

1C73 

9F; 

0034 BVPAS; 

GHI 

1C74 

FE0D; 

0085 

XRI 

1C76 

CA1DE4; 

• 0086 BPl: 

LE:N2 

1C79 

8D; 

0037 

GLO 

1C7m 

3A8Gi; 

0033 

EN2 

•iC7C 

9D; 

0039 

GHI 

1C7D 

C21DE4; 

0090 

LB2 

1CS0 

9D; 

0091 BP2; 

GHI 

icei 

B3; 

0092 

PHI 

1C82 

SD; 

0093: 

GLO 

1C83 

fieri 

0094 

PLO 

1CS4 

9G; 

0095 

GHI 

dLCc*5 

3A93; 

0096 

BN2 

1C87 

F8G0; 

0097 

LDI 

less 

AD; 

0098 

PLO 

lC8fl 

BD; 

0099 

PHI 

ICSB 

D3; 

0100 LOOP3; 

SEP 

1C8C 

33SB; 

0101 

BDF 

1C;3E 

FBGD; 

0102 

XRI 

1C9G 

CA1DE4; 

0103 

LBN2 

1093 

28; 

0104 L00P4: 

DEC 

1C94 

90; 

0105 

GHI 

1C95 


0106 

BNZ 

1C97 

8D; 

0107 FILLM: 

GLO 

1C9S 

57; 

0103 

STR 

1C99 

309F; 

0109 

BR 

1C9B 

G7; 

0110 INVERT; 

LDN 

1C9C 

FBFF; 

0111 

XRI 


! 4<+7 

02 

R0 

PROG 

SINERR 


00 
RD 
RD 
4»3B 
R3 
R3 

LOOPl 
#2C 

SVNERR 
RD 
R7 
RD 
R7 
00 
RD 
RD 
R3 

.L00P2 
R0 

BVPflS 
RF 
#2C 
ePi 
RF 
#0D 

SVNERR 
RD 
&P2 
RD 

SVNERR 
RD 
RS 
RD 
RS 
R0 

L00P4 
00 
RD 
RD 
. R3 
L00P3 

#0D .. IS IT ft RETURN? 

SVNERR 
RS 
' RG 
INVERT 
RD 
R7 

FILINV 

R7 

#FF 


/S^ - 
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1C9E 

57; 

1C9F 

17; 

1CA0 

68; 

ICAl 

3R93; 

1CA3 

98; 

1CR4 

3R93; 

1CA6 

300R; 

1CA3 

; 

1Ch3 

i 

1C A3 

; 

ICAS 

; 

iCAS 

i 

1CA3 

} 

1Ch3 

; 

ICAS 

; 

ICAS 

; 

1CA3 

i 

1CA3 


ICAS 

i 

ICRS 

; 

1CR3 

; 

ICRS 

; 

ICRS 

F81D; 

ICRR 

B9; 

ICRB 

Bl; 

ICRC 

B6; 

ICRD 

ER; 

1C RE 

E3; 

ICRF 

FSC8; 

ICBl 

fl9; 

1CB2 

F89R; 

1CB4 

Rl; 

1CB5 

FSBB; 

1CB7 

R6; 

1CB3 

FSRF; 


ICBR fiR.; 
ICBB F802; 
ICBD R8 j 
ICBE D9; 

ICBF D2; 

ICCO 'Z'BF; 
1CC2 FB2C; 
1CC4 CR1DE4; 
ICC? 

ICCS B?; 

ICCS SD; 

ICCR fi?; 

ICCB D9; 

ICCC D2; 

ICCD :<3;CC; 
ICCF FB0D; 
ICDl CR1DE4; 
1CC)4 E5; 

ICDS 6100; 
1CD7 D610; 
1CD9 6101; 
ICDB 3EDB; 


0112 

0113 

0114 

0115 

0116 

0117 

0116 

0119 

0120 

0121 

0122 

0123 

0124 

0125 

0126 

0127 

0123 

0129 

0130 

0121 

6132 

0133 


SIR 

FILIHV; INC 
GLO 
BN2 
GHI 
BN2 
BR 


R7 

R7 

RS 

L00P4 

R8 

L00P4 

ENTRV 


PROM PROGRRM UTILITV ROUTINES 
P=R5. R7 HOLDS MEM. STRRTING RDDF 
Rl= PC COMP SUB. R<0>. 1 = BRRNCH 
RD HOLDS # OF BVTES. R6= PC DELfiV 
RR= PC TRRNSF. R9= PC INPREP 

X= R5 FOR I/O RND RB OTHERWISE 
FOR PRO-LOG SERIES 90 MACHINE 


LIST=«0S 

IPREP=#09 

DLV=#06 

TRRN=#0R 


0134 PROG: LDI 

ei35 PHI 

0136 PHI 

0137 PHI 

0138 PHI 

0139 PHI 

0140 LDI 

0141 PLO 

0142 LDI 

0143 PLO 

0144 LDI 

0145 PLO 

0146 LDI 

0J47 PLO 

0143 LDI 

0149 PLO 

0150 SEP 

0151 PROGl: SEP 
0152 BDF 

0153 XRI 

0154 LBNZ 

0155 GHI 

0156 PHI 

0157 GLO 

015S PLO 

0159 SEP 

0160 PR0G2: SEP 
0161 BDF 

0162 XRI 

0163 LBNZ 

0164. SEX 

0165 OUT' 

0166 SEP 

0167 OUT 

0168 BN3 . 


fl. 1<INPREP> 

I PREP 

R1 

DLV 

TRRN 

LIST 

a 0<INPREP> 

I PREP 
R. 0<COMP> 

R1 

a 0<DELflV> 

DLV 

R. 0<TRRNSF) 

TRRN 

a 0<LISTD> 

LIST 
I PREP 

R2 . . CALL READ 

PROGl 

#2C 

SVNERR 

RD 

R7 

RD 

R7 

IPREP ..CALL IPREP 
R3 

PR0G2 

#0D . . IS IT A CR? 

SVNERR 

R5 

!.• 00 . . RESET 

R6/#10 . . CALL DELAV 

1. #01 . . GAIN CONTROL OF 90 

* . . WAIT TILL RDDR LO 


'/S9- 
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ICDD 6103; 

0169 

OUT 

1. #03 

, . SET MODE LO 

iCDF F300; 

0170 

LOI 

#00 


ICEl BB; 

0171 

PHI 

F:B 


1C;E2 FB; 

6172 

FLO 

RB 


1CE3 66FF; 

0173 

OUT 

6, #FF 

. . OUTPUT 00 

1CE5 Dft; 

0174 

SEP 

RB 


1CE6 DB; 

0175 

SEP 

RB 

. . CBLL TRBNSF 3 TIMES 00R 

1CE7 DB; 

0176 

SEP 

RB 

1CE8 EB; 

0177 

SEX 

RB 

• 

ICES SD; 

017S 

GHI 

RD 

. . GET MSB 

ICEft FF0F; 

0179 

BNI 

#GF 


ICEC FBFF; 

OJ.80 

XRI 

#FF 

. . INVERT 

ICEE 5B; 

0181 

STR 

RB 


ICEF 66; 

0182 

OUT 

6 


1CF0 £B; 

0183 

OEC 

RB 


ICFi DB; 

0134 

SEP 

RB 

. . CfiLL TRBNSF 

1CF2 EB; 

0185 

SEX 

RB 


1CF3. SD; 

0136 

GLO 

RO 


iCF4 F6; 

0137 

SHF: 



1CF5 F6; 

0 JL y c* 

SHR 



1CF6 F6; 

0139 

SHR 



1CF7 F6; 

0190 

SHR 



1CF3 FBFF; 

0191 

XRI 

#FF 

. . INVERT 

iCFB 5B; 

0192 

STR 

RB 


ICFB 66; 

0193 

OUT 

6 


ICrC 2B; 

0194 

OEC 

RB 


ICFD DB; 

0195 

SEP 

RB 


ICFE EB; 

0196 

SEX 

RB 


ICFF SD; 

0197 

GLO 

RO 


1D00 FflOF; 

0193 

BHI 

#0F 


1D02 FBFF; 

0199 

XRI 

#FF 


1DG4 SB; 

02;00 

STR 

RB 


1D05 66; 

0201 

OUT 

6 


1D06 2B; 

0202 

DEC 

RB 

. . CBLL TRBNSF BOOR DONE 

•iD07 DB; 

0203 

SEP 

RB 

1008 90; 

0205 

GHI 

R0 

. . IF 0 DO PR:OGRfiM> IF 

1009 CfllD49 

; 0206 

LBN2 

LORD 

. . NOT 0 00 COMP OR LIST 

1O0C EG; 

0207 

SEX 

RB 


1000 

0203 

B1 

* 

. . MBIT RESP HI 

1O0F 360F; 

0209 

B3 


. . CK BOOR HI 

1011 3515; 

0210 

B2 

>f:+4 

. . CK NON BL FLO ERR 

1013 3017; 

0211 

BR 

FIX 


1015 303B; 

6212 

BR 

ERROR 


i r» t 7 ; 

ric* 1 T 




1017 97; 

0214 FIX: 

GHI 

R7 


1018 3B29; 

0215 

BNZ 

BHEBO 

. . FIX UP LOC 0600 

lOlfi 87; 

0216 

GLO 

R7 


lOlB 3B29; 

0217 

Br4Z 

BHEBO 

. . PUT C4 THERE IF NEEDED 

1010 20; 

0218 

DEC 

RO 


lOlE F8C4; 

0219 

LOI 

#C4 


1020 FBFF; 

0220 

XRI 

#FF 


1022 5B; 

0221 

STR 

RB 


1023 66; 

0222 

OUT 

6 


1024 2B; 

0223 

OEC 

RB 


1025 OB; 

0224 

SEP 

RB 

. , CBLL TRBNSF 

1026 17; 

0225 

INC 

R7 






lUAiMDOZi: 


lu 


1D27 

2032; 

0226 

BR 

TEST 


1D29 

2D; 

0227 RHERD; 

DEC 

RD 


lD2fl 

47; 

0228 

LDR 

R7 


1D2B 

FBFF; 

0229 

XRI 

ttFF 


1D2D 

5B; 

0230 

STR 

RB 


1D2E 

EB; 

0231 

SEX 

RB 

. . FIX X 

1D2F 

t**5; 

0232 

OUT 

6 


1D:<0 

2B; 

0233 

DEC 

RB 


1D31 

DR; 

0234 

SEP 

RR 

, . TRRNSF 

1032 

9D; 

0235 TEST: 

GHI 

RD 


1033 

3R29; 

0 5^ o 

BNZ 

RHERD 


1035 

8D; 

0237 

GLO 

RD 


1D36 

3R29; 

0233 

BN2 

RHERD 


1D2S 

COlCGifl; 

0239 

LBR 

ENTRY 

. . PRINT CR, LF/ PD 

1D3B 

j 

0240 . 




ID'^B 

F39C; 

0241 ERROR: 

LDI 

#9C 


1D3D 

fi3; 

0242 

PLO 

R3 


IDSE 

D30fl; 

0243 

SEP 

R3. #0R 

. . LINE FEED 

1D4G1 

D345; 

0244 

SEP 

R3> #45 


1D42 

0352; 

0245 

SEP 

R3/ #52 


1D44 

D352; 

0246 

SEP 

R3. #52 


1D46 

C01Ctt7; 

0247 

LBR 

BEGIN 


1D49 


0243 . 




1D4S 

3449; 

0249 LORD: 

Bl 

LORD 

, . WRIT RESP HI 

iD4B 

2e'4E>; 

0250 

B2 

>♦« 

. . WRIT RDDR HI 

1D4D 

E5; 

0251 

SEX 

R5 

. . FIX X RFTER TRRNSF 

1D4E 

6101; 

0252 

OUT 

1. #01 

. . SET MODE HI 

1050 

90; 

0253 

GHI 

R0 

. . IF 1 DO LIST, ELSE 

iD5i 

FF01; 

0254 

SMI 

01 

. . DO COMPRRE 

±053 

2fl6G; 

0255 

BNZ 

COMPRR 


1D55 

} 

0256 . 




1055 

2D; 

0257 LDl: 

DEC 

RD 


1056 

D8; 

0258 

SEP 

LIST 


1057 

SD; 

0259 

GLO 

RD 


1D5B 

3R.55; 

0260 

BNZ 

■ LDI 


lD5fi 

9D; 

0261 

GHI 

RD 


1D5B 

3m55; 

0262 

BNZ 

LDI 


1D5C) 

CGilCOfl; 

0263 

LBR 

ENTRY 

. . PRINT CR, LF, PD 

1D60 

2D; 

0264 COMPRR: 

DEC 

RD 


1061 

Dl; 

0265 

SEP 

R1 

. . CALL COMP 

1D62 

2R6D; 

0266 

BNZ 

PRINT 


lDt.4 

8D; 

0267 RGRIN: 

GLO 

RD 


IDBS 

3R60; 

0268 

BNZ 

COMPRR 


1D67 

9D; 

0269 

GHI 

RD 


1D6S 

3R60; 

0270 

BNZ 

COMPRR 


lD6f=l 

C01C0R; 

0271 

LBR . 

ENTRY 


1D6D 

} 

0272 . . 




IDBD 

FS9C; 

0273 PRINT: 

LDI 

#9C 

. . PC=R5 

1D6F 

03; 

0274 

PLO 

R3 


1D70 

D3GiR; 

0275 

SEP 

R3, #0R 

. . L. F. 

iD72 

27; 

0276 

DEC 

R7 

. . FIX R7 AFTER COMP 

1D73 

97; 

0277 

GHI 

R7 

1D74 

BF; 

0273 

PHI 

RF 


1D75 

F8RE; 

0279 

LDI 

#RE 


1D77 

R3; 

£i280 

PLO ' 

R3 


1D78 

D3; 

0281 

SEP 

R3 


1079 

87; 

0282 

GLO 

R7 
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lD?fi 

1D7B 

1D7D 

1D7E 

1D7F 

1081 

1082 

1084 

10S5 

1086 

1087 

1089 
lD8fl 
108B 
IDSO 
1D8F 

1090 

1091 

1093 

1094 

1095 
1097 

BF; 

F88E; 

83> 

03; 

0320; 

0320; 

E7; 

F0; 

BF; 

17; 

F88E; 

83; 

02; 

0320; 

0320; 

08; 

BF; 

F8RE; 

83; 

03; 

0300; 

3064; 

0283 

0234 

0235 

0286 

0237 

0233 

0239 

0290 

0291 

0292 

0293 

0294 

0295 

0296 

0297 

0293 

0299 

0300 

0301 

0302 

0303 

0304 

O'^OS 

PHI 

LOI 

PLO 

SEP 

SEP 

SEP 

SEX 

LDX 

PHI 

INC 

LOI 

PLO 

SEP 

SEP 

SEP 

LON 

PHI 

LOI 

PLO 

SEP 

SEP 

BR 

RF 

#RE 

R3 

R3 

R3. «20 
R2. #20 
R7 

RF 

R7 

#RE 

R3 

R3 

R3, #20 
R3/ #20 
RB 

RF 

#RE 

R3 

R3 

R3/ #00 
RGRIN 

. . SPACE TWICE 

, , RESTORE R7 

, . SPACE TWICE 

. . C. R. 

1099 

* 

0306 

. . PROM UTILITV 

SUBROUTINES 

1099 

/ 

0307 

• . 

. 


1099 

05; 

0203 

EXCOMP: SEP 

R5 


109fl 

3498; 

0309 

COMP; B1 

COMP . 

. . COMP SUB PC=R1 

109C 

El; 

0310 

SEX 

R1 

. . SET X=P 

1090 

6105; 

0311 

OUT 

±, #05 


109F 

3C9F; 

0312 

BNl 


. . WRIT RESP LO 

lOfti 

EB; 

0313 

SEX 

RB 


1082 

6F; 

0314 

INF* 

7 

. . GET CHAR FROM PROM 

1083 

FBFF; 

0315 

XRI 

#FF 

. . INVERT THE DATA 

1085 

5B; 

0316 

STR 

RB 


1086 

E7; 

0317 

SEX 

R7 

. . POINT TO HEM 

1087 

F7; 

0318 

SH 


. . CHECK IF = 

1088 

17; 

0319 

INC 

R7 


1089 

El; 

0320 

SEX 

R1 


1088 

6101; 

0321 

OUT 

#01 


1P8C 

3059; 

0322 

BR 

EXCOMP 

• 

i08E 

05; 

0322 

EXTRFR; SEP 

R5- 


108F 

34RF; 

0324 

TRRNSF: B1 

TRRNSF 

. . WAIT RESP HI 

IDBl 

ER; 

0325 

SEX 

Rfl 


10B2 

6107; 

• 0326 

OUT 

1/ #07 

. . SET TRRNS LO 

10B4 

3CB4; 

0327 

BNl 

* 

. . WAIT RESP LO 

10B6 

6103; 

0323 

OUT 

1/ #03 

. . RESET TRANS 

10E3 

30RE; 

0329 

ER 

EXTRFR 


1DB8 

,5 

0330 




10B8 

05; 

0331 

EOLV: SEP 

R5 


IDBB 

45; 

0332 

0EL8V; LOR 

- R5 


IDEC 

BB; 

0333 

PHI 

RB 


lOBD 

RB; 

0334 

PLO 

RB 


lOBE 

2B; 

0235 

OLVl: DEC 

RB 


lOBF 

SB; 

0336 

6L0 

RB 


1DC0 

3RBE; 

0337 

. BNZ 

OLVl 


10C2 

9E; 

0333 

GHI 

RB 


10C3 

SRBE; 

0339 

BNZ 

OLVl 



- /9Z- 
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1DC5 

30BR; 

0340 


BR 

1DC7 

; 

0341 

, , 


1DC7 

D5i 

0342 

EX IN; 

SEP 

1DC8 

F300i 

0343 

INPREP: 

LDI 

IDCfl 

BO; 

0344 


PHI 

IDCB 

RD; 

0345 


PLO 

IDCC 

F83B; 

0346 


LDI 

IDCE 

R3; 

0347 


PLO 

IDC-F 

30C7; 

0348 


BR 

IDDl 

; 

0349 

, , 


IDDl 

05> 

0350 

EXLIST: 

SEP 

1DD2 

3402a . 

0351 

LISTD: 

B1 

1DD4 

E8; 

0352 


SEX 

1005 

8105; 

0353 


OUT 

1007 

3C07; 

0354 


BNl 

1009 

E7.: 

0355 


SEX 

lOOfi 

6F.: 

0356 


INP 

lOOB 

FBFF; 

0357 


XRI 

1000 

57; 

0358 


STR 

lOOE 

17; 

0359 


INC 

lOOF 

E8; 

0360 


SEX 

1DE0 

6101; 

0361 


OUT 

10E2 

3001; 

0362 


BR 

10E4 

F89C; 

0363 

SVNERR: 

LDI 

lOEt. 

R3; 

0364 


PLO 

10E7 

0300; 

0365 


SEP 

10E9 

D30R; 

0366 


SEP 

lOEB 

FSSC; 

0367 

SINERR: 

LOI 

IDEO 

fl3> 

0263 


PLO 

IDEE 

D3:<F; 

0369 


SEP 

1OF0 

C01C07; 

. 0370 


LBR 

10F3 

03; 

0371 

UTIL: 

SEP 

10F4 

9F; 

0372 


GHI 

10F5 

FBOD; 

0373 


XRI 

10F7 

3hE4; 

0374 


BN2 

10F9 

00; 

0375 


IDL 

IDFR 

i 

0376 



lOFR 


0377 


END 


0000 


EDLV 

R5 

00 

RD 

RD 

#3B 

R3 

EXIN 

R5 

LISTD . . WRIT RESP HI 

R8 . , FIX X 

±, #05 . , SET TRRNS LO 

* . . WRIT RESP LO 

R7 

7 

#FF . . INVERT INPUT DRTR 

R7 . . STORE IN MEM. 

R7 

R8 

1 / #01 
EXLIST 
#9C 
R3 


R2a #00 

. . C. 

R. 

R3r #0R 

. . L. 

F. 

#9C 



R3 



R7>, #2F 

. . ? 



BEGIN 

P3 

RF 

#00 

SVNERR 

. . CRUSE INTERRUPT TO 
. . RETURN CONTROL TO UTS 


NOTE: 

PROG 1 as written was dcsipned for use 
with personality mo<liilc.s rerjiiirinp a 3- 
dlpil address field, such a.s the 2704/2708. 
To use PROG 1 with nuHlule.s requiring a 
two dipit address field, such .is the 1702A. 
lines 174 thronph 20.3. should he deleted 
and rejtlaced with the followitip lines. 


Wh#n Incorporstlns RCA Solid Sttt# Oevlcot In 
•qulpm#nt. It It recommended that the detlgnor 
refer to ''Operetlog Coneideretions for RCA Solid 
Stete Devicot’*. Form No. lCE-402, eveiteblo on 
request from RCA Solid State Oivitlon, Box 3300, 
Somerville, N, J. OOS76. 

Solid 
State 
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dirt 
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BA 
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HA 
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«nKi 
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It >: FUFF; 
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\HI 

#FF 

1t;M%|l: 

tint: 

SIH 

KB 
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Mtw 

til T 

f« 
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KB 
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HA 
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UH 

M.»•*»»!>; 
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Kll 
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«rM 

.\M 

eiiF 

If FC^II^F: 

«i*»i 

Mil 
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i»iri 

MIC 

KH 

ICFKmi: 

01% 

til r 

<» 


I'l'iT 

dm: 

KB 

ll#>l l»\: 

OPW 

sir 

n\ 




Ko 
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DUCBZ/D Microprocessor Products 

Solid state Application Note 

Division ICAN-6928 


Interfacing PLM Code to 
CDOS System Functions 


by W. Fritchie 

This Application Note defines a method 
for interfacing PLM programs to CDOS’ 
system functions without the need for 
assembly language; the interface is an 
array of PLM procedures (which can be 
included in a PLM library) and supportive 
macro definitions, all of which are de¬ 
scribed in detail and used in a sample 
program. 

Background 

The system functions in CDOS are 
described fully in the CDOS manual.’' The 
description shows the programmer how to 
interface his applications to the system 
functions in assembly language. Since PLM 
allows assembly language statements to be 
mixed with PLM statements, by using the 
$A characters, the programmer can inter¬ 
face his PLM applications with the CDOS 
system functions in this way. However, it Is 
more desirable to have the entire applica¬ 
tion written in PLM, as this approach leads 
to shorter development time and prevents 
the user from having to learn the mechanics 
of applying the system functions in 
assembly language. For example, if the 
user wanted to type a message to the 
console, the PLM statement would be. 

CALL TYPE, (MESSAGE); 

where MESSAGE is an address variable 
containing the pointer to the message to be 
typed. The equivalent code in assembly 
language presents some problems. As an 
example, it would be very difficult to 
determine the address of the variable 
message that would have to be passed to 
the CDOS system function that types the 
characters associated with the variable 
MESSAGE. A solution would be to declare 
the variable MESSAGE in assembly lan¬ 
guage and not in a PLM statement: 
however, this solution would have to be 
accomplished with care so that the mes¬ 
sage would not be positioned in the 
mainstream of instructions generated by 
the PLM compiler. 

Another drawback to mixing assembly 
language with PLM statements is that the 
resulting overall program is less readable 
and, therefore, more difficult to maintain. 


PLM is a block-oriented language in which 
the block is emphasized on the listing by 
indentation. Example 1, Fig. 1. the block 
format of a program written in PLM. shows 
how indentation is used to group the 
statements of a block. This example is very 
simple; in more complex examples, the 
block structure becomes much more 
important in understanding and mairi- 
taining the program. In Example 1. it is 
assumed that a procedure exists called 
TYPE which is contained in a library of 
commonly used procedures. It is easy to 
see where the TYPE statement appears in 
the overall flow of the program. If the TYPE 
statement were not in the correct logical 
sequence, it could easily be moved into the 
correct block. 

Example 2, Fig. 2, shows assembly- 
language instructions mixed with PLM 
instructions to accomplish the same results 
as the program in Example 1. Example 2 
also illustrates some of the problems 
incurred when linking CDOS system 
functions and PLM programs with as¬ 
sembly language. First, the programmer 


DO; 

DECLARE DATA (5) BYTE INITIAL CPRINT); 
DECLARE (X.Y.Z) BYTE; 

DECLARE MESSAGE ADDRESS; 
MESSAGE = ADDR(DATA); 

X=Y; 

IF X=Z 
THEN 
DO; 

Y=3; 

X=1; 

END; 

ELSE 

DO: 

X=1; 

CALL TYPE (MESSAGE): 

END; 

END EXAMPLE 1; 


Fig. 1 • Example 1. 
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must understand how to set up the values of 
UCALL and TYPE. Second, he must learn 
where to position the assembly-language 
statement for MESSAGE so as not to cause 
any run-time problem. Example 2, like 
Example 1, is straightforward: it is relatively 
easy to read and maintain the code. 
However, again, when the application 
becomes more complex, the readability 
and maintainability of the program, when 
assembly language code is mixed with PLM 
code, becomes much more of a problem. 
The PLM procedures and the macros 
described below will permit the program¬ 
mer to interface his PLM program with 
CDOS system functions without having to 
use assembly language. 


DO; 

DECLARE {X, Y. Z) BYTE: 

X=Y; 

IF X=Z 
THEN 
DO; 

Y=3; 

X=1: 

END; 

ELSE 

DO: 

x=i: 

$AUCALL=#B453 

$ATYPE=14 

$ACALL UCALL, TYPE, A (MESSAG) 
END: 

$AMESSAG: ,T'PRINr 
END EXAMPLE 2; 


Fig. 2 - Example 2. 


Supportive Macros 

The following interfaces between PLM 
staternents and the CDOS system functions 
are discussed in detail: 

- Typing a message to the console - 
TYPE 

- Accepting input from the keyboard - 
CREAD 

- Typing out a CDOS error message - 
CDERR 

- Parsing a file name from an input 
stream into an lOCB - SRNAM 

- Returning to CDOS - CDENT 

- Setting up the X and P registers 

- Setting up the entire PLM library as a 
macro 

In order to perform these interfaces, the 
macro definitions described below and in 
Fig. 3 are required. 

ARG and PARM1: Macro definitions 
ARG and PARM1 deal with passing the 
addresses of parameters to the assembly 
language calls for CDOS. For example. 
Example 1 declared the variable MESSAGE 
in a declaration statement, but CDOS must 
know the memory address of the variable 
MESSAGE. The macro definitions ARG and 
PARM1 assist in this linkage. 


CDOS: The macro definition CDOS 
returns control to the operating system 
when the application program has finished 
its task. 

ENTRY: The macro definition ENTRY is 
used to set up the X and P registers. This 
code generates a label called START. When 
the output from PLM has been assembled, 
the address of START must be ascertained 
from the listing; this address is used as the 
starting address when making a binary file 
from the ASCII-HEX file (the conversion of 
ASCII-HEX files to binary is done by the 
CDOS command CDSBIN). 

EQUATE: The macro definition EQUATE 
contains values for the constants used in 
the assembly-language statements in the 
Code of Procedure sections described 
under the heading "PLM Procedures,” 
below. 

PLMMAC: The macro definition 
PLMMAC contains the standard PLM 
library in a macro-definition form. The 
advantage of keeping the PLM library as a 
macro definition rather than as a CDOS file 
is that the former is easier and faster to use. 
primarily because the MERGE command 
does not have to be used to combine the 
output of the PLM compiler with the PLM 
library. When the PLMMAC macro defini¬ 
tion is used, the library is automatically 
combined with ttie output of the PLM 
compiler during the assembly process to 
produce the desired object code. This 
method is faster because the step involving 
the combination of the PLM output with the 
PLM library is eliminated. In addition, the 
problems associated with merging, such as 
disk-tull conditions, are also eliminated. 

PLM Procedures 

The PLM procedures associated w-ith the 
supportive macros described above are 
specified in the following format: 

- Name 

- Function 

- Assumptions 

- Call to Procedure 

- Code of Procedure 

Name: TYPE 

Function: Types out a message to the 
console. 

Assumptions: MSGSADR is an address 
variable. 

MESSAGE contains the message to type. 
Call to Procedure: 

MSGSADR^ ADDR (MESSAGE): 

CALL TYPE (MSGSADR): 

Code of Procedure: 

TYPE: PROCEDURE (TYPESPARM); 

DECLARE (TYPESPARM,X) ADDRESS: 

X TYPESPARM; 

SAARG TYPEAD'. SETTING UP CDOS 
TYPE PARAMETER 

SACALL UCALL.ZTYPE..CALL TO 
CDOS 

SATYPEAD: ORG •+2..STORAGE FOR 
MESSAGE ADR. 

END TYPE: 
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Name: KEYBD 

Function: Reads a record from the console 
into a buffer. 

Assumptions: BUFFER is declared as the 
input buffer. BUF$LENGTH is 
declared as a byte variable. 

BUF$ADR is an address variable. 

Call to Procedure: 

BUF$ADR=ADDR (BUFFER); 

CALL KEYBD (BUFSADR. 
BUFSLENGTH); 

Code of Procedure: 

KEYBD; PROCEDURE 
KEYBUF.LGT); 

DECLARE (KEYBUF.X) ADDRESS; 
DECLARE (Y.LGT) BYTE; 

X=KEYBUF; 

$AARG KEYADR' 

Y=LGT; 

SAPARMI ‘LENGTH’ 

$ACALL UCALL.KEYIN 
$AKEYADR; ORG *+2 
$ALENGTH. ORG *+1 
END KEYBD; 


Name: PRINTSERROR 

Function: Print out a CDOS error 
message. 

Assumptions: BUFFER is an array w/ith a 
minimum of 2 bytes; the error message 
number is in the second byte. 

MSGSADR is an address variable. 

Call to Procedure: 

MSG$ADR=ADDR (BUFFER); 

CALL PRINTSERROR (MSGSADR); 

Code of Procedure: 

PRINTSERROR; PROCEDURE 
(IOCB1), 

DECLARE (lOCBf.X) ADDRESS; 
X=IOCB1; 

SAARG ERADR' 

SACALL UCALL.CDERR 
SAERADR; ORG ‘+2 

END PRINTSERROR; 


Name: PARSE 

Function: Searches a specified input 
buffer for a file name and reformats the 
information into the appropriate area 
of an lOCB. PARSE is designed to help 
in setting up an lOCB by taking file 
name information from a line buffer 
(put there by KEYBD) and relocating it 
into an lOCB. 

Assumptions: SRBLK is an address array 
with two entries. The first entry points 
to the address of the input buffer. The 
second entry points to the logical unit 
number byte in an lOCB.^ SRNAM- 
SSTATUS is a byte variable that will 
hold the status of the PARSE oper¬ 
ation.* MSGSADR is an address vari¬ 
able. 

Call to Procedure: 

MSG$ADR-ADDR (SRBLK); 

SRNAM$STATUS=SEARCH 
SFILENAME (MSGSADR); 


Code of Procedure: 

PARSE; PROCEDURE (BLOCK) 
RETURNS (NAME); 

DECLARE NAME BASED (NAME+PTR) 
BYTE 

DECLARE (BLOCK,X) ADDRESS 

X-BLOCK 

SAARG (SRADR) 

SACALL UCALL.BRNAME 
SASRADR ORG‘+2 
RETURN (NAME); 

END PARSE; 

Name: CDOS 

Function: Returns control to the CDOS 
operating system. 

Assumptions: None 
Call to Procedure: 

CALL CDOS; 

Code of Procedure: 

CDOS; PROCEDURE: 

SACDOS 
END CDOS; 

Name: ENTRY 

Function: Set up X and P registers. 
Assumptions: None 
Call to Procedure: 

SAENTRY 

Code of Procedure: None 
Name: PLMMAC 

Function: To automatically load the PLM 
library using macros. 

Assumptions: None 
Call to Procedure: 

SAPLMMAC 

Code of Procedure: None 
Application 

The following program, Examples, Fig.4, 
called EXAMPL, shows how to use all of the 
above-mentioned macros and PLM pro¬ 
cedures. The program reads in a file name 
from the keyboard of the console. If no file 
name was typed, an error message is 
printed and control is returned to CDOS. If 
a file name was typed, the input data is 
retyped on the console's printer. Control 
stays with the program and is signaled by 
the issuance of another prompt. The 
prompt character is a percent sign (%). 
Note that the procedures TYPE. KEY¬ 
BOARD. PRINTSERROR. PARSE and 
CDOS. which comprise about 50 percent of 
the program, do not have to be written by 
(he programmer. The description of the 
macro definition file, MACRO, is shown in 
Fig. 5. The CDOS commands required to 
compile, assemble and execute the sample 
program are shown in Fig. 6. 

References 

1. Operator Manual for the RCA COSMAC 

CDP18S007, RCA Solid State pub¬ 
lication MPM-232. 

2. See Reference 1, Chapters. 

3. For further information on the lOCB. see 
Reference 1. Chapter 6. Fig. 18, pp 66. 

4. See Reference 1, Chapter 6, pp 71, 
“lOCB Setup Aid Routine,' for a discus¬ 
sion of status values. 
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MACRO 

ENTRY 

A.1 (START)—>R3.1 
A.0{START)->R3.0 
A.1 (STACK)—>R2.1 
A.O(STACK)—>R2.0 
SEP R3 

START: ORG 
MEND 

MACRO 

EQUATE 

CDERR=#28 

CDENT=#1E 

ZTYPE=#14 

SRNAME=#24 

UCALL=#B453 

KEYIN=#12 

MEND 

MACRO 

PLMMAC 

[The Standard PLM Library] 
MEND 


Fig. 3 - Macro defirtitlons raguired in PLM/ 
COOS intarfaces. 


DO) 

/* DATA DECLARATIONS FOR EXAMPLE */ 

»AECIUATE 

DECLARE PROMPT ADDRESS INITIAL (2500H)J 
DECLARE BUFFER (20) BYTE / 

DECLARE ENDiBUF BYTE INITIAL (ODH )f 
DECLARE BUFtLENGTH BYTE INITIAL (20)r 
DECLARE CONTINUE$PROCESSING BYTE INITIAL <0)» 
DECLARE NAME*PTR ADDRESS INITIAL (0BA52H)) 
DECLARE TRUE BYTE INITIAL (0)) 

DECLARE FALSE BYTE INITIAL (Di 
DECLARE (HSG*ADRfBUFiADR) ADDRESS > 

DECLARE SRBLK<2) ADDRESS ) 

DECLARE IC)(;D(36) BYTE / 

DECLARE (SRNAM$STATUSfI) BYTE ! 

DECLARE NULL BYTE INITIAL (SOU)J 
♦AEJECT 


/* */ 

/* THE FROCEDURES TYPE» KEYBD/ PRINTtERROR# PARSE AND CDOS */ 

/* ARE FROM A LIBRARY OF FROCEDURES AND DO NOT HAVE TO BE */ 

/» WRITTEN BY THE USER «/ 

/t» */ 


TYPE* PROCEDURE (TYPEtPARM)F 

DECLARE <TYPEtFARM/X) ADDRESS) 

X--=TYPEiPARM) 

*AARG 'TYPEAD' ..SETTING UP CDOS TYPE PARAMETER 

tACALL UCALLiZTYPE ..CALL TO CDOS 

♦ATVPEAD: ORO x+2 ..STOFcAGE FOR MESSAGE ADR. 

END type; 


Fig. 4 - Example 3, program EXAMPL. 

- / 97 - 


MACRO 
ARG %LABEL 
ORG *-5 

A.1(%LABEL)—>R7.1 
A.O(%LABEL)—>R7.0 
RF.1—>(aR7 
INC R7 
RF.O—>(aR7 
MEND 

MACRO 

PARM1 %LABEL1 
ORG *-5 

A.1(%LABEL1)—>R7.1 
A.0(%LABEL1)—>R7.0 
RF.O—>@R7 
MEND 

MACRO 

CDOS 

CALL UCALLCDENT 
MENT 
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KEYBIil PROCEDURE (KEYBUF/LOT) / 

DECLARE (KEYBUF/X) ADDRESS; 

DECLARE <Y/LGT) BYTE/ 

x=--keybuf; 

tAARG 'KEYADR' 

y=lgt; 

$APARM1 'LENGi'H' 

Y=Lf:NeTH(X) i 
SACALL UCALL/KEYIN 
♦AKEYADR: ORG «+2 
iALENGTH: ORG + l 

END keybd; 

PRlNTtERRORi PROCEDURE (lOCBD; 

DECLARE (IOCBl>X> ADDRESS I 
X";iocDi ; 
tAARG 'ERADR' 
lACALL UCALL.*CDERR 
tAERADR! ORG i»+2 
END PRlNTtERROR; 

PARSE: PROCEDURE (BLOCK) RETURNS (NAME); 

DECLARE NAME BASED (NAMEtPTR) BYTE f 
DECLARE (BLOCK;X) ADDRESS ! 

x^block; 

tAARG 'SRADR' 
tACAlL UCALLfSRNAME 
tASRADR: ORG »+2 
RETURN (NAME)) 

END PARSE! 

CDOS! procedure; 

tACDOS 
END CDOS; 

tAEJECT 


/M «/ 

/» THIS IS THE BEGINNING OF THE MAIN PROGRAM */ 


^AENTRY 

DO WHILE CONTINUEtPROCESSlNG=TRUE; 

DO 1=1 TO 20! /^INITIALIZE INPUT BUFFER*/ 

BUFFER(I)=0; 

END! 

MSGtADR=ADDR(PROMPT); /"OUTPUT PROMPT*/ 

CALL TYPE(M3GtADR) ; 

BUFtADR-ADDR(BUFFER); /"INPUT FILENAME*/ 

CALL KEYBD (BUFtADR/BUFtLENOTH)! 

SRBLK<1)=ADDR(BUFFER)! /"SETUP FOR PARSING FILENAME"/ 

SRBLK(2)=ADDR(lOCB)+11! 

MSGT.ADR^=ADDR(SRBLK) / 

SRNAMtSTATUS=PARSE<MSGtADR); /"PARSE FILENAME INTO lOCB*/ 

IF 3RNAMtSTATUS=NULL /"NULL IMPLIES NO FILENAME INPUT"/ 

THEN 

do; 

I0CB(2)=li; /"SETUP ERROR NUMBER FOR SYNTAX ERROR"/ 

MSGtADR-ADDRdOCB) ! 

CALL PRlNTtERRORCMSGtADR); /"PRINT SYNTAX ERROR MESSAGE"/ 
CONTINUEIPROCESSING^FALSE; /"SET FLAG TO STOP PROGRAM"/ 
END; 

ELSE 

DO; 

MSGtADR=ADDR(BUFFER); 

CALL TYPE(MSGtADR); /"RETYPE INPUT FILENAME"/ 
end; 

end; 

CALL CDOS; 
tAPLMMAC 

END program; 

EOF 


Fig. 4 - Example 3, program EXAMPL [confrf). 





6 


ICAN-6928 


MACRO ARG 
MACRO PARM1 
MACRO COOS 
MACRO ENTRY 
MACRO PLMMAC 
MACRO EQUATES 
EOM STATEMENT 


Fig. 5 - Description of macro defini¬ 
tion file. 


PLM EXAMPL (CR) 

[PLM output file Is called EXAMPLASM] 

ASM4 (CR) 

TYPE SOURCE FILENAME EXAMPL.ASM (CR) 

WRITE TO DSK OR PRII^ER (D/P)? D 
WRITE? OUTPUT (CR) 

?R.B.M.L.H.U= M 

MACRO READ7M ACRO (CR) 

?R.B.M.L.H.Ur L 

?R.B.M.L.H.U=U 

(Now get a listing and ascertain address of label start. Assume value is 
F9. Using CDSBIN, get a binary executable file.] 

CDSBIN OUTPUT: F9 (CR) 

(EXECUTE FILE). 

OUTPUT (CR) 

% 


Fig. 6 - CDOS commands required to compile, 
assemble, and execute the program of 
Fig. 5. Underlined sections are 
printed by the computer. 
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A Methodology for Programming 
COSMAC 1802 Applications Using 
Higher-Level Languages 

by W. Fritchie 


This Note defines a method of optimiz¬ 
ing the time-critical portions of programs 
written in higher-level languages for 
COSMAC 1802 applications by recoding 
those portions in assembly language. 

The Dilemma 

The three main reasons for using 
higher-level languages in the develop¬ 
ment of microprocessor applications are 
to assure the development of highly 
reliable software, to reduce overall pro¬ 
gram development time (including pro¬ 
gram design, coding, and debugging) and 
thus the cost of software development, 
and to aid in program maintenance. Once a 
program is written in a higher-level 
language, its maintenance becomes much 
simpler because its logic is described in a 
much more readable and understandable 
form. 

Of special importance in the 
maintenance area is program documenta¬ 
tion. The earliest step in program develop¬ 
ment involves its design, and some form 
of design notes or documentation, such 
as flowcharts, are always formulated before 
the coding begins. However, Unless a great 
deal of time is spent on updating the design 
information while an assembly language 
program is being developed, the program, 
when finally debugged and running, will 
probably not match the initial set of design 
notes. To a degree, the higher-level 
language eliminates the need to go back 
and update the original design notes 
because the syntax of the language not 
only accurately defines the logic of the 
program but also becomes the design 
information. Therefore, the use of higher- 
level languages assures more reliable 
software, speeds up program development, 
and aids in program maintenance. 

It would seem obvious, then, that 
microprocessor applications should be 
designed in a structured higher-level 
language, and there are a large number of 
non-time-critical applications that can be 
written totally in higher-level languages 


like PLM. Moreover, if tIme-crItIcal ap¬ 
plications are programmed for hardware 
that is not finalized, it may be possible to 
redesign the hardware so that its overall 
performance will match the application 
requirements when it is used with a pro¬ 
gram written entirely in the higher-level 
language. However, because it is not 
always possible to redesign the hard¬ 
ware, or for other reasons described 
below, it may not be possible to code the 
entire application in a higher-level 
language and still achieve the desired 
performance. Therefore, the only alter¬ 
native is to rewrite portions of the pro¬ 
gram, or the entire program, in assembly 
language. 

This performance dilemma was ver¬ 
balized in a U.S. Government report I as 
follows; 

"Unfortunately, machine 
language insertions are 
necessary for interfacing special- 
purpose devices, for accessing 
special-purpose hardware 
capabilities, and for certain code 
optimizations on time-critical 
paths. Here we have an example 
of Dijkstra's dilemma (see below], 
in which the mismatch between 
higher-level language program¬ 
ming and the underlying hard¬ 
ware is unacceptable and there is 
no feasible way to reject the 
hardware. The only remaining 
alternative is to "continue bit 
pushing in the old way, with alt 
the know ill effects." Those ill ef¬ 
fects can, however, be constrain¬ 
ed to the smallest possible 
perimeter, in practice, if not in 
theory." 

Dijkstra's dilemma is stated as follows: 

"In the past, when we used 'low- 
level language' (assembly 
language) it was considered to be 
the purpose of our programs to 
instruct our machines; now. 
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when using ‘hIgh-order 
language', we would like to 
regard It as the purpose of our 
machines to execute our pro¬ 
grams. Run-tIme efficiency can 
be viewed as a mismatch be¬ 
tween the program as stated and 
the machinery executing It. The 
difference between past and pre¬ 
sent is that, in the past, the pro¬ 
grammer was always blamed for 
such a mismatch: he should 
have written a more efficient, 
more 'cunning' program! With 
the programming discipline ac¬ 
quiring some maturity, with a 
better understanding of what it 
means to write a program so that 
the belief In its correctness can 
be justified, we tend to accept 
such a program as ‘a good pro¬ 
gram’ If matching hardware is 
thinkable, and if, with respect to 
a given machine, the aforemen¬ 
tioned mismatch then occurs, we 
now tend to blame that computer 
as ill-designed, inadequate, and 
unsuitable for proper usage. In 
such a situation, there are only a 
few ways out of the 
dilemma; (1) accept the 
mismatch, (2) continue bit 
pushing in the old way, with all 
the known ill-effects, and (3) re¬ 
ject the hardware, because It has 
been identified as inadequate.” 

Thus, the problem of having to mix 
assembly-language code with higher-level 
language code is v;ell known. For exam¬ 
ple, an application cannot be program¬ 
med in a higher-level language if its 
characters must be sent to a terminal at 
19.2 kilobaud: the loop required to pro¬ 
cess these characters would not be fast 
enough to handle the baud rate. The solu¬ 
tion to this problem Is to recode the data- 
communications driver In assembly 
language and leave the non-time-critical 
paths In the higher-level language. 

An example of a case In which none of 
the final application can be programmed 
In a higher-level language is one In which 
the program must reside in 500 bytes; 
most programs require a library of 
routines larger than 1000 bytes. 
Therefore, the application In question can 
be designed in the higher-level language, 
but the final program must be recoded en¬ 
tirely in assembly language. 

Method of Solution 

This Note defines a methodology for 
programming COSMAC 1802 applications 
using PLM, or for programming any 
microprocessor application using a struc¬ 
tured language like PLM. (It should be 
noted that PLM itself is not developed to 
the extent that it is usable in all applica¬ 
tions of the COSMAC 1802.) The first step 
in the method is to design, code, and 


debug the program in PLM (using struc¬ 
tured programming techniques) with the 
goal of highlighting tIme-crItIcal paths. In 
the second step, those timeorltical paths 
that cannot perform fast enough must be 
recoded In assembly language using the 
PLM code as an overall design guide. At 
this point, the application program Is 
complete. The final result of this ap¬ 
proach is that the maximum amount of 
code will be written In PLM. This should 
be a major goal in any application in order 
to reduce design time, generate a main¬ 
tainable program, produce good docu¬ 
mentation, and develop the program in a 
structured way that will assure the 
highest degree of reliability. 

A Practical Example 

Higher-Level Language Program 

The following example. Fig. 1, shows 
how the methodology described above 
can be applied to the writing of a 
microprocessor application. This exam¬ 
ple has a time-critical path that was first 
written In PLM, found to be too slow, and 
then rewritten in assembly language. The 
time-critical path is the one Involving the 
transfer of characters from the read file to 
the write file; the code Is found in the In¬ 
nermost DO WHILE loop, The purpose of 
the program is to combine one or more 
files into a single file. The multiple files 
that are to be combined are referred to as 
the READSFILE: the single file created is 
referred to as the WRITESFILE. 

The code in Fig. 1 shows only the pro¬ 
gram’s main section. The code for the 
associated declarations, procedures, and 
macros is not shown, but Is straightfor¬ 
ward and not difficult. The variable CON- 
TINUESPROCESSING is a global variable 
that is set to false when an abort condi¬ 
tion or a read or write error occurs, or 
when all programs have been combined. 
Assembly language statements can be 
added to PLM source programs by 
starting the statements with the 
characters $A. Thus, the first two 
statements of the program are assembly 
language statements, where EJECT in¬ 
structs the assembler to Issue a TOP OF 
FORM character to the line printer and 
ENTRY is a macro definition that sets up 
the X-register to register 2 and the pro¬ 
gram counter to register 3. The macro 
capability in the assembler can aid con¬ 
siderably in writing applications in PLM 
for the COSMAC 1802 microprocessors. 
DC3 Is the character that ends the source 
file. The constant ASCII Is equal to the 
value assigned to a file when the file is 
ascii. INPUTSFILENAME Is a global 
variable that keeps track of whether a file 
is opened for reading; this variable is 
used mainly in the OPENSREADSFILE 
procedure. The array FNAME contains the 
name of the file that is currently opened 
for reading. Each time a file has been 



3 


ICAN6918 


/* PLACE ASSOCIATED DECLARATIONS AND PROCEDURES HERE */ 
SAEJECT 
SAENTRY 

/* BEGIN MAIN LOOP */ 

CALL SETUP$WRITE$RLE; 

DO WHILE CONTINUESPROCESSING = TRUE; 

CALL OPENSREADSFILE; 

CALL OPEN$WRITE$FILE; 

IF CONTINUESPROCESSING = TRUE 
THEN 
DO; 

DO WHILE CHAR NE DC3; 

PARAMETER = ADDR (READSIOCB); 

CHAR = GETSCHAR (PARAMETER); 

PARAMETER = ADDR (WRITESIOCB); 

CALL PUTSCHAR (PARAMETER); 

END; 

PARAMETER = ADDR (READSIOCB); 

CALL CLOSE (PARAMETER); 

INPUTSFILENAME = NOTSOPENED; 

PARAMETER = ADDR (FNAME); 

CALL TYPE (PARAMETER); 

END; 

END; 

IF OUTPUTSSFILENAME = OPENED 
THEN 
DO; 

IF MTYPE = ASCII 
THEN CALL PLACE$DC3; 

PARAMETER = ADDR (WRITESIOCB); 

CALL CLOSE (PARAMETER); 

END; 

SACDOS 

END: 

/* END MAIN LOOP */ 

EOF 


Fig. 1 • The sample program coded In PLM. 


combined, the name of the file, found In 
FNAME, is typed. OUTPUTSFILENAME Is 
a global variable that keeps track of 
whether the output file has been opened. 
The arrays READSIOCB and WRITESIOCB 
contain the Input/output control block for 
the files being read and written, respec¬ 
tively. MFILE is a variable that contains 
the output file type. 

A description of the procedures used In 
the example follows; 

SETUPSWRITESFILE: This procedure 
does some Initialization for the setting up 
of the write file. 

OPENSREADSFILE: Before any 
READSFILE can be used, the file must be 
opened. This procedure takes a specific 
source name representing one of the files 
to be combined and tries to open that file 
on a diskette, if the open is successful, 
control returns to the main loop. If there is 
a problem, the user Is informed of the 
specific problem and has the option of 
retyping the file name or aborting the pro¬ 
gram and returning to CDOS. If the user 
I types another file name, control returns to 
I the beginning of the OPENSREADSFILE 
I procedure and checking resumes. This 
loop continues to be executed until a sue- 
1 cessful open or abort condition occurs. 


OPENSWRITESFILE: Before 
WRITESFILE can be written to, It must 
also be opened. This procedure works in 
the same way as OPENSREADSFILE ex¬ 
cept that an attempt is made to open the 
specified file for writing. Control remains 
with this procedure until a successful 
open or abort condition occurs. 

GETSCHAR; This procedure takes 
one character from the opened read file 
and returns it in such a way that it is 
stored in the BYTE variable CHAR, if any 
fatal errors occur while the character is 
being retrieved, an error message is 
printed and control returned to CDOS. 

PUTSCHAR; This procedure outputs 
the current character stored in CHAR to 
the WRITESFILE. In the program under 
discussion, CHAR is a global variable 
that can be referenced by the PUTSCHAR 
procedure. This type of global definition 
makes it unnecessary to pass the 
character to output through a parameter. 
However, it is possible to rewrite the pro¬ 
cedure call and the procedure so that the 
character can be accepted by output only 
through a parameter. Once again, if any 
fatal errors occur while the character is 
being retrieved, an error message is 
printed and control returned to CDOS. 
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CLOSE; The close procedure will 
close the file referenced by the accompa¬ 
nying parameter. If any errors occur dur¬ 
ing the closing function, an error 
message is printed and control returned 
to CDOS. 

Two more points should be made con¬ 
cerning the program. First, the statement 
$ACOOS, found at the end of the program, 
Is another macro definition. PLM 
transforms this statement into the macro 
call CDOS. This macro definition Is a 
member of the macro definition file that 
contains the return mechanism to CDOS. 
Second, the argument passed to some of 
the procedures Is the ADDRESS variable 
PARAMETER. This arrangement is 
necessary because PLM does not allow 
an address to be generated in a 
parameter list. Therefore, the address has 
to be placed in a variable, and that 
variable used as the parameter. 

Mixed Language Program 

When the coding and debugging of the 
application under consideration were 
complete it was discovered, as mentioned 
above, that the innermost DO WHILE loop 
performed too slowly; the following steps 
have been taken to increase its speed. 
The DO WHILE loop has been replaced by 
one PLM statement SATRANSF, Fig. 2. 
From this statement the PLM compiler 
generates one assembly language 
TRANSF. TRANSF is a macro definition 
that contains an assembly language 
routine that transfers data on a sector 
rather than a character basis. When the 
output of the PLM compiler is to be 
assembled, the macro option of the 
COSMAC 1802 assembler is selected to 
read the macro definition file that con¬ 
tains the macro definition TRANSF. When 
the assembler processes the statement 
TRANSF, it substitutes the code from the 
previously loaded macro definition. Thus, 
the final application program. Fig. 2, 
becomes a blond of PLM and assembly 
language statements. 

Summary 

Skill in making these tradeoffs is the 
key to writing effective applications in 
PLM. The end result of the methodology 
advanced In this Note can be compared 
with the original motivations for using 
higher-level languages as discussed 
above. First, design time was reduced 
because a large portion of the code was 
written in PLM. Second, the final program 
is a rather easy program to maintain. 
Third, the PLM code can double for a por¬ 
tion of the design documentation 
because it is much easier to read and 
understand than a program composed 
only of assembly language, and it ac¬ 
curately reflects the logic of the program. 
Finally, the flow of the program is in a 
structured form. Note that the use of the 
DO WHILE statement eliminates GOTO’s 


DO; 

/• PLACE ASSOCIATED DECLARATIONS 

AND PROCEDURES HERE */ 

SAEJECT 

SAENTRY 

/• BEGIN MAIN LOOP */ 

CALL SETUPSWRITESFILE; 

DO WHILE CONTINUESPROCESSING = TRUE; 
CALL OPENSREADSFILE: 

CALL OPENSWRITESFILE; 

IF CONTINUESPROCESSING = TRUE 
THEN 
DO; 

SATRANSF 

PARAMETER = ADDR (READSIOCB); 
CALL CLOSE (PARAMETER); 
INPUTSFILENAME = NOTSOPENED; 
PARAMETER = ADDR (FNAME); 
CALL TYPE (PARAMETER); 

END; 

END; 

IF OUTPUTSFILENAME = OPENED 
THEN 
DO; 

IF MTYPE = ASCII 
THEN CALL PLACE$DC3; 
PARAMETER = ADDR (WRITESIOCB); 
CALL CLOSE (PARAMETER); 

END; 

SACDOS 

END MAIN LOOP; 

/* END MAIN LOOP */ 

EOF 

Fig. 2 - The sample program of Fig. 1 recoded 
In assembly language to optimize the 
speed-critical loop DO WHILE of Fig. 1. 


from the cede; one of the main objectives 
In the production of structured programs 
is the elimination of GOTO's. 

In summary, all applications can be 
designed in PLM, but not all applications. 
If they are to perform optimally, can be 
completely written in PLM. However, the 
time spent in coding the application in 
PLM is not wasted because most of the 
PLM code will be used (assembly 
language will be required In only small 
segments of the program), and the PLM 
code will represent the overall logic and 
documentation of the program, both of 
which contribute to its reliability. 

Reference 

1. "A Common Programming Language 
for The Department of Defense- 
Background and Technical Re¬ 
quirements," D.A. Fisher, US. 
Government Report P-1191, U.S. 
Government Printing Office, 
Washington, O.C. 


When incorporating RCA Solid State 
Devices in equipment, it is 
rrcofnrnondod thei ihc designer refer to 
'OpfrMtifiQ ConSKlornlions for RCA 
Solid Sl.Tii.* DevicOH", Form No lCE'^02. 
avniiifhte on request from RCA Solid 
State Otvision, Box3200. Somerville. N J. 
08876. 


- 2o3 



Solid 

State 


Brussels • Buenos Aiies • Hamburg • Madrid • Mexico City • Milan 
Monliedi • Paris • Sao Paulo • Somerville NJ • Stockholm 
SunLuiyon-Thames • Taipei • Tokyo 



UKB/^D 

Solid State 
Division 


Microsystems Products 
Application Note 
ICAN-6955 


Using the COSMAC Microboard 
Battery-Backup RAM, CDP18S622 


by P. H. Merl 

The RCA-CDP18S622, COSMAC 
Microboard 8-Kilobyte Battery-Backup 
RAM,’ pictured in Fig. 1, is a Microboard 
RAM card equipped with rechargeable 
batteries. The batteries are maintained in 
the charged state either by the user’s 
system power supply or by an entirely 
separate, external dc or ac supply. 
Provisions have been made on the card for 
an on-board rectifier and regulator and the 
necessary capacitors to accommodate this 
external supply. Fig. 2. There are also 
provisions for an additional, fourth, battery. 
Linking options provide the user with the 
ability to power a small system from the 
battery pack.^ Logic diagi:ams of the 
battery-backup card are provided in Figs. 3 
and 4. This Note discusses the application 
of the board ats a standard-power backup 
medium, a nonvolatile transport medium, 
and as an efficient means of aiding the 
testing of new or prototype boards. 


APPLICATIONS 

Standard-Power Backup 
Perhaps the primary application of the 
CDP18S622 Microboard is in systems 
subject to power failure. As power in the 
system fails, the on-board voltage 
comparator disables memory read (MRD) 
and memory write (MRW), and all 
information on the board remains intact in 
spite of the power failure. The drivers to the 
bus are held in the high-impedance state, 
so that no current is supplied to the system 
backplane. Battery drain is negligible and 
the information in memory is safe for days 
because of the low-power requirements of 
the CMOS RAM. The MRD and MRW 
functions are actively driven to the false 
state with system power removed so that 
the battery-backup RAM card can be 
removed from the system, transferred 
elsewhere, installed In another system, and 
run. 



Fig. 1 - The CDP18S622. COSMAC Microboard 8-Kilobyto Battery-Backup RAM. 


Trademarkts)' Registered 
Marca(s) Registradafs) 


Information furnished by RCA is believed to bo ac¬ 
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Parts List 

B1 - B3 = nickel-cadmium, 180 mAh, AAA 
*B4 = nickel-cadmium, 180 mAh, AAA 
(Panasonic NR-AAA-U) 

C1.C10 = 15,.P. 50 V 

•C2, C3 = 220 /.F, 20 V (Sprague 137D227C7020F2) 

C4 = 0.33,iF, 50 V 
C5-C8 = 0.1 mF, 50 V 
C9 = 22pF 
CR1 -CR4 = 1N270 
*CR5= 1N270 

*CR6 - CR9 = 1N4001 (RCA 01201F) 

*H1 = Heat sink (Thermalloy 6070B) 

J1. J2 = terminal, optional 12.6 V ac 
R1. R2, R3, R6. R7 = 47 kO. ’/« W, 5% 

R4 = 5.1 MH, ’4 W, 5% 

R5=10.0 Mtl, W, 5% 

R8 = 1.1 MH, % W, 5% 

R9=15n.yiW 
R10=100kn, V. W, 5% 

S1.S3 = SPDT 
S2 = 3rocker DIP 
U1 -U16 = MWS5114E 
U17. = resistor module 
22 kH, 16 pin 
U18 = CD4001BE 
U20 = CD4070BE 
U21 =CDP1867CE 
U22, U23 = CDP1866CE 
U24 = CD4075BE 
U25 = CA3078S 
U26, U27 = CDP1856CE 
U28. U29 = C04056BE 
U30 = resistor module 
22 kn, 14 pin 
U31 =CD4093BE 
*VR1 =5-V voltage regulator 
(Fairchild 7805) 

'User-supplied components for optional power supply. 


Fig. 2 - Layout diagram for the CDP18S622. B4, VR1. CR5-CR9. C2 arid C3 are optional items not 
supplied with the board. 


The voltage comparators allow the system 
voltage to drop below battery voltage 
before the comparator disables the RAM. 
This feature assures that small power- 
supply fluctuations will not gate the RAM 
off during normal operation, and that only 
an actual power loss will disable the RAM. 
Conversely, on power-up, the voltage is 
allowed to rise above battery voltage before 
the comparator gates the RAM on. 
Hysteresis in the comparator circuit 
prevents oscillation on, and diminishes the 
noise sensitivity of, the enable signal when 
power-supply and battery voltage are 
nearly equal. 

The CDP18S622 battery-backup board is 
involved in system power configurations 
through five different options. The first 
option makes use of the board as shipped, 
with three batteries and no regulator 
components. In this configuration, the 
batteries are maintained in the charged 
state by the user’s system power supply. 

- 


When the system power is off, the batteries 
provide power for the CDP18S622 only and 
memory contents are preserved. The 
second option uses the optional external 
regulator circuit, which permits an external 
ac or dc supply to be connected directly to 
the battery-backup board; this external 
supply is, again, separate from the user’s 
system supply. In this mode of operation, 
the external supply maintains the battery 
pack in the charged state and provides 
power for the CDP18S622. but not the rest 
of the system. With a power failure, backup 
power would be supplied to the battery- 
backup board only. The third option also 
makes use of the external supply feature. 
However, In this option, the entire system is 
powered from the external supply with the 
battery-backup capability available to the 
entire system. The fourth option uses the 
external supply to power the entire system, 
but the battery-backup feature applies only 
to the CDP18S622 RAM. The fifth option 
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Fig. 3 - Logic diagram of the CDP18S622: control portion and optional power supply. 


makes use of the user’s system power 
supply to power the entire system; the 
battery-pack supply power is available to 
the entire system during a power failure * 

When operating an entire system from the 
battery pack, it is advisable to install the 
fourth battery. Installation and linking 
provisions have been provided on the card.* 

Non-Volatile Transport Medium 
A second application of the battery-backup 
Microboard is as a non-volatile transport 
medium. As stated above, the board can be 
withdrawn from a system, transferred 
elsewhere, installed in another system, and 
run without loss of data. Standard 
conductive packaging should not be used 
during the transfer as this packaging will 
short out signal, power, and ground lines 
on the RAM card and run the batteries down 
prematurely and/or cause stored data to be 
lost. 

As an example of the use of the battery- 
backup Microboard as a transport medium. 


consider the case of a development system, 
such as the CDP18S007orCDP18S008, for 
which software has been developed using 
disk storage, keyboard, and display, 
software that is now to be run on a remote 
system that has none of these features. It 
would take time to program an EPROM, 
which ultimately might develop bugs, for 
use on the remote system. The backup 
Microboard software could be easily 
debugged with the aid of the Micromonitor, 
however, and the board inserted in the 
remote system in running condition. 

An example of a typical debugging 
procedure involving use of the battery- 
backup Microboard is as follows: 

1. Substitute the CDP18S622 RAM card 
for the RAM in the development 
system that would normally hold the 
program. 

2. Assure that the memory-protect 
switch is in the off position 

3. Down-load the program into the 
CDP18S622 RAM card. 
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Fig. 4 - Logic diagram tor the CDP18S622: memory and butter portion. 


4 . Place the memory-protect switch in 
the on position. 

5. Remove the CDP18S622 RAM card 
from the development system. 

Note: Power need not be removed 
from the development system when 
removing or installing the battery- 
backup RAM cards, although power 
should be removed when reinstalling 
the original nonbattery-backup RAM. 
It is recommended that the 
development system be placed in the 
step mode, by using the Step/Con¬ 
tinuous switch, before removing the 
CDP18S622 RAM card; system 
execution will probably halt if this is 
not done. After removal of the board, 
place the switch in the continuous 
mode and execution will resume. 

6. Transport the CDP18S622 battery- 
backup RAM card to the target 


system while observing these 
precautions; Make sure the back of 
the card does not contact a 
conductive surface, including 
Velostat* bags. Do not expose the 
board to large amounts of static 
electricity. 

7. To change the memory address of the 
CDP18S622 at the target system, 
simply change the board switch 
settings’ and install the battery- 
backup RAM card into the target 
system. See note under step No. 5, 
above. 

8. Reset the target system and run the 
transported program. Atthis point it is 
important to note that if the 
transported program requires RAM 
within the bounds of the battery- 
backup card, the memory-protect 
switch will have to be placed in the off 
position. 



‘Trademark of 3M Company. 
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The manual memory-protact switch 
already mentioned above is a significant 
advantage of the battery-backup RAM card. 
To test a program written to reside in a ROM 
or EPROM, the user need not program an 
EPROM or have a test-run ROM made since 
h flip of the switch turns the "read/write" 
memory card into a "read only" memory 
card. Bugs can be sought out in a simulated 
ROM environment. 

It is important to note that the battery- 
backup Microboard is not designed to save 
an executing program if power fails during 
operation. If the CPU is executing code in 
the battery-backup RAM card, and if the 
card is not already in the memory-protect 
mode, a power outage will cause the 
memory read and memory write to be 
disabled even before the CPU stops 
executing code. Therefore, a system restart 
will have to be performed whenever power 
is lost. However, by using the optional 
power-up reset capability, adding some 
hardware to detect power failure, and 
writing a short, fast, interrupt routine, 
system status could be saved on the 
battery-backup board so that on the return 
of power the system could resume 
operation precisely where the program was 
interrupted with the power failure. 

Testing Other Boards 

When testing newly manufactured or 
prototype boards, the CDP18S622 battery- 
backup card is a time-saving device. It 


saves the time spent in reloading the test 
program for each board tested because it 
saves the program code: this savings can be 
substantial in the testing of many boards. 
The procedure given here should be 
followed when using the battery-backup 
Microboard in this application: 

1. Put the battery-backup board into the 
memory area where the test program 
is to reside. 

2. Load the test program from disk, 
paper tape, magnetic tape. etc. This 
step Is the time consumer! 

3. Position the memory-protect switch 
to on and run the test program, noting 
hardware failures. 

4. Turn off the system power and make 
the necessary repairs. 

5. Return the repaired board to the 
system or put the next card to be 
tested into the system, turn the power 
on, and rerun the test. 

Again, no program load phase need be 
performed because the battery-backup 
card saves the code. 

REFERENCES 

1. "RCA COSMAC Microboard 8- 
Kilobyte Battery-Backup RAM 
CDP18S622," RCA Solid State 
publication MB-622. 

2. See ref: 1 for parts list and directions 
for powering an entire system from the 
battery pack. 

3. See ref. 1 for switch settings. 
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Programming 2732 PROM's with the CDP18S480 
PROM Programmer 


by D. Block 

The CDP18S480 PROM Programmer 
was designed to program a variety of 
Industry-standard PROM's, including the 
Intel 2704, 2708, 2758, and 2716's and 
equivalent products from other suppliers. 
With a simple hardware addition to the 
PROM Programmer, and without any soft¬ 
ware changes, the CDP18S480 can also 
be used to program Intel 2732 PROM's. 
This addition to the PROM family is 
organized as 4K x 8 (4 kilobytes x 8 bits) 
and operates from a single -i-5-volt sup¬ 
ply. All inputs are t2l compatible except 
for pin 20 (OE/Vpp), which must be pulsed 
to 25 volts during programming. 

Many electrical and mechanical 
characteristics have been maintained be¬ 
tween the 2716 (organized as 2K x 8) and 
the 2732 for upwards compatibility. For 
example, only the definitions of pins 20 
and 21 have changed between the two ver¬ 
sions, as shown in Fig. 1. In the 2732, pin 
20 continues to represent an output 
enable function, but with Vpp (the pro¬ 
gramming voltage) also impressed on it; 
pin 21 becomes the A^-i address pin. 

Electrically, the programming voltage 
(-f 25 volts) and programming pulse width 
(50 milliseconds nominal) are the same 


2716 



2732 



92CS-3259t 

Fig. 1—Pin configurstions. 


for both the 2716 and 2732. The technique 
for 2732 programming described here 
takes advantage of this fact. The 2732 will 
be treated as two 2716's for all opera¬ 
tions, and the logic circuitry described 
below will handle necessary logic-level 
conversions and voltage switching. The 
hardware is designed to plug into the 
2716 socket of the PROM programmer. 


Theory of Operation 

Fig. 2 shows the programming 
waveforms for the 2716 and 2732. Note 
that the voltages on pin 21 of the 2716 are 
almost those required for pin 20 of the 
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2732. However, pin 20 must go to ground 
in the Read mode. The transistor circuitry 
In Fig. 3 is designed so that when pin 20 
of the 2716 is low, the Input to pin 20 of 
the 2732 will also be low. When pin 20 of 
the 2716 is high, pin 20 of the 2732 is con- 
r)fected to the programming voltage (if a 
programming operation is in effect) or to 
+ 5 volts, disabling the chip. 

The programming pulses applied to pin 
18 of the two devices differ in polarity. In¬ 
version of the pin 18 signal is ac¬ 
complished through pin 20 of the 2716 by 
means of an Exclusive-OR gate. The con¬ 
ditions for reading and programming are 
met by this arrangement. 

As mentioned above, pin 21 on the 2732 
Is the Aii address pin. Fig. 3 shows this 
pin connected to a toggle switch. The 
2732 will be exercised twice for each 
operation; once with A^^ low, and then 
with Aii high. 

Hardware Construction 

The circuitry of Fig. 3 can be con¬ 
structed on a small vectorboard that 
plugs directly into the 2716 socket of the 


PROM Programmer. A ZIP, zero-insertion- 
force, socket is required for the 2732. It Is 
recommended that solder connections 
not be made directly to this socket, since 
the solder may wick up the leads and in¬ 
terfere with operation of the pin clamps. 
Instead, the ZIF socket should be plugged 
into a second socket, and connections 
made to that socket. 

Only a CD4049 inverter should be used 
to drive pin 18 of the 2732, Other CMOS in¬ 
verters may not have sufficient drive to 
handle the t2l input. The use of capacitor 
Cl is recommended by Intel to prevent 
transients from exceeding the -k 26-volt 
maximum rating of the device. 

Operation 

The 2732 will be programmed as two 
2716's.'l When programming from a disk 
file, sequential sections of the file must 
be loaded in, since the disk-file reader 
loads only 2 kilobytes at a time into the 
buffer. Similarly, when copying one 2732 
into another, several steps are necessary. 
The examples below should help clarify 
the requirements. CDS output is underlin 
ed. The CDOS software version is assum 
ed. 



UZ-CD^O^SBE SOCKET PIN OIPECT CONNECTIONS 

OI.OZ-ZNZZZZ 

03-ZNZ907 
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... 14 CONNECTS TO SOCKET PIN Z4 

UI.UZ I PIN 7 CONNECTS TO SOCKET PIN IZ 


92CM* 52S37 


Fig. 3^Circuit diegram. 
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Example 1: 

Program a 2732 from a disk file called 
FILE.OBJ for the address range 
OOOO-OFFF. First, set S1 so that pin 21 is 
low. 

PROM PROGRAMMER. VERSION XX 
ENTER V.C.P.F.S.U: P 
TYPE# : 2716 (OR) 

LOGIC = P.N: P 

(D)ISK OR (R)AM: D 

INPUT FILENAME: FILE.OBJ 

ENTER LOWEST PROM ADDRESS (XXOO): OOOOfCR) 

LOADING COMPLETED 

DONE! .. The first half of the PROM is done 

REPROGRAM 2716? : N .. Set SI In the opposite position 
PROM PROGRAMMER. VERSION XX 
ENTER V.C.P.F.S.U: P 
TYPE#: 2716(CR) 

LOGIC = P.N?: P 
(D)ISK OR (R)AM?: D 
INPUT FILENAME: FILE.OBJ 

ENTER LOWEST PROM ADDRESS (XXOO): 0800(CR) .. Second half of 

address range. 

LOADING COMPLETED 

DONE! .. Entire 2732 Is now programmed 

REPROGRAM 27162 N 


Example 2; 

Copy two 2716'8 Into one 2732. Insert 
the lower address 2716 first. 


PROM PROGRAMMER. VERSION XX 
ENTER V.C.P.F.S.U: C 
TYPE# : 2716(CR) 

LOGIC = P.N? : P PAGE#= 08(CR) 
DONE! 

PROM PROGRAMMER. VERSION XX 
ENTER V.C.P.F.S.U: C 
TYPE#: 2716(CR) 

LOGIC = P.N?: P PAGE# = 10(CR) 

DONE! 

PROM PROGRAMMER. VERSION XX 
ENTER V.C.P.F.S.U: P 


.. Rrst half = pg 8-F 
.. Insert higher address 2716 

.. Second half spg 10*17 
.. Remove 2716. Insert 2732, set SI low 


TYPE# : 2716(CR) 

LOGIC = P.N?: P 

(D)ISKOR (R)AM? R PAGE?: 08(CR1 
DONE! 

REPROGRAM 2716: N ,. Set SI high 

PROM PROGRAMMER. VERSION XX 
ENTER V.C.P.F.S.U: P 


TYPE#: 2716(CR) 

LOGIC = P.N? : P 

(D)ISK OR (R)AM ? R PAGE# = 10(CR).. Second half of data 
DONE! 

REPROGRAM 2716? N .. Entire 2732 complete 


Reference: 

1. The operating procedure for the 2716 is Programmer CDP18S480,’* RCA Solid 
given in: “Operator’s Manual for PROM State publication MPM-222A. 
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Cassette Tape I/O For COSMAC 
Microprocessor Systems 

C.D. Smith 


This Note describes a circuit and the 
software needed to add a low-cost cas¬ 
sette-tape input and output to the COS- 
MAC Evaluation Kit (CDP18S020. 
CDP18S024, and CDP 18S025). the 
COSMAC Development System(CDP- 
18S005 and CDP18S007). or the 
Microboard Prototyping Kit(CDP18S691). 
Cassette-Tape Format 
The RCA COSMAC VIP cassette-tape 
format was chosen because it is well docu¬ 
mented' and requires only a simple 
software and hardware interface. Bits on 
the tape consist of one cycle of 2 kHz for a 


logical 0 and one cycle of 800 Hz for a 
logical 1. Data is preceded by approxi¬ 
mately four seconds of continuous logical 
O's for sync followed by a specified number 
of data bytes. Each byte begins with a 
logical 1 start bit followed by eight data bits 
(least significant bit first) and ends with a 
parity bit; odd parity is used in this code. 
Fig. 1 shows typical waveforms for re¬ 
corded data 
Electrical Interface 

The electrical interface circuit shown in Fig, 
2 is identical to that used with the COSMAC 
VIP.‘ Bit-serial data is output toU14A-Pin2 
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Fig.1 - Typical waveforms of recorded data. 


C3 

O 0047^F 


>=i3 



R35 


RSZ 


ONO 





Fig.2 - Schematic diagram lor COSMAC cassette tape I/O interface. 
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through the CDP1802 Q bit. Bit-serial data 
is input from a cassette reco rder to U14B- 
Pin 8 and then to the EF2 input of the 
CDP1802. Thus, by providing softwa re to 
control the Q output and sample the EF2 
input, data is recorded and recovered from 
the tape. 

Software interface 

Three software routines are described 
below. The first is an input/output routine 
for COSMAC systems that use the COS- 
MAC Microterminal as an operator inter¬ 
face. The second is an input/output routine 
for COSf4AC systems that use a standard 
RS-232 or current loop remote terminal. 
The third is a boot-loader routine that can 
be used to load the appropriate input/out¬ 
put routine after power up. This latter 
routine can be either ROM resident or 
entered by hand when required. 

Using the Microterrninal 
The use of the cassette input/output 
routine fortheMicroterminal-based system 
requires an understanding of the Micro- 
terminal itself.’ The Microterminal system 
is divided into three functional sections: 
control, display, and keyboard. 

The control section contains the requisite 
hardware for controlling the operation of 
the microprocessor system. The function 
keys are as follows; 

R Reset: Resets the logic of the Micro- 
terminal and microprocessor system. Puts 
the CDP1802 in the reset state. 

RU Run Utility: Starts execution of the 
utility program (UTS), which is at location 
8000. 

RP Run Program: Starts program exe¬ 
cution at location 0000 witti ROas program 
counter. 

CONT/STEP Slide switch to enable 
continuous or single-step operation of the 
microprocessor system. 

— Entry Mode Control: Toggles be¬ 
tween the address-entry and data-entry 
modes. 

INC Increment Address: Each de¬ 
pression increments the address shown in 
the display. In the data-entry mode, it also 
causes the data byte shown to be written to 
the address shown before the address is 
incremented. 

$P Start Address Program; Starts 
program execution at the location shown in 
the address display. 

CA Clear Address; Clears (resets) the 
address display to 0000. 


The keyboard section of the Microterminal 
contains 16 digit keys (0 through F) that are 
used to enter hexadecimal numbers into 
the address or data field. The destination of 
entered data is controlled by the Entry 
Mode Control toggle switch {—). The 
functions of the hexadecimal digit keys and 
some of the controT function keys are 
encoded and sent to the microprocessor 
system on the bidirectional data bus. Logic 
is provided forscanning and signalling key¬ 
board activity to the microprocessor. The 
actual scanning, dcbounce, and decoding 
algorithms are performed by software rou¬ 
tines in the utility program. 

The display section consists of an eight¬ 
digit, seven-segment. LED display, display 
drivers, and refresh logic. In either the data- 
entry or address-entry mode of operation, 
the display shows a four-digit address field 
on the left side and a two-digit data field on 
the right; the fields are separated by blank 
positions. In other subroutine-oriented 
display modes, all eight digits are available 
in two groups of four separated by blank 
positions. Illuminated decimal points in 
either the address or data field indicate the 
current operating mode. Software routines 
in the utility program perform digit selec¬ 
tion. multiplexing, and hoxadecimal-to- 
seven-segment code conversion. 

Ttie Microterrninal cassette I/O software 
routine uses the displayed address as the 
first location to be output or input and the 
displayed data byte as the number of 256- 
byte pages to be input or output. I! the 
Microtoiminal is in the data entry mode 
when the routine is executed, data is trans¬ 
ferred from memory to tape: if it is in the 
address mode, data is transferred from tape 
to memory. Initially, the Microterrninal is 
used to enter the cassette I/O routine. Fig. 
3, beginning at location #0000. After entry 
and verification, execute the routine by de¬ 
pressing RESET-RUN P. Then change to 
the data entry mode by depressing •— and 
enter «01 as data. The address display 
should be #0000. Start the cassette m the 
record mode, let the tape advance beyond 
the nonmagnetic leader, and then depress 
$P. When output Is complete, the routine 
returns to the monitor program. 

Verification of the recorded data is a two- 
step process: 

1. Play the data back Into the tape input 
circuit and adjust the volume to a point 
where the LED flickers. Then execute the 


!M 

0000 90B388F809A3C0810ED4B01A36O9D4801A3E0ED4801A94BAF822AA6C4AF33227; 
0020 8AFF363309301C8AFF23AAFAF03A458CF63338D480E530098E73D4809E60F0AE» 
0040 II480D630098AFAOFFC4FAA93BA4AA3535609091C30091E8EBEF800AE8CFA3BAA; 
0060 F898A8Fe0ABnD833632D9ri3A66n83B6DF809A[iAB9D76Bri2BD88B3A741D8DF633) 
0080 8A9DSFlF2E9E3A6D30EA9FBA8FAA9EBB8EABri4BlA63092D3F8103B9A3DA5FF01; 
OOAO 3A9C1DF880FE35A63097F8D6A8F840BDFC00DB2D9D3AB0FG10AI:iF808AB4FBBFF; 
OOCO 00D89BF6BBD82B8B3AC2iri8riF6D82E9E3AB7Ii830EAD3F80A3BDDF8201D7B73FF; 
OOEO 0133DF39D57A60F030DFF880B0EOF80OA0D0 

Fig.3 - Object code tor Microterniinel cassette I/O. 
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cassette tape I/O routine and load the data 
into memory. Loading is accomplished by 
first depressing RESET, RUN, P, then —, 
Enter #01 as data and then depress ■— and 
enter #0100 as address. Rewind and start 
the cassette in the play mode; let the tape 
advance beyond the non-magnetic leader 
and then depress SP. Alter loading, the 
routine returns to the monitor, 

2, Use the Microterminal to verify the 
content of memory starting at location 
#0100. If loading is unsuccessful, repeat the 
loading process while making slight 
adjustments to the tape recorder volume. 
After successfully loading the data, make a 
note of the volume-control position for 
future reference. 

Using a Standard Data Terminal 
Using the cassette I/O routine for systems., 
having a ROM based utility program that 
operates through a standard data terminal 
(RS-232 or20milliampere loop) requires an 
understanding of the ROM utility program.'* 
This program allows the user to examine 
memory, alter memory, or begin execution 
at any specified address. 

?M(ADDRESS) (SP) (NUMBER OF 
BYTES) (OR) 

~ The specified number of bytes in 
memory, beginning at the specified 
address, will be transmitted to the data 
terminal, 

!M (ADDRESS) (SP) (DATA) (CR) 

— Data bytes consisting of two hexi- 
decimal digits are stored in sequential 
memory address beginning at the spec¬ 
ified address'. 

$P (ADDRESS) 

— Program execution begins at the spec¬ 
ified address with P=0 and X=0. 

Initially, the !M command is used to enter 
the cassette I/O routine, shown in Fig. 4. 
beginning allocation #0000: Afterentryand 
verification, using the ?M command, 
execute the routine using the SP command. 
The system will respond by outputting "VIP 


CASSETTE I/O FOR RCA EK", followed by 
"?U. L. S^". Enter U to return to the utility 
program, L to load memory from tape, or S 
to save memory on tape, all followed by CR, 
and the system will respond by outputting 
"FIRST?". Enter the starting address of the 
data to be output followed by a CR. The 
system will respond by outputting 
"LAST?". Enter the address of the last data 
byte to be output, but before entering a CR, 
start the tape in the record mode and let the 
tape advance beyond the nonmagnetic 
leader. Unlike the Microterminal I/O 
routine, which inputs and outputs data in 
256-byte blocks, this program allows the 
user to record and load any number of 
bytes. However, it is recommended that 
data be recorded beginning at a page 
boundary, and that blocks of 256 bytes be 
output. 

To record the cassette I/O program, 
depress RESET, RUN U, and enter SPOOOO. 
Enter S-CR. then #0000 for the "first" 
address and #01FF for the "last ' address. 
Start the tape in the record mode before 
entering the last CR. "XFERING" is output, 
and when the recordingof data iscomplete, 
the program returns to its beginning. 
Verification of the recorded data is accom¬ 
plished in a mannersimilartothatused with 
the M'C'oterminal: Play back the tape, 
adjust the volume, and execute the pro¬ 
gram using the SP command. Enter #0200 
for the "first" address and #03FF for the 
"last" adoiess. Start the tape in the play 
mode, and wfien the tape advances beyond 
the Iccder, enter the last CR. Use the ?M 
command to verify a successful load. 

Boot Strapping Alter Power Off 

To reload either the Microterminal or the 
data terminal cassette I/O routine after 
power off, it is necessary to load only the 
cassette boot routine. After entering and 
verifying the boot routine in Fig. 5. position 
the tape just before the saved cassette I/O 
routine, and start execution by depressing 
RESET-RUN P, after starting the tapein the 


0000 7i0090FC01ti8F88t:ii2F81FA2E290£i3B4B5F81BA3F892A4F8B6A5D314D401B10D; 
0020 0A5&4950204341535345545A4520492F4F204«4F522052434120454B0D0A3F20f 
0040 552C4C2C533D203F2000D4813B9FFB5332A69FFB4C32;29FFB553AIBF880BOF8; 
0040 OOAOriC12EOD0141140154331B14D400C1301B14II40154331B141140100361814D4» 
0080 01B10riOA4C4F4144204552524F5200301Bri3C830A39473867393B683A64AB344; 
OOAO A330919673867393&683A646736046A393F4B33091D396ri386A3A072A6FOB6301 
OOCO B5F82EABF840BDFC00D82D9ri3AC7F81OAnF8O8A64ABEirK0OD896F6BBli8268B3A; 
OOEO D91l!8IiF6D829893ACE993ACED8H5000000000000000000000000000000000000; 
0100 F842A8F80ABDD833032D9D3A04D83BODF809ADAB9D768D2BD88B3A141II8IIF633; 
0120 2C9ri5AlA29893A0D993A0PFED5D3F80A3B35F8201D76liFFF013337392P7A9F30) 
0140 37D3F8103D443D4FFF013A441PF880FE3550304114D400EI10DOA44495253543F; 
0160 2000F800BDADD4813B33669FFBOD3AAE9DBA8DAA14P400B10POA4C4153543F20; 
0180 OOF800BPADP4813B33859FFBOD3AAE9D73BD7314D400B10POA58464552494E47; 
OlAO 210O608AF5A9609A75B919FCOOC8FF0OD5PC12466F32BCP481A430B3D5 

Fig.4 - Obicct code for daia-terminni cdssotle I Q. 

!M 

0000 7100F801BAF802B990AAA9BFF83BAFF80ABDDF330F2rj9P3A12DF3B19F809ADAB» 
0020 9D7ABD2BPF8B3A201BaDF633379D5AlA29893A19993A19C08000D0F8103D3D3DJ 
0040 48FF013A3F1PF880FE3549303A 

Fig.S - Object code lor VIP casselte-tapo-lormat boot loader. 
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play mode. The most significant byte of the 
first address is in M(0003). and the number 
of pages to be input is in M(0006}. The 
contents of these addresses can be 
changed to suit the individual user's needs. 


References 

1. RCA COSMAC VIP CDP18S711 Instruc¬ 
tion Manual, RCA Solid State publication 
VIP-311. 

2. See ref. 1, pp. 70, Fig. E-3-Keyboard, 
decoding, audio oscillator, and cassette 
interface circuits. 

3. Instruction Manual for RCA COSMAC 
Microterminal, RCA Solid State publication 
MPM-212. 

4. For ROM Utility Program information ~ 
refer to the following RCA Solid State 
publications: 


For Evaluation Kits: 

— Evaluation Kit Manual for the RCA 
COP1802 COSMAC Microprocessor, 

MPM-203. 

— Instruction Manual for the RCA 
COSMAC Evaluation KltCDP18S020and 
the EK/Assombler-Editor Design Kit CDP 
18S024. MPM-224. 

For COSMAC Development Systems: 

— Operator Manual for the RCA COS¬ 
MAC DOS Development System (CDS 
III) CDP18S007. MPM-232. 

— Operator Manual for the RCA COS¬ 
MAC Development System II CDP 
18S005, MPM-216. 

For Microboard Prototyping Kits: 

— RCA COSMAC Microboard Proto¬ 
typing System COP18S691, CDP18S691V3, 

MB-691. 


When incorporating RCA Solid State Devices in 
equipment, it is recommended that the designer 
refer to "Operating Considerations for RCA Solid 
State Devices", Form No. ICE-402, available on 
request frem HCA Solid State Division, Box 3200, 
Somerville, N. J. 08876. 
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Microprocessor Control for CoIor-TV Receivers 


K. Karstad 

A microprocessor control that makes 
available sophisticated and desirable 
features not feasible with current stan¬ 
dard or custom IC’s is described. The TV 
controller features modular design, which 
permits essential functions to be im¬ 
plemented on a priority basis while events 
of secondary importance are held until 
processing time is available. Physical 
modularity also permits features to be 
added in the form of software changes, 
thus saving manufacturers the expense in 
time and money of hardware redesign. 

The tuning function Is Implemented by 
means of a microprocessor controlled 
phase-locked loop, which constitutes a 
frequency synthesizer. Scanning and 
preprogramming of desired channels is 
possible: for example, a real-time clock 
allows event programming. The set can 
be programmed to turn itself on or off or 
switch stations in a preplanned 
sequence. User interaction is accomplish¬ 
ed through a local keyboard on the set cr 
a remote 35-key unit that transmits pulse- 
position-modulatod infrared pulses. A six- 
digit LED display provides information 
and feedback. In this all CMOS design, a 
two-level battery back-up system 
guarantees that stored channels and 
events will be kept intact for weeks in the 
event of an ac power failure. An interrupt 
driven system, with the interrupt load 
time multiplexed, is combined with a 
DMA cycle-stealing feature to overcome 
the difficulties in software structuring. 

INTRODUCTION 

Until recently the number of user- 
controllable features on a TV receiver was 
limited, both for technirjal and economic 
reasons, to mechanical channei selection 
and sound and picture control. The advent 
of the varactor diode made electronic 
tuning .possible by taking advantage of 
the voltage-variable capacitance 
characteristic of the diode. The avail¬ 
ability of IC’s. In most cases standard 
MSI circuits or custom MSI/LSI circuits 
tailored for specific functions, has made 
feasible the electronic control of channel 


selection from the keyboard, either 
remote or part of the set, with the channel 
number shown either on or off-screen. 
This type of 1C control represents the pre¬ 
sent trend in the TV industry; however, the 
availability of the microprocessor makes 
possible much more sophisticated con¬ 
trol of a much wider range of features. 

This Note describes a microprocessor 
control for a color-TV receiver, a control 
that supports a large number of features 
and options.’ As there is no clear industry 
trend toward the application of 
sophisticated electronics to control func¬ 
tions, it can be assumed that many of the 
features discussed will not find their way 
into the standard home receiver for some 
time to come. Neverthless, this design, 
based on the CDP1802 microprocessor 
chip,® illustrates the degree to which the 
stored program concept can be used to 
implement receiver control. 

The microprocessor control represents 
a modular approach to TV-control design 
both in Us ability to process functions on 
a priority basis and in its ability to accept 
additional or modified functions. Depen¬ 
ding on model or market, and without the 
need for the long-range custom-LSt 
development phase required in a hard¬ 
ware redesign, manufacturers can quickly 
implement new features through software 
changes or additions alone. 

GENERAL FUNCTIONAL OPERATIONS'* 

Tuning Control and Preprogramming 

The tuning function in this all- 
electronic system, Fig. 1. Is implemented 
by means of frequency synthesis. A 
phase-locked loop. PLL, selects the cor¬ 
rect local oscillator, L.O., frequency for a 
specific channel and keeps the receiver 
tuned, irrespective of changes in the 
tuner with time and temperature. When 
any number from 1 to 99 is keyed into the 
keyboard, the signals are translated by 
means of data in a ROM look-up table into 
the 14-bit code, dictated by international 
channel allocations, required to set the 
PLL on the constant L.O. frequency for 
the channel desired. 
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Fig. 1 — The microprocessor-control system. The user Interacts with the controller 
by means of either the local 2 x 12 keyset or the 35 key remote unit. 

Clock and program information is shown on the six digit display. Exact 
tuning is accomplished through the phase-locked loop. The ballciy back¬ 
up system keeps the clock running and stored information intact in the 
event of a power failure. 


The PLL design also permits direct fine 
tuning over a whole channel. While the 
traditional need for fine tuning is 
eliminated by the exactness of the fre¬ 
quency synthesis approach, some users 
desire It in fringe areas for improved 
picture quality. There Is also, in some 
areas, a need to tune in the nonallocated 
channels used for cable TV and master 
antenna systems; the fine tuning capa¬ 
bility makes this possible. In the VHP 
band, fine tuning is implemented in 
25-kHz steps, and in the UHF band, in 
100-kHz steps. 

An important feature of the 
microprocessor tuner is channel 
preprogramming. In the following dis¬ 
cussion, the distinction made between 
programs and channels is that commonly 
practiced in Europe, where a given pro¬ 
gram may be assigned to two different 
channels in two different geographical 
areas in much the same way as different 
networks are assigned different channels 
In the U.S. The tuner can store 16 pro¬ 
grams, which can then be called out 
simply by depressing a key number,be¬ 
tween 1 and 16. 

This preprogramming technique re¬ 
quires that the channel to which a given 
program is assigned be known. For the 
more usual case, where the cltannel is not 
known, a scanning mode is available. 
Depression of the scan key will initiate a 
search starting at the channel to which 
the set is currently tuned and terminating 
at the next higher channel available on 
. the air. If the scan button is not depressed 


again, that channel Is automaticaly 
assigned to the stored-program location 
currently chosen. With each depression 
of the scan button, the tuning system 
searches for the nearest higher available 
carrier. If no station Is found, the scan 
wraps around and stops on the frequency 
from which the search began. 

Display and Keyboard Control 

Channel and program numbers are shown 
on a six-digit, LED, off-screen display. 
(Display and keyboards are shown in the 
■ Appendix.) For a period of time the on¬ 
screen display was popular, but the imple¬ 
mentation of the off-screen display is 
simpler; it can also be on permanently, 
and does not distract the viewer’s at¬ 
tention. The optimum number of digits 
permitting continuous display of clock 
and program number, the normal or 
prioritized display mode, is six. Upon re¬ 
quest from the keyboard, both channel 
and program numbers are shown, the 
channel number displacing the clock 
display. In the scanning mode, the 
channel frequencies assigned to program 
numbers are automatically displayed. 

The availability of a real-time clock per¬ 
mits event programming; i.e., a program 
can be automaticaliy turned on or off at a 
specific time. Again, the six-digit display 
is sufficient for the easy programming of 
events as well as the listing of events 
already programmed. 

The local keyboard, with 12 keys and 
shift-key, can handle 24 tasks, including 
program select scan, analog control 
! (up/down), mute, on/off, and clock set. The 
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master keyboard is remote, has 35 keys, 
and communicates with the receiver over 
an infrared link. Each depressed key 
generates a unique seven-bit code as a 
pulse-position-modulated (PPM) pulse 
train;^ zero and one bits are defined by 
specific distances between pulses. This 
pulse train, an asynchronous event with 
respect to any other task, is processed by 
the DMA (direct memory access) channel. 
Hence, a random real-time event is given 
priority. 

The analog functions, volume, 
brightness, contrast, and saturation, are 
changed continuously up or down by 
holding down the appropriate key. A six- 
bit word in memory, providing 64-step 
resolution, is output at a predetermined 
rate and incremented or decremented by 
one each time. With sample-and-hold 
multiplexing techniques, one output port 
is sufficient for serving four different 
channels. 

Event Programming 

The six-digit display and 24-hour clock 
make It possible to preprogram and 
monitor events for a period beginning at 
the present and extending 24 hours Into 
the future. An arbitrary number of memory 
locations, eight in this design, are re¬ 
served for event programs. The user, 
while watching the display, simply keys in 
the time for the set to turn on (or to switch 
channels if already on) and the program 
number. This procedure can be repeated 
until the list Is full, which is indicated by 
flashing 9's on the display. There Is no 
restriction on the sequence of entering 
events. The software orders the list in 
time sequence so that the event nearest 
in time is always at the top of the list. The 
software checks every minute to deter¬ 
mine whether an event is to be activiated; 
If it is, the event is executed and then 
erased from the list, and the next event in 
time is moved up. A lit decimal point on 
the display indicates that an event is 
pending. When the event has been ex¬ 
ecuted, the decimai point begins flashing 
and continues to flash until the viewer 
acknowiedges by depressing any key. If 
no acknowledgment is received within 
five minutes, the set turns itself off. 

The sequence above describes an event 
that occurs only once; it is a simple mat¬ 
ter to program an event so that it is 
automatically repeated every 24 hours, for 
example, an event that turns a program 
off at a specified time each day. The pro¬ 
grammed information (time, program 
number), along with an indication of 
whether it is a one-lime-only, off, or repeat 
event is listed on the display by use of a 
“list” button on the keyboard. An empty 
or exhausted fist is indicated by flashing 
eights. 

Expansion 

The modular structure of the 
microprocessor tuner makes it possible 
to add options by adding ports to the data 


bus and segments of code to the soft¬ 
ware. Two options of considerable future 
interest are Teletext' and Viewdata’. If the 
receiver in question is equipped with the 
Teletext option, for example, the 
keyboard will contain a key marked 
Teletext. When this key is depressed, the 
software will check for the existence of 
this option, if It is present, certain keys 
will from that moment be redefined and, 
when depressed, will lead to the execu¬ 
tion of tasks different from those of the 
normal TV mode. The latter mode is re¬ 
called by use of another key, NTV.* 


SYSTEM SOFTWARE 

The requirements on the software por¬ 
tion of this real-time controller are to 
multiplex the six display digits, multiplex 
four analog channels, update the clock, 
monitor the two keyboards, and execute 
the tasks called for. The clock must, of 
course, be updated regularly and fre¬ 
quently so that it does not lose time. The 
display must be refreshed at a rate high 
enough to avoid flicker, i.e., at 50 to 60 Hz 
at least. The analog values must also be 
refreshed steadily at a rate high enough 
to maintain a dc signal and without ex¬ 
cessively large filter constants. Certainly, 
the keyboards must be checked frequent¬ 
ly enough to catch any random key 
depressions. Finally, whatever command 
is received, fine tuning, scan, mute, etc., 
must be processed and executed. Note in 
this context that some of the tasks, such 
as volume up/down, require continuous 
depression of a key for an indeterminate 
amount of time. 

These Overlapping and partially con¬ 
flicting specifications are met by an 
Interrupt-driven system together with the 
DMA channel used for the remote 
keyboard.' A pulse train, derived from the 
CPU clock, interrupts the software pro¬ 
gram every four milliseconds, as shown in 
Fig. 2. the Interrupt routine, which must 
be executed with regular frequency, is 
divided into three sections to assure 
distribution of the load. Each time the in¬ 
terrupt service routine is called, a test is 
made to determine which cycle is to be 
serviced next. Hence, three cycles com¬ 
prising a complete frame are sequentially 
serviced. After 12 milliseconds, a full in¬ 
terrupt service frame repeats. 

The six digits of the display are 
grouped in pairs, two per cycle. This ar¬ 
rangement reduces the multiplex rate to 
1:3 and provides twice as much time be¬ 
tween interrupts as would otherwise be 
the case. The refresh rate for the display 
is now 83 Hz, well above the critical 
flicker rate. 

The sequence of events In the Interrupt 
routine is as follows: An Interrupt occurs. 
The last digit pair is turned off and the 
next pair Is turned on. The four analog 
channels are then multiplexed and 
refreshed and the clock is updated. Con- 
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Fig. 2 — The interrupt system. The system Is Interrupt driven with the interrupt 
service routine split and time multiplexed. Remote infrared control 
pulses are received in real time through direct memory access without 
interfering with ongoing processing. 


trol then returns to the main program. At 
the next interrupt the last digit pair is 
turned off and the next pair is turned on. 
The clock is updated again, but in this 
cycle, the local keyboard is also scanned 
for key closure. At the third interrupt, the 
last digit pair is handled, and the service 
routine checks for reception of a com¬ 
mand from the remote keyboard. If a 
character has been received, the com¬ 
mand is processed and executed. Once 
more the clock is updated and the main 
program resumes execution. Ali urgent 
tasks are thus served regularly and fre¬ 
quently: the clock is updated every four 
milliseconds, and every twelve 
milliseconds the display and the D/A 
channels are refreshed. In addition, both 
keyboards are monitored, and if a key 
closure has taken place, the required pro¬ 
cessing is performed for the main pro¬ 
gram to act upon later. 

A key closure on the remote keyboard 
generates a bit string of pulses, and for 
some commands, a long character string. 
These pulse trains, which occur randomly 
and sometimes last for long periods, are 
received without tying up the processor 
and neglecting other real time events by 
having them fed into the DMA input. Thus 
the keyed information is conveyed to the 
CPU through a cycle-stealing process 
and, to all practical purposes, without 
slowing, or interfering with, the CPU’s cur¬ 
rent operation. 

The interrupt service routine in each 
■ four-millisecond time slot may vary in 
length according to which cycle is on, and 
j particularly according to how much of the 
clock update routine is required at a 


specific moment. Nevertheless, the pro¬ 
cessor is idle during the major part of the 
time slot, and is available for background 
processing in the main program. 

When control returns to the main pro¬ 
gram in each time slot, the program deter¬ 
mines whether a command was received 
from one of the keyboards. If it has been, 
that task, for example, change 
brightness, is executed. If no command 
has been received, the CPU is essentially 
idle until the next interrupt occurs. In 
most cases, the free time in one of the 
three cycles is ample time for the pro¬ 
cessing of any task in the main program: 
if it is not, the next interrupt simply 
postpones the background processing 
until one or a few more time slots are 
available. This manipulation is not ap¬ 
parent to the user. 

The flowchart for the main program. 
Fig. 3, provides additional information on 
the'points mentioned above. An interrupt 
can occur at any time in the main 
program; however, most of the time, if no 
keyboard command has been received, 
the program loops through the upper 
portion of the chart. A few other tests are 
also regularly performed; are there any 
events pending, was an event executed 
but not acknowledged, has ac power- 
failed, or is no station on the air. 

THE HARDWARE/SOFTWARE 
INTERFACE 

Clock, Display and Keyboards 

Four locations in the RAM are assigned 
to hold the four clock digits. As shown In 
the flowchart of Fig. 4, at every interrupt, 
a seconds counter is incremented. Later,.. 
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Fig. 3— The main-program flowchart. When 
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Fig. 4—^ The Interrupt-routine flowchart. 


a keyboard command is received, 
the program branches from t.he 
upper loop and executes the task 
called. The main program also 
checks every minute lor a pro¬ 
grammed event that calls for 
action: the user has live minutes 
to ack.nowledge an event 
execution 

In the update routine, the counter Is 
tested for the value of one second, and an 
update buffer is loaded. 

Another buffer in RAM, the display 
buffer, contains BCD data for the six 
display digits. The update routine 
transfers data for the four clock digits 
from the update buffer. The display buffer 
also contains addresses for the digit 
pairs, the seven scanning lines for the 
local keyboard, and the four multiplexed 
D/A lines. 

The configuration of the data lr> the 
display buffer is closely related to the 
hardware scheme shown in Fig. 5. 
Segment data for a digit pair are fed from 
two separate latch/decoder circuits. An 
eight-bit addressable latch selects the 
digit pair or the D/A channel to be 
sampled. Another addressable latch pro¬ 
vides the scan address for testing key 
closures on the local keyboard. The re¬ 
quired 16 bits of data are assembled in 
one 16-bit CPU register and output over 
the memory address bus with just one in¬ 
struction.* 


The Interrupt service routine 
increments the seconds counter 
and updates the clock. It also 
multiplexes the display and the 
analog values and scans and 
monitors the keyboards. If ac 
power fails, the CPU switches to a 
tow frequency clock and battery 
po war. 

Four RAM locations store the six-bit 
D/A data, which is output before the D.'A 
channel Is sampled. The latched data Is 
smoothed by a simple R/2R network; no 
greater precision is required. 

The software section of the interrupt 
routine, which interacts with the hard¬ 
ware of Fig. 5, is detailed in the flowchart 
of Fig. 6. The program turns off the last 
select line for a digit pair and tests 
whether it was cycle 0. If the answer Is 
yes, a new frame of events is about to be 
repeated and the display pointer Is reset 
to the top of the display buffer. Segment 
data for the next digit pair are output, and 
the pair is selected. In this example, the 
answer to the test of cycle 2 is yes; 
therefore, the four D/A channels are 
sampled in a burst mode, after which the 
routine exits to its update portion. At the 
next interrupt, since it was not cycle 0, the 
program turns on the next digit pair, finds 
itself in cycle 1, and activates the local 
keyboard routine. Finally, at the third In¬ 
terrupt (cycle 0), the remote keyboard 
routine is sequenced. 
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Fig. 5 — The multiplexing ol the six-digit display and the four analog channels, 

and the scanning of the local keyboard, is accomplished with a compact 
t6-bit data format. The eight-bil microprocessor outputs the full 
data word over the memory address bus with only one instruction. 
















Fig. 6 — This detail of the interrupt service 

routine shows how time-division 
multiplexing Is accomplished in 
three cycles in order to distribute 
the real-time load. 


A key depression on the local keyboard 
is translated into a command code and 
stored In memory for the main program to 
process. The sequence of events is as 
follows; One of the output lines from the 
addressable latch is activated; the CPU 
tests the first flag-line for key closure 
(Fig. 5). If the output line is line 4 and EF1 
Is tested (defined as row 0), a possible key 
closure is identified and marked as key 
number 4 -f 0 = 4. The CPU next tests 
line 4 and flag EF2 (defined as row 7). A 
key closure here is identified as key 
number 4 -»-7 =11. The key number is 
used as an address pointer to a ROM 
table that contains the actual command 
code for that particular key (for example, 
mute). Because the local keyboard has 
only 12 keys to handle 24 functions, a 
shift-key depression must also be 
verified. If the shift key is down, 12 is 
added to the table address, causing a 
jump to the second part of the table con¬ 
taining the shift commands. The 
keyboard scan repeats every 12 
milliseconds. If closure is detected, a de¬ 
bounce routine allows 36 milliseconds for 
verification of a valid key depression. 

The received and detected IR pulse 
train from the remote unit is a PPM pulse 
stream composed of six bits plus a parity 
bit for each character. The software 
monitors the presence of a bit stream, 
measures the time between pulses, 
thereby discriminating between ones and 


• zeros, and assembles the Information into 
a character that represents the actual 
command code. Finally, the program tags 
the received command code as to what 
type it is. a single command (on, off) or a 
repeat command (volume up), for the 
duration of the key depression. Ones or 
zeros are determined by measuring the 
time between pulses. 

A four-bit counter is clocked by a 
10-kHz signal. The content of the counter 
is read at the beginning of each IR pulse, 
and the counter is restarted. Hence, the 
number of pulses read represents the 
time interval between the last two pulses. 
As the IR pulse itself activates the DMA-in 
line, the time count is automatically read 
into a memory location. The DMA pointer 
advances in readiness for another input 
byte, which occurs at the next IR pulse. 
Hence, the seven bits in a command, 
represented by seven counts, are 
automatically stored in memory. If the 
time base is chosen well, it is possible, 
while maintaining good resolution, to get 
a count in which the most significant bit 
reads directly and correctly 1 or 0 for the 
time interval. It remains only for the CPU 
to repack the 1’s and O's into a command 
code word, which is stored for later use. 
The software code used for servicing the 
remote unit is in many ways similar to a 
UART program: it checks for correct 
number of bits and framing error, and 
ignores noise pulses and other error con¬ 
ditions. 

Tunning and Program selection 

A prescaler in the closed loop circuit. 
Fig. 7, divides the outputs from the L.O. 
by 64 for VHF and by 256 for UHF; the 
dividing ratio is defined as K. The output 
of the prescaler, now within the frequency 
range of CMOS circuitry, feeds a 14-bit 
divide-by-N counter, the output of which 
Is compared with a reference frequency. 
The output from the phase detector is 
filtered, amplified, and applied to the 
varactor diode used to tune the L.O. In 
sum, the L.O. frequency of the tuner is 
measured, and whatever control voltage 
is necessary to force the frequency to be 
correct for a selected channel is 
generated by the loop. At phase lock, 
when the inputs to the phase detector are 
of the same frequency, the L.O. frequency 
of the tuner is N times K times the 
reference frequency. Therefore, the 
divide-by-N counter, which is under soft¬ 
ware control by the user, selects the 
channel. 

The data format is a 16-bit word; the " 
two most significant bits are decoded to 
select one of 'our bands (VHF-I,.VHF-III, 
VHF, extra). The remaining 14 bits are the 
binary representation of the number N for 
a specific channel. The 14 bits provide 
sufficient resolution to place the L.O. 
frequencies as little as 25 kHz apart for 
VHF. Thus, if is possible to use the tuner 
to select any channel in the world, as well 
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' Fig. 7— Precise tur7ing and station selection is done mitt? a phase-locked loop. 

The loop is controlled by an LSI chip that contains a divido-by-N counter, 
band select, phase comparator and reference frequency dividers. Band and 
’i channel frequency information is contained in a 16-bit data word sent over 

* the memory address bus. 


as unasslgned channels used in cable TV 
and MATV installations. Additional fine 
tuning is implemented with the same 
resolution. The 16 bits of data are output 
over the eight-bit mennory address bus 
with only one instruction, using register- 
based output. With the exception of the 
ECL prescaler, the low-pass filter, and 
operational amplifier, all circuitry is inte¬ 
grated on one CMOS chip. The required 
interface logic for the remote keyboard, 
discussed earlier, is also included on the 
chip. 

The PLL system * employed in the 
microprocessor tuner differs funda¬ 
mentally from the open-loop analog 
system commonly employed. In the 
analog system, a predetermined voltage 
is applied to the tuner with the expecta¬ 
tion that the generated frequency will be 
correct. But because there is no feed¬ 
back, changes in components with age 
and temperature Influence the frequency. 
Neither is automatic compensation 
achieved for the unavoidable differences 
that occur in tuner characteristics. 

Note that with a PLL system, 
preprogramming of channels and events 
can be done at any time; no stations have 
to be on the air. In fact, it is now possible 
for the dealer to preprogram sets before 
they are delivered to customers, provided 
a battery back-up system is implemented. 

Battery Back-Up 

A two-level battery back-up system 
takes over in the event of a power failure. 


Because of the all-CMOS circuitry of the 
logic and processor, this system can be 
implemented with only four rechargeable 
low-capacity NiCd cells. 


In order to conserve power, the CPU, 
upon detecting a power failure, 
automatically switches from the 2-MHz 
crystal in normal use to a low-frequency 
32-kHz crystal. The switching lakes place 
during a few milliseconds “wait" state 
which the CPU also enters automatically 
with a power failure. If power is not 
restored within the predetermined 
number of days, seven, the CPU shuts 
itself down after shutting down the whole 
system with the exception of the RAM 
storing user-programmed information. 
The remaining battery power is sufficient 
for approximately three months of 
storage, if power returns before three 
months, operation resumes as normal 
with stored information intact. 

The slow-clock mode works satis¬ 
factorily because, during the absence of 
ac power, the only task performed by the 
software at each interrupt is a clock up¬ 
date. Essentially the same update routine 
is used, except that, in the slow-clock 
mode, a branch instruction sets a new 
limit for the number of interrupt pulses re¬ 
quired to measure one second. Again, the 
software ignores all code except update 
clock and testing for the presence of ac 
power. 
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APPENDIX 

Summary of single and compound keyboard commands, (t and p 
refer to numerals 0 through 9). Keyboard diagrams are shown or 
the following page. 

Commands Actions 


ANY KEY 

BRT 

CH 

ppCH 

CL 


COL 

CON 

EVppPttttT 

EVOOPttttT 

FT 

L 

L NO 

MU, MUTE 
MX 

NO NTV 
NTV 

P 

ppP 


Acknowledge automatic turn-on 
Brightness adjust 
Channel scan 
Preprogram channels 

Clear. Returns program to previous mode. Instant 
escape from error mode. Return from listing, 
scan. 

Color adjust 
Contrast adjust 
Preprogram a one-time event 
Preprogram off 
Fine tuning 

List preprogrammed events 

Cancel preprogrammed event while listing 

Mute 

Mix, expansion command 

Four factory analog values are called 

Return to normal TV mode. Four user’s analog 

values are also restored 

Program scan 

Program selection. Turn set on with pp = 1—16 
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SAT 

Saturation adjust 

SF CH 

VWiat channel is currently assigned? 

SF EVppRtttT 

Preprogram a repetitive event 

SF NTV 

Store user’s analog values 

SF P 

Toggle between PAL or SECAM decoder 

STB. STBY 

Standby: toggles set on/otf 

T 

Toggle clock display on/off 

ttttT 

Set clock 

TEL 

Tele, expansion command 

?T 

?Time, expansion command 

VW 

View, expansion command 

VOL 

Volume adjust 


Remote KB 


T 

7 

8 

9 

CL 

L 

4 

5 

6 

FT 

A 

CH 

1 

2 

3 

FT 

T 

P 

0 

SF 

NO 

EV 

VOL 

A 

SAT 

A 

BRT 

A 

CON 

A 

MU 

VOL 

T 

SAT 

▼ 

BRT 

T 

CON 

T 

NTV 

TEL 

VW 

MX 

?T 

SBY 


Local KB 


SATV 

7 


BRTT 

8 

CONV 

9 



CONA 

4 


NORM 

5 

VOLT 

6 




VOLA 

1 


◄ 

</> 

BRTA 

3 

TIME^ 

P 


MUTE 

O 

STBY 


SHIFT 
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